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I PREFACE 

Our knowledge of the flow of electrical energy long ago de- 
veloped into the science of Electricity but our knowledge of the 
flow of mailer has even yet not developed into a coordinate 
science. Id this respect the outcome of the labors of the hydro- 
dynamicians has been disappointing. The names of Newton, 
Navier, Poisson, Graham, Maxwell, Stoker and Hehnholtz with 
a thousand others testify that this field has been well and com- 
petently tilled. Even from the first the flow of liquids has been 
a subject of practical importance, yet the subject of Hydraulics 
;r become more than an empirical subject of interest 
nierely to the engineer. 

Unfortunately the theory is complicated in that the flow of 
I matter may be hydraulic (turbulent), viscous (linear), or plastic, 
dependent upon the conditions. It was in 1842 that viscous 
flow was first differentiated from hydraulic flow, and only now 
I are we coming to realize the important distinction between vis- 
cous and plastic deformation. Considering the confusion which 
has existed in regard to the character of flow, it is not surprising 
that there has been uncertainty in regard to precise methods of 
measurement and that exact methods have been discovered, only 
I to be forgotten, and rediscovered independently later. As a 
result, the amount of really trustworthy data in the literature 
I on the flow of matter under reproducible conditions is Umited, 
I often to an embarrassing extent. 

If we are to have a theory of flow in general, we must consider 

I- matter in its throe states. No such general theory has appeared, 

I although one is manifestly needed to give the breath of Hfe to 

I the dead facts about flow. The author offers the theory given 

I in the following pages with the utmost trepidation. Although 

he has given several years to the pleasant task of supporting its 

most important conclusions, a lifetime would be far too short to 

^^ complete the work unaided. The author makes no apology for 

^^L any lack of finality. Parts of the theory which have already 
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found their way into print have awakened a vigorous discussion 
which is still in progress. This is well, for our science thrives on 
criticism and through the collaboration of many minds the final 
theory of flow will be evolved. 

Without going considerably beyond the limits which we have 
placed upon ourselves, it is impossible to refer even briefly to all 
of the important papers on the subject. References given in 
the order that they come up in the discussion are not the best 
suited for later reference. The novel plan has been tried of 
placing nearly all of our references in a separate appendix which 
is also an author index and is, therefore, arranged alphabetically 
under the authors' names. In the text the name of the author 
and the year of publication of the monograph is usually suflScient 
for oiu- piu-pose, but sometimes the page is also added. The titles 
of the monographs are usually given in the hope that this bibU- 
ography may be of considerable service to investigators who are 
looking up a particular Une of work connected with this general 
subject. 

It is a pleasure to thank Dr. R. E. Wilson of the Massachusetts 
Institute of Technology and Dr. Hamilton Bradshaw of the E. I. 
bu Pont de Nemours & Company for reading over the manu- 
script and Dr. James Kendall for examining the proof. Profes- 
sor Brander Matthews of Columbia University, Professor James 
Tupper and Professor James Hopkins of Lafayette College have 
assisted in important details. The author gladly acknowledges 
the valuable assistance of his colleagues and co-workers. Dr. 
George F. White, Dr. J. Peachy Harrison, Dr. Henry S. Van 
Blooster, Mr. Walter G. Kleinspehn, Mr. Henry Green, Mr. 
WiUiam L. Hyden, Mr. Landon A. Sarver, Mr. Delbert F. Brown, 
Mr. Wilfred F. Temple, Mr. Herbert D. Bruce, and others. 

The author is especially indebted to the University of Rich- 
mond for the leisure which made possible a considerable portion 
of this work. 

Eugene C. Bingham. 

Easton, Pa. 

Fe6. 11, 1922. 
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PART I 
VISCOMETRY 



CHAPTER I 

PRELIMmARY. METHODS OF MEASUREMEI7T 

L Intioductory. — What one may be pleased to call "dominant 

' have so stimulated the work on viscosity, that it would 

b entirely possible to treat the subject of viscosity by eonaider- 

; in turn these dominant ideas. 

I Practically no measurements from which viscosities may be 

ilculated were made prior to 1842, yet very important work 

i being done in Hydrodynamics, and the fundamental laws 

I motion were established during this preliminary period. To 

i group of investigations belong the classical researches of 

lernouilh (1726), Euler (1756), Prony (1804), Navier (1823), 

bid Poisaon (1831), In the development of Hydrodynamics 

picb experimental work was done upon the flow of water in 

) of large bore by Couplet (1732), Bossut (1775), Dubuat 

, Gerstner (1800), Girard (1813), Darcy (1858), but this 

yrk could not lead to the elucidation of the theory of viscosity 

fl we shall see. Important work belonging to this preliminary 

iriod was also done by Mariotte (1700), Galileo (1817), S'Grave- 

(1719), Newton (1729), D'Alembert (1770), Boacovich 

J785), Coulomb (1801), Eytelwein, (1814). 

■ It is to Poiseuille (1842) that we owe our knowledge of the 

mple nature of flow in capillary spaces, which is in contrast 

Sth the complex condition of flow in wide tubes, heretofore 

He wished to understand the nature of the flow of the 

wd in the capillaries, being interested in internal friction from 

J physiological point of view. He made a great many meas- 



2 FLUIDITY ASD PLASTICITY 

urements of the rates of flow of. liquids through capillarj' tubes 
which are still perhaps uas\irf)assed. They lead directly to tb 
laws of viscous resist^nr^. *nid tliey will l)e described in detai 
in a later chapter. :TJie* theoretical basis for these laws and i 
definition of yi^cnSly were suppUed by the labors of Hagei 
(1854), G.-.WiWfemann (1856), Hagenbach (1860), Helmholti 
(1860j;-.Maxwell (1860). Since the velocity of flow through the 
jCapiliaTy may be considerable, a correction is generally necessary 
\ for this kinetic energy-, which is transformed into heat. Hagen- 
bach was the first to attempt to make this correction but 
Neumann (1858) and Jacobson (1860) were the first to put th€ 
correction into satisfactory form. Thus both the method ol 
measurement and the formula used in calculation of absolute vis- 
cosities were practically the same by 1860 that they are today. 
Unfortunately, these important researches have not been suffi- 
ciently well-known, hence their results have been repeatedly 
rediscovered, and there is an e\4dent confusion in the minds <rf 
many as to the conditions necessary for exact measurement. 
The so-called "transpiration" or Poiseuille method was not the 
only one which was worked out during this period of perfecting 
the methods of measurement. The pendulum method was 
developed by Moritz (1847), Stokes (1849), O. E. Meyer (1860), 
Hehnholtz (1860) and Maxwell (I860). The well-known method 
of the falling sphere was worked out by Stokes (1849). 

During the period to which we have just referred, Graham 
(1846-1862) had been doing his important work on gases, but 
the development of the kinetic theory gave a great impetus to 
the study of the viscosity of gases; and at the hands of Maxwell, 
O. E. Meyer and others, viscosity in turn gave the most striking 
confirmation to the kinetic theory. The work on the viscosity 
♦"bf gases has continued on until the present, being done almost 
exclusively by physicists. » 

To chemLsts, on the other hand, impressed by the relations 
between physical properties and chemical composition, so forcibly 
brought to their attention by the work of Kopp, the viscosity of 
liquids has Ix^n an interesting subject of study. To this group 
belong the researches of Graham (1861), Rellstab (1868), Guerout 
d^'""" Pribram and Handl (1878), Gartenmeister (1890), 
id liodger (1893) and many others. 
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"he riae of modern physical chemistry resulted in an awakpn- 
[ of interest in all of the properties of aqueous solutions. 
Uong with other propertieSj viscosity received attention from a 
great number of physical cheraists, among whom we may cite 
Arrhenius (1887), Wm. Ostwald (1893), J. Wagner (1883-90), 
Reyher (1888), Miitzel (1891). It must be admitted that our 
knowledge of viscosity has not played an important part in the 
development of modern physical chemistry. It is doubtleaa for 
this reason that the subject of viscosity is left unconsidered in 
moat textbooks of physical chemistry. It is certainly not be- 
cause viscosity does not play an important role in solutions, but 
rather that the variables in the problem have not been properly 
estimated. That with the physical chemist viscosity has so 
long remained in the background, makes it all the more promis- 
ing as a subject of study, particularly since it is becoming more 
and more nearly certain that viscosity is intimately related to 
many very diverse properties such as diffusion, migration of 
ions, conductivity, volume, vapor-presaure, rate of solution and 
of crystallization, as well as chemical composition and consti- 
tution, including association and hydration. It seems probable 
that the work in this field ia going to expand rapidly, for it is 
becoming imperative that the exact relation between viscosity 
and conductivity, for example, should be clearly demonatrated. 
With the recent advances in our knowledge of the nature of 
colloids, there was certain to be an extended study of the vis- 
cosity of these substances, because no property of colloids is so 
fiignificaiit as the viscosity. This in turn has again stimulated 
interest in viscosity on the part of the physiologist, so that the 
viscosity of blood, milk, and other body fluids have been 
repeatedly investigated under the most varied conditions during 
the past few years. 

The use of viscosity measurements for testing oils, paints, 
and various substances of technicdl interest has given riae to a 
series of investigations, that of Engler (1885) being among the 
earliest and most important in this group. These researches 

1 have been devoted largely to devising of instruments and to a 

j comparison of the results obtained. 

|, Quite unrelated to the above groups for the moat part, are 

I'lflie investigations which have undertaken to study the viscosity 
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of solids. Thn study of elasticity has been the dominant idet 
in this KToup of researches. 

Very little work has been done upon the viscosity of matter 
in the different states of aggregation taken as a whole. If it 
haa been shown that our knowledge of viscosity consists of 
somewhat unrelated groups, it is equally apparent that sueh a 
separation is artificial and that nothing could be more important 
for our complete understanding of ^Tscosity. than to bring theae 
groups together into an inter-related whole. We shall therefore 
not make an attempt to follow the chronological method, where 
it interferes with the consideration of the subject as a whole. 
Nevertheless the groups of researches to which we have alluded 
stand out rather clearly. The methods of measurement in oee 
will be first considered, after which we shall study the viscoeities 
of liquids, solutions, solids, and gases respectively. 

Elastic Deformation, Plastic, Viscous, and Turbulent Flow. — 
If a perfectly elastic solid be subjected to a shearing stress a 
certain strain is developed which entirely disappears when the 
stress is removed. The total work done is zero, the process is 
reversible, and viscosity can play no part in the movement. 
This is not a case of flow but of elastic deformation. If a body 
which is imperfectly elastic as regards its form be subjected to 
shearing stress, it will be found that a part, at least, of the 
deformation will remain long after the stress is removed. In this 
case work has been done in overcoming some kind of internal 
friction. We may distinguish the kinds of flow under three 
regimes. It is characteristic of viscous or linear flow that the 
amount of deformation is directly proportional to the deforming 
force, and the ratio of the latter to the former gives a measure 
of viscosity. It has been questioned at times whether this ratio 
is truly constant, but it appears that only one qualification is 
necessary. In very viscous substances time may be necessary 
for the flow to reach a steady state, aside from any period of 
acceleration, because witli substances Uke pitch the viscous 
resistance develops slowly, so that the above ratio gradually 
increa.ses when the load is first put on, but even in this case the 
ratio finally reaches a value which is independent of the amount 
of the load. As, however, the deforming force is steadily in- 
creased, a point may be reached where the above ratio suddenly 
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At this point the regime of turbulent or hydraulic 
fiow begins. This will be studied in detail at a later point in 
the development of the subject. There are substances, on the 
other hand, for which the value of the above ratio increases 
indefinitely aa soon as the deforming force falls below a certain 
miniraum. These substances are said to be plastic. In -plastic 
fiow it is generally understood that a definite shearing force is 
required before any deformation takes place. But whether this 
ifl strictly true or not has not been established. 

The Coefficient of Viscosity. — Consider two parallel planes A 
and B, s being their distance apart. If a shearing force F per 
unit area give the plane A a velocity v in reference to B, the 
velocity of each stratum, between A and B, as was first pointed 
out by Newton, will be proportional to its distance from B. 
The rate of shear dv/ds is therefore constant throughout a 
homogeneous fluid under the above conditions. The possibility 
that it may not be constant near a boundary surface will be 
sidered later. Since the force F is required to maintain a 
uniform velocity, this force must be opposed by another which 
is equal in amount due to the internal friction. The ratio of 

I this force to the rate of shear is called the coefficient of viscosity 
and is usually denoted by the symbol ti 
: 
Vise 
fosi 
tmil 
reqi 



(1) 



J dimensions of viscosity are [ML-'T~'). The definition of 

iriscoaity duo to Maxwell may be stated aa follows: The vis- 

Kfosity of a substance is measured by the tangential force on a 

l^tmit area of mther of two horizontal planes at a unit distance apart 

I required to move one plane with unit velocity in reference to 

the other plane, the apace between being filled with the viscous 

substance. The coefficient of fluidity is the reciprocal of the 

, coefficient of viscosity, so that if the former is denoted by ^ we 

LBve = -• The coefficient of fluidity may be independently 
^^lefined as the velocity given to either of two horizontal planes 

1 respect to the other by a unit tangential force per unit area, 
Iwhen the planes are a unit distance apart and the space between 

liliem is filled with the viscous aubatance. 
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Methods of Measurement.^ — Almost numbcrlese instrumente 
have been devised for the rneaaurpruent of viscosity, but the 
RTcatcr part of these are Buitabic for giving relative values only. 
There are, however, several quite distinct methods which are 
susceptible of mathematical treatment so that absolute tnscoaities 
may be obtained. The possible methods for measuring viscosity 
may be classified under three heads as follows: 

1. The measurement of the resistance offered to a moving 
body (usually a solid) in contact with the viscous fluid. 

2. The measurement of the rate of flow of i^^cous fluid. 

3. Methods in which neither the flow nor ^^resistauce to 
flow are measured, 

1. The various methods for measuring viscosity while maiiitaiiujig the 
fluid in a nearly fixed poaition, together with the names of investigatoTs 
who have developed the method are as fullowa: 

(a) A horiEontal Hiatt supported at its middle point by a wire and oscil- 
lating around the wire as an axis. Coulomb (1801), Moritz (1847), Stokes 
(1850), Meyer (1865), Maxwell (1866), Grotrian (1876), Oberbeck (1880), 
Th. Schmidt (1882), Stables and Wilaon (1883), Fawaitt (1908). 

(6) A sphere filled with liquid and oscillating around its vertical axis. 
Helmholtz and Piotrowski (1868), Ladenburg (1908). 

(c) A cylinder filled with liquid and oscillating around its vertical axis. 
MUtiel (isgi). 

Id) Concentric cylinders. The outside one is rotated at constant velocity 
and the torque, exerted upon the inner coaxial cylinder which is immeraed 
in the viscoius fluid, is measured. Stokes (1845), dc St. Venant (1S47), 
BouBHineaq (1877), Couette (1888), Mallock (1888), Perry (1863). 

(e) An oaeiilating solid sphere immersed in the viscous substance and 
supported by bifllar suspension was used by K6nig (1885). 

(/) A body moving freely under the action of gravity, e.g., falling sphere 
of platinum, mercury, or water, a falling body of other shape than a sphere, 
a rising bubble of air. Stokes (1845). Pisali (1877), Sch6ttner (1879), de 
Heen (1889), O. Jones (1894), Duff (1896), J. Thomson (1898), Tammann 
(18S8), Sehaum (1899), Allen (1900), Ladenburg (1906), Valenta (1906), 
Aradt (1907). 

2. The methods for measuring the rate of flow of a viscous fluid: 

(u) Efflux through horizontal tubes of small diameter. Gerstner (1798), 
Girard (1816), PoiseuiUe (1842), G, Wiedemann (1856), Rellstab (1868), 
Sprung (1876), Roaencrani (1877), Grotrian (1877), Pribram and Handl 
(1878), Slotte (1881), Stephan (1882), Foussereau (1885), Couette (1890), 
BrQckner (1891), Thofpe and Rodger (1893), Hosking (1900), Bihghara and 
White (1912). 

fli) Efflux through a vertical tube of small diameter. Stephai 
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Engler (1885), Arrhonius (1887), Oetwald (ISIB), GarteDmeister {1890), 
Heydweiller (1S95), Friedlander (1901), Mcintosh and Steele (190fi), 
e (1910). 

Ifflux through a bent capillary. Griineisen (1905). 
(rf) Bending of beamfi and torsion of rods of viacoua auVistance. Trouton 
PiE1906), Trouton and Andrews (1904). 

(e) Rate at which one substance penetrates another under the influence 
of capillary action, diffusion, or solution tension. 
3. Other methods for meaBuring viscosity; 
(a) Decay of oscillations of a liquid in U-shaped tubes. Lambert (1784). 

1(6) Decay of waves upon a free surface. Stoltes (1851), Wataon (1902). 
(c) Decay of vibrations in a viscous substance. Guye and Mintz (1908). 
(d) Rate of crystallization, Wilson (1900). 
Nomenclature. — A great variety of names have been given to 
instruments devised for measuring viscosity, among which we 
may cite viscometer, viscosimeter, gliachrometer, microrheom- 
eter, stalagnometer, and visco8tagnomet«r. All but the first 
two are but little used and their introduction seems an tuineces- 
sary complication. Viscometer and viscosimeter are about 
equally used in England and America, but such a standard work 
HiS Watt's Dictionary uses only viscometer. Viscosimeter in its 
German equivalent Viskos-i'meler is entirely satisfactory, but 
in English viscosimeter is apt to be mispronounced vi8c68- 
imeter. Furthermore viscosimeter does not so easily relate 
itself in one's mind to viscometry which is the only word recog- 
nized in the standard dictionaiies to denote the measurement 
of viscosity. Professor Brander Matthews kindly informs me 
that the formation of the word viscometer is quite as free from 
objection as that of viscosimeter, and viscometer is in harmony 
with modem speUing reform. Hence viscometer should be 
adopted as the name for all instruments used for measuiing vis- 
cosity. The different forms are distinguished by the names of 
their inventors. 



CHAPTER II 

THE LAW OF POISEUILLE 

Ezpertmental Verification. — Prior to 1842 it had not been 
established as a fact that tlie movement of the blood through the 

capillaries has its origin solely in the contractions of the heart. 
There were theories current that the capillaries themselves 
caused the flow of blood or that the corpusclea were instrumental 
in producing it. Poiseuille reasoned that if the lengths and 
diameters of the capillaries are different in the various warm- 
blooded animals and if the pressure and temperature of the blood 
vary in different parts of the body, light might be thrown upon 
the problem by investigating the effects upon the rate of flow 
in eapUlary tubes of changes in (1) pressure, (2) length of capil- 
lary, (3) diameter of capillary, and (4) temperature. 

The resiilts of Poiseuille's experiments were of a more funda- 
mental character than he anticipat;Gd for they proved that the 
conditions of capillary flow are much simpler than those in the 
wide tubes which had previously been employed, and by his 
experiments the laws of viscous flow became established. Not 
only did Poiseuille perform experiments which resulted in the 
law which bears his name, and therefore have affected all subse- 
quent work, but he measured the efflux times of water by the 
absolute method taking elaborate precautions to insure accuracy, 
and using capillaries of various lengths and diameters which are 
equivalent to separate instruments — in all over forty in number. 
Thus one is justified in studying his work in considerable detail, 
not only for its historic interest, but on account of its bearing 
upon questions which will arise later. In the Appendix his 
measurements are reproduced in full. 

In Fig, 1 is shown the most essential part of the apparatus of 
Poiseuille. It consists of a horizontal glass capillary d joined 
to the bulb, whose volume between the marks c and e was accu- 
rately determined. The bulb is connected above with a tube 
which leads to (1) a 60-1 reservoir for keeping the pressure of the 
air within the apparatus constant, (2) a manometer, filled with 
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water or mercury, and (3) a pump which ia used for giving the 
desired pressure. The capillary opens into the distilled water 
of the bath in which the bulb and capillary are immersed. After 
the dimensions of the bulb and capillary have been found, it is 
only necessary, in making a viscosity determination at any given 
temperature, to observe the time necessary for a volume of 
liquid equal to that contained in the bulb to flow through the 
capillary under a determined pressure. Without going into detail 
at this point, it need be merely stated 
here that due means were taken for 
getting the true dimensions of the 
capillary and bulb, for filling the 
apparatus with clean pure liquid, and 
for estimating the mean effective pres- 
Bure, which consists of the pressure 
obtained from the manometer plus 
the hydrostatic pressure from the 
bottom of the falling meniscus in the 

bulb to the level of the capillary, minus the hydrostatic pres- 
Bure from the level of the capillary to the surface of the bath, 
minus a correction for the capillary action in the bulb, and two 
corrections for the pressure of the atmosphere, which may be 
either positive or negative. One of these last corrections is due 
to the air within the apparatus being more dense than that 
outside, the other is due to the difference of pressure of the atmo- 
sphere upon the Uquid surfaces in the upper arm of the manom- 
eter and in the bath, unless they happen to be at the same level. 
Law of Pressures. — In obtaining this law aU of the experi- 
ments were made at a temperature of lO^C For a capillary of 
given length and diameter, the time of transpiration was meas- 
ured for various pressures. For example, one capillary was 75.8 
mm long, the major and minor axes of the end of the capillary 
the bulb were 0.1405 and 0.1430 mm and those of the 
ij)en end 0.1400 and 0.1420 ram respectively. The pressures 
id are given in the first column of Table I and the times of 
transpiration in column 2. One of these values is then employed 
to calculate the others on the assumption that Ihe times of tran- 
'^ipiration are inversely proportional to the pressures, as given in 
column 3. 
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Table I. — Capillary A' 



Pressure in 


Observed time 






millimeters of 


for transpiration 


Calculated 


Per cent 


mercury at 


of 13.34085 cc 


time 


difference 


lO^'C 


of water 






97.764 


10,361.0 






147 . 832 


6,851.0 


6,851.91 


0.01 


193 . 632 


5,233.0 


5,231.22 


0.03 


387 . 675 


2,612.5 


2,612.84 


0.01 


738.715 


1,372.5 


1,371.20 


0.09 


774.676 


1,308.0 


1,307.55 


0.04 



In the above case it is certainly true that the rate of flow is 
proportional to the pressure, but it is equally certain that this 
relation no longer holds when the capillary becomes suflSciently 
shortened. Thus when the length of the tube used above is 
shortened to 15.75 mm, the values given in Table II are obtained. 

Table II. — Capillary A*' 



Pressure in 


Observed time 






millimeters of 


for transpiration 


Calculated 


Per cent 


mercury at 


of 13.34085 cc 


time 


difference 


lO^^G 


of water 






24.661 


8,646 






49.591 


4,355 


4,299 


-1.29 


98 . 233 


2,194 


2,170 


-1.09 


148.233 


1,455 


1,438 


-1.17 


194 . 257 


1,116 


1,097 


-1.63 


388.000 


571 


549 


-3.85 


775.160 


298 


275 


-7.72 



Not only is there a marked deviation from the assumed law 
of pressures as soon as the capillary is suflSciently shortened, but 
the percentage difference between the observed and calculated 
values increases quite regularly as the pressure increases. But 
in either case, whether the capillary is shortened or the pressure 
increased, we note that the velocity is decreased. Whether the 
irregularity here observed is due to the use of some of the avail- 
able work in imparting kinetic energy to the liquid, or it is due 
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to eddy currents which appear under conditions of hydraulic 
flow, we will reserve for later discussion. This question was not 
considered by Poiseuille, yet with a great variety of tables show- 
ing an agreement like that in Table I above, Poiseuille was fully 
justified in concluding that for tubes of very small diameters 
and of sufficient length, the quantity of liquid which transpires 
in a given time and at a given temperature is direcily proportional 
to the pressure, or y = Kp, where if is a constant, V the volume, 
and p the pressure head, causing the flow through the tube. 

Law of Lengths. — Poiseuille next studied the effect of the 
length of the tube upon the rate of fiow, but this problem pre- 
sented exceptional difficulty owing to the fact that tubes are 
never of uniform cross-section. With the camera lucida he ex- 
amined and measured each section of the tubes, which had been 
carefully selected from a large numberj and finally corrections 
were made for the small changes in diameter, assmning the law 
of diameters to be given later. This seems justified since the 
corrections were very small. In Table III the results are given 
which Poiseuille obtained with capillary "B." The lengths of 
the capillary are given in column 1, the major and minor axes 
of the free end in column 2, the time required for the transpiration 

Table III. — Capillary B 



Length of 

tube in 
roiUiffletera 


Major and 
free end 


Time of 

transpiration of 
S.44S2 cc 


Time 
calculated 


Per cent. 


100.050 
76.050 
49.376 
23.57S 


0.1135\ 

0.1117] 
O.U40| 

io.n2o/ 

fO- 11421 
0,I122J 
0,11451 
0.1123] 


2,052.98 

1,528-20 

1)98-74 

475. IS 


1,539.0 

1,004-0 

478- S 


0-85 
0.63 
0.34 


9.000 
3.900 


0.11441 

0.1124 

0.1145 

\ 0.1125 


199-39 
110.20 


181.4 

SO. 4 


-9,05 
-31-64 
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of the 6.4482 cc of water at 10°C contained in the bulb at a 
constant pressure of 775 mm of mercury are given in column 3. 
Assuming that the time of flow is directly proportional to the 
length of the tube, PoiseuiUe used the time of one experiment 
to calculate the one immediately succeeding, and thus are ob- 
tained the values given in column 4. It is evident that the last 
two lengths are too abort, but the others fairly substantiate the 
law. The agreement is still better when corrections are made 
for the varying diameters of the tube. This correction is espe- 
cially important since, as will be shown, the efflux rate varies 
as the fourth power of the diameter. From results like those 
exhibited in Table III PoiseuiUe concluded that the quantity of 
liquid passing thTougk a tube of very small diameter at a given 
temperature and pressure varies inversely as the length, and we have 
that V = K"p/l where I represents the length. But the last 
two observations show that this law has its limitations. 

Law of Diameters. — To discover the relation between the 
diameter of the capillary and the rate of flow, PoiseuiUe calculated 
the quantity of water which would flow through 25 mm of the 
different tubes at iCC under a pressure of 775 mm of mercury 
in 500 seconds, obtaining the values given in Table IV. 

Table IV 



DeBignation 
of tube 


Main diamcler 
of tube in 
centimetera 


Volume elHux 
in 500 sec. from 
observations 


Volume 
calculated 


Per cent. 

difference 


M 


0,0013849 


0-0014648 


0.001466 


+0.02 


E 


0.0029380 


0.0288260 


0,028808 


-0-07 


D 


0,0043738 


0.1416003 


0.141630 


+0-10 


C 


0.0OS5492 


2.0673912 


2.066930 


-0-02 


B 


0.0113400 


6,3982933 


6.389240 


-0.14 


A 


0.0141600 


15.5328451 


15.547100 


+0.10 


F 


0.0652170 


6,995-8702463 







The volumes calculated in the fourth column are obtained by 
comparing each tube with the one following on the assumption 
that the quantity traversing the tube is proportional to the fourth 
power of the diameter, thus 0X102938* : 0.0013949* = 0.028826: x, 
or a: = 0.001465. The agreement is very satisfactory, hence the 
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formula becomeB V = K —j-- For water at 10°C he found the 

value of K to be quite exactly 2,495, 224j p being expressed in 
millimetera of mercury at 10° and I and d in centimeters. He 
experimented with alcohol and mixtures of alcohol and water 
and for these we obtain different values of K. Poiseuille did 
not use the terms viscosity or fluidity, nevertheless these values 
of K are proportional to the fluidity. 

The Effect of Temperature on the Rate of Flow. — Girard had 
given a formula to represent the flow of water in a pipe as a 
function of the temperature, but the constants had to be deter- 
mined for each pipe. Poiseuille gave a formula which was inde- 
pendent of the instrument used, 

a\2^ 



' l,f 



16,724,000(1 + 0.03367937* + 0.0002209936?')- 



where Q represents the weight of water traversing the capillary 
in a unit of time. The adequacy of this formula to reproduce 
f the observed values is shown in Table V. 

Table V. — Capillary A 
15 cm (f = 0.0141125 cm p = 778 mm of mercury. Time of 
flow 1,000 sec. 



o.e 


5.74376 


5.73955 


6,0 


6.60962 


6.60381 


10.0 


7.64649 


7.64435 


IB.O 


8.74996 


8-74705 


20,0 


9.91530 


9-91191 


2S.0 


11.145S4 


11-13892 


30-1 


12.45631 


12.45423 


35.1 


13.80695 


13.80710 


40.1 


15.21866 


15.221S4 


45-0 


16-67396 


16-66860 



Knee the values calculated are weights and not volumes, the 
iluea of Q are not proportional to the fluidity. This formula 

^mains empirical, but the expression V — K—r- can be readily 

derived from the fundamental laws of motion. 
Theoretical Derivation of the Law.^Hagenbach (1860) appears 
J have been the first to give a definition of viscosity. He made 
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SL very careful study of the earlier work on viscosity and gave a 
theoretical derivation of the law of Poiseuille, which has had 
very great effect upon the succeeding history of this subject. 
Neumann gave the deduction of the Law of Poiseuille in his 
lectures on Hydrodynamics in 1858, and thus prior to the publi- 
cation of Hagenbach's paper in March, 1860. This deduction 
was first published by Jacobson early in 1860 and the lectures 
were published in full in 1883. In April, 1860 Helmholts pub- 
lished the derivation of the law from the equations of motion. 
J. Stephan (1862) and Mathieu (1863) gave independent deriva- 
tions of the law. Reference should also be made to the treat- 
ment of the flow in long narrow tubes by Stokes (1849). 

Imagine a horizontal capillary whose bore is a true cylinder to 
connect two reservoirs L (left) and R (right) there being a differ- 
ence of pressure between the two reservoirs, at the level of the 
capillary, amounting to p grams per square centimeter. If the pres- 
sure in L is the greater the direction of flow through the capillary 
will be from left to right. The total effective pressure p is used 
up in doing various forms of work, several of which can be differ- 
entiated with a resultant gain in clearness of imderstanding of 
the conditions of flow. 

1. Near the entrance to the capillary the particles of fluid 
undergo a rapid acceleration; this absorption of kinetic energy 
causes a fall in the pressure amounting to p*. 

2. Within the capillary, there may be a finite movement of 
the fluid over the walls of the tube, due to slipping. Unless 
th(; ext(5mal friction is zero or infinity, work will be done and 
th(»rc will be a fall of pressure p,. 

3. Unless the external friction is zero, the layers of fluid 
nearer the walls of the tube will move more slowly than the 
lay(TH nearer the axis of the tube, and an absorption of pressure 
duo to this internal friction will result. Let this be pv. 

4. If the path of the particles through the capillary is not 
perfectly linear, the additional distance travelled in the eddies, 
will give rise to a further drop in the pressure amounting to pe. 
This turbulent flow is certain to occur when the velocity of flow 
becomes sufficiently high. 

5. But oven l)of()ro the velocity becomes turbulent it seems 
po hat the stream lines at the extremities of the tube may 
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be somewhat distorted, in which case there must be a drop in 
pressure p.. 

6. Heat is produced aa the fluid passes through the tube and 

therefore the temperature may be different at different points of 
the tube and since the temperature greatly affects the viscosity 
of most substances, this may affect the amount of work done in 
the passage through the tube. If the fluid is incompressible it 
will have the same mean velocity through each cross-section of 
the capQlary, and the pressure must fall in a Hnear manner at least 
so long as the flow is linear. If on the other hand the substance 
is compressible, the velocity must increase as the fluid passes 
through the tube, because of the expansion which results from 
the decrease of pressure. With the expansion there is a lowering 
of the temperature. Let the resultant effect of these changes in 
the temperature upon the efl'ective pressure be pr. It may be 
either positive or negative. 

At the exit of the capillary the fluid has no effective pressure 
but it still possesses all of its kinetic energy which causes the 
fluid to go for a considerable distance out into the reservoir R, 
dragging some of the fluid in R with it and producing eddies, so 
that the kinetic energy is finally dissipated in overcoming viscous 
resistance outside of the capillary, and not in adding to the effec- 
tive pressure, as Applebey (1910) has supposed. 

The sum of these possible losses of effective pressure is then 

p = Pk+p, + Pv + ps + p. + pr (2) 

'e shall consider first the case where p = pv, supposing that the 
fluid is incompressible, as is nearly the case in liquids. 

Let the radius of the capiOary be R and the radius of a hollow 
cylinder coaxial with the capillary be J". It is evident from the 
symmetrical arrangement that at every point in such a cylinder, 
the velocity must be identical. Let this velocity be v. The 

rate of deformation must bo -j- and the tangential force d ue to 
a viBcouH resistance, acting from right to left, will be ?j -5- {cf. 

. (1)). Over the whole surface of the cylinder whose length 
B I, this force must amount to 
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But the force due to the frictional resistance on the outside of 
the cyhnder must be exactly balanced by a force due to the pres- 
sure and this is ^ ^Jt 

where p is the pressure in grams per square centimeter and g is 
the acceleration due to gravity. The negative sign is used 
because this force acts from left to right. We have then that 

but r = when r = R, therefore the constant of integration K 
can be evaluated 



K = 



417, 



r = ^ (22» - r') (3) 

From Eq. (3) we may obtain the velocity in centimeters per 
second at arl5«oint in the capillary. It follows that the liquid 
flowing throughwe capillary in a given time has the volume of 
a paraboloid of revolution. If the volume per second is C7, then 

which is the Law of Poiseuille. If V is the total volume of efflux 
in the time t, the formula becomes ; 

vgpRH ^ r ' "i > - 

The mean velocity of the fluid, in cubic centimeters per second 
passing through the tube, 7, is 

^ " rRH "" 8lv ^^ 

Summary. — The simple law of Poiseuille was first discovered 
experimentally, after which its theoretical deduction was quickly 
made. There is, however, a considerable amount of data for 
which the simple law is not sufficient. The law may be given 
far greater usefulness by adding certain correction terms, which 
are the subject of discussion in the following chapter. 



CHAPTER III 
THB AMPLIFICATION OF THE LAW OF POISEDILLE 

The Kinetic Energy Correctioii. — In deriving the law in the 
preceding chapter, we Umited ourselves to the simplest case, 
where all of the energj' is employed in overcoming viscous resi&- 
tance within the fluid, or p — p,. It is desirable however that 
the law be given a wider application, and that the law be tested 
under the most varied conditions. In the experiments which 
Poiseuille used to verify his law, the kinetic energy correction was 
negligible, but the time necessarj' for a single determination was 
often excessive, consuming several hours. It is to be recalled at 
this point that in some of his experiments, in wUch the rate of flow 
was higher than in the others, the law was »3U verified. Poise- 
uille and others have been greatly troublcdpi^ieir viscosity de- 
terminations by dust particles becoming wdged U^ttf^ capillary. 
If it were possible therefore to employ higher^eeds, not only 
would there be an economy in time but the dust particles would 
be much more Ukely to be swept out from the tube. However 
in using these higher velocities a coiTection for the loss in kinetic 
energy must be applied. 

Hagenbach (I860) is the first one to attempt to make this 
correction, the results of whose work became generally known, 
although it appears that Neumann prior to 1860 had made the 
correction in nearly its present form. The work of Neumann 
was reported by Jacobson in 1860 but his work has also remained 
but little known to workers in this field. Gart^nmeister (1890) 
reported that Finkener had arrived at a correction which differed 
from that of Hagenbach, but Finkener seems not to have pub- 
lished any monograph on the subject stating why he considered 

1 correction superior. However Couette in the same year 
tl890) published a very important paper in which he arrived 
tdependently at the same correction as that given by Neumann 

i Finkener, and a year later Wilberforce (1891) independently 
icked the same subject and showed that there is a slip in the 
17 
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reasoning of Hagenbach. He showed that Hagenbach should 
have reached a value which is identical with that given by the 
others. The correction may be simply deduced as follows: 

The kinetic energy of the fluid passing any cross-section of a 
cylindrical tube per unit of time is 

r2'nTdTpvy' = ^f^l r^R^ - r^yrdr = TpR^P 
Jo 2 mrrj^ Jo 

where p is the density of the fluid. Since the volume of fluid 
passing any cross-section per unit of time is t/2^/, the energy sup- 
pUed in producing the flow is irR^Ipg, hence, the energy converted 
into heat within the tube must be xR^Iipg — p/*). From Eqs. (2) 
and (6) we have 

Thus taking into account the loss in kinetic energy, the formula 
of Poiseuille becomes 

in which m is a <!Dnstant which according to the above derivation 
is equal to unity. The formula of Hagenbach diflfered only in 
that the constant m is equal to 2~^ or 0.7938. 

It is of historical interest in this connection to note that Ber- 
nouilli's assumption that all of the particles flowing through a pipe 
have the same velocity, leads one to the conclusion that the 
kinetic energy of the fluid passing any cross-section per unit of 

P2/3 

time is exactly one-half of that given above or — ^ — ' and the 

value of m in that case would be only 0.50. This value was actu- 
ally suggested by Reynolds (1883) when the openings of the tubes 
were rounded or trumpet-shaped, but m = 0.752 when the ends 
are cylindrical. It may be added that Hagenbach compared his 
value of 0.7938 with the observed values obtained by various 
hydraulicians working with wide tubes, Hagen 0.76, Weisbach 
0.815, Zeuner 0.80885, Morin 0.82, and Bossut 0.807, and he 
foimd that his value was near the mean. But account should 
have been taken of the fact that their results apply to the tur- 
bulent regime, but not necessarily to the regime of linear flow. 
Boussinesq (1891) while admitting the correctness of the 
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method used by Couette — and as we have seen, also by Neumaon, 
Finkener, and Wilberforce — as a first approximation, gives a 
more rigorous treatment of the subject on the basis of the kinetic 
theory by which he finds m — 1.12. 

Knibbs (1895) in a valuable discussion of the viscosity of water 

by the efflux method has studied carefully the data of PoiseuHle 

and Jacobson in the effort to find the value of m which would most 

nearly accord with the experimental results. Throwing Eq. (8) 

f in the form 



(8) 
we observe that since for a given tube and liquid only p and ( 
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— Finding the value of m [or the kinetic energy 



r vary, this is the equation of i 



straight line and may be written, 
+ ' (9a) 



where a and b are constants. Plotting the values of 1/t as abscis- 
sas and of pt as ordinates Knibbs obtained the curves shown in 
Fig. 2, using the data for Poiseuille's tubes A", A'", B^, and C*. 
When t becomes very great the corrective term vanishes and pt 
= a. The values of a are given by the intercepts of the curves 
with the axis of ordinates. The tangent of the angle which a 
line makes with the axis of abscissas gives the value of b, from 
tiich the value of m is obtained, since 
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Using a combination of numerical and graphical methods the 
following values were obtained. 

Table VI. — Values of m Deduced by Knibbb from PoiSEUiiiLs's 

Experiments 



Tube 


Length in centi- 
meters 


Mean radius in 
centimeters 


Values of m 


A"' 


2.55 
1.57 
0.95 
0.68 
0.10 

10.00 
0.90 
0.39 
0.60 

20.00 
9.97 
5.04 
2.60 
1.07 


0.00708 
0.00708 
O; 00708 
0.00708 
0.00708 
0.00567 
0.00567 
0.00567 
0.00427 
0.03267 
0.03267 
0.03267 
0.03267 
0.03267 


1.04 


A"' 


1.02 


A^ 


1.16 


A^^ 


1.08 


A^" 


1.12 


B 


1.23 


B'^ 


1.14 


B^ 


1.03 


C^ 

F^ 

pn 

piii 


1.87* 
1.08 
1.33 
1.16 


pnr 


0.82* 


F^ 


0.82* 







The mean is 1.14 or rejecting the values for C^, F'^, and F^, 
1.13. Certain of the tubes, viz,, A, A', A", B', B", B"S C, 
G\ C", C"S Cr, D, D^ D", D^S D'^, E, ES E", and F give 
no satisfactory indication of the value of m. Knibbs deduced 
the value of m from 34 series of experiments made by Jacobson 
and obtained an average value of 1.14. This seems like a remark- 
able justification of the deduction of Boussinesq. But it should 
be added that the individual values vary from 0.82 to 1.44, yet 
perhaps this variation in the values of m should not be over- 
emphasized since in some instances the amounts of the corrections 
are much smaller than the discrepancies among the observa- 
tions themselves. Knibbs thinks that the values do vary more 
than can possibly be accounted for by the experimental error and 
that possibly the value of m is not a constant for all instruments. 
It is highly ^esirable that further experiments be undertaken to 
determine whether m is a constant and equal to 1.12 or if it is 
not constant, the manner of its variation. 



AMPLIFICATION OF THE LAW OF POISEUILLE 



21 



To the present writer it seems probable that the kinetic energy 
correction is truly constant for all tubes which are perfect cylin- 
ders. Irregularities in the bore of the tubes will, however, have 
very great influence in altering the amount of the correction, 
since the correction, cf. Equation (7), depends upon the fourth 
power of the radius of the tube. The shape of the ends of the 
capillary has already been referred to in this connection, but it 
aeema preferable to consider the effect of the shape of the ends 
of the tube as quite distinct from the kinetic energy correction. 
There has been a tendency among many recent experimenters 
to overlook the kinetic energy correction alt^jgother, which is 
quite unjustifiable. We have indicated that it is not practicable 
to make the correction negUgible. The only course open seems 
therefore to be to select a capillary which has as nearly as possi- 
ble a uniform cylindrical (or elliptical) cross-section, to assume 
that m for such a tube has the constant value of 1,12, but to 
arrange the conditions of each experiment so that the kinetic 
energy correction will not exceed 1 or 2 per cent of the viscosity 
being measured. In this case an error of several per cent in the 
value of the constant will not affect the result, unless an accuracy 
ia desired which is higher than has yet been attained. If such an 
accuracy is desired the value of m should be found for each tube 
by the method of Knibbs which has been discussed above, or by 
the method employed by Bingham and White (1912), which will 
be described below in dis- 
cussing the alteration in the 
lines of flow at the ends of 
the tube. 

Correction for Phenomena 
of the Flow Peculiar to the 
Ends of the Tube.— If two 
tubes of large diameter are ""'*'" 

connected by a short capillary, the lines of flow will be as 
represented in Fig, 3, the direction of flow being readily visible 
in emulsions, suspensions, or when a strongly colored liquid is 
allowed to flow out from a fine tube in the body of colorless 
liquid near the entrance to the capillary, as was done by 
Rejmolds (1883). In the reservoir at the entrance A there is 
apparently no disturbance until the opening of the capillary is 
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almost reached, and there the acceleration is very rapid. Evira 
when the stream lines in the main part of the capillary are linear, 
it seems theoretically necessary to assume that there is a choloDK 
together of the stream lines near the entrance as indicated at c. 
It has been suggested that this effect might be prevented by 
using rounded or trumpet-shaped openings as indicated at d. 

At the exit of the capillary, the stream continues on into 
the reservoir B for a considerable distance with its diameter 
apparently unchanged. However the fall in pressure of the 
liquid passing through the large tube B is negligible, so that the 
flow observed just beyond the exit takes place at the expense — 
not of pressure— but of kinetic energy taken up at the entrance. 
There is no distortion of the stream lines just within the exit end 
of the capillary, and it is not clear that any correction at this end 
is necessary, under the conditions which we have depicted. If 
the capillary opens into the air, there will naturally be a capil- 
larity correction and the shape and material of the end of the 
tube will be of importance — cf. Ronceray (1911). 

That the stream should continue for some distance beyond 
the exit with apparently constant diameter seems at first sight 
quite surprising, as one might suppose that the stream would at 
once drag along the adjacent fluid. The explanation is not far to 
seek. In the first place one should remember that the velocities 
even in the capillary are by no means uniform. Equation (3) 
tells us that particles which at a given moment are in a plane 
surface miio will after a certain time has elapsed be in a paraboloid 
surface mpo. The transition from the stationary cylinder of 
fluid in contact with the wall to the coaxial cylinders having 
high speed is apparently abrupt. As the exit of the capillary is 
passed, there is nothing to prevent the larger mass of liquid 
from being drawn along except its own inertia. But the rate at 
which the kinetic energy of the inner coaxial cylinders of fluid 
passes out into the outer cylinders is proportional to the viscosity 
of the medium and to the area of the cylinder. Thus in a fluid of 
low viscosity a capillary stream will penetrate for some distance. 
The stream disappears rather suddenly due probably to the 
development of eddies. 

Couette has attempted to evaluate the effects of the ends of 
the tubes by supposing that they are equivalent to an addition to 
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the actual length of the capillary, which he represents by A. The 
corrected viscosity ijc should therefore be calculated by the 
formula 

_ TrgpRH mpV 

^' SV{l + A) mii+\) ^^"' 

According to Couette the corrected viscosity is always a little 
smaller than that calculated by means of Eq. (8) and we obtain 
the relation 

1 = ^ +A 

Vc I 

A = I ^^^" 



fc 



Since A may be presumed to be the same for tubes of equal 
diameter but of unequal lengths / and I', one should obtain 
different viscosities jj and ti' by applying Eq. (8) to the same fluid. 
There would thus be the relation - 

\ = l-^-^A^ = l'VL—t (11) 

To teat out his theory, Couette used experimental results of 
Poiseuille with tubes A" and A" which gave poor agreement with 
the simple law, Eq. {5} c/. Table II, VII and VIII. The efflux 
times are given in column 1, the viscosities rip calculated from 
the simple Poiseuille formula (5), in column 2, the more 
nearly correct viscosities »| and ij', calculated from Eq. (8) taking 
m = 1.00, in column 3. 



bTjIble VII. — ViacosiTT op Water Calculated 

EsPERIMBNTa WITH TuBE A" 

For dimenaioiiB cf. Appendix D, Table I, p. 331 






1 Ti.. 


flpKq (5) 


„Eq. (8), /« ^1.00 


■ 8,646 


0.01332 


0.01328 


■ 4,355 


0.01349 


0.01339 


■ 2,194 


0,01347 


0.01332 


■ 1,45S 


0.01347 


0,01324 


■ 1.116 


0.01355 


0-01325 


■ 571 


0.01384 


0.01325 


■ ™ 


0.01443 


0.01330 
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Table VIII. — Vi8cx>siTy of Water Calculated from Poisbuillc's 

Experiments with Tube A* 

For dimensions cf. Appendix D, Table I, p. 331 



Time 


IP Eq. (5) 


V Eq. (8), m - 1.00 


3,829 


0.01383 


0.01363 


1,924 


0.01404 


0.01363 


994 


0.01442 


0.01363 


682 


0.01479 


0.01364 


637 


0.01512 


0.01366 


291 


0.01651 


0.01382 


165 


0.01863 


0.01388 



The values of 17 vary but little around the mean 0.01329, while 
the values of Hp show a regular progression, thus demonstrating 
the importance of the kinetic energy correction. The first three 
values of -q' in Table VIII are constant and equal to 0.01363. 
The last four values show a steady increase which may be due to 
turbulent flow at such high velocities. From 17 and 17', which are 
notably different in value, the corrected viscosity i/c as well ife the 
value of A may be obtained by the use of Eq. (11). We get 
17c = 0.01303 and A = 0.041 cm. The mean diameter of these 
tubes was 0.01417 cm hence, the fictitious elongation of the tube 

is a little less than three times the diameter (^p = 2.868]* 

Couette also obtained the corrected viscosity directly by 

experiment, in a very ingenious manner. He employed two 

capillaries simultaneously, which had the same diameter but 

different lengths. The arrangement of his apparatus is shown in 

Fig. 4, where Ti and T2 are the two capillaries connecting three 

reservoirs M, iV, and P. The pressure in each reservoir is 

measured on the differential manometer H. Since the volume of 

efflux through both capillaries is the same and may be calculated 

from the increase in weight of the liquid in the receiving flask D, 

we obtain from Eqs. (7) and (9) the relation 

^ ngRHipi - pk) ^ Tj RH(p2 - Pk) 

8FT7c(ii + A) 8777o(Z2 - A) 

or 

irgRH p i — p 2 

SVvc li -h' 



V = 



AMPLIFICATION OF THE LAW OF POISEUILLE 



25 



By thus eliminating the correction for the kinetic energy and the 

ends of the tubes, Couette obtained, for the corrected viscosity 

(ijc) of water at 10°, 0.01309 which is in excellent agreement with 

the value calculated above from Poiseuille's experiments. If, 

on the other hand, the viscosity (tj) is calculated by means of 

I Eq. {8} with m = 1.00 for one of Couette's tubes, the apparent 

I inscosity (ij) is 0,01389. From the values of ij and tj^ the value 

I of A may be calculated as above. It is 0.32 cm and the diameter 




— Capillary-tubn vl 



[ the tube is 0.090 cm so that the fictitious length to be added 
*'&! a little over three times the diameter of the tube. 

In the experiments used by Couette to calculate the value 
of A the kinetic energy correction is very large, hence a consider- 
_;;ftble error may have been introduced by taking m as equal to 
1-00 instead of the more probable 1.12. Furthermore the range 
■ data used in establishing his conclusion is rather limited. 
pence, Knibbs has made an extended study of the same subject. 
f for A we substitute nR, Eq. (9) may be written 
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but since from Eq. (9a) we have that 



x*gt*li*/ 



' = n.(l+^ 
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3 the equation of a Rtraight line. If values of - oyT 
plotted as ordinates and those of R/l as abscissas, the intercept 
on the axis of ordinates will give the corrected viscosity, i.e., the 
value of the viscosity when I = => or B = 0; and the tangent of 
the angle made by the line with the axis of abscissas when divided 
by the viscosity will give the factor 
n required. Figure 5, taken from 
Knibbs' work, illustrates the method 
as applied to the tubes used by Poi- 
seuille B to B' and F to F". The 
values of n are found to be —5.2 and 
+ 11.2 respectively. According to 
Knibba "these results challenge the 
propriety of Couette's statement that 
. Fia. E.— Finding the value of A may be always regarded as positive 
n tor the ■'end correction." ^nd taken as nearly three times the 
diameter of the tube." In order to adequately test the question 
Knibbs took the whole series of Poiseuille's experiments at 10° 
and reduced them rigorously on the basis of Eq. (8) taking into 
account the peculiarities of the bore of the tubes used by Poiseuille 
as indicated in his data. Whenever possible the value of pi (cf- 
Eq. (9)) was obtained by extrapolation since then the correction 
term vanishes; in the other cases marked with a star, the value 
of m waa taken as 1.12. The results are arranged according to 
increasing values of R/l, since if n has a positive value there 
should be a progressive increase in the values of the viscosity. 

Rejecting the last four values as uncertain, the general mean is 
0.013107 which is almost identical with the mean for each group 
of eight, whereas if n had a constant value there should be a 
steady progression. On the other hand the values for the vis- 
cosity for the B series of tubes increase while those for the F series 
decrease as we go down the Table, It appears therefore that no 
general value can be assigned to n unless it be zero. 
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Table DC. — The Viscositt op Water at 10" Calculated by 

PoiSEmLLE's ExPERlMBNTa, UaiNG Eq. (S) 



1,254 
1,455 

3,034 
7,088 



0-242840 
0.002367 
3.250400 
0.233770 
10.235000 
3.265900 
0.0471tiO 
24.941000 

Mean 

10.276000 
11,207.000000 
3, 298000 
0.227870 
25,059000 
10-303000 
25.183000 
11,187,000000 

Mean , . 

0.048400 
3,339400 
0,224400 
10,331000 
25,231000 
11,233.000000 
3.339400 
25,231000 

0,002367 
10-357000 
11,290,000000 
0,223310 
0.048400 
3,339400 
25,231000 
25.231000 

11,316,000000 

10,308000 

11,318.000000 

25.231000 



0.013074* 
0-013090' 
0-013028* 
0-013020* 
0.013202 
0.013071* 
0,013242* 
0.013145 
0,013109 
0. 01 3134- 
0.013147 
0,013151* 
0.013078* 
0.013109* 
0.013070* 
0.013119' 
0.013065 
0,013109 
0,013588* 
0.013092* 
0,013045' 
0.013002' 
0,012946 
0.013249 
0.012498' 
0.013343 
0.013095 
0,013181" 
0.012742 
0,013967 
0,012652' 
0.013222' 
0,012015 
0.013615 
0.013607 
0.013113 
0.014891 
0.012193 
0.014851 
0,016980 
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Bingham and White (1912) have confirmed the ocmcluBion of 
Knibbs by a study of interrupted flow. A capillary I » 9^ cm 
R = 0.01378 cm was used to determine the time of flow of a 
given volume of water at 25^ under a determined presBure. The 
capillary was then broken squarely in two and the parts separated 
by glass tubing, the whole being afterward covered with stout 
rubber tubing. The time of flow was again determined under 
the same conditions as before except that the correcticHis for 
kinetic energy and for the effects of the ends of the tubes were 
doubled by the interruption in the flow. The breaking ot the 
capillary was then repeated imtil the capillary was in ox parts, 
the corrections necessary being proportional to the number of 
capillaries. For this case Eq. (10) becomes 

xgR^pt mpVb 



''^ SV(l + 6A) 8irf(Z + 6A) 

mb 



= C 



?Kr - C 



(12) 



l + b\ l + bA 

where C and C are constants under the conditions of experiment, 
and b is the number of capillaries, and A as before is the fictitious 
length to be added to each capillary. Substituting in Eq. (12) 
the values of the time of efflux and the pressure when the capillary 
is unbroken ti and pi and when broken tt and pt respectively, 
we obtain the relation 



hence, 



I +b\ ^ C pd2 - C'mb/ij ^ ^ 
I + A Cpiti - C'mi/ti 






Table X. — Experiments to Determine the "FiCTmous Length" 
OF A Capillary under Conditions op Interrupted Flow 



Number of 


Time 


Pressure in 

grariiR 

per cm' 


1 . 12C'6 


K 


A 


capillaries b 


Lpt — 


1 


179.7 


87.46 


0.0836 






2 


180.2 


87.77 


0.0837 


1.00 


1+0.009 


3 


182.4 


87.32 


0.0835 


0.99 


9-0.006 


4 


183.1 


87.75 


0.0836 


1.00 


0.000 


6 


185.0 


88.25 


. 0838 


1.00 


2+0.003 
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Since the values of K are unity within the expcrimenta! error the 
addition to the length is zero. In no single instance does the 
value of A amount to even one-half the diameter of the tube. If 
however the value of m had been taken as unity, A would have 
appeared to have positive value. 

Had A been found to have a definite value, it would have 
been necessary to consider the legitimacy of making the correc- 
tion by means of an addition to the length of the capillary instead 
of by means of a correction in the pressure as suggested in Eq. (2), 
but since no definite value can be assigned to this correction, 
there is no need for raising the question. 

The shape of the ends of the tube are of considerable impor- 
tance in determining the development of turbulent flow, under cer- 
tain conditions. Tubes with trumpet-shaped entrances appear to 
promote linear flow (cf. Reynolds (1883) andCouette(1890) p. 486). 
Slipping. — Coulomb (1801) made experiments with an oscillat- 
ing disk of white metal immersed in water, and he noted that 
coating the disk with tallow or sprinkling it over with sandstone 
had no effect upon the vibrations. This seemed to prove that the 
fluid in contact with the disk moved with it, and that the property 
being measured was characteristic of the fluid and not of the 

i nature of the surface. These observations were confirmed by 

I O. Meyer in 1861. 

After the Law of Poiseuille had been experimentally and 

I theoretically established, it was still unsatisfactory that the 

I. results of measurements of viscosity by the efHux method did 
not agree with those by other methods. It was natural to 
suppose that the discrepancy might be explained by the external 
friction between the fluid and the solid boundary which had been 
assumed by Navier (1823), cf. also Margules (1881) and Hada- 
mard (1903), Helmholtz in his derivation of the Law of Poi- 
seuille had taken into account the effect of slipping and obtained 
the formula, which in our notation is 



tiue luiiULuu, wiudi 111 (fill iitftauuii is 



(13) 

where X depends upon the nature of the fluid as well as upon that 
of the bounding surface. In treatises on hydrodjoiamics this is 
usually written 
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3 boing the coofBcient. of sliding friction which is the reciprocal 
of the cot'fficicnt of slipping. 

From the experiinenta of Piotrowski upon the oscillationa 
of a hollow, polished metal sphere, susijonded bifilarly and filled 
with the viscous liquid, Helmholtz deduced a value for X of 
0.23534 for water, but it is worth noting that he deduced a 
value of the viscosity which was about 40 per cent greater than 
that obtained by the etHux method. From some efflux experi- 
ments of Girard (1815) using copper tubes, Helmholtz deduced 
the value X = 0.03984. More recently Brodman (1892) haa 
experimented with concentric metal spheres and coaxial cylin- 
ders, the space between being filled with the viscous subHtance. 
He thought that he found evidence of slipping. 

Slipping can be best understood in cases where a liquid does 
not wet the surface, as is true of mercury moving over a glass 
surface. If we consider a horizontal glass surface A, Fig. 6, as 
being moved tangentially toward the right over a surface E, 




between which there is a thin layer of mercury C, then we can 

imagine that the mercury is separated from the glass on either 
side by thin films B and D of some other medium, usually air. 
Points in a surface at right angles to the above indicated by 
abed may at a later time occupy the relative positions a'b'c'd or if 
the films B and D are more viscous than the mercury the section 
may be better represented by a"b"c"d. But from Eq. (1) 

dv « ipds 
so that in any case, the respective contributions to the flow by the 
inner mercury layer or by the superficial films will depend upon 
their relative fluidities and their relative thicknesses. Whether 
the liquid wets the surface or not, anything which affects the 
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^Huidity of the surface film, whether it be surface tension, absolute 
Hpressure, positive or negative polarization, static electricity, or 
B magnetism may therefore affect the amount of flow. And these 
effects when detected experimentally would imdoubtedly be 
attributed to slipping or to the overcoming of external friction. 
So while we might expect the effect of slipping to be more pro- 
nounced in cases where the liquid does not wet the surface, it is 
quite possible that even when the liquid does wet the surface, 
, the fluidity of the liquid near the surface is not identical with 
■that within the body of the Uquid. 

On the other hand, it ia important to remember that the 

I thickness of the layer of liquid affected by the forces of adhesion, 

with which we are here chiefly concerned, is only molecular. 

Even with mercury in a glass tube, the thickness of the layer of 

air seems to be of molecular dimensions. One may get an idea of 

k the upper Umit to this thickness by the following experiment. 

I'A thread of mercury was placed in a narrow capillary so that 

I the air surface would be relatively large. Taking care that no 

air-bubbles were present, the length of the thread was measured 

with a dividing engine, in a determined part of the tube. The 

tube was exhausted from both ends simultaneously and the 

r thread moved back and forth in order to sweep out the supposed 

[ layer of air. When the mercury was finally brought back 

I to its former position no decrease in length could be detected. 

mjn order to have slipping under ordinary conditions of measurement 

Ktt would appear that the surface film must be of very much Tnore 

mthan Tnolecular thickness or else it must have practically infinite 

mfiuidily. In view of the strong adhesion' between all liquids and 

Ksolids it seems improbable that the particular layer of liquid in 

r contact with the soUd should show an amount of flow which is 

comparable in amount with that of all of the other practically 

infinite layers of liquid. 

Nevertheless if the value deduced by Helmholtz for water 
fOD a metal surface be correct, X = 0.23534, the effect of slipping 
bought to be readily observed. According to Whetham (1890), if 
twe take R = 0.051, Eq. (12) becomes 






' 117. f)7 X 10-« 



>C/. Duclaux, 1872. 



ve would ^^^H 



32 FLUIDITY AND PLASTICITY 

whereas if there were no slip and therefore X = 

y ^'^l 6.25 X 10-* 

Thus it would appear that the rate of flow through a polished 
metal tube should be nearly 20 times more rapid than through a 
tube in which there ia no slip. Since Poiseuille's experiments 
prove that the viscosity is constant for tubes of very different 
radius when calculated without regard to slipping, there can be no 
slipping when water flows through glass tubes. This conclusion 
is admitted by Hclmholtz. 

Jacobson {I860) criticised Helmholtz's use of Girard's experi- 
ments in that he failed to apply any correction to the pressure, 
Jacobson himself experimented with copper tubes aa well as glass 
tubes but found no evidence of slipping. 

Warburg (1870) investigated the flow of mercury in glass 
tubes. He found that Poiseuille's law of pressures and hia law of 
diameters were verified, which proved that slipping did not occur. 
B^nard as reported by Brillouin (1907) page 152, has repeated 
the work of Warburg using greater care, and he finds that X 
cannot have a value greater than 0.00001. 

Whetham (1890) caused water to flow through a glass tube 
before and after being silvered, proper corrections being made for 
changes in temperature and in the radius of the tube, due to 
the silver layer. Different thicknesses of silver as well as 
different pressures were used, but the difference in the times of 
flow between the silvered and unsilvered tubes were all within 
the limit of experimental error. Copper tubes were also used and 
the results in all cases were in agreement with Poiseuille's 
observations. Cleaning the tubes with acids and alkalies, polish- 
ing with emery powder, coating with a film of oil and amalgamat- 
ing with mercury were all without effect in producing a deviation 
which could bo detected. Whetham repeated an experiment of 
Piotrowski with an oscillating glass flask, plain and silvered. 
Care was taken to make correction for temperature and to 
prevent changes in the bifilar suspension which seems to have 
been neglected by Piotrowski. WTietham found the ratio of the 
friction of water on glass to the friction of water on silver to be 
1.0022, which may be taken as unity within the Omits of experi- 
mental error. Couettc (1888-1890) attacked the probles 
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H independently but along much the same lines. He tried the 
W effect of a layer of grease and of silver on the inside of a tube. 
He found invariably the same efflux time or even a Httle greater 
which was due to the diminution in the radius of the tube. But 
even this latter effect did not occur when the thickness of the 
Eolver layer was a negligible fraction of the radius of the tube. 
He then used tubes of white metal, copper, and paraffin using 
rates of efBux close to the critical values, and obtained the 
following results : 

Table XI. — ConETTB'B Expebimknts on" SLtcpiifo 



Substance of tube 


Temperature 


i; Observed 


u Calculated from 
Poiseuille 


■Copper 

^Ppe' 

White metal 

White metal 

White metal 


15.5 
17.3 
18.2 
18.9 
IS. 3 
12.6 
12.9 
12.3 


0.01175 
0.01073 
0,01037 
0.01064 
0,01092 
0.01241 
0,01278 
0,01276 


0.01130 
0.01079 
0,01055 

0.01037 
0.01052 






P.r«ffin 









Couette goes further and gives reasons for the conclusion that 

slipping does not occur even after the flow becomes turbulent. 

More recently Ijadenburg (1908) has carefully repeated the 

experiments of Piotrowski under as nearly as possible the same 

Tabu: XII.— Ladenburh's Experiments with an Oscillating Glass 
Flask, Showing Abbence of Slipping, at 19.0° 



Flaak 


Logarithm dec- 
rement 


Period of 
vibrutiou 


Remark 


^ 


0.019570 ±2 
0.019642 ±3 
0.019620 ±3 
0.025026 ±25 
0.025011 ±16 
0.02S162±2 


11,973+2 
12,049 ±2 
11,990±1 
11,716±4 
11, 688 ±2 
11,870±2 


Unsllvcred 


1 


Silvered 












Silvered 
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experimental conditions. He used plain and silvered oscillating 
glass vessels and a hollow metal sphere. Table XII proves 
. conclusively that slipping was absent in the former case. 

U^ng the hollow metal sphere filled with water, Ladenburg 
obtained values of the viscosity which agree with the values found 
by other methods, and showii in Table XIII. 



Table XIII. — A Comparison op the Vmoobitt of Water 
BY DirrEBENT MsTBOiia (Ladbnbubc) 



R Obtained 



iijat IT-S'iiat 19.2' 



Efflux glass 

Efflux glass 

Efflux glass. 

Efflux glasH 

Oncillating solid sphere. . . . 
Oscillating hoUow cylinder. 
Oscillating hollow sphere, , 



0, 010761 
0-01065 0.01027 
O-OIO75I 0.01030 
010671 0.01025 
0.01099] 0.01054 
0.010S2 0.01037 
0.01065: 0.01032 



Poiaeuille (1846) 
Sprung (1876) 
Slotte (ISS3) 
Thorpe sJid Rodget 
W. Konig (1887) 
Mfltzel (1891) 
Ladenburg (1908) 



Ladenburg indicates how Helmholtz erroneously obtained 
his large coefficient of slipping by overlooking a point in the 
theory, and recalculating Piotrowaki's data he finds that instead 
of the viscosity being 40 per cent greater than the generally 
accepted value, this difference becomes only 3 per cent and the 
slipping becomes negligible. 

It was stated above that the verification of the Law of 
Diameters of Poiaeuille is a proof that shpping does not occur 
between glass and water. Knibbs (1895) has collected an 
extensive table of observations of the viscosity of water at 10° 
for tubes of various materials having radii varying from 0.0140 to 
0.6350 cm or nearly a thousand-fold, but there is no evidence of 
progressive deviation as the radius increases. 

In experimenting on the possible effect of an electrical or 
magnetic field upon viscosity, W. Konig (1885) obtained a 
negative result. Duff (1896) seemed to detect an increase in the 
viscosity of castor oil of 0.5 per cent using the falling drop J 
method and a potential gradient of 27,000 volts per centimeter, 
but for the most part the results were negative. Quincke (1897) 
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found a definite effect on the viscosity in an electrical field, which 
Schaufelberger (1898) attempted to explain on the basis of 
hysteresis. However, Pacher and Finazzi (1900) obtained results 
which were contrary to those of Duff and Quincke finding that 
insulating liquids under the action of an electriijal field do not 
undergo any sensible change in viscosity. Ercolini (1903) made 
experiments along the same line and concluded that the effect 
was less than his experimental error. He used petroleum, 
benzene, turpentine, ofive oil, and vaseline. Carpini (1903) 
measured the viscosity of magnetic liquids in a magnetic field but 
found no certain effect, Koch (1911) tried the effect of oxygen 
or hydrogen polarization at the boundary using a platinum tube 
and an oscillating copper disk. No change in the viscosity was 
observed and Koch regards this as strong evidence against 
slipping, Ronceray (1911) has studied the effect of surface 
tension. 

These results seem to make it quite certain that, whether 
the Uquid wets the solid or not, there is no measurable difference 
between the velocity of the solid and of the liquid immediately in 
contact with it, at least so long as the flow is linear. 

The Transition from Linear to Turbulent Flow. — It is well 
known that the formulas which have been discussed do not 
apply to the ordinary flow of liquids in pipes. Under ordinary 
conditions we know that the flow is undulatory, instead of being 
linear as is assumed in the simple laws of motion. It is important 
that we know under what conditions these sinuous motions 
appear so that they may be properly taken into account or 
guarded against. An extended study of the flow of water in 
pipes having a diameter varying from 0. 14 to 50 cm was made by 
Darcy (185S). He found the hydranhc resistance proportional 
to 7" where n had a value nearly equal to 2 (1.92). He saw more 
clearly than any of his predecessors that hydrauhc flow is very 
different in character from the viscous flow studied by Poiseuille, 
since the viscous resistance is proportional to the first power of 
the mean velocity (/). Darcy paid little attention to the tem- 
perature at which his experiments were carried out, probably as 
Reynolds remarks, because "the resistance after eddies have 
been established is nearly, if not quite, independent of the 
viscosity." Since Darcy's work was approved by the Academy 
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in 1845, he is probably the first to distiaguish clearly between 
the two i^gimes. 

Hagen ( 18M) investigated the effect of changes in temperature 
upon the rate of effinx in tubes of moderate diameters. Figure 7 
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Pla. 7.— TraiiB 



to 15 K) ->A 40 , 45 50 5S CO C5 
Tempetature Degrees Reaumur 
n (rom linear to turbulent flow. The effect of temperature. 



exhibits the results of his experiments. The abscissas are 
degrees, Reaumur, the ordinates the volumes in cubic inches 
("Rheinland Zollen ") transpiring in a unit of time. The pressure 
to which each curve corresponds is given at the right of the figure, 
being expressed in inches of water. Hagen used three tubes of 
varying width as follows: 



f: 
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Tube 


Radius, inches 


Length, inches 


N.rr^w 




0.053844 

0.077394 
11.391400 




Mean 
















.pparatuB of Reynolds for studying tho critical regime. 



Inspection of the figure shows that with the lowest pressure and 
the smaller tubes the efflux is a linear function of the temperature 
except at the highest temperatures. With the wide tube, however, 
there is a masimura of efflux at about 37° even at the smallest 
pressure. As the pressure is increased the maximum appears at a 
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lower and lower temperature and the maximum appears even in 
the smallest tube used. There is a minimum of efflux after 
passing the maximum but then the efflux becomes again a linear 
function of the temperature. Brillouin (1907) page 208, has 
confirmed the experimental results of Hagen. 

A clear picture of the phenomena connected with the passage 
from one regime to the other has been given by Reynolds (1883), 
One form of apparatus used by him is depicted in Fig. 8, It 



■ 

{Ueoe I 



consists of a glass tube BC, with a trumpet-ehaped mouthpi 
AB of wood, which was carefully shaped so that the surfaces 
would be continuous from the wood to the glass. Connected 
with the other end is a metal tube CD with a valve at E having 
an opening of nearly 1 sq. in. The cock was controlled by a long 
lever so that the observer could stand at the level of the bath, 
which surrounded the tube BC. The wash-bottle W contained 
a colored liquid which was led to the inside of the trumpet- 
shaped opening. The gage G was used for determining the level 



^ 



10. — Tho beginDing of lurbuleut flow. 



of water in the tank. When the valve E was gradually opened 
and the color was at the same time allowed to flow out slowly, the 
color was drawn out into a narrow band which was beautifully 
steady having the appearance shown in Fig, 9. Any consider- 
able disturbance of the water in the tank would make itself 
evident by a wavering of the color band in the tube; sometimes it 
would be driven against the glass tube and would spread out, 
but without any indication of eddies. 

As the velocity increased however, suddenly at a point 30 or 
more times the diameter of the tube from the entrance, the color 
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band appeared to expand and to fill the remainder of the tube 
with a colored cloud. When looked at by means of an electric 
spark in a darkened room, the colored cloud resolved itself into 
distinct eddies having the appearance shown in Fig. 10. By 
lowering the velocity ever so slightly, the undulatory movement 
would disappear, only to reappear as soon as the velocity was 
mcreased. If the water in the tank was not steady the eddies 
appeared at a lower velocity and an obstruction in the tuba 
caused the eddies to be produced at the obstruction at a consider- 
ably lower velocity than before. "Another phenomenon which 
was very marked in the smaller tubes was the intermittent char- 
acter of the disturbance. The disturbance would suddenly come on 
through a certain length of the tube, pass away, and then come 
again, giving the appearance of flashes, and these flashes would 
often commence successively at one point in the pipe." The ap- 
pearance when the flashes succeeded each other rapidly is shown 




I 



in Fig. 11. "This condition of flashing was quite as marked 
when the water in the tank was very steady, as when somewhat 
disturbed. Under no circumstances would the disturbance occur 
nearer the funnel than about 30 diameters in any of the pipes, 
and the flashes generally, but not always commenced at about 
this point. In the smaller tubes generally, and with the larger 
tube in the case of ice-cold water at 4°, the first evidence of 
instabihty was an occasional flash beginning at the usual place 
and passing out as a disturbed patch 2 or 3 in. loog. As the 
velocity further increased these flashes became more frequent 
until the disturbance became general." 

Reynolds further noted that the free surface of a liquid indi- 
'cates the nature of the motion beneath. In linear flow, the sur- 
face is like that of plate glass, in which objects are reflected without 
distortion, while in sinuous flow, the surface is like that of sheet 
glass. A colored liquid flowing out into a vessel of water has the 

ipearance of a stationary glass rod in the first regime, but as the 
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velocity is increased the surface takes on a sheet glass appearance 
due to the sinuous motions, and finally the stream breaks into 
eddies and is lost to view (cf. Collected Papers 2, 158). 

Re3nDLolds reasoned from the equations of motion that the 
birth of eddies should depend upon a definite value of 

pRIip 

where 12 is a single linear parameter, as the radius of the tube, 
and / is a single velocity parameter, as the mean velocity of flow 
along the tube. Reynolds found the value of the constant to be 
approximately 1,000, hence, the maximum mean velocity in 
centimeters per second for which we may expect linear flow, may 
be taken to be 

1,000 



/ = 



pR<p 



(14) 



In Table XIV we have calculated the value of the product 
pRIip from some of Reynolds' observations near the critical 
velocity. 

Table XIV. — Calculation op the Critical Velocity Constant 



Flow 


Temper- 
ature 


p 


R centi- 
meters 


fp 


I centi- 
meters per 
second 


pRIfp 


Steady 


9 


1.00 


0.3075 


74.4 


44.26 


1,012 


Unsteady . . . 


8 


1.00 


0.3075 


72.4 


48.65 


1,113 


Steady 


5 


1.00 


0.3075 


66.2 


51.06 


1,039 


Unsteady. . . 


5 


1.00 


0.3075 


66.2 


54.33 


1,106 


Steady 


8 


1.00 


0.6350 


72.4 


22.60 


1,039 


Unsteady . . . 


8 


1.00 


0.6350 


72.4 


22.60 


1,039 



Reynolds tried plotting the mean velocity against the fall in 
pressure per unit length of the tube as shown in Fig. 12. It is 
to be observed that the resistance increases as a Unear fimction 
of the velocity according to Poiseuille's law up to a certain definite 
point, and that from that point on the resistance varies as some 
higher power of the velocity. This power as we shall see is 
constant and is, according to Reynolds equal to 1.723 over a 
wide range of pressures. Formulated this relation becomes 

P = KI^ (15) 



AMPLIFICATION OF THE LAW OF POISEUILLE 



41 



where P is the pressure gradient and n is the constant. In the 
first regime n = 1 and we have 
P = KI 
It may be remarked here that hydrauliciana have usually 
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Log Velocitfes 

—A better method for bringing out the ehoractoriatiiw of the viboous, 
hydraulic, and critical rtgimeB. 



employed the expressions 



" Kn 



P = AI + BI* 

Putting Eq. (15) in the form 

log P = n log / + log K 
we observe that the relations may be presented more forcefully by 
plotting the logarithms of the pressure gradients as abscissas 
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and the logarithms of the mean velocities as ordinates. For 
tubes 4 and 5, Reynolda obtained the curves sivon in Fig. 13. 
Linear flow exists along the line ABC, or A'B'C, the hydraulic 
regime exists along the hne BDEF or B'D'E'F'. It ts evident now 
that n is constant for each part of the curves for the two tubes 
and that it is the same for both, i.e. the curves can be exactly 
superimposed by merely a rectangular shift. The line ABC is 
inclined at an angle of 45° so that n = 1, and the line BDEF ia 
inclined at an angle 30°-8' so that n = 1.723. Except for 
the mistable region BCD, the formula P = Kl'^ will represent the 
viscosity in both regimes, it being necessary to merely change 
the value of n in passing from one regime to the other. 

In passing from B to C it ia evident that the linear flow becomes 
increasingly unstable, and thus is explained why the eddies 
appear suddenly and full-fledged, when the disturbance is 
sufficiently great. The more undisturbed the liquid ia, the 
farther is it pos.sibIe to go from B. 

The points along the curve CD (or CD') correspond to the 
mixed regime where the flashing occurs, the turbulent movement 
alternating with the linear. Light has been thrown upon the 
cau.se of the flashing by Couette (1S90) and Brillouin (1907), 
using a horizontal tube opening directly into the air. At high 
pressures the surface of the jet had a sheet-glass appearance 
indicating that the flow was hydraulic but the amplitude of the 
jet was constant. As the pressure was lowered the velocity fell 
to a point where linear flow began. But as the resistance was 
much less in Unear flow, the velocity increased as shown by the 
increased amplitude of the jet, and the condition of hydraulic 
flow was reestablished. The rapidity of these fluctuations 
gradually increased as the pressure was further reduced, passed 
through a maximum and gradually declined as the linear flow 
came to predominate. Finally the jet became regular with a 
plate glass surface. 

It has been suggested that there are really three regimes, one 
for velocities with which only linear flow can exist, a second for 
velocities with which only turbulent flow can exist, and a third 
where hnear and turbulent flow alternate. The hnear regime is 
sharply marked off from the hydraulic regime by the point B 
where the lines ABC and BDE intersect. While the period of 
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Number 


Diameter 


Temper- 
ature 


Surface 


A 


0.0014 

0.0270 

0.0650 

0.615 

1.270 

1.400 

2.700 

4.100 

2.600 

8.260 

19.600 

28.500 

8.190 

13.700 

18.800 

50.000 

24.320 

24.470 

4.968 


10 

10 

10 

5 

5 

• • 

• • 

• • 

12 
21 

• • 

21 
15 
15 


Glass ] 

Glass [ Poiseuille 

Glass 

Lead No. 4 \ ^ 

Lead No. 6 | ^^"^ 

Lead 

Lead 

Lead 

Varnished 

Varnished 

Varnished 

Varnished 

Cast iron, new 

Cast iron, new 

Cast iron, new 

Cast iron, new 

Cast iron, incrusted 

Cast iron, cleaned 

Glass 




B 




C 




D 




E 


Ids 


F 




G 




H 




I 




J 




K 




L 




M 


' Darcy 


N 









P 




Q 




t6 

R 




S 









the oscillations in the mixed regime is entirely characteristic, it 
seems hardly probable that we can always sharply differentiate the 
mixed from the hydraulic regime. Indeed Couette (p. 486) 




Fig. 15. — Coaxial cylinder viscometer of Couette. 

found that with a tapering tube the oscillations do not appear at 
all. One may draw the conclusion from Reynolds' observations 
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(that the formula P = KI" may be used in the critical regime. 
Reynolds has compared the data of Darcy for large tubes, 
that of Poiseuille for small tubes, with his own, plotting the 
logarithmic homologuee as in Fig. 13. The result is ghowti in 




I 



Detail of Goaiial viaoomelec. 



Big. 14, Each line represents the logarithmic homologue for 
Borne particular tube, described in the figure. It is at once 
apparent that, for the most part, experiments have been made 
well below or else well above the critical values. In the small 
tubes of Poiseuille the velocities were below the critical values. 
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The smallest tube with which he experimented, A, gives a 
curve, only part of which is shown in the figure. It should be 
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Velocity 
Fio. 17. — The transition from viscous to hydraulic flow with coaxial cylinders. 

added that Reynolds corrected Poiseuille's data for the loss in 
kinetic energy. 

For pipes ranging in diameter from 0.0014 to 500 cm and for 
pressure gradients ranging from 1 to 700,000, there is not a 
difference of more than 10 per cent in the experimental and 
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» calculated velocities aod, with very few exceptions, the agree- 
ment is within 2 or 3 per cent, and it does not appear that there 
is any systematic deviation. 

Couette (1890) has strongly confirmed the work of Reynolds 
by his measurements with coaxial cy Under s. The external 
appearance of the apparatus used is shown in Fig. 15 where V 
is the outer cylinder of brass which can be rotated at a constant 
velocity by means of an electric motor around its axis of figure T. 
The inner cyUndcr is supported by a wire attached at n, 
A section through a part of the apparatus in Fig. 16, shows the 
inner cylinder s while g and g' are guard rings to eliminate the 
effect of the ends of the cyhnder. The torque may be measured 
by the forces exerted on the pulley r which are necessary to 
hold the cyhnder in its zero position. Plotting viscosities as 
ordinates and the mean velocities as abscissas, he obtained 
Fig. 17. Curve I represents the results for the coaxial cylinders, 
curve II represents the same results on five times as large a 
Bcale in order to show better the point where the regime changes. 
Curves IH and IV are for two different capillary tubes. It is 
clear from the figure that the viscosity is quite constant up to 
the point where the regime changes. The apparent viscosity 
then increases very rapidly, and finally becomes a linear func- 
tion of the velocity. The dotted parts of the curves where the 
viscosity increases most rapidly, represents the region of the 
mixed regime, and the measurements were very difficult to ob- 
tain with precision. 

He proved that pRIip = a constant by a series of experiments. 

(1) The mean velocity at the lower hmit of the oscillations is 
independent of the length of the tube. He used a glass tube 
= 0.1778 and obtained the efflux per minute V, thus: 
Table XV. — Law of Lengths 



Length, centimeters 


F'mean 


86,5 


388 


71.6 


367 


67.9 


365 


41.8 


376 


25,7 


394 
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(2) The mean velocity at the lower limit of the oscillations is 
inversely proportional to the radius of the tube. 



Table XVI. — ^Law of Radii 









V 


R 


Temperature 


V 


R 


0.04998 


12.7 


103.6 


2,073 


0.09036 


13.6 


214.9 


2,378 


0.13070 


13.6 


344.0 


2,632 


0.17780 


13.6 


377.0 


2,121 


0.21080 


13.6 


542.0 


2,570 


0.27620 


13.6 


701.0 


2,538 


0.29690 (Copper) 


15.0 


648.0 


2,182 


0.45000 


15.0 


1,205.0 


2,678 



(3) The mean velocity at the lower limit of the oscillations is 
inversely proportional to the fluidity. For both mercury and 
water an elevation of the temperature caused a lowering of the 
mean velocity at the lower limit of the oscillations. The in- 
crease in the temperature causes an increase in the fluidity in 
both cases. 

(4) Experiments with air and water confirm the law that the 
mean velocity at the lower Umit of the oscillations is inversely 
proportional to the density of the medium. The number of 
turns of the outer cylinder per minute is taken as proportional 
to the mean velocity, o being a constant. 

Table XVII. — ^Law of Densities 



Substance 


" 


P 


al 


(UppI 


Water 

Air 


0.01096 
0.00018 


1.0000 
0.0012 


56 
800 


5,100 
5,300 



There would be still some doubt whether the critical velocity 
is inversely proportional to the fluidity, but this doubt is re- 
moved by the work of Coker and Clement (1903) to test this 
very point. They used a single tube Z = 6 ft. /? = 0.38 in. 
measuring the flow of water over a range of temperatures from 
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14° to nearly 50°. Plotting the logarithmic homologuea they 
obtained a family of curvea exactly similar to those in Fig. 14, 
BO that it ia imneceesary to reproduce them. The points of 
intersections between the curves for linear and for turbulent 
flow lie on a perfectly straight line aa is true in Fig. 14. This 
proves that the critical velocity is directly proportional to the 
viscosity. Indeed plotting the critical velocitiea read from their 
curves against the temperatures, one obtains a curve which ia 
almost identical with that obtained by calculation from the 
viscosities according to the assumed law. 

Compressible Fluids. — As a compressible fluid flows through 

I a capillary under pressure, expansion takes place as the pressure 
is relieved. The expansion may give rise to several effects which 
must be taken into consideration. (1) The velocity increases as 
the fluid passes along the tube. (2) There must be a component 
of the flow which is toward the axis of the tube. (3) The expan- 
sion may cause a change of temperature. This may affect tbe 
flow in two ways (a) by changing the volume and consequently 
the velocity and (fc) by changing the viscosity of the medium and 
conaequently the resistance to the flow, (4) As the density 
changes, the viscosity may also change, unless the viscosity is 
independent of the density. (5) We must also consider whether 
the kinetic energy correction is changed when the velocity 

i increases as the fluid passes along the tube. 
For incompressible fluids, we have seen that the viscosity 
measurement may bo made without reference to the absolute 
pressure. But with compressible fluids tiiia is not the case, 
because the rate of expansion depends upon the absolute pres- 
sures, in the two reservoirs at the level of the capillary, Fi andPa- 
We will first suppose that Boyle's law holds, the flow taking place 
isothermally. For this case, as we shall see, page 243, the vis- 
cosity is independent of the density. Let U, P, and p represent 
the mean velocity, absolute pressure, and density at any crtras- 
section of the tube. Since at any instant the quantity Q of the 
fluid passing every cross-section is constant, we have from Eq. (4) 

But v5~ n is constant and therefore -^r = * — ' 

loij P al I 



(IS) 
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and we obtain 



where Fi and Va are the volumes correBponding to pressure 

Pi and Pa. 

Since p = Pi — Pj we observe that the ratio between the 

Pi 4- Pa 
values of the viscosity calculated by Eqs. (17) and (5) is — „ „ — 

where P may have any value between Pi and Pt depending upon 
the value of V which is employed. If V be taken aa 
2f. ..- ^ 2P, 
Pi+P/ Pi+P/ 
(17) becomes identical with Eq. (5) and becomes unnecessary. 

The derivation of the law for gases was made by 0, E. Meyer 
(1866) and by Bouasinesq (1868). With Fisher (1903) we may 
regard the above case where PV is constant as extreme, and that 
more generally we may take PV" as constant. Equation (16) 
becomes on integration 

,jR- 
8i, , ,, 



When n = " this becomes identical with Eq. (4), for incom- 
pressible fluids. When n = 1 the flow is isothermal and we 
obtain Eq. (16a). Ordinarily the value of ti will lie between these 
two extremes, thus in adiabatic expansion n = C^/Cs = 1.0 to 
1.7, the ratio of the specific heats. Hence, it seems probable that 
the Law of PoiaeuiUe as given in Eq. (5) may be used, irrespective 
of whether the fluid is compressible or not, but in every case the 
volume of flow must be taken as 



(i+l)Pi"r, 



(18) 

Pi" +P,'' Pa + ...Pj" 
In the extreme ease where n = 1, if p ia not greater than P2/IO 
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f 

V This means that working at atmospheric pressure, with a hydro- 

Btatic pressure of over 100 cm of water, one may take the volume 

Fi-f " 



V will not differ from 



W + V'. 



by much 



0,2 per cent. 



of flow 3 



without any very appreciable 



It i: 



therefore extremely improbable that an appreciable error is 
incurred through our lack of knowledge in regard to the exact 
value of n in a given case. The effect of the temperature upon 
the viscosity will be discussed later, page 246, as a temperature 
correction. 

The kinetic energy of the fluid increasea as it passes along the 
tube, but we are interested only in the total amount of the 
kinetic energy as the fluid leaves the tube. This is -irpiRUi^. 
The total energy supplied in producing the flow is irR^hiPi —Pi)g 
and the difference between the two is the energy converted into 
heat irR'liliPi — P*)^ — qih^\. The loss of head in dynes per 
cm' in imparting kinetic energy to the fluid is therefore 

With this correction, but neglecting the slipping, we obtain 
■gRH P|' - Pa' _ mpiVi 
87ri( 



= Pih'' 



V = - 



(19) 



8V2I 2P, 

Substituting V for Vi and remembering that piVj 13 constant, 
Eq. (19) becomes identical with the complete formula for the 
viscosity as given in Eq. (17). 

Although it is admitted that the flow of compressible fluids 
e not quite linear, no correction for this has yet been attempted. 
'However it is certain that the correction is negligible if p is small 
in comparison with P^. The correction for slipping in gases 
plays an important part in the hterature. The correction is the 
same as for incompressible fluids. 

Turbulent Flow in Gases. — The distinction between viscous 
and turbulent flow in gases has been investigated by several 
[-workers, among whom wo may mention partit^ularly Grindley 
|and Gibson (1908) and Ruckes (1908). Ruckes discovered that 
e criterion for gases was greatly raised if the capillary was blown 
lUt into a trumpet shape. 
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Plastic Flow or theFourth Regime. — When amixture of liquids, 

such as petroleum, is allowed to flow through a tube of large 
diameter filled with finely porous material like Fuller's earth, 
Gilpin' and others have shown that there is a tendency for the 
more volatile, i.e. the more fluid substances, to pass through 
the maze of capillaries first, leaving the more viscous substances 
behind. Naturally this effect is greatest when the pressure is 
very small. It is easy to see that under such conditions of flow 
the fluidity as calculated might appear quite abnormal. Just 
as the fluidity appears abnormal when the velocity exceeds a 
certain value and we pass into the second regime, so it appears 
that the fluidity may appear abnormal when the velocity drops 
below a certain critical value, and we pass into what may be 
caUed the "Fourth Regime." 

With homogeneous liquids or gases of high fluidity it is diffi- 
cult to work at excessively low velocities, particularly on 
account of the interference of dust particlee. Very httle work 
ha.s been done upon such substances having low fluidity, so that 
for aught we know now the lower critical velocity may be ob- 
servable only in mixtures. 

Glaser (1907) measured the viscosity of col ophonium-tur pen- 
tine mixtures by the transpiration method with the object of 
testing the law of Poiseuille for very viscous and plastic sub- 
stances. With one tube R = 0.49 cm, I = 10,5 cm he found 
Table XVIII.^The ViBcosrrT of an 85 Per cent Coi^phonium — 15 

Per cent Tdbpentine Mdctcre at 11.3° and Under a Constant 

pBEsaoHB OP 2,040 cm Water in Tcbes or 

Various Diameters (Glaser) 



R 


I 


i 


I-' 


V XIO' 


*.X lO-" 


1.526 


25.1 


600 


2.28 


4.20 


2.38 


1.019 


15.9 


1,800 


2.30 


4.21 


2.37 


0,746 


16.0 


900 


0.329 


4.25 


2.3fi 


0.576 


15.1 


18,000 


1.972 


4.22 


2.36 


0-384 


15.8 


46,800 


0,755 


5.22 


1.80 


0.257 


15-2 


43,200 


0.149 


6-59 


1-51 


0.158 


15-1 


173,500 


0.023 


19,90 


0,50 


0.117 


lfi.4 


3 weeks 


0.000 


"■ 


0.00 



^Am. Chem. J., 40, 496 (1908); 44, 251 (1910); 60, 59 (1913). 
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^Bthe product of the pressure multiplied by the time of efflux to ^^H 

Blie constant. The velocities ranged from 0.00011 to 0.00175 ^H 

^F cm per second. From these experiments Glaser concluded that ^^H 

H " The velocity of efflux in this mixture is within very wide limits ^^M 

V without influence upon the magnitude of the viscosity." But ^^^| 

in experimenting with tubes of varying diameter, he obtained ^^H 

remarkable results a part of which are given in Table XVIII. ^^H 

We observe with Glaser that the fluidity rapidly falls off ^H 

as soon as the diameter falls below a certain limit. But this ^^^| 

. Kmit depends iipon the fluidity of the mixture, as was proved ^^M 
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part, on a smooth curve indicating that the phenomenon under 
consideration is not one of mere clogging, aa by accidental dust 
particIeB in ordinary measurements. The effect is pronounced 
in a tube of about 0,8 cm radius with a 90 per cent colopho- 
nium mixture, but the effect is not noticeable in a tube of 0.1 
cm radius with an 80 per cent mixture. It is therefore no 
wonder if this effect ia not noticeable in ordinary hquids which 
are millions of times yet more fluid. 

The fact which seems to have been overlooked by Glaser 
and is of prime importance in explaining the phenomenon, is 
that the shearing stress and the mean velocity of efflux is very 
much less in the smaller tubes. Obtaining the critical value of 
the radius for each mixture by the graphical method, we have 
calculated the mean velocity by means of Eq. (6). It is of the 
same order of magnitude in all three cases being around 0.000,01 
cm per second. It seems probable that had these experiments 
been repeated at a very greatly different pressure, it would have 
been discovered that the viscosity is dependent upon the shear- 
ing force rather than upon the radius of the tube, and the con- 
clusion that the viscosity is independent of the velocity would 
have been amended. It is highly desirable that experiments 
be made to establish this point. 

It is important to observe that each mixture used by Glaser 
gave a zero fluidity when the radius of the tube fell below a 
certain well-defined limit. Bingham and Durham (1911) 
have studied various suspensions of clay, graphite et cetera in 
different hquids over a range of temperatures, using a single 
capillary and a nearly constant pressure. As shown in Fig. 19, 
the fluidity-concentration curves are all linear and at all concen- 
trations and temperatures they point to a well-defined mixture 
with zero fluidity, at no great concentration. This mixture 
apparently sharply demarcates viscous from plastic flow, for 
be it noted that the mixture having "zero fluidity" was not a 
hard solid mass, but rather of the nature of a thin mud. In 
the mixture of "zero fluidity" it appears that with the given 
instrument all of the pressure is required for some other purpose 
than to produce viscous flow. The amount of pressure used up 
in this way is zero for the suspending medium alone but increases 
in a linear manner with the concentration of solid. If this view 
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correct, a part of the pressure is used up in producing plastic 
flow and the rest in producing viscous flow. If higher pressures 





\, 
























^ 


n 




\ 


























1 


-"' 




\, 




























V 


\ 




























\ 




\ 




























\ 


\ 


























\ 




\ 


\, 




























\ 


\ 




















- 






\ 




\, 


\ 




















\ 




\ 


\ 




?■= 




















s 


\ 




^. 


\ 


\ 


















^ 




^ 


K* 


,\ 




V^ 


















"5 im 


^ 


^= 


\^ 


V 


\ 


\ 


\ 
















" 






\ 


v^ 


\ 


\ 


\ 
























\ 


V 


s 


^1 
















"' 










\ 


\^ 


.^ 




\ 












10 














s\ 




\\ 












'" 
















^ 


\^ 


\ 




























•^ 


n\ 


, 




























^ 


J\ 








JU 






















*4 


r 






























ij^ 






lU 


























\ 




"o 
























1 




1 



Percenfoge Volume of Eor^h 
Fig. 19.— The Buidity of auapcnsion r>[ iDfusorial earth in water. 

used the zero of fluidity would be changed because there 
be enough pressure to more than overcome the plastic 
)e in the mixture that formerly had "zero fluidity." 
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Further work is therefore demanded in order that we may clearly 
define and separate the coefficients of plasticity and fluidity 
which are here measured together. 

Surface Tension and Capillarity. — Several investigators have 
attempted to meaaiire ^-iscoaity by means of a capillary opemng 
directly into the air. Poiseiiille (1846) found that whether drops 
were allowed to form on the end of the capillar}- or the end of the 
capillary was kept in contact with the wall of the receiving 
vessel, he was unable to obtain consistent results. The effect 
of surface tension varies with the rate of flow, with the tempera- 
ture, and it also depends upon the shape and position of the end 
of the capllary, so that as a whole the effects are qiute indeter- 
minate. That the effects are targe and variable, may be inferred 
from the measurements of Ronceray (1911) with a capillary, 
I = 10.5 cm, R = 0.0275, immersed under water or opening 
into the air, given in Table XIX, 
Table XIX. — Efpbctt of Surface Tension on the Plow of Watkb 



(R( 



/* centjmeten, 


Time of flow of 


Time of flow im- 




water 


lOmlinairatlT" 


mersed 




10 


1.132,0 


1,089.44 


42.6 


20 


559.5 


550.4 


®-^ ■ 


30 


373.0 


368.5 


4.5 J 


40 


280.6 


277.4 


3.2 ■ 


50 


224.9 


222,7 


2.2 n 


60 


187.9 


186,1 


1.8 ■ 


70 


161. S 


159. S 


2.3 



n 



PoJseuille recorded similar results. The irregularity is com- 
pletely removed by having the end of the capillary immersed, 
Nevertheless in an apparatus like that used by Poiseuille there 
may Htill be a correction for capillary attraction within the bulb 
which is considerable (c/. p. 66). 

Summary. — From the foregoing, it appears that under proper 
conditions, the only correction that it is necessary to make 
to the simple Law of Poiseuille is that for the kinetic energy 
\}2pV 



of the fluid as it leaves the capillary ir"!, -■ Other soureM 
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of error auch as surface tension, slipping at the boundary, 
necking in of the lines of flow at the entrance of the capillary, 
eddy currents inside of the capillary, resistance to flow outside 
of the capillary, peculiar shapes to the ends of the capillary 
■affecting the magnitude of the kinetic energy correction have 
aU been considered in detail. They may aU be ehminated 
by using long, narrow capillaries with a low velocity of flow. 
The fluidity of compressible fluids may be obtained by the 
same Law of Poiseuille but the volume of flow is approximately 
the mean of the volume at the entrance and at the exit of the 

Vi + V-. 
capillary 5 — '■ 

Plastic solids in their flow do not obey the Law of Poiseuille 
and their study is deferred until Chapter VIIL Many attempts 
have been made to measure the viscosity of soft solids. The 
fluidity of such a substance is not a constant quantity but 
falls off rapidly although regularly as the radius of the capillary 
falls below a certain point. This is not stoppage of the capillary 
of the ordinary sort due to extraneous particles, but rather a new 
type of flow. The terms fluidity and viscosity will therefore be 
avoided when referring to plastic substances in order to avoid 
confusion and a sharp criterion given by which a soft solid may be 
distinguished from a true fluid, just as Reynolds' criterion 
enables one to distinguish between viscous and turbulent flow. 



IS THE VISCOSITY A DEFIMITE PHYSICAL QDANTITY? 

Ho )oiiK as the theory was so impcrffictly worked out that 
the vttlui'S for the viscosity of a well-defined substance like 
water were different when obtained with different forms of 
itmtrunients, it was inevitable that the whole theory and practice 
(if viscosity measurement should have been called into question. 
Among numerous researches, wc may cite in this connection 
those of Traube (1886), Wetzstein (1899) for liquids, Fisher 
(1009) for gases, and Reigcr (1906) for sohds. Since the Umita- 
lions and corrections discussed in the preceding chapter have 
evolved very gradually, many of these researches are now of 
historical interest only, and their discussion here would be as 
tedious as it is unnecessary. Enough material has already been 
given to prove that viscosity is an entirely definite property for 
liquids. Table IX proved that tubes of quite diverse dimen- 
sions give entirely harmonious results. This has been confirmed 
repeatedly, especially by Jacobson, 1860, working with tubes of 
considerably larger bore. Not only are the results obtained 
with the transpiration method in agreement, among themselves, 
they also agree with the results from various other methods, as 
shown in Table XIII. 

Knibbs (1896) has made a critical study of the existing data 
for water, recalndating and using the corrections suggested 
in the last chapter. The result was not satisfactory. Many of 
the measurements were found to be uncertain and as a result of his 
study Knibbs doubted whether it was yet possible to determine 
the viscosity of a substance Hke water with an error of much less 
than 1 per cent from to 50°, or 5 per cent from 50 to 100°. 
During the last 20 years investigations have been carried out, 
which give thoroughly satisfactory and concordant results, as is 
shown by Table II in Appendix D. The improvement is due 
to a happier disposition of apparatus for controlling the different 
correction factors. 
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Among gases air may be regarded as the standard substance 
s water is among liquids. And if we compare the numerous 
values for the viscosity of air obtained prior to 20 years ago, the 
result is discouraging and has been often commented upon. 
These values are given for 0° in Tabic XX. 



Table XX. — Viscosity i 



■ O'C. 



Method 



Transpiration 

*Oscillatmg diGks... 
OBcillating disks . . 
OBcillating disks., 
Oecillatitig disks . . . 

Transpiration 

Oscillating diaks . . . 
I^nnspiration 




6,951 
5,650 

6,988 
5,952 
6,848 
6,882 
6,747 



5,650 



5,770 
5,761 



6,714 

5,955 

6,838 
5,831 



Graham (1846) 't 

MaxwoU (1866) 

Meyer and Springmtihl (1873) 

Puluj (1874) 

Puluj (1874) 

Obermayer (1876) 

Puluj (1876) 

Obermayer (1876) 

E. Wiedemann (1878) 
Obermayer (1876) 
Obermayer (1876) 
O. Meyer (1877) 
0. Meyer (1877) 
O. Meyer (1877) 
Puluj (1878) 
Hoffman (1884) 
Schumann (1884) 
Schneebeli (1885) 
Tomlinson (1886) 
BreitenbHch (1899) 

F. Reynolds (1904) 
Tdnaler (1906) 



TVanspiiation 

Osoillatiiig disk 

Traoapiration 

Oscillating disk 

(pBcillating disk 
jlMillating cylinder. . 
J^Knspiration 
OscillatiDg cylinder. , 
STranspiration 

The transpiration method appears to give higher values for the 
fluidity than are obtained by the other methods but the results 
are not very consistent among themselves. However the follow- 
ing table of recent values for the viscosity of air at 15° is very 
satisfactory. 

We have the authority of Fisher (1909) page 150, for the state- 
Hunent that "No experimenter has made the attempt to apply 
^Hi correction to his measured pressures to allow for the kinetic 
^Knergy of the emerging gas." It appears probable that the exist- 
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Table XXI. — Viscosity op Am at 15' 



Method 


V 


Observer 


TraiupiratioD 


S,S07 
6,502 
5,528 
5,502 
5.531 


Breilenbach (1899) 






TrftMpiMtion 


Schmitt (1909) 
Knudsen (1909) 



ing data might be improved by a critical study for llie purpose 
of making the needed corrections. It is a curious fact that the 
kinetic energy correction has been so little understood and appre- 
ciated. Even in the case of liquids it is verj' commonly neglected 
although it may amount to several per cent of the viscosity to 
be measured. It is sometimes stated that no kinetic energy 
correction is necessary when liquids flow through a capillary from 
one reservoir to another and not into the air. The Ostwald 
viscometer (c/. p. 75), is used more than any other but it appears 
that no kinetic energy correction is ever applied. It is true that 
the instrument is used for relative measurements only, but this 
fact does not cause this correction to be without effect in the cal- 
culation, for the reason that the kinetic energy correction is not 
proportional to the viscosity. 

There may be those who would maintain that the correction 
for kinetic energy, as given above, is not the correct one to apply 
to gases, cf. Fisher (1909). But that a correction is unnecessary 
cannot be maintained even in the case of gases, in view of Hoff- 
mann's work on the interrupted flow o^ gases. One of his capil- 
laries was cut into 28 pieces without loss. In flowing through the 
interrupted capillary, the kinetic energy correction would be 
increased twenty-eight fold, as has been already indicated on page 
28. As a matter of fact the time of flow was considerably 
greater in the interrupted capillary, proving the importance of the 
correction. It would be particularly interesting to see whether 
an experimental verification of the correction would be obtained 
by an intensive study of the data of Hoffmann (1884). 

The term "specific viscosity" has been very largely used and 
may here receive brief comment. Water at 0° has been taken 
as a standard with a specific viscosity of 100, but water at 25!*^ 
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has also been taken as the standard and equal to unity. Still 
other standards have been employed. The principal advantages 
in this form of expression are the saving of labor in calculation, 
the avoidance of inconveniently small fractions, and the use of a 
common liquid as standard. This advantage however is more 
than oftset by the disadvantages. The proper corrections are 
never applied to specific viscosities and consequently the values 
are not really comparable among themselves. Certainly they are 
inconvenient to use for reference and for comparison with vis- 
cosities calciilated in other ways. The time necessary for the 
preparation of the substanceH is nearly always great enough to 
justify the inconsiderable expenditure of time necessary for the 
proper reduction of the data to absolute units. 

Of course much depends upon the disposition of the apparatus 
used in the measurement. Some forms of apparatus will not 
permit accurate estimations of the viscosity to be made. But 
given an apparatus which is well-suited for precise measurements, 
the time required for making a measurement is no greater, and 
may be much less, than in the less accurate forms of apparatus. 
The Centipoise. — In expressing viscosities, it is possible to 
secure simultaneously the advantage of expression in absolute 
units with the advantages of viscosities relative to some common 
substance as standard. It is proposed to name the absolute imit 
of viscosity after Poiseuille the " Qoiae," and consequently the 
Bubmultiple of this unit which is one-hundredth as large the 
" centipoise " (cp). It so happens that one centipoise is almost ex- 
actly the viscosity of water at 20''C, hence absolute viscosities 
cxpressedincentiposes are also specific viscosities referred to water 
20''C as standard. To be sure the viscosity of water is not ex- 
actly one centipoise at 20°C but it is 1.005 which is unity within 
the hmits of possible experimental error in ordinary measurement 
((/. Appendix D, Table II). 

^K All fluidities are expressed in absolute units, water at 20° 

^Htoring of course a fiuidity of 100 units. 





A very full discuaBion haa been given of the theory of the trans- 
piration method. Much matter of great historical interest in 
regard to the various other methods has been passed over. This 
has been done in order to present the matter which will be of 
greatest use to the worker. At present the transpiration method 
is by all odda the most important, this superiority being based 
upon the following advantages: (I) It is susceptible of simple 
mathematical treatment. (2) It is rapid. (3) Only a small 
amount of fluid is required, (4) It can be used under the widest 
variety of conditions as regards temperature, pressure et cetera. 
(5) The preliminary measurements and adjustments are not 
difficult to make. (6) Finally, it has been tested out most 
thoroughly and found to be capable of the highest degree of 
precision. 

For certain purposes other methods must apparently continue 
to be used. Thus the pendulum method seems best suited for 
investigating superficial viscosity and the viscosity of solids like 
steel. The fall method is of great use also for certain purposes. 

It is quite impracticable to discuss here the almost innumerable 
forms of instruments which have been suggested for use, so we 
propose to consider briefly some of the instruments which have 
shown the greatest advance toward meeting the conditions of 
an ideal disposition of apparatus. 

Naturally all transpiration instruments are based upon that 
of Poiseuille; but for general purposes, his instrument was defi- 
cient, since the capillary terminated directly into the bath and 
hence the apparatus had to be refilled after each measurement. 
This difficulty was overcome in two forms of apparatus designed 
by Pribram and Handl (1880), which consisted of a capillary placed 
between two tubes of larger bore. In the better form shown in 
Fig, 20, the two tubes are vertical, the capillary being bent. 
The advantage of this arrangement is immediately apparent 
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because as soon as a measurement has been made in one direction, 
the apparatus is ready for an observation in the opposite direc- 
tion. With this apparatus Pribram and Handl made very 
numerous observationB on organic liquids over a range of tempera- 
ture. They used a constant pressm'e head. 

The apparatus of Bruckner (1891) marked another step in 
advance. He used a horizontal capillary K, 
Fig. 21, connected to the two limbs of the 
apparatus by means of short pieces of rubber 
tubing. Two reservoirs R and R' served for 
the deposition of any dust particles that might 
have found their way into the liquid. The 
volumes of flow were accurately measured by 
the volumes of the bulbs V and V, the tubes 
loading from these bulbs being constricted 
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in order to give a sharp reading. Either Umb could be turned 
to pressure at H or H', or to air at Hj or H'l. 

In the study of organic liquids rubber connections become 
objectionable, hence Thorpe and Rodger (1894) in their monu- 
naental work on the relation between the viscosity of Lquids and 
their chemical nature, employed an instrument. Fig. 22, similar 
to that of Bruckner except that the capillary was placed inside 
of a wider tube which was itself subsequently sealed to the two 
Umbs of the viscometer. The middle of this tube was heated at 
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its middle point until it attached itself to the capillary all of the 
way around, the greatest care being taken not to decrease the 
diameter of the capillary or change it in any way. 

Another marked improvement was the introduction of the 
traps 7*' and T^, Fig. 22, for the purpose of easily adjusting the 
total volume of liquid within the instrument, which they denoted 
as the "working volume" to distinguish it from 
the volume of efflux V. By keeping the work- 
ing volume constant, the correction for the 
hydrostatic pressure within the instrument is 
greatly simplified. 

Unfortunately Thorpe and Rodger's instru- 
ment has not come into general use. This is 
probably due to the following disadvantages : 
The sealing of the wide tube to the middle of 
the capillary is difficult to accomplish; and 
according to Knibbs (1895) and Blancbard 
(1913) one cannot be sure that the bore of the 
capillary has not been altered in spite of the 
utmost precaution. It is practicable to get 
the dimensions of the capillary and the other 
constants of the instrument only after the 
sealing has been completed. To get them then 
is a matter of some difficulty if not uncertainty. 
The instrument is difficult to clean and dry 
on account of the narrow spaces between the 
capillary and the wider tube at either side of 
the constriction R. At the same time the 
instrument is rather fragile. These difficulties 
may all be overcome by using ground glass 
""''^'^* joints between the capillary and the two 

limbs. Over the ground-glass joints rubber tubing may be 
stretched and tied and thus any danger of a leak guarded 
against. The absence of a leak can be proven very easily at any 
time by simply testing the working volume. By having good 
ground-glass joints there can be no change in volume due to the 
change in the expansion of the rubber under the changing head 
and there can be no solvent action except that on the glass itself. 
On the other hand, by planing the ends of the capillary off 
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right angles to the axis of the tube, the dimensions of the capillary 
may be most accurately ascertained. There is the further 
advantage that other capillaries may be used without changing 
the other constants of the apparatus. It is perhaps unneces- 
sary to add that this instrument must be modified to make it 
Buitable for the measurement of gases. 

The Most Suitable Dimensions for a Viscometer. — As we 
shall see in Part II, it is more convenient to compare fluidities 
than viscosities. Combining Eqs. (8) and (12) we obtain for 

the general fnrmiil Wor f , }|p flnii ^ ity nl nl] fliii(^j^ 

§!LZ?^ _\ (20) 



where R is the radms and t the length of the capillary in cen- 
timeters, and V is the volume in cubic centimeters, all being 
reduced to the same temperature. No correction is necessary for 
changes in these dimensions later since the changes just neutraUze 
each other as can be proved by introducing the coefficient 
of expansion into the above formula. The pressure p, expressed 
in grams per square centimeter, is the difference between the 
absolute pressures at the level of the capillary at the entrance, Pi 
and exit, Pa. The time of flow in seconds is t, for the fluid whose 
density is p at the temperature of observation T. -a = 3.1416, 
g is the acceleration due to gravitation, m = 1.12, X is the 
coefficient of slipping, which is negligible for all hquids but is 
of importance in rarefied gases, cf. page 244. In the measure- 
ment of the fluidity of gases the volume of efflux must be cal- 
ciliated according to the formula of page 50. 



V = 



2P, 



■Fi = 



2P2 



ll 



Pi+P, '■ Pi -i-P/'' 
where Vi is the volume of flow as measured before flow under 
pressure Pi and Fj is the volume after expansion to the pressure 
Ps. 

By the proper choice of the dimensions of the apparatus 
an accuracy of one-tenth of 1 per cent may probably be attained. 
With a stop-watch reading to 0.2 sec. the time of flow may l>e 
made as small as 200 sec. The volume of flow should be small 
for the following reasons. (1) The kinetic energy correction 
mpV^ in Eq. (20) should be kept from becoming inconveniently 
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large. (2) The time of flow should be small for the sake of 
economy and also that the temperature may be more readily kept 
constant during the time of flow. (3) Small masses of fluid come 
to the temperature of the bath more quickly, and (4) there is 
an economy in material, which is sometimes very important. 
The minimum of flow is determined by our ability to read the 
volume with the desired accuracy. This in turn is determined by 
the diameter of the constricted portions of the instrument above 
and below the measured volume V. If, however, the constricted 
parts are of very small bore, the capillary action becomes dis- 
turbing. Very viscous liquids will not drain out properly and 
they may even form a meniscus across the capillary which will 
prevent the transmission of the pressure and will render the 
results quite valueless. It may be remarked that the troubles 
due to bad drainage may be minimized by having the drainage 
surfaces everywhere as nearly vertical as possible. In other 
words, the change from constricted portion to the tube of large 
diameter should be made gradually. If the constricted part of 
the instrument has an inside diameter of 0.25 cm we believe 
that the capillary correction will not cause trouble. The 
volume per centimeter of the constricted tube is then 0.05 ml 
and if we assume that the meniscus can be read to 0.01 cm as it 
passes a mark on the tube, it is only necessary to have a volume 
of 0.5 ml to obtain the desired accuracy. To provide a margin 
of safety in the construction and use of the apparatus we select 
about 3 ml as the minimum. 

To detect any error due to faulty drainage, it is only necessary 
to test the flow of the moat viscous liquid to be measured using 
very different rates of transpiration by varying the pressure. 
Lack of perfect drainage will be made evident, by the substance 
appearing to be more viscous at the lower rate of flow. Natur- 
ally the more viscous liquids must be allowed to flow slowly 
enough so that the drainage will appear to be perfect. If in the 
instrument depicted in Fig. 23 the flow were to begin with the 
upper meniscus at the point marked 3, it would be necessary for 
all of the liquid of the measured volume V to have drained out at 
the expiration of the time t. This is not necessary, however, if 
the flow begins at some point considerably higher up, as for exam- 
ple in the neighborhood of the trap-opening F, for then a certain 
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Fig. 23. — Viscometer for absolute measurements. 
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amount of liquid may flow into V from E after the record of the 
time has begun, and this will tend to offset the effect of any liquid 
left in F at the end of the time of flow. To make these amounts 
as nearly equal as possible, the lower part of E should be exactly 
similar in shape to the lower part of V. 

The pressure should be variable at will so that the time of 
flow may be kept reasonably constant. For gases, high pressures 
are as unnecessary as they are undesirable. For incompressible 
fluids, there need be no upper limit set to the pressure. A pres- 
sure of 50 g per square centimeter can easily be read to 0.1 per 
cent on a water manometer, and the various pressure correc- 
tions — to be discussed — may be ascertained well within this 
limit, hence this may be taken as a lower limit. 

The measurement of the radius of the capillary offers the great- 
est difficulty in viscosity measurement by this method. Since 
the flow is proportional to the fourth power of the radius, any 
error ia this measurement is multiplied four times. Careful 
weighing of the quantity of mercury required to fill the tube is 
perh apa th e best means for obtaining the mean radius, R = 
•s/iW/irpl) ; but for a capillary such as that used by Thorpe and 
Rodger, ( = 4.9+ cm fl = 0.0082+ cm, the weight of the mer- 
cury is only about 0.013 g so that the desired accuracy is diffi- 
cult to obtain with the ordinary balance. If the radius is 
increased, the time of flow may be kept constant by increasing 
the length so that the ratio l/R* is constant. Fortunately both 
of these changes tend to increase the volume of the capillary. 
At the same time the increase in length diminishes the effect 
of any possible alteration in the stream lines near the ends; and 
the increase in the radius diminishes the possible effect of slip- 
ping and probably also the effect of dust particles. 

The formula (20) applies only to a capillary which has the 
form of a true cylinder, but usually the capillary is elliptical and 
it may at the same time be conical. To determine the conicity, 
the tube must be calibrated with a mercury thread. To deter- 
mine the ratio of the axes, the micrometer microscope should 
be used. In using the micrometer microscope it is somewhat 
difficult to see the exact circumference to be measured, owing to 
various causes. Poiseuille found it best to grind off and polish 
the end of the tube and then attach a cover-slip to this end by 
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id slightly until it fills 



B of tho eilip- 
If the capillary is the frustrum of a circular 



means of Canada balsam which is \ 
the end of the capillary. 

If the capillary is elliptical, R* in Eq. (20) must, according 
to Rucker (c/. Thorpe and Rodger (1893)), be given the value 

fli I (-8 where B and C are the major and minor a 

tical cross-section. 

cone, Knibbs has shown that R* must be replaced by 

fii= + RiRi -j- fis= 
^where R and fia are the radii of the two ends. If the capillary 
B at the same time elliptical, R* becomes 

fla' + fljSi + R,^" 1 +e^ 

hibeiG Rt and R, represent the arithmetical means of the major 

ind minor radii at their respective ends, and e = „ ■ „ where 

and C represent the mean semi-axes. Knibbs has also con- 
idered the corrections necessary for other peculiarities in the 
»re of the tube which need not be considered here. 
There is no special advantage in using a variety of viscometers 
ir liquids of not very diilerent fluidity. For liquids below the 
liling-point the fluidity never exceeds about 500, Assuming 
this value as tho maximtmi the lengths necessary for a capillary 
of a given radius have been calculated by means of Eq. (5) and 
plotted curve A in Fig. 24. It is not always possible to obtain 
a capillary of an exactly specified radius, but with one having an 
approximately satisfactory radius, the necessary length can be 
read off from the curve. For gases the maximum fiuidity must 
taken as 10,000. If only very viscous liquids are to be meas- 
id the maximum may be taken ae less than 500, curve B or C. 
{cf. also Appendix A, Table IX.) 

Construction and Calibration of Apparatus. — A point of great 
importance in the construction of the viscometer is to have the 
volume V (1) as nearly equal to that of V as possible, (2) 
Lilar to it in shape, and (3) at the same height from the hori- 
tal capillary. This construction greatly facilitates the esti- 
,tion of the correction for hydrostatic pressure, within the 
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instrument. Finally the small bulbs S, E, B', and E' should 
have nearly the same volume. By having the surfaces nowhere 
depart greatly from the vertical, the drainage is improved. It 
is impracticable however to use long, cylindrical bulbs, since 
then the true average pressure, due to the hydrostatic head witliin 
the instrument, becomes awkward to determine. (Cf. Appendix 
A, page 298.) The best form for the bulbs V and V ia therefore 
obtained by making them bo that each resembles aa much as 
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FiQ. 24.— Chart for uae of instruiaent maker in seleoting capillary fdr via- 
oometer, knowing the approximate radius uf the capillary and the maiiiiiuni 
fluidity to be maaBurod, the length to be used may bo road off. V =3nil I =200 
aec, p=60 g per cm'. 

pOBsible a pair of hollow cones, placed base to base as shown in 
Fig. 23. 

The marks at I and V are so placpd that the volume from I to 
F' is exactly equal to that from V to F. If the two limbs of the 
apparatus are similar there will be no correction for capillarity. 
Poiacuille has given a method for eatimating this correction when 
that is necessary. The volumes Y and Y' may be easily deter- 
mined by the weight of volumes of mercury. 

The appearance of the complete apparatus used by Thorpe 
and Rodger is shown in Fig. 25. The viscometer is shown in the 
bath B which has transparent sides. Water in the vessel R 
exerts pressure upon the aii" in the large reservoir h. The gas 




Fig. 25. — Complete viacometer upparatua of Tborpo and Rqidgei 
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£3 dried by paaring over sulfuric ^d in a amaller bottle If, 
wikence tubes lead to the three-wsy atop cocks Z and Z^ and 
thenee to the two limbs of the viacometer. The preseore is 
ineasared on the water manometer D. The bath is stirred by 
ny^na of a motor connected with the mechanian ^lown at E. 
Snee the fluidity of a substance like wat^ changes from 1 to 3 
per cent with a change of 1^ in the temperature, it is necessary 
that the temperature be controlled to a few hundredths of a 

degree. Since they wne working 
over a wide range of temperature, 
Thcvpe and Rodgn^ ccmtroHed the 
temp^uture by hand. 

A word may be added \iesre in 
regard to stop-watches. The c<Mn- 
mon form of stop-watdi in which 
the whole mecfaanian starts or stops 
simuhaneoashr with the time record 
may not giv^ coos^toit results, even 
though tt appears to neitho' gain 
nor lot^ during a bog period of time. 
Thrs ^ the fauh of the mechanism. 
Tht^ watchi^ whose moTements cost- 
tinoe. whether the time is being 
n^x>cvfcc or reoc. seem to be freer 
f tvxtx :iu^ defocc 
Die MuiuWiHiiiit — In f^cv'fdurir^t: :^h$$aaK«s for memsmemait 
a^ wdC a^ iii r)^axii?v$ ar^i vtr>^>^ :he ::iscrcc2»eai. many investi- 
iaiT4:ic^ ^xt^ :?^J^>J^:i>' o«v|^ha:^iiKvi :he :r,'^^rtaace of a^wfing the 
l«w^5»«jcc Oil du:^ ^vicrtKJwk Bo^h IVteJ^fcDe awi Thorpe and 
iS^v-^T TWik ^UKvTAtt' pwvtfc^^tvcx i^fi liis r>>4Si;d. Figure 26 
:djt>w<i tbr a^>?\w^iu$ x^:«*f\5 b> ^i^ «*^5^c tor ^Ss^fnEr^g pmeKquids. 
h h4i^ T-h<* a4x"a:nl4l^p^ \>jf aiV>fc*^rt^ a ^wi x>««iiffiaarioii of the 
K^ilin^^^"ti^t tv^ >y^ YiVll^ie >«i-h:iV ti><^ ^vak^ fc ^t^ fartioiiated. 
To ^void o^^int*miwAti^^^ Vjx '^^^^^ *^^ tsk'^^e::^^ ir ^lEog the vis- 
wwiot^:r^ Th^^qv Ar».^ K^v)$:^ >^:<»Ni a ^sjwwu arimsa^^as^ Fig. 27. 
TV Kvjiaid >•^^!^ )\b^ys^ ^>f^ lW K^ltV S a^fj^J focv^^^ otw into the 
ri^ht liwb of i>^ MR*.\NWW4W W ^>^ ^ff^^^a^T):^ « ti«^ pmessaare of a 
3»«*oiJrj )w^<i .^ . I'V \-^\swvNw %^a:$i >i^ ^T, a frame and 
4l An tW >'sr^3i,\^) ^si V\\ >**^w*:ji vtf ti«^ <<-tsicrew A". 
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The left lirab of the viscometer waa evacuated by means of 
the mercury head Q in order to draw the Uquid through the 
capillary. 

Having run in a little more than the required amount of 
liquid, the viscometer and frame were placed in the bath B of 
Fig. 25 and the hmbs of the viscometer were connected to the 
pressure outlets on either side. 
With the temperature main- 
tained constant at the lowest 
point at which measurements 
were desired, the cock Z' (or Z) 
was turned to air and the cock Z 
(or Z') to pressure. As the hquid 
rose in the left hmb, it finally 
overran into the trap T,' Fig. 22. 
At the instant that the meniscus 
in the right limb reached the 
point k'', the cock Z was turned 
to air. Thus the working volume 
was adjusted. 

A measurement of the fluidity 
is made by turning the cock Z' 
to pressure and immediately read- 
ing the pressure on the manom- 
eter as well aa the temperature of 
the manometer, while the liquid 
is flowing out of the bulb V. As 
the meniscus passes the point 
m' the time recorded is begun. 
Keeping the temperature constant 
the time is taken aa the meniscus 

the point m'. The pres- Flo. 27.— Filling device of Thorpe 

sure is then read as before, and ^ ^'" 

before the meniscus reaches the point k' the left limb is again 
turned to air. The apparatus is then ready for a duplicate 
observation in the opposite direction. 

The Calculation. — The corrections to the time and temperature 
are not peculiar to viscosity measurements and need no special 
_comment. In obtaining the pressure, several corrections must 
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be made. (1) The preeeure on the manomotpr must becali 
to grams per square centimeter from the known height of the 
liquid and its specific gravity at the temperature observed. A 
correction to the observed height of the litjuid is avoided by 
having the long limb of the manometer doubly bent at its middle 
point so that the upper half is vertical and in the same straight 
line with the lower limb of the manometer. The levels on boti 
limbs may then be read on the same scale, which may con- 
veniently consist of a steel tape mounted on a strip of plate-glas 
mirror placed vertically. Similarly a correction for capillary 
action may be avoided if the bore of the manometer is lai^ 
enough so that it may be assumed to be imiform. (2) The pres- 
sure must be corrected for the weight of the air displaced by the 
liquid in the manometer. (3) Unless the surface of the liquid in 
the lower limb of the manometer is at the same height as the 
average level of the liquid in the viscometer, a correction must be 
made for the greater density of this enclosed air, than of the 
outside air which is not under pressure. (4) Finally a correction 
must be made for the average resultant hydrostatic head of the 
hquid within the viscometer. If the two volumes V and T" 
in Fig, 23 are exactly equal in volume, similar in shape, and 
at the same elevation above the capillary, when the viscometer is 
in position, in the bath, it is evident that the gain in head during 
the first half of the flow will be exactly neutralized by the loss 
in head during the last half of the flow. Since this cannot be 
exactly realized, a correction may be made as follows: Duplicate 
observations in reverse directions are made upon a liquid of 
known density and viscosity at a constant temperature and 
pressure. Let d be the time of flow from left to right and /» the 
corresponding time from right to left. Let po be the pressure as 
corrected, except for the average resultant head of liquid in the 
viscometer. Suppose this latter correction to amount to x em 
of the liquid as the liquid flows from left to right. In this case 
the total pressure becomes equal to po + px and when the 
liquid flows from right to left, it becomes equal to po — px. 
Since Eq. (8) when used for a given viscometer may be written 
in the form 

ri = C-pl - C'p/t (23) 
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where C and C are coDstant^i, which can be calculated, we obtain 
. , _ _ 1 + C'p/t, 



2CpLl, 
Id subsequent calculations it 



C:r_l 



ia' 



i necessary to know the specific 



gravity of the liquid whose viscosity is desired, in order to make 
the necessary pressure correction and in order to make the kinetic 
energy correction, but it is to be noted that if the 
\ instrument has been constructed with that end in 
' view, these corrections will both be small, and there- 
fore the specific gravity need be only approximately 
known, which is a great advantage. 

Relative Viscosity Measurement.— On account 
of the labor involved in obtaining the diraensiona 
of the viscometer, many investigators have followed 
the example of Pribram and Handl in disregarding 
these dimensions, and calibrating the instrument 
with some standard liquid. The most important 
I instrument of this class is that of Ostwald, Fig. 28. 
\ It consists essentially of a U-tube with a capillary 
I in the middle of one limb above which is placed a 
I bulb. A given volume of liquid is placed in the ^la. 28.— 
I instrument and the time measured that is required The Ostwald 
I for the meniscus to pass two marks one above and "'^'^'""^ ■■- 
I one below the bulb under the influence of the hydrostatic 
I pressure of the liquid only. 

If Tjo is the viscosity of the standard liquid and ij that of liquid 
I to be measured, we have from Eq. (22) 
I, ^ Cpl - C'p/t 

I and if ij is very nearly equal to ijo or if t and (o are very large, this. 
L may be written 

1 ^ pt 
Va Pda' 



(23) 



FiQ.se. — Viscom- 
eter suitable for the 
relative measure- 
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The pressure in this instrument must be 
proportional to the densities so that 
n ^ ft 
Vb Poto 
which is the formula suggested by Ostwald. 
The formula is true for dilute solutions when 
water is taken as the standard, for ij is then 
nearly equal to ijo. 

It is inconvenient to malte the time of flow- 
very large both on account of the lack of 
economy and because of the mcreased danger 
of clogging. Unfortunately this formula has 
been used where neither of the necessary con- 
ditions was complied with and the results are 
therefore of uncertain value. It is much 
better to make the correction for the kinetic 
energy, in such cases, than to attempt to make 
the correction negligible. 

It is a disadvantage of the Ostwald instru- 
ment that the pressure is not variable at will, 
because if the time of flow is sufficient in one 
liquid, in another more viscous liquid the time 
of flow may be intolerably long, practically 
necessitating the use of a variety of instru- 
ments. Furthermore the total pressure is so 
small that a small error in the working volume 
may introduce considerable error into the 
result and the density of the liquid must be 
known with considerable accuracy. 

A form of instrument which has the mani- 
fest advantages of the Ostwald instrument 
and overcomes the above objections is shown 
in Fig. 29. The volume K is made as nearly 
as possible equal in volume, similar in shape, 
and at the same height as C. The working 
volume is contained between A and H and 
the volume of flow between B and D, the 
measurement being made as the meniscus 
passes either from S to D or from D to B 
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depending upon the direction of the flow. The corrections are 
made as for absolute measurements and the viscosity calculated 
from formula (22). In obtaining the pressure correction due to 
the average resultant hydrostatic pressure in the viscometer C" 
can be estimated accurately enough by means of rough meaaure- 
ments. The value of C can be 
obtained accurately enough for the 
calculation of this correction by 
assuming pa = p. After obtaining 
the value of the hydrostatic head x 
in this way, the true value of C may 
be calculated from an observation 
upon the time of flow of any liquid 
whose viscosity is accurately known. 
In the use of any relative instru- 
ment, it is important that two stand- 
ards be employed so as to obtain a 
check upon the method. For this 
purpose a single liquid may be used 
at widely different temperatures or 
two or more liquids may be used of 
widely different viscosities. While 
this test is very simple and its 
importance is obvious, it does not 
appear to have been frequently 
employed. 

Viscosity Measurements of 
Liquids above the Boiling-point. — 
If the viscosity of liquids ia to be 
measured above the ordinary bofling 

temperature, one must work at pressures above the atmospheric 
pressiu'e. The three-way cocks in Fig. 22 must lead to a low- 
preaaure reservoir, thia pressure being measured by a second 
manometer. The rubber connections must of course be replaced 
by others capable of withstanding the desired pressure. 

Viscosity Measurement of Very Viscous Substances. — Sub- 
Btances like pitch which are excessively viscous can yet be 
meaaured by the efilux method by the use of very great pressure 
'(«f. Barus (1893)). On account of the lack of proper drainage, 
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efflux method has been worked out through the labors of Graham 
(1846-1861), 0. E. Meyer (1866-1873), Puluj (1876), E. Wiede- 
mann (1876), Breitenbach (1899), and Schultze (1901). We may 
describe briefly the form used by Schultze as illustrating the 
modifications which are necessary in the apparatus iised f<Jr 
liquids. In Fig. 31 the glass capillary, I = 52.54 cm, R = 
0.007572 cm, is contained in the upper chamber of the bath /, 
which is maintained at constant temperature by water, water 
vapor, or aniline vapor. A condenser is shown at b and SS is a 
shield to protect the rest of the apparatus from the radiation. 
On either side of the bath the apparatus is exactly similar, so that 
only the right side is shown in the figure. The gas is contained 
in the bulbs P and Q (and P' and Q' on the left side) surrounded 
by a separate bath. The lower bulbs are each connected with 
two stop cocks B and C (or B' and C) ; from B (or B') a rubber 
tube leads to the mcreury reservoir G (or G'), and from C (or C) 
'there is a glass tube drawn out into a capillary. Adjacent to both 
'tile capillary and the bulbs, considerable lengths of glass tubing 
put in connection and immersed in the respective baths in 
order that the gas in the capillary or bulbs may be at the desired 
temperature at the time of measurement. In each tube leading 
from the bulbs to the capillary there is a stop cock A (and A') 
and a connection with a manometer K (and K'). By meansof 
stop cocks at E and E' the two manometers may be connected 
together or gas admitted to the apparatus from outside. Since 
the presence of water vapor is objectionable and gases are 
more or less soluble in water, the manometer contains both mer- 
and water, and is calibrated before use. 
In makinlg a measiu-ement, enough gas is admitted into 
the evacuated apparatus so that at atmospheric pressure, the 
surface of the mercury is in the lower part of the bulb Q and in 
the middle part of the bulb Q'. The stop cock A is then closed 
and the mercury reservoirs G and G' raised, but the former 
enough higher than the latter so that a pressure head is estab- 
lished which is a few millimeters greater than is desired in the 
raeaaurement. The mercury fills the two bulbs Q and Q'. When 
the temperature is constant the stop cock A is opened. The 
pressure is immediately adjusted and thereafter maintained 
iWnstant by means of the screws F and F' which serve to slowly 
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raise or lower the mercury reservoirs. When the mercury passes 
into the bulb P, contact is formed with a platinum point and an 
electrical signal given. At this moment the chronometer is 
started. After the elapse of sufficient time, the stop cock B is 
closed and thus the current is broken between the two platinum 
electrodes at either side of this stop cock, and a signal is given. 
The mercury is now allowed to run out through the stop cock C 
imtil the signal is given when the mercury loses connection with 
the platinum point in the bulb P. From the weight of this 
mercury, the volume of flow is calculated. 



FLUIDITY AND OTHER PHYSICAL AND 
CHEMICAL PROPERTIES 



VISCOSITY AHD FLUIDITY 

It has been tacitly asaumed by the great majority of workers 
ttiat when two liquids are mixed, the viscosity of the mixture 
is normally a linear function of the composition. This appeared 
iDfi early as 1876 in the work of Wijkander. In a great many 
■mixtures, including practically all of those in which water is a 
component, the viscosity is certainly very far from being a linear ' 
function of the compoaition, there being often a maximum in the 
viscosity curves. However water mixtures should not be con- 
sidered as "normal," but since it is difficult to decide what shall 
be considered normal mixtures, the question whether the 
viscosities are additive or not is admittedly difficult of solution. 
Dunstan (1905) classifies as normal those mixtures whose vis- 
cosity-weight concentration curves do not show a maximum or 
a minimum. This classification is not satisfactory not only 
because it lacks a theoretical justification but also because many 
pS the so-defined normal mixtures give curves which depart 
idorably from the finear, so that the suspicion is aroused that 
the occurrence of a maximum or minimum may depend upon 
accidental circumstances such as the nearness to equality of the 
viscosity of the components. The accidental character of such 
a classification is very strikiog in mixtures which fall into the 
normal class at one temperature but at a shghtly different tem- 
perature must be classified as abnormal. 

Such light as can be gained from a study of the viscosities 
of mixtures, seems to lead to the conclusion that viscosities are 
not additive, as has been assumed. Thus Dunstan (1904) 
remarks, "The law of mixtures is never accurately obeyed and 
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divergences from it seem to be more clearly marked out in the 

case of viscosity than with other properties, such as refractive 
index." Thorpe and Rodger (1897) say, "The observations 
described in this paper afford additional evidence of the fact indi- 
cated by Wijkander and supported by Linebarger, that the via- 
cofiity of a mixture of niiscible and chemically indifferent liquids 
is rarely, if ever, xmder all conditions, a linear function of the 
composition. It seldom happens that the liquid in a mixture 
preserves the particular viscosity it posesses in the unmixed 
condition. To judge from the instances heretofore studied, the 
\ viscosity of the mixture is, as a rule, uniformly lower than the 
mixture law would indicate, but no simple relation can yet be 
traced between the viscosity of a mixture and that of its constit- 
uents." Thorpe and Rodger were so struck by the absence of 
linearity in the viscosity curves, that they thought that an ex- 
planation was needed for the fact that the viscosity curves of 
some mixtures measured by Linebarger (1896) are indeed linear. 
"The observed viscosities in general are less than those calculated 
by the mixture rule, except, possibly, in the case of mixtures of 
benzene and chloroform and mixtures of carbon disulfide with 
benzene, toluene, ether, and acetic ether, where, possibly, the 
temperatm^ of observation (25°) was too near the boihng-point 
of the carbon disulfide to make any specific influence, which that 
hquid might exert at lower temperatures, perceptible." 

Lees (1900) showed what are the necessary assumptions in 
regard to the nature of flow in mixtures, so that the viscosities 
should be additive, but by making a careful study of existing 
data, he found little justification for these assumptions. Simi- 
larly Lees tried the assumptions that fluidities or logarithmic 
viscosities arc the characteristic additive property, but he was 
una))le to obtain a satisfactory verification of either from the 
experimental results. 

The question before us seems to be: "Is viscosity or fluidity 
or some function of one of them the characteristic additive prop- 
erty?" The answer to this question is imperative before we 
can inteihgently discuss the relation of viscosity to other proper- 
ties. This statement requires no proof in view of the statementa 
which we have quoted to show that in some cases the viscosity 
concentration curve is linear according to assumption, but in the 
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great majority of cases it is sagged and there is no known law to 
account for the peculiarity. Surely any discussion of chemical 
combination or of dissociation on the basis of deviation from the 
" normal " curve under such conditions would be of very uncertain 
value. 

There are numerous reciprocal relations besides viscosity and 
fluidity, such as electrical resistance and conductance, or specific 
heat and heat capacity, or specific gravity and specific volume. 
It has been repeatedly pointed out' that if one of these is additive, 
its reciprocal cannot be. It is singular enough that among all 
of these reciprocal relations, viscosity is the only one for which 
the decision has not been reached aa to whether viscosity is 
additive or not, or if it is, under what conditions. In electricity 
for example we have absolutely no doubt but that resistances 
are additive under certain conditions, viz., when the conductors 
are in series, and likewise that conductances are additive under 
other equally definite conditions, viz., when the conductors j 
are in parallel. It seems probable that the present unsatisfactory 
condition as regards viscosity has arisen due to the extraordinary 
sensitiveness of this property to molecular changes in fluids, 
either combination or dissociation. We shall attempt to reach 
a solution of the problem from a consideration of the nature of 
viscous flow and then test this solution by means of the experi- 
mental facts. After we have reached a conclusion in regard to the 
true additive property under given conditions, it may well turn 
out that the present unsatisfactory condition will prove to be a \ 
blessing in disguise, for it may then be shown that viscosity ia of 
the greatest importance in physio chemical investigations. 
The fundamental law of viscous flow 

I dv ^F 

I dr- ^ 

ia the analogue of the well-known electrical law of Ohm. In 
fact Elie in 1882 suggested a modification of the Wheatstone's 
bridge method for the measurement of viscous resistance. 

Case I. Viscosities Additive — Emulsions.^ — We will first con- 
sider the very simple case of a series of vertical lamellee of viscous 
material arranged alternately, as in Fig. 32, and subjected to a 

_ ' Cf. p. 89. 
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horizontal Bhearing stress. For cODvenieDce suppose that all 
of the lamellfe of the one substance A have the same thickness 
Si and that the laminae of the substance B have the uniform 
thickness s;, etc. Let the viscosities of the subBtancea be iji, 
jj2 . . . and the shearing stresses per unit area p,, pj . . . 
respectively; then if fl is the distance between the horizontal 
planes, the velocity of the moving surface is 
., _ RP Rp, _ Rpj 



H 
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m 



where H is the viscosity of the mixture, and P is the average 
shearing stress over the entire distance S^, 




Fig. 32.- 



I 



But since Si/S is the fraction by voluidiB 
of the substance A present in the mixture, 
which we may designate a, and similarly Ss/S = b, etc., 

H = a^i + b^2 + . . . (24) 

This case is of particular interest in connection with emulsions 
and many other poorly mixed substances. The formula tells 
us that the viscosity of the mixture is the sum of the partial 
viscosities of the components, provided that the drops of the 
emulsion completely fill the capillary space through which the 
Bow is taking place. 

Case H. Fluidities Additive — Fluid Mixtures. — If the lamellffi 
are arranged parallel to the direction of shear, as shown in Fig. 
33, we have a constant shearing stress, so that 

n Ti 

indicated in the 



, are the partial velocities a 



where Vi, na, 
figure. 

There are two different ways of defining the viscosity of a 
mixture, and it becomes necessary for us to adopt one of these 
before we proceed further. 

1. If we measure viscosity with a viscometer of the Coulomb 
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[ or diak type, we actually measure the velocity v, BS 'm the figure, 
and we very naturally assume that 

2. It is more usual, however, to calculate the viscosity from 
the volume of flow, as in the Poiseuille type of instrument. 
Let v', BS' in the figure, be the effective velocity which the 
surface BS would have, were the series of lamellse replaced by 
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. homogeneous fluid having the same volume of fl,ow. The 
Cective velocity is related to the quantity of fluid U passing per 
!Ond in a stream of unit width, as follows : 



jet the viscosity as calculated from the I 
Seneous fluid, be W, then 

U'v' 2H'IJ 



(24b} 



^ It is to be noted that had the less viscous substance been in 

with the surface AE, the effective velocity of flow would 

represented by the distance BS". We shall take the 

Be for our definition of the viscosity of a mixture, 



86 FLUIDITY AND PLASTICITY 

since, as we shall now show, by using it the viscosity is indepen- 
dent of the number or arrangement of the lamelke. 

Since v = Vi + Vi + . . . 
we obtain from Eqs. (24a) and (24b) that 

PR^ = P(ri<pi +r2<P2 + . . .) 

or since ^ ri , r2 , 

a = "p' ^ = "B' etc. 

the fluidity of the mixture is 

^ = o<pi + b<p2+ . . . (25) 

The fluidities are, according to this definition, strictly additive 
and entirely independent of the number and arrangement of 
the layers. Since, however, the viscosities are usually calculated 
by means of the Poiseuille formula based on the volume of flow, 
it is important to determine for a given arrangement of lamella 
what correction must be made to the effective viscosity, as calcu- 
lated from the volume of flow, to make it accord with the true 
viscosity, as defined above and as obtained by the disk or other 
similar method for the measurement of viscosity. 

Reverting again to the figure, we find that 

u - if 

+ ViVi + -g- 

+ viri + V2ri H — ^ 

+ Vir2 + V2r2 + Vir2 + -y- 

If there were n pairs of alternate lamellse of the two substances 
A and B 

U = .Jn'viri + n(n + l)vir2 + rw\r2 + n{n — l)v2r\] (26). 

Sinoo n « _, - , on substituting into Eq. (26) the values of 
Vi and f'a, wo got 

and if *' -■ .., wo obtain from Eq. (24b) 




VISCOSITY AND FLUIDITY 



, the fluidity becomes simply 



■and in this case 



a<pi + bip2 



-- $. 




I 



(28) 

In a homogeneous mixture it appears, therefore, that the two 
definitions lead to the same fluidity, and experimental results 
lead us to believe that this is the case usually presented in liquid 
mixtures, since the disk method and the capillary tube method 

give the same fluidity so far as we , 

have certain knowledge. If, however, 
the number of lameUte is small, which 
may well be the case in very imperfect 
mixtures, or when the flow takes place 
through very narrow passages, the 
effective fluidity as calculated from 
the volume of flow may be cither 
greater or less than the sum of the 
partial fluidities of the components, 
depending upon the order of the 
arrangement of the lamellte 
ence to the stationary surface. The 
amount to be added or subtracted 
from the effective fluidity in order to 
obtain the true fluidity is represented 
by the term, corresponding to the 
areas ACD, etc. or AFD, etc.. Fig. 33. 

A combination of the cases I and II would lead to a checker- 
board arrangement, but it may be shown now that such an 
arrangement tends to reduce itself to the case II where fluidities 
are additive. 

If the arrangement considered in Fig. 32 is subjected to 
continued shearing stress, the lamellae will tend to become 
indefinitely elongated as indicated in Fig. 34; and unless the 
surface tension intervenes, as may be the case in immiscible 
liquids, the lamella! will approach more and more nearly the 
horizontal position. Thus, so far aa we can determine without 
going into the complicated problem of the molecular motions, 
that the fluidities will become more and more 



Fiii. 34.— DiHgram to illus- 
ite how, in inconipletoly 
refer- mixed but miscible fluids, flow 
necessarily bringa about com- 
plete mixing, so tJiat even when 
the viscositiea were DriginBlly 
additive the fluiditiea finally 
become additive. la immia- 
cible fluids, the layers A and 

and emulsiutis are the result. 
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nearly additive as the flow progresses and the mixture becomes 
more and more nearly complete. This result takes place further- 
more irrespective of the original arrangement of the parts of the 
mixture. 

Some one may object that a perfectly homogeneous mixture 
— in itself a contradiction of terms — is not made up of layers 
such as we have considered in these greatly simplified caaes. 
There can be no doubt whatever of the existence of layers during 
the process of mixing. No one has watched the drifting of 
tobacco smoke in his study without noting how it is drawn out 
into gossamer-tike layers.' Since the fluidity is least when 
fluidities are additive, there would have to be a sudden drop in 
fluidity as the mixture became perfect, if the fluidities were no 
longer additive. This is not supported by any experimental 
evidence, 

We have already noted that when there is no chemical action 
between the components of a mixture, the viscosity-concentration 
curves are usually but not always sagged. Dunstan (1913) has 
put it: "It can therefore safely be predicted that wherever the 
two components show Uttle tendency for chemical union a 
sagged curve, or one departing but shghtly from hnearity, will 
be found." If the fluidities of such mixtures are additive, these 
facts ought to be accounted for by the theory, pecuhar as they 
may seem to be. We shall first prove that according to the 
theory that fluidities are additive, we should expect the viscosity- 
concentration curves to be sagged. 

Equations (25) and (24) represent the two assumptions 
that fluidities are additive and that viscosities are additive 
respectively but for convenience we shall assume that only two 
components are present in the mixture. From Elq, (23) we get 
that 



, __ Pi ps 

When a = or 1, and 6 = 1 or respectively, <p must be equal to 
ip'. For all intermediate values of a and h we desire to learn 
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r'whether p must be invariably greater than, equal to, or leas 
[.then ip'. Multiplying Eq. (25) by unity, we obtain 
(flpi + b ipi) {b <p, + Qpi) 

bipi + atp2 
(«' + J)')yi^a + nb(ipi' + yg') > (pii pi _ , 
bipi + aipi ^ b^i + aip2 

I Since 6 = 1 — a, 

2a(a - lVn,2 + a(l - a) (p,= + ^.^)|o 
I Discarding the known roots, a = and a = 1, we get 






2> 



which 19 a perfect square and therefore must be positive. Hence, 
when pi is equal to pa, <p is equal to p', but for all other values 
P must be greater than p'. Our conclusions may be stated as 
follows : 

1. The viscosity of a thorough mixture of chemically indifferent 
fluids must always be less than would be expected on the assump- 
tion that viscosities are additive, but this inequality will approach 
zero as the difference between the viscosities of the components 
approaches zero. 

2, So, on the other hand, the viscosity of an emulsion must be 
greater than that of a perfect mixture of the same composition, 
because in emulsions the viscosities tend to become additive. 

Equation (25) may be expressed in the form 



where 

corn 



P = PI +(p2 - 

and p2 are constant and t 
viscosity equation is 
1 



'Pi)b. 
and b s 



: variable. 



(29) 
The 



(30} 



vi + (ve — vOb 
It is important to note that Eq. (29) is the equation of a 
straight line, but that Eq. (30) is the equation of a hyperbola. 
If we replace pi +{<P2 — pi)f»! by (p, — pi)m, where 



which is the equation of an equilateral hyperbola, whose X-axis is 



^ta^ 
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at a distancfi ^i/{p2 — vi) to the left of the origin to which 
Eq. (27) is referred. 

3, We conclude therefore that the curve obtained by plotting 

viscDsities against volume concentrations is not normally linear 
but a part of an equilateral hyperbola. 

From Eq. (30) we find the curvature for any mixture to be 
J. 2 (te'2 - yi)' [pi + i v^ - v>ai),V ,„,, 

{[■PI + {f^ - vi)ai' + i-Pi - mri^ ^ ' 

By differentiating this curvature in respect to the concentration 
a and equating to zero, we find the concentration where the 
curvature is a maximum to be 



(32) 



Substituting this value in Eq. (31), the amount of the curvature 
where the curvature is a maximum, is found to be 



t = yjp'^^^. (33) 

4. The curvature of the viscosity-volume concentration curves 
is greatest when the difference between the fluidities, i.e., ipi — pj, 
is large, and becomes zero when ps — ¥>! = 0- 

5. The curvature must continually decrease as the concentra- 
tion increases unless the square root of ps — ip\ is greater than pi, 
in which case the point of greatest curvature will be found at 
some positive concentration (c/. Eq. (32)). 

6. Mathematically considered, the curvature is dependent only 
upon the difference in the fluidities of the components, i.e., 
Vi — vi and not upon pi, but since we can only reaUze positive 
values of ai, it follows that for a given value of pj — pi the 
curvature at any concentration will be greatest when pi is ve ry 
small. ^^H 

Liquid Mixtures ^^H 

The first conclusion is confirmed by the repeated observation 
that viscosity-concentration curves of homogeneous mixtures are 
normally sagged. The fourth conclusion offers an explanation 
of the fact that they are sometimes very nearly linear. In 
particular, this conclusion is confirmed by Thorpe and Rodger, 
who, in commenting on the data of Lioebarger, make the interest- 



^^P^^ VISCOSITY FLUIDITY ^H 

ing observation " As a rule, the greater the difference between the ^^M 
■viscoaities of the pure liquidR, the greater is the difference between ^^H 
the calculated and the observed values of the mixtures." The ^^M 
second conclusion is confirmed by the sudden drop in the fluidity ^^^M 
of a mixture as it is cooled below its critical-solution tempera- ^^H 
ture. This has often been noted and commented upon, and will ^^H 
be discussed more fully at a later point. In undercooled liquids ^^H 
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Weight |«aDUic(itRC«ideDsii»aatoliPluim. ^^H 

Fio. 35.— 1. Fluidity curve of oitrobeniene and ethyl acetate at 25°: 2, ^^M 

Fluidity ouri-e of ethyl aloohot and aretooe at 25°; 3. Fluidity curve of benzene ^^M 

and ethyl acetate at 26°: 4, Fluidity curve ot benmne and ethyl ether at 25°; ^^M 

(dotted) of ethyl alcohol and acetone at 25°. Were viscosities additive, this ^^^1 
curve would be linear (daahes). ^^^| 

and other very viscous substances it has been often noted that the ^^^| 

viscosity curves have a very high degree of curvature, at least ^^M 

during a pa t of tb u- ourse. This is in harmony with the fifth ^^| 

and sixth on lu ons ^^H 

^ Were th flu d ty olume concentration curves invariably ^^H 

B linear, it w uld onst tute an experimental verification of our ^^H 

■ fourth con lu n t nfortunately for this purpose, the fluidity ^^H 

^Leoncentration curves are rarely, if ever, perfectly linear, for the ^^^M 

^mteason that has been indicated; viz. that there is perhaps nearly ^^H 

^^Uways some molecular change on mixing, oven though very ^^^| 

^Heebie, and to this change fluidity is very sensitive. These ^^M 



92 FLUIDITY AND PLASTICITY 

changes are of no interest to us at this point, but the fact is very 
important for us that the fluidity-volume concentration curves 
are much more nearly linear than the viscosity concentration 
curves. To become convinced of this the reader should plot 
the fluidity concentration curves of several of the mixtures given 
by Wijkander (1878), Linebarger (1896), Dunstan et cet. (1904) 
and others and compare them with the viscosity curves given 
by those authors. A few of these curves are given in Fig, 35.' 
Kendall (1913) has gone over the whole range of available data 
and finds that the percentage deviation between the observed 
and calculated values Is 11,1 for the viscosity curves and 3.4 for 
the fluidity curves. 



Fluidity and Temperature 



J 



The conclusion that fluidities are additive has far-reat 
consequences, so that there arise teats for the conclusion which 
were at first quite unsuspected. For example, it is evident that 
the reasoning which has been found to hold for mixtures of fluids 
must also hold for mixtures of the same fluid at different tempera- 
tures; for a fluid at any temperature may be thought of as a 
mixture of appropriate amounts of portions of the fluid main- 
tained at the extreme temperatures. Hence, we are led to the 
hypothesis that the fluidity-temperature curves of pure fluids 
should normally be linear, and the viscosity-temperature curves 
hyperbolic. This relation cannot hold through a change of state 
because a new cause of viscosity then enters m. Furthermore the 
fluidity of liquids is closely related to their volumes, as we shall 
see later, and the volumes of liquids do not generally increaae ia 
a Unear manner with the temperature. Then, too, association and 
dissociation may play a disturbing factor, so that as in mixtures, 
a perfect verification can scarcely be expected. In Fig. 36 there 
are given the fluidity-temperature and viscosity-temperature 
curves of mercury and of water from to 100°C. Both of the 

' Wc have here but a rough test of the truth of the hypothesis that 
fluidites are additive in homogeneous mixtures, because the fiuiditea of the 
eomponents are too close together, all of the components are certainly not 
inert, and volume concentrations should have been studied. More rigorous 
teats of the hypothesis will be made after the law of Batschinaki has been 
considered. 
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fluidity curves are much more nearly linear than are the viscosity 
curves, the true linear curve being represented in each case by a 
series of dashes. Mercury is an ideal substance in tliis connec- 
tion for it is far removed from the critical temperature, it is not 
highly associated, anti its volume increases in a linear manner 
with the temperature.' The fluidity curve is almost perfectly 
linear, what curvature there is being in a direction opposite to 
that of every other known substance, so that it can hardly be 
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[. 36. — Fluidity {contini 



(egarded as certain that this deviation is not due to experimental 
error. An extensive study of the fluidity-temperature curves of 
pure liquids leads to the conclusion that even when the expansion 
is not linear and thereisassociation, the curves approach linearity, 
as is seen to be the case with water in the figure. The extent to 
which this is true can be best judged by an algebraic analysis 
of the data to be given later. However it may be stated here 

I that the first approximation of Meyer and Rosencranz (1877) 



■' l+aT 

' Landolt and BOrnstein, Tabellen, 3d. ed., p. 41. 



(34) 



I 
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when put in tlio form 

^ = A + BT (35) 

ia but an algebraic expression of the law that the fluidity of a 
liquid is a linear function of the temperature. The law is only 
approximately true, but even with the alcohols where the curva- 
ture is great-est, there is an approach to linearity at high tempera- 
tures. Like the Law of Boyle, we may assume that this law holds 
in ideal cases, and that the theory underlying it is valid. 



EUTDLSIONS 
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The study of the viscosity of mixtures near their eritlci 
solution temperatures affords another very sharp and distinct 
means for testing the theory which has been outlined. It has 
been pointed out that the fluidities should be additive in the per- 
fect mixture but the viscosities additive in the emulsion. 
According to the second conclusion page, 89, there should be a 
sudden drop in the fluidity at or near the critical solution tempera- 
ture. We do not propose to discuss in detail here the viscosity 
of colloids but it is appropriate here to seek an answer to the ques- 
tion "Has such a drop in fluidity ever been observed?" 

Ostwald and Stebutt (1897) observed an abnormally large vis- 
cosity mixture of isobutyric acid and water in the neighborhood 
of the critical-solution temperature. This was attributed by 
them — not to the reason given above — but to the fact that at the 
critical-solution temperature, the surface energy becomes zero. 

Friedlander (1901) investigated the phenomena which are 
peculiar to the critical-solution temperature in an intensive 
manner. He found a very marked increase in the viscosity as 
the solution was cooled to temperatures where the opalescence 
became evident and the critical-solution temperature waa 
approached. He observed the opalescence with particular eare. 
His investigation was extended to include phenol and water, 
and the ternary mixture of benzene, acetic acid, and water. 
Similar relations were found in all proving that the phenomena 
are quite general. He concluded that the temperature coefficient 
of viscosity is greatest where the opalescence and the tendency 
to foam are greatest. He says,' "Der Triibungsgrad und Tem- 
peraturkoefiicient der inneren Heibung zeigen eine starke Zu- 

1 PrtBdlapdler. 439. 
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liiahmG im kritischen Gebiete und stehen mit einander in einem 
innigen Zusammenhange." Friedlander also observed that the 
expansion coefficient and the coefficient of electrical conductivity 
as well as the refractive index remained normal. He believed 
that it was necessary to go farther than had Ostwald and Stcbutt 
in order to reach an explanation, and that a definite radius of 
curvature of the separating surfaces must correspond to each 
temperature, otherwise the degree of opalescence could not be 

(definitely determined. Ho therefore attributed the increase in 
viscosity to the formation of drops, but he was puzzled by the 
fact that when a solution of colophonium in alcohol is poured into 
A large quantity of water, a highly opalescent liquid is obtained 
Tfbich has, nevertheless, practically the same viscosity as pure 
"Water. This theory of Friedlander is apparently an outgrowth 
of the theory of " halbbegrenzte Tropfen" of Lehmann. Fried- 
lander also discussed the electrical theory of Hardy that an 
increase of work would be required to move the particles of a liquid 
among charged particles, so that if the "drops" were charged 
an increase in viscosity might result. But by experiment Fried- 
lander found that an electrical field was without noticeable 
effect upon an opalescent liquid. 

Friedlander's values are expressed in relative units. Scarpa 
(1903) and (1904) has measured the viscosity of solutions of 
phenol and water, expressing his results in absolute units. For a 
given tfimperature, he plotted the viscosities against the varying 
concentrations, and obtained a point of inflection in the curves 
at the critical-solution temperature. He tried to explain the 
irregularities on the assumption that hydrates are formed. He 
was apparently unfamiliar with the work of Friedlander. 

Rothmund (1908) started from Friedlander's work to make a 
study of the opalescence at the critical temperature. He meas- 
ured the times of flow of butyric and isohutyric acid solutions in 
water, noting particularly the effect upon the opalescence of 
adding various substances, both electrolytes and non-electrolytes. 
He objected to the hypothesis of Friedlander in that, according 
to the well-known formula of Lord Kelvin, small drops are less 
stable than large ones, so that the former must tend to disappear. 
Furthermore he remarked upon the entirely analogous opales- 
jeence which is observed in a single pure substance at its ordinary 
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critiea] temperature. Rothmund tber^ore callE<d to tiis aid 
Doiman'e hypothesis that whcs drops are very email their surface 
tenfflOD ifl very different from that of the liquid in bulk and is a 
fuDctioD of the radius of curvature. Since at the critical tem- 
perature the surface tension is normally zero, it was thought that 
the small drops might thus exist in a state of stable equilibrium 
in the neighborhood of the critical-eolution temperature. As the 
temperature is raised the opalescence would become less and less, 
due to the solution of the drops. Rothmund found that the 
addition of naphthalene to his solutions greatly increased the 
opalescence, while the addition of grape sugar decreased it very 
greatly, although the effect of these additions upon the viacoaty 
was negligible. He reasoned that the refractive index of butyric 
acid is greater than that of water and sugar and electrolytes 
raise the refractive index of water, hence they make the presence 
of small drops less evident. Naphthalene does not dissolve in 
water but does dissolve in butyric acid, raising its refractive 
index, and therefore it makes the opalescence more apparent. 

Von Sraoluchowski (1908) regards Rothmund's hypothesis as 
8uperfluous, beheving that the kinetic theory is sufficient to 
explain the opalescence. According to him, differences in 
molecular motion, local differences in density, and therefore 
differences in surface tension cause the critical temperature to be 
not entirely definite. Due to this indefiniteness in the critical 
temperature, rough surfaces are formed, which must have a 
thickness of less than a wave length of light, since greater thick- 
nesses would not reflect the hght. The inequaUties in the density 
would reach their maximum at the critical temperature. 

Bose and his co-workers (1907-1909) have also verified 
these earlier observations that abnormally large viscosities are 
obtained at the critical-solution temperature. Bose regards this 
as due to the rolling of drops of liquid along the capillary. They 
did a considerable amount of work to prove that "crystaUin" or 
"anistropic" liquids are similar to the emulsions here discussed. 
Bose proved that these liquids have abnormal viscosities near the 
clarifying point and they also possess marked opalescence. 
Vorliinder and Gahren had found that a crystallin liquid may 
result from the mixing of two liquids neither of which is itself 
"crystallin" in the pure condition. The mixture thei 
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reaemblea an emulsion. Bose regards all "crystallin" liquids as 
emulsions of very long life, i.e., they settle out with extreme 
slowness, and he proposes an extension of the kinetic theory to 
account for them. According to van der Waals, the molecules 
are to be regarded as spheres; however, the molecules of sub- 
stances known to form crystallin liquids do not approximate 
to a spherical form but consist of two benzene rings united in 
such a way as to make a rather elongated molecule. Hence, Bose 
thinks that they may be better represented by ellipsoids of 
revolution. As the temperature is lowered, these molecules 
naturally arrange themselves with their long axes in parallel 
planes. As the molecules unite to form the so-called "swarms," 
the viscosity is increased. This orderly arrangement also 
causes the Uquids to show double refraction. 

It was shown that quite often the viscosity increases rapidly 
as the temperature is raised at the clarifying point, but there is 
also then an increase in the density. 

It occurred to Bose, Wlllers, and Rauert (1909) that the 
orderly "swarm" arrangement might be destroyed by measuring 
the viscosity under conditions for turbulent flow. It was shown 
by them in fact, that the abnormalities at the critical-solution 
tempera tiu-e do decrease as the transpiration velocity is increased. 
But these results are not very conclusive since the measuremeDt 
of viscosity under conditions for turbulent flow has been but 
little investigated. Pure liquids were studied by them under 
conditions for turbulent flow and it was found that there is not a 
complete parallelism between the viscosities as measured by the 
two methods. In fact, there are several cases where one sub- 
Btanee has a higher viscosity than another substance under 
conditions for Unear flow, but a lower apparent viscosity under 
conditions for turbulent flow. No explanation seems to have 
been given for this. 

Tsakalotos (1910) has studied mixtures which show a lower 
critical -solution temperature, triethylamine and water, and 
nicotine and water, as well as amylen and aniUne, and isobutyric 
acid and water. He used only one or two temperatures so that 
the pecuharity with which we arc here concerned did not appear. 

Bingham and White (1911) investigated phenol and water 
mixtures with the following results. (1) The fluidity decreases 
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unuKUftlly rapidly as the solutions are cooled toward the critical- 
solution temperature. (2) But this abnormality appears before 
the critical-solution is reached and continues on and through the 
critical-solution temperature, (3) In the region where the 
abnormality appears, it is very difficult to obtain concordant 
values for the apparent fluidity. It may be added that this is to 
be expected since according to the theory, the apparent fluidity 
dependsupon the size of the drops. (4) By reflectedlight the solu- 
tions in this region appear opalescent: by direct light the liquid 
shows unequal refraction, the images of objects being distorted. 

Drapier (1911) studied two mixtures in which water is not 
a component, viz. hexane and nitrobenzene, and cyclohexane and 
aniline. The fluidity-temperature curves and the fluidity-weight 
concentration curves of the latter arc shown in Fig. 37. Drapier 
states that the relations are similar when volume-concentrations 
are employed. According to his experiments, the contention 
that fluidities are normally additive in homogeneous mixtures is 
fully sustained. 

" II semble done que dans un intervalle assez ^tendu de varia- 
tion de temperature on puisse consid^rer la fluidity comme une 
fonction lin^aire de la temperature, sauf pour lea corps trSs 
associ^s comme I'eau, 

"Pour lea melanges, loin de la temperature critique la variation 
de la fluidity est encore lin^aire. Mais plus on approche de la 
region critique, moins les formules Un^aires sont exactes. EUes 
ne peuvent meme plus pr^tendre h. un semblant d'exactitude, 
ainsi que le montrent bien les lignes de fluidity des melanges k 
concentrations voisinea de la concentration critique: ellea sont 
tout k fait courbes et concaves vers I'axe des temperatures. 
D'ailleurs, d^j. pour des concentrations ^loignfies de la concentra- 
tion critique, an voisinage de la temperature de de mixtion le coeffi- 
cient de fluidite varie tr^s fort. Mais le changement eat plus 
graduel pr^s de la concentration critique. 

"Si I'on examine I'allure des isothermes de fluidite, on voit 
que pour les melanges de corps normaux la loi d'additivitfi: 

ip = aifi -|- hip3 

est assez bien satisfaite a dea temperatures superieures k la 
temperature critique de dissolution. J'ai porte en abscisses les 
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incentrations en poide, mais en prenant les concentrations c 
ilume la loi d'additivit^ n'eat pas mieux v^rififie. Ce n'eat qi 
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tans le voisinage de la temperature critique qu'il se pr^aente dea 
icarts singuliera, resultant de la courbure des lignes d'egale 
HsneentratioD et se traduisant par unc double inSexion des 
inthermes, ..." 
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Commenting on the theory of v, Smoluchowski by way of 
explanation he remarks, " II est probable que de pareilles h^t^ro- 
g^n^itfe produirairent une augmentatioQ de la viscosity et 
pourrajent done expliquer la courbure, toujoure de mfime sens, 
des courbea d'^gale concentration et par consequent les hearts k 
loi d'additivitfi." 

These researches make it perfectly clear that there is a decrease 
in the fluidity near the critical-solution temperature as predicted 
and that in some way this decrease is connected with the dis- 
appearance of homogeneity in the mixture. Most of the in- 
vestigators have concerned themselves with the explanation of 
disappearance of homogeneity before the critical-solution tem- 
perature is reached, rather than of the increase in viscosity. 
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But we are here only interested in the fact that heterogeneity 
does occur simultaneously with the abnormal increase in viscosity, 
and not in the cause^ of the heterogeneity itself. 

Scarpa and Bose however offered explanations of the abnormal 
increase in the viscosity. In regard to Scarpa's assumption 
that the decrease in fluidity is due to the formation of hydrates, 
it is very possible that hydrates are formed between phenol and 
water, with which he worked; but he has not given any facts to 
prove that the hydration suddenly increases as the critical- 
solution temperature is approached even in tiiis favorable 
case. In the cases studied by Drapier {c^. Fig. 34), such a 
chemical action seems to be out of the question, because if solva- 
tion occurred the fluidity-concentration curves would be sagged 
even above the critical-solution temperature. 

In order to understand the explanation of Bose, we refer to 
Fig. 38 which may be taken to represent the hypothetical 
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c/. Am. Chem. J.. 33, 1273 (1911). 
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appearance of the drops oi ar. .emulsion as they pass through a 
capillary tube. Due to the friction against the walls, the rear 
end of each drop is flattened and the trorit.end is unusually convex. 
It is to be especially noted that when, tlie drops are small in 
diameter as compared with the diameter, of the tube and yet 
large enough to occupy the whole cross-section ,of the tube, 
the motion of the hquid is by no means entirely linear, being 
transverse as well as horizontal as indicated by the arrows. The 
effect of this transverse motion is to increase the appareut 
viscosity of the hquid. If, however, the drops are very large in 
comparison to the diameter of the tube, the importance of this 
transverse motion may become vanishingly small. Thus if the 
drops of an emulsion are large enough to fill the cross-section of a 
tube, the viscosity, as measured by the rate of efflux, will be at 
least as great as the sum of the component viscosities, but it 
may be greater due to the transverse motions. We grant that 
below the critical-solution temperature a part of the increase in 
viscosity may be due to these transverse motions, but Bose 
would seem to account for all of the abnormal increase in the 
viscosity in this way. This however is not warranted, for the 
reason that at the center of the capillary the liquid has normally 
a high velocity while at the boundary the velocity is aero, so that 
there is a considerable tendency for any drops to become dis- 
rupted and drawn out into long threads. It is impossible to 
believe that above the critical-solution temperature the surface 
tension of the "drops" is sufficient to prevent disruption, for 
we are accustomed to think that the surface tension at the critical 
temperattire is zero, and the abnormality in the fluidity is a 
maximum at this temperature. We conclude therefore that 
neither the explanation of Scarpa nor of Bose is sufficient, but 
that the explanation baaed upon the nature of viscous flow in 
a heterogeneous mixture is both necessary and sufficient. 

The theory requires that if the fluidities of the two components 
of the mixture are identical, it makes no difference whether 
fluidities or viscosities be considered additive; hence there should 
be no irregularity in the fluidity curves of such a pair of sub- 
Btances even in the vicinity of the critical-solution temperature. 
No case has been examined, so far as we know, in which 
the components have approximately the same fluidity and 
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the mixture has a critical-solution .temperature. The nearest 
approximation is in the caae.-.ofiaobutyric acid, ipvp = 76.0, and 
water, v'lo" = 99.8, exajnjpetl.by Friedlander. As can be seen 
from Fig. 39 taken. £rbni tfte work of Drapier, the irregularity is 
very slight. Tbe.calculated deviation ia 

.. '. ■- aipi + bt(>2 — - — , - ■ - (36) 

■_ ;._-._ .■ ■ 0171 + 01)1 

which f Iff a 50 per cent mixture corresponds to 27.6. Theirregu- 

i'JfHity ia greatest in the case of hexane, •pw' ~ 314.0, and nitro- 
• benzene, <piai = 50.1, where the fluidities are also the most 
unequal. The calculated deviation is in this case 95.6 for a 
50 per cent mixture. The deviations actually read from the 
curves for isobutyrie acid and water and hexane and nitro- 
benzene are of the order of 11 and 25 respectively. That these 
numbers are so much smaller than the calculated values may be 
easily accounted for on the supposition that the drops are not all 
sufficiently large to fill the cross-section of the capillary, and 
hence the viscosities are not strictly additive, ^H 

Suspensions ^^M 

According to the view that viscosities are always additive, 
the viscosity of all suspensions should be infinite. On the con- 
trary, as already stated, Friedlander found that colophonium 
suspended in water had practically no influence on the viscosity 
of water. Similarly Bose measured the viscosity of suspensions 
of finely-divided quartz, whose viscosity may be taken as infinite, 
in bromoform and water, and he found that the viscosity of the 
medium was but little changed. Had they measured the visco- 
sities at increasing concentrations of the solid, they would have 
undoubtedly found that the viscosity was altered and in a 
perfectly definite manner. As already indicated, page 55 and 
Fig. 19, the fluidity curves of such suspensions are normally 
linear. Since, however, suspensions and emulsions are closely 
allied, it is important to inquire why viscosities are not additive 
in suspensions as well as in the emulsions already considered. 

In suspensions, we have practically the same conditions as in 
emulsions in which the drops are so small that they do not nearly 
fill a cross-section of the capillary tube. In this case the viscosi- 
ties are not strictly additive. 
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If for nmplicity we imagine the solid particles of a suspensioD 
to be all united into sheets parallel to the directioo of flow, a« the 
shaded areas in Fig. 33 then it is evident that the flow will be the 
sum of the flowH of the unshaded areas, i.e., the fluidities wilt be 
strictly additive or 

ip = Oipi + bifit = fe^j 

since vi is practically zero. 

But if these sohd sheets were broken up into fragments, one of 
which is shown as the cross-section of a cube at F in Fig. 40, 
the deformation of the liquid would tend to change the form of 
the cube into that of a parallelopiped as shown at G, but as the 
solid is rigid, this cannot take place; so that the shearing force 
can only rotate the cube around its center as shown at H. But 
the failure of the solid to change its 
shape with the flow of the liquid 
will necessitate transverse motions 
in the hquid by way of readjust- 
ment, hence the viscosity of a 
suspension will always be greater 
than it would be were the fluidities 
strictly additive. If, as we believe can be proved to be the 
ease, the amount of transverse motion in a suspension is pro- 
portional to the number of suspended particles of a given size, 
and for each particle the amount of transverse motion bears a 
constant ratio to the amount of shear, it will follow that the 
fluidity curves of suspensions must be linear, as has already 
been shown to be generally true icf. p. 56 and Fig. 19). 

Enough evidence has been given to indicate that the theory of 
the subject and the most diverse sorts of experimental data are 
in accord in supporting the fundamental hypothesis that fluidities 
are normally additive in homogeneous mixtures and fine sus- 
pensions, but not in heterogeneous mixtures. Much additional 
evidence could be given, but not without taking up subjects out 
of their natural order. This evidence will appear as we proceed. 
For further confirmation of these views c}. Drucker and Kassel 
(1911), White (1912). 

James Kendall (1913), working in the Nobel Institute of Phys- 
ical Chemistry under the direction of Professor Arrhenius, 
concluded that "the logarithmic viscosity (or fluidity) of a soln- 
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VtioQ is the characteristic additive property, and not these quan- 
V tities themselves." This eoncliiaion was based upon data which 
for the reasons already given was not well suited for reaching a 
final decision of the matter. As the result of more recent study 
of the matter with Monroe (1919) and Wright (1920) Kendall has^ 
come to the conclusion that no formula tested by him will repro-( 
duce the observed data. The present author is in hearty accord 
with this conclusion of Kendall. It cannot be emphasized too 
strongly, to the novitiate particularly, that no single formula will 
reproduce faithfully any considerable portion of the observed 
data on the fluidity of mixtures. Moreover it is useless to look 
for such a formula in the present state of our knowledge. A much 
better plan is to assume the additivity of fluidities, which also 
has the virtue of being the simplest hypothesis that we can make, 
and then try to account for the deviations from the exact law 
on the basis of well-established physical and chemical evidence. 
If the fundamental hypothesis is incorrect, incongruities will soon 
develop to put us on the right track. If correct, we should pro- 
I ceed as rapidly as possible to exploit the new knowledge which 
I fluidity measurements place in our hands. 



CHAPTER 11 ^H 

FLUIDITY AND THE CHEMICAL COMPOSITION ^1 
AND CONSTITUTION OF PURE LIQUIDS 

Attention was first strongly drawn to the desirability of study- 
ing the viscosity of homogeneous liquids in relation to their other 
properties by Graham in 1S61. He himself measured the 
viscosity of several organic hquids at the uniform temperature of 
20" and noted that the times of flow increase with the boiling- 
point, from which he inferred that there is a connection between 
viscoHity and chemical composition similar to that which exists 
between the boiling-point and the chemical composition. By 
comparing the times of flow of "equivalent amounts," obtained 
by multiplying the times of flow of equal volume by the molecu- 
lar weights and dividing by the density (itM/p), Xtellstab (1868) 
Bought to gain a more intimate knowledge of this relation. He 
measured the viscosity over a range of temperatures from 10 to 
50° and then compared the substances at temperatures at which 
their vapor-presaures are equal, as well as at a given temperature. 
No simple quantitative relationship was found between his times 
of flow and the molecular weight or vapor-pressure, but he stated 
several qualitative relationships. Thus he noted that the time 
of flow always decreases as the temperature rises, that an incre- 
ment of CHj in a homologous series is in general accompanied 
by an increase in the time of flow, but that metameric substances 
may have very different efflux-times. Without attempting a 
complete summary of his observations, the above suffice to show 
that he regarded temperature, chemical composition and con- 
stitution as all important in determining the rate of flow. 

Pribram and Handl (1878-1881) studied a large number of 
pure hquids over a range of temperatures from 10 to 60° express- 
ing their results in "specificviscosities" taking water at 0° as 100. 
Their researches marked a great step in advance but only to the 
extent of confirming and extending the qualitative observations 
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of Rellstab and also of Guerout, and not in establishing quantita- 
tive relationships. 

Struck by the fact that metameric substances sometimes have 
such widely different viscosities, e.g., isobutyl alcohol 0.03906 
and ethyl ether 0.002345 at 20"', Briihl (1880) noted that the one 
with the higher viscosity generally had the higher boiling-point 
and index of refraction. But to this observation Gartenmeiater 
(1890), testing a large number of substances at 20° or over a 
range of temperatures, found numerous exceptions. 

It was at this point that Thorpe and Rodger (1894) decided 
to make an intensive study of the whole subject of the relation 
between the viscosity of liquids and their chemical nature. Their 
first care was to work out a method which would give them a far 
greater precision of measurement than had been obtained by 
many of their predecessors. They then carefully purified 
some 87 substances and measured their viscosities from O^C to 
the boiling-point of each substance. An exhaustive search was 
then made for a basis of comparison which would bring out the 
cjuantitative connection between the viscosity and the chemical 
jiature of the liquids. In this search they compared the viscosity 
coefficients (?;), the "molecular viscosities" [v(M/p)^\, the 
"molecular viscosity work" {-qM/p), and in order to make the 
comparison under comparable conditions they made the com- 
parisons at the boiling temperatures, at "corresponding" 
temperatures, at temperatures where the slopes of the viscosity- 
temperature curves are equal, and at slopes varying under speci- 
fied conditions. They furthermore compared the constants in 
the empirical equations which they found to best reproduce the 
observed viscosities as a function of the temperature, and they 
also compared the temperatures corresponding to a given slope 
in the viscosity-temperature curves. Their choice of tempera- 
tures of equal slope as a basis of comparison deserves a word in 
explanation. They found that on comparing the viscosity 
'es of substances which gave the best physico-chemical rela- 
ionships at the boiling-point that the general shape of these 
curves was the same, or in other words the slopes of the substances 
at their boiUng-points were practically identical. On the other 
hand, alcohols and other substances, which gave little evidence 
of physico-chemical relationships, had invariably a different 
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slope. It therefore occurred to them to compare their substances 

at temperatures of equal slope and they seemed to find theoret- 
ical justification in this proceeding, since at a given slope the 
temperature is exercising the same effect upon the viscosity of 
different substances, i.e., dij/dt is constant. 

They were able to establish the most nearly quantitative 
relationship in the comparison between molecular viscosity work 
and chemical composition and constitution using a constant 
slope, arbitrarily selected as 0.000,032,3. We shall now examine 
the nature of this relationship. 

By comparing the values for the horaologues given in Table 
XXII they observed that the addition of a methylene group 
to a compound increases the observed value of the molecular 
viscosity work by (80 ± 5) X 10"' c.g.s, units. They assume 
that CHj = 80, the factor 10"^ being understood. Similarly an 
iso-grouping is found to lower the value observed for the normal 
compound by 8 + 3 provided that the highly associated butytic 
acids are left out of the calculation. 

The value of Hj was found by subtracting the value of nCHa, 
as calculated from the above constants, from the observed 
values of the paraffins whose general formula is C„Hj„ + a as 
shown in Table XXIII. The mean value of Hi is — 68 and since 
CH, = 80, C = 148. 

Comparing normal propyl with allyl compounds, it was 
found that the occurrence of a double Unkage and the loss of two 
hydrogen atoms lower the molecular viscosity work by 27 ± 1; 
hence the value of a double linkage was assumed to be —95. 

Using the values thus obtained, they determined the value 
of oxygen in ketones to be — 19, excluding acetic aldehyde and 
dimethyl ketone from the calculation because they are the first 
members of their respective aeries, and are probably associated. 
In the aliphatic acids the two oxygen atoms have a value of 
81 ± 4, but since one of these is a carbonyl oxygen, the value of 
hydroxyl oxygen must be 100. On the other hand, oxygen when 
united as in ether was found to be 43. It seemed to them possible 
that oxygen might have yet other values such as the carbonyl 
oxygen in aldehydes as distinguished from ketones. Comment- 
ing on the different values which it seemed necessary to give to 
the same atom in differently constituted compounds, Thorpe 
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Table XXIII.— The Value of Hydroobn 



SubBtance 


n 


C„H,,. 


nCH, 


H, 




f 5 


329 


400 


-7, 


Normal paraffina 


6 
7 


4ia 
495 


480 
560 


-66 
-61^ 




1 8 


574 


640 


-eafl 




5 


320 


392 


-?$■ 


iBO-paraffina 





405 


472 


-87^ 




7 


4.S2 


552 


-70 



and Rodger remark {p. 643), "If such differences are confirmed 
by more numerous observations, viscosity will rank as one of the 
moat useful properties in determining the constitution of oxygen 
compounds." They then add, "It is, of course, to be remem- 
bered here that the value of hydroxyl oxygen as it is derived from 
the acids is no doubt affected by molecular complexity." 

Using the constants obtained as above, and grouped together 
in Table XXIV for reference, Thorpe and Rodger calculated the 
values of the molecular viscosity work for the substances given 
in Table XXII, and reproduced in column 4, The average dif- 
ference between the observed and calculated values is less than 
1 per cent, but it is to be remarked that water and the alcohols 
do not enter into comparison at this particular slope. At a differ- 
ent slope they were able to bring these substances into the 
comparison, and they found a very great divergence between 
the observed and calculated values amounting to 44 per cent in 
the case of dimethyl ethyl carbinol and 47 per cent in that of 
water. Again the difference was partly attributable to constitu- 
tive influences, since it was noted that the divergence is least in 
the primary and greatest in the tertiary alcohols. But at the 
same time they note that these compounds are most certainly 
associated and the theoretical values of the molecular weight were 
used in place of the actual values. They conclude their study 
of molecular viscosity work at equal slope with the following 
noteworthy statement: "The results here obtained are of 
precisely the same nature as those discussed under molecular 
viscosity. More detail has been given to show that the sub- 
stances which give deviations from the calculated values fall 
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V into two classes. In the first the deviations are to be attributed 
" to chemical constitution, as similar disturbing effects may be 
detected in the magnitudes of other physical properties which do 
not seem to be affected by molecular complexity. In the second 
are those substances like the acids, water, and the alcohols, for 
which the disturbing factor is, no doubt, molecular complexity, 
the effect produced in this way, in the case of the alcohols, being 
dependent upon their chemical nature." Thorpe and Rodger 
have done great service in stating the problem before us so 
«learly. At a subsequent point in our discussion, we will show 
how by a different method of comparison it is possible to largely 
avoid the first cause of discrepancy given above, and how then 
with only one unknown quantity remaining, it is possible to get a 
_ proximate solution of the problem. 

Table XXIV. — Molbcui^b ViacoBiTr Wobk Constants at Slope 
0.000.032,3 

Hydrogen , — 34 

CarboD 148 

Hydroxyl-oxygen, C-O-H 100 

Ether-oxygen, C-O-C 43 

Carbonyl-oxygen, C = O — 19 

Sulfur, C-8-C 144 

Chlorine (in monocbloridea) 89 

Chlorine (in dichlorides) 82 

Bromine (in monobromides) 151 

Bromine (in dibromides) 148 

Iodine 218 

lao-grouping , — 8 

Double linkage , — 95 

Ring-grouping —369 

The effect of chemical constitution upon viscosity has been 
employed to good effect in the solution of several much-mooted 
«bemical problems by Dunstan and Thole and their co-workers. 
Thus Thole (1910) observed a steady increase in the viscosity of 
freshly distilled ethyl acetoacetate owing to the gradual enohza- 
tion of the ketonic form. Hilditch and Dunstan (1911) have 
observed that the presence of Thiele's "conjugated double bonds" 
1 compounds produces a great increase in the viscosity. Thole 
) has shown that the viscosity method can be used to dis- 
inguish between geometrical isomer! dee like maleic and fumaric 
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acids. But while they attribute these effects to the constitution 
of the molecules, it should be noted that the immediate cause of 
the increase in viscosity may in each case be association, which 
IB the same as saying that it may be due to chemical composition 
as distinguished from chemical constitution. Certainly com- 
pounds containing the hydroxyl radical are often associated and 
these same compounds are noted for their high viscosity, so that 
in the case of ethyl acetoacetate the way seems open to explain 
the greater viscosity of the enol form on the basis of an associated 
molecule, quite as well as on the basis of symmetry or other 
constitutive influence. At first sight it seems as though consti- 
tutive influences must solely and immediately determine the 
viscosity values in each of the alxive examples, but Thole (1912) 
seems to realize that this is not the actual case with maleic and 
fumaric acids, the latter of which gives the higher viscosity in 
methyl alcohol solution. He says, "The viscosities of the isomera 
depend not only on the relative positions of the unsaturated 
groups but also on the degree of residual affinity" which causes 
molecular association. Thus the "adjacent" maleic acid may 
have the lower viscosity due to slighter association. This view 
is borne out by the fact noted by Thole that "barium fumarate 
crystallizes with three molecules of water while barium maleate, 
in which the residual affinities of the carboxyl groups are more 
nearly mutually satisfied, combines with only one molecule of 
water." 

To what extent different constitutive influences affect the 
association of compounds is an exceedingly important subject 
but it is not relevant to our discussion of viscosity. Our problem 
is to study the immediate effects of constitutive influences and 
the chemical composition of the molecule upon the viscosity and 
to estimate their relative importance. 

Regardless of how much xmcertainty there may be in regard 
to the importance of constitutive influences on viscosity, there 
can be no doubt about the importance of chemical composition. 
All evidence shows that this factor is of great importance. Dun- 
Btan and Langton (1912) have made use of this for the determina- 
tion of transition points, and Thole (1913) in the detection of the 
presence of racemic compounds in the liquid state, and many other 
instances might be cited. 
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Comparison of Fluidities. — We have already given reasons for ^^| 
believing that if liquids were completely unassociated and ^H 
expanded in a linear manner with the temperature, the fluidity- ^^| 
teraperatm-e curves would be straight hnes. To compare a ^^| 
family of curves which are straight lines is a simpler task than ^^| 
the comparison of a family of hyperbolas, hence it seems a justi- ^^| 
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Fio. 41.- The fluiditiesof vari- Fici. 42.— The fluiditicBor various ^^M 
OU8 hydro carboHH at different ethera and acid anhydridea at differ- ^^H 
temperatures sad extrapolated ent temperatures and extrapolated ^^^H 
to their boilins temperatureB. to their boiling temperatures. 53. ^^^H 
4. Pentane; 5. rsopeutane; 6. Acetic anhydride; 54. Propionic ^^H 
Hexane; 7. laohexane: 8. Hep- anhydride; 55. Diethyl ether; 83. ^^M 
tane;9.lBoheptanei 10, Octane; Methyl propyl ether: 84. Ethyl ^^M 
11. Trimetbyl ethylene: 12. Ibo- propyl ether; 85. Dipropyl etherj ^^^1 
prene:13. DiaUyl:56,Benzene; 86. Methyliflobutyl Hthar;* 87. ^^M 
57. Toluene; SS. Ethylbenzene; EthyliEobulyl ether. ^^H 
59. (o)-Xylene 60. (m}-Xylene; ^^M 
61. Ipl-XylenB. ^^H 

fiable expectation that we may be able to find simpler relations ^^H 
by a suitable comparison of fluidities. Before deciding on a ^^H 
basis of comparison let us inspect the fluidity-temperature ^^M 
H> curves as obtained from the observations of Thorpe and Rodger ^^H 
Km given in Figs. 41 to 46. Confining our attention first of all ^^M 
^Ho the aliphatic hydrocarbons in Fig. 41 we see that near their ^^M 
^EwilioR-points, indicated by small circles in the figure, the fluidity ^^M 
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curves are nearly straight and parallel lines. However as we get 
away from the boiling-temperature, there is a curvature present 
BO that it is probable that the fluidity curve would reach the tem- 
perature axis asymptotically as the temperature were lowered. 
Broadly speaking, the curves of a given homologous series near 
their boiling-points consist of a series of parallel straight lines, 
which are therefore completely defined mathematically by their 
slopes and intercepts. We find the same thing in other series, 
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Fio.43.-ThefluiditieaofVBr[- 
ouH bromideB at difTerent tem- 
peraturea, 20. Ethyl bromide; 
21. Propyl bromide; 22. I«o- 
pTopyl bromide; 23. taobutyl 
bromide; 24. Allyt bromide; 25. 
Ethylene bromide; 2S. Propy- 
Ihqb bromide; 27. iBobutyleoo 
bromide; 28. Acetylene bro- 
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FjQ. 44.— The flaiditioB of various 
iodides at different temperatures. 
14. Methyl iodide; 15. Ethyl iodide; 
16. Propyl iodide; 17. leopropyl 
iodide: IS. laobutyl iodide; 19. 
Allyl iodide. 



aa the ethers and acid anhydrides given in Fig. 42, but it is clear 
that the slope is different in the two classes. The slope then is 
dependent upon the class to which a compound belongs and the 
intercepts are dependent upon the chemical composition. 
According to this broad aspect of the case it should make no dif- 
ference whether we compare fluidities at a given teniperature or 
temperatures corresponding to a given fluidity- But there are 
several reasons for choosing the latter basis of comparison rather 
than the former. 
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1. The slopes of the fluidity-temperature curves for a given ^^| 
homologous series are more nearly the same when the fluidities ^^| 
are equal. ^^^| 

2. When the fluidities are the same, the vapor-pressures are ^^| 
nearly equal, and experience has shown that substances are ^^| 
comparable at temperatures which correspond to equal vapor- ^^H 
pressure. ^^H 

3. The fluidity curves of associated substances like the alcohols, ^H 
Fig. 46, depart widely from linearity at low fluidities, although ^^| 
they approach linearity at high fluidities, aa do the curves of ^^M 
other compounds. ^^^| 

4. A yet more cogent reason grows out of the fact that exact ^^H 
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^^ Fig. 45. — The Suidities of varinus organic acids at different temperatures. ^^^^M 
■ <8. Formic acid: 49. Aceti<- acid; 50. Propionic acU; 51. Butyric acid; 52. ^^H 
^B loobutyHc acid. ^^^^| 

parallelism in the curves of a given class is not to be expected ^^^| 
since all fluidity-temperature curves must undoubtedly meet at ^^| 
the absolute zero of temperature. Hence while it may require ^^^| 
La constant increment of temperature to produce a given fluidity ^^H 
^Kaa each methylene group is added to the molecule, it is absolutely ^^^| 
Bcertain that a constant decrement of the fluidity at a given tem- ^^H 
^Kperature cannot be expected as each methylene group is added. ^^^| 
Brhus a methylene group added to pentane, Fig. 37, lowers the ^^M 
^buidity at 0° by a certain amount, but the effect of adding a ^^M 
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H racthylenc group to heptane is less and the effect of adding 
H other methylene groups must be still less, otherwise it would 
H require no very high molecular weight to give a negative fluidity, 
H which is inconceivable. 

H The fluidity of 200 is chosen aa a basis of comparison in order 
H that as large a number of substances as possible may be included. 
H The absolute temperatures and slopes of several unassociated 
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H Fig. 46.— Tho fluidities of various alroholB at different temperfttureB. 62. 

■ Methyl aloohal; B3. Ethyl alrohol; 04. Propyl al<H>hol; 65. laopropyl alcohol; 

■ 86. Butyl alcohol: 67. Isobutyl alcohol; 08. Trimethyl earbinol; 69. Active 

■ amy! alpohol; 70. Inactive amyl alcohol; 71. Dime thy lethy I earbinol; 72. 

■ Ally] alcohol. 

H compounds corresponding to the fluidity of 200 are given in 
H Table XXV. The third column of this table shows that tbe 

■ value of a methylene grouping varies around a mean value of 
W 22.7, the mean deviation from this value being 3. The effect 
I of an jso-grouping is to decrease the temperature required by 

■ about 7.6°, as shown in Table XXVI. ^^^ 
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SubataDce 



I 



I 



HcptEine 

Octane 

Isoheiane 

Isoheptane 

Methyl iodide 

Ethyl iodide 

ftopyl iodide 

Isopropyl iodide 

Isobutyl iodide 

Allyl iodide 

Ethyl bromide 

Propyl bromide 

Isopropyl bromide 

Isobutyl bromide 

Ethyl propyl ether 

Dipropyl ether 

Methyliaoabutyl ether. 
Bithyliflobutyl ether. . . 



Absolute 
tempcira- 
ture (0 = 
200} ob- 
served 



(255.1)1 
276.1 
299.1 
(249.0) 
269.2 
290,2 
309.2 
332,7 
324.5 
345.5 
330,5 
268.7 
296.6 
289.4 
316.0 
(255.0) 
279.0 
(251.1) 
270,1 



Difier- 



(21,0) 
23.0 

(20.2) 
19.0 
23.5 



Slope at 
(* = 
200) 



2.44 

(2.79) 
2.68 



2,22 
2.08 

(2.70) 



Absolute 
tempera- 
ture (4 



247 
269.7 

287.4 
310.1 
332,8 
325.2 
347.9 
328,8 
273.5 
296.2 
273.5 
311.3 
256.1 
278.8 
243.5 
271.2 



Per 



'Values in parcntlieaes s 
Table XXV L- 



re extrapolated. 
-Toe Value of 





Temperature ob- 


Temperature ob- 




Substancp 


served, normal 


served, iso- 


Difference 




grouping 


grouping 




Bexane 


255.1 


249.0 


6.1 


Heptone 


276.1 


269.2 


6.9 


Propyl iodide 


332.7 


324.5 


8.2 


Propyl bromide . , . 


296.6 


289.4 


7.2 


Propyl chloride.... 


261.5 


255.2 


6.3 


Butyric acid 


381.6 


371.6 


10,0 


Methyl butyrate,. 


304,2 


295,8 


8.4 



I 



The value for the hydrogen atom ia calculated as follows: 



Hexane 

Heptaae... 
Octane 

Isoheptane . . 
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B XXVII.— The Valcb of the HroRoaaN Atom 

erapernture nCHi 

observed calculated 

255.1 136.2 

276.1 158-9 

299.1 181.6 
249.0 128.6 

269.2 151,3 




The value for H? is 118.4 + 1.0. The hydrogen atom has , 
therefore a value of 59,2 and the carbon atom of —95.7, 

The value of the " double bond" inallyl compounds is obtained 
from Table XXVIII. 



Table XXVIII.— The Valtjb o 



E Double Bond 



Siihstanec 


Temperature ob- 
served, normal 
propyl 


Temperature ob- 
served, allyl 


H 




332,7 
296.6 

261.5 


330,7 
292.2 

256,0 


,.. 1 




44 > 











To raise the fluidity of an allyl compound to 200 it is only 
necessary to raise it to a temperature which is some 4° lower than 
is necessary for the corresponding normal compound, containing 
two more hydrogen atoms. Thus the "double bond" has a 
value of 114.4, the absence of the hydrogen atoms being nearly 
compensated for by the "condition of unsaturation." 

Assuming that the ethers are unassociated, we may obtain the 
value of the oxygen atom. 

Table XXIX. — The Valite of the Oxygen Atom 



Substance 



Ethylpropyl ether, . . 

Dipropyl ether 

Methyliaobutyl ether. 
Ethylisobutyl ether. . 




C.H,» 



Oxygen' J 



23.0 I 

24.4 

27-1 
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rThis gives an average value for oxygen of 24.2 with an average 
divergence of 1.3 from this mean. From these values, the 
absolute temperatures corresponding to a fluidity of 200 may be 
calculated. Some of these calculated values are given in the 
fifth column of Table XXV. A comparison between these 
calculated and the observed values for 35 substances shows an 
average percentage difference of less than 0.8 per cent. 
Association. — In attempts to establish a relation between 
viscosity and chemical composition it has been customary to 
disregard entirely the fact that certain classes of substances are 
known to be highly associated, and hence the molecular values as 
calculated from the atomic constants cannot be expected to agree 
with the observed values, A more logical method of procedure . 
would be to use known values of the association in arriving at 
the calculated molecular temperatures. The difficulty of this 
method is that the values of the association as given by different 
methods do not agree very closely and even the methods of 
getting these values have been subjected to criticism. It seems 
best therefore to reverse the method and use our atomic constants 
to calculate the association, which can then be compared with the 
values of the association obtained from the surface tension, 
volume, et cetera. 

In the calculation of the atomic constants as given above, 
it was assumed that the compounds chosen were non-associated. 
This is not entirely warranted, but they must be associated to 
approximately the same extent since the agreement between the 
calculated and observed values is generally satisfactory, and it is 
the general belief that some of these compounds are indeed 
unassociated. It is highly probable that association or constitu- 
tion is responsible, in part at least, for the uncertainty in the 
BO-called "constants," but this uncertainty can be removed by 
further amplification of our data. 

Since the atomic constants are additive, it follows directly 
that the association will be given by the ratio of the observed to 
the calculated values of the temperature corresponding to the 
given fluidity. Thus for water (HjO)^ at the fluidity of 200 
the absolute temperature is 328.9, while the value calculated 
from the gas formula HsO is 2 X 59.2 -|- 24.2 = 142.6. The 
association factor {x) at the temperature of observation (328.9° 
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absolute) is therefore 328.9/142.6 = 2.31. lu Table XXX are 
given the observed and calculated absolute temperatures corre- 
sponding to the fluidity of 200 and the association calculated 
therefrom for some typical associated compounds. The slopes 
of these curves are also given in the fourth column. 



Substance 


Absolute 
tempBrature 
tor (* = 200) 

observed 


Absolut* 

temperature 

for (* = 200) 

calculated 


Slope for , 

(* = 200) Aaaociatioii 




328-9 
(380.2) 
363,8 

362,0 
381,6 
371,6 
305,2 
343.4 
365,3 

3n.o 

273.8 
284.0 

298-1 


142.6 

185,5 
208.2 
230.9 
253.6 
246.0 
165.3 
188.0 
210.7 
233-4 
230.7 
253.4 
275.1 












Propionic acid 


1.92 l.SSfl 


laobutyric acid 

Methyl alcohol 


2.00 

2.78 
3.24 
3.76 
3.44 
2.40 
2,50 
2.44 




Propyl alcohol , 




Ethyl formate 






1.08 



The test of our complete process of reasoning comes now 
when we compare the association obtained in this way with the 
values which have been obtained by other methods. The results 
of this comparison are shown by Table XXXI. 

So far as one is able to judge, the result seems to be all that 
could be desired. There are almost invariably values given by 
other methods which are both higher and lower than our values 
and such a degree of association is certainly not inconsistent with 
our knowledge of the chemical conduct of those substances. 
The fluidity method of obtaining the association factor seems to 
be freer from assumptions, to which questions maybe raised, than 
other methods which have been proposed, and it is to be hoped 
that it may prove useful in calculating this very important fac- 
' •. If eventually wo are able to obtain thoroughly consistent 
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Tamle XXXI.— a Compawsoi. 


OF THE VaLUEB OF ASSOCIATION AB DeTBH- 
DlFFEREN'T INVESTIGATORS 




',i,i' 


E- AS., 
by TraubB 


Traube,' 
15° 


HMCU" 


peiBlure of (* 




l.M 

1,11 

B,61 

1." 

1,45 

ill 

2. as 

l.OQ 
0.99 

0.92 


1,18 
1.10 
2.32 

I.IS 

l^OS 

1,80 
1.70 

1.50 
1.04 

1.00 


1.53 

1. 56 
1.40 

1.86 

1.54 

(1*60) 
1.39.- 
1-48.° 
l.M 

1.30.° 


1,25 
I.BS 

1,67 

1.80 
1.12 

1. 00 

1.00 


2.31 










Methyl propyl ketone.. , 






























t.S4 




1,83 




1 74 


lK.propyI .Icohol 


1.76 






AedTS amyl BicDbid 

































.r. /. phyia, Chtm. 



results from the different methods, it is interesting to observe 
that it should be possible to calculate the volume, surface 
tension, et cetera, even of associated liquids from their atomic 
constants and their fluidities. 

Fluidity and Chemical Constitution,— Dunstan and Thole 
(Viscosity of Liquids, page 31) have very properly called attention 
to the fact that the differences between the calculated and 
observed values of the fluidity in Table XXV "are due not only 
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to association but to want of sufTicieiit data for calculating accu- 
rately the atomic 'constants' and also to conBtituUonal ciTects, 
such as the mutual influence of groupings in the molecule, sym- 
metry and so forth." As was intimated earlier in this chapter, 
to chemical constitution has generally been attributed a very 
large effect on viscosity, but it often turns out on investigation 
that this supposed constitutive influence occurs in substances 
that are known to be associated and this association was not taken 
into account, and in other cases the supposed constitutive influ- 
ence is almost certainly purely a hypothesis framed to explain 
an unnoticed defect in the method of eompaiiaon. We shall now 
give some facts to support these bare statements and we shall 
then investigate the important question as to whether this dwind- 
ling constitutive effect, as distinct from the effect of association, 
can safely be disregarded altogether. 

In assigning values to the halogen atoms, Thorpe and Rodger 
(p. 669 el seq.) found it necessary to give a different value to 
chlorine in monochlorides, dichlorides, trichlorides and tetra- 
chlorides, but even then the results are not satisfactory since in 
ethylene and ethylidene chlorides the value which must be 
assigned the chlorine atom is certainly different. How the effect 
of the chlorine atom varies at the fluidity of 200 is shown in the 
fourth column of Table XXXII. 



Table XXXII.— The Vai 



! Chlorinb Atom 



Propyl chloride 

Isopropyl chloridp. . , 
laobutyl chloride.. . . 

Allyl chloride 

Ethylene chloride... 
Ethylidene chloride. 
Methylene chloride. 

Chloroform 

Carbon tetraehloridf 
Carbon diohloride. . . 
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f There is then a somewhat regular decrease in the apparent 
value of chlorine as the number of atoms in the molecule are 
increased. How much of this is due to constitutive influence 
directly and how much can be explained on the ground of asso- 
ciation? Ramsay and Shields and Traube agree that carbon 
tetrachloride is very httle associated if at all, Ramsay and 
Shields giving the value 1.01 and Traube l.OOu-. If then we take 
the average of the closely agreeing values of the two compounds 
containing four chlorine atoms we obtain as the value of the 
chlorine constant 109.5 and with this we can calcidate the asso- 
ciation of the other compounds. The values thus obtained are 
^ given in the fifth column of Table XXXII. Ethylene chloride 
IB seen according to this method of calc<Uation to be highly 
associated, but Traube has given a still higher value for the asso- 
ciation at 15° of 1.46. Data for the other chlorides is lacking, 
but calculating the association of propyl chloride by the method 
of Traube, the author obtains the value of 1.11 which agrees 
excellently with our value of 1,105. The mono-haUdes seem to 
be usually associated according to Traube for he gives for methyl 
iodide 1.30, for ethyl iodide 1.19 and for ethyl bromide 1.28. It 
is greatly to be regretted that our available data is so meager, 
but for the present we can only conclude that the effect of con- 
stitution upon the value of the chlorine atom is too small to be 
detected. 

In reference to the lack of constancy in the value of a methyl- 
ene group in Table XXV, it seemed desirable to take the average 
of as large number of values as possible, but with the limited 
data on hand this made it necessary to include a number of 
compounds which are certainly associated. This does not mean 
that the value of the methylene group is therefore certainly in 
error because associated compounds can give this as well as others, 
provided the homologues are equally associated; and even if they 
are unequally associated, the average value for the methylene 
grouping may not be greatly in error although the individual 
difTerences may be large. Finally the fact that the calculated 
vEilues in Table XXV differ from the observed values by less than 
1 per cent seems to put a maximum hmit upon certain kinds of 
constitutive influences. 
■ Hitherto it has been deemed necessary to give oxygen a differ- 
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ent value depending upon whether the oxygen was in a carbonyl 
group, hydroxyl, ether, et cetera. We will now attempt to show 
that this was necessary so long as viscosities formed the basis of 
comparison, but it was not an evidence of constitutive influence, 
and in compaiing Jluidities only one value for oxygen is obtained 
irrespective of the manner in which it is combined, and yet we 
have seen that satisfactory association factors are obtained. 
Let AB and A'B' in Fig, 47 represent two fluidity curves, parallel 
to each other and therefore presumably representing members 
of the same class of substances, and lot a third fluidity curve 
CD be at an angle to the other two to represent a substance in 
another class. Since we have elected to compare absolute 
temperatures at a fluidity of 200, this 
amounts to comparing the intercepts 
of the curves on the line AD, whose 
equation is p = 200. The corre- 
sponding viscosity curves obtained 
by taking the reciprocal values of 
the above fluidities and multiplying 
by 10,000 are represented by ' ab, 

,, „ „. .„ , a'b', and cd; and ad is of course the 

Fig. 47.— Diagram ulustrating . n -n 

the relationHbip between viaeos- reciprocal 01 the line AD. But the 

ity-and fiuidity-temperature point a and the point where the 
curve a'b' crosses ad are points of 
equal slope on the viscosity curves, hence within a given class 
it makes no great difference whether we compare temperatures 
corresponding to a given fluidity or temperatures corresponding 
to a given slope on the viscosity curves. The latter is exactly 
the method of comparison which Thorpe and Rodger found 
very advantageous. But between different classes they foimd 
difficulties which they attributed to constitutive influences. But 
their difficulty is now easily explained, for d is the true reciprocal 
of the point D which we believe should be used in the com- 
parison; on the other hand, they selected the point e, which has 
the same slope as the point a, and for this choice we think that 
there is not adequate reason. 

It has been customary to assume that different kinds of 
groupings should have special values assigned to them, and 
particularly important among these was the "ring groupinf^ 
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iut it is not clear that this ia unavoidable, for in the case of 
we note that the compound differs from hexane by eight 
hydrogen atoms, and since we found in the ally! compounds that 
the absence of a pair of hydrogen atoms is compensated for to the 
extent of 114.4 we obtain for the calculated value, 59.2 X 6 — 
95.7 X 6 + 114.4 X 4 = 238.6. The observed value is 311.9; 
hence the association is 1.30, which is somewhat larger than the 
value obtained by Traube of 1,18, It has usually been believed 
that the more compact and symmetrical the molecule was, the 
lower would be the temperature required to give it a certain 
fluidity. In disregarding constitutive influences entirely for the 
time being, as we have done here, we suppose that benzene would 
require the same temperature as a straight chain hydrocarbon 
containing four "double bonds." If Traube's value of the 
association or some other value leas than 1.30 ia correct, we will 
jibe compelled to assign a positive value to the ring grouping in 
order to increaae the calculated value. In other words, the 
evidence at hand indicates that the eifect of the ring grouping 
is not to make the compound less viscous but more so. This is 
so contrary to earlier belief and to the probabilitiea of the case 
that it seems preferable to await further data before assigning 
any value to the ring grouping. 

Having been unable to detect the effect of constitutive 
influences upon fluidity with the data at hand in the halogen, 
oxygen, or ring compounds, we have left remaining one positive 
evidence in the value which we have found it necessary to give 
to the " iso-grouping." This effect is not large but it is fairly 
uniform and quite outside of the observational error. We cannot 
believe that normal hexane and heptane are sufficiently associated 
to account for the higher temperature above their isomers 
required to give them a fluidity of 200. If then an iso-grouping 
affects fluidity it is probable that there are other constitutive 
influences, but the solution of this problem evidently requires 
more data, particularly among the higher homologues. In this 
connection the reader should have regard for the relation of 
fluidity to volume, to be discussed later. 

Before closing the chapter on fluidify and chemical composition 
and constitution, we may add that constants calculated for a 
fluidity of 300 give an association which is invariably a little 
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lower than at a fluidity of 200. This is as one would expect. 
From these values of the association the temperature coefficient 
of the association factor can be obtained. (Bingham (1910), 
page 306.) 

From the constants at different fluidities one may conceivably 
obtain a series of points on the fluidity-temperature curve 
heretofore unknown perhaps, and using these points the whole 
curve may evidently be drawn. 

The constants for fluidities 200 and 300 are for convenience 
grouped together in Table XXXIII. 

Table XXXIII. — Temperature Constants at Fluidity 200 and 

Fluidity 300 



Atom or grouping 



Carbon 

Hydrogen. . . 

Oxygen 

Iso 

Double bond 

Sulfur 

Chlorine .... 



^ = 200 



<p 



300 




-110.2 

67.8 

27.1 

-8.2 

131.3 



CHAPTER III 



^ 



FLUIDITY AMD TEMPERATURE, VOLUME AND PRES- 
SURE; COLLISION AL AHD DIFFUSIONAL VISCOSITY 

We have establiahed in th«i preceding chapter that the vis- 
cosity of a. substance is closely dependent upon the magnitude 
of the molecules making up the substance. In this and succeed- 
ing chapters we will investigate the relation between viscosity 
and various physical properties. 

Temperature. — Prior to 1800, water was considered to be 
perfectly fluid, but by causing equal volumes of water at corre- 
sponding pressures to flow through tubes of given dimensions 
Gerstner in that year proved that the fluidity fFlilssigkeit) 
of water varies considerably with the temperature. 

We have already seen that Poiseuille expresaed this change in 
,the form of the parabohc equation 

K ^ a + bTc + cTc\ (36) 

'ter viscosity had been defined, 0. E. Meyer (1861) introduced 

le viscosity coefficient into the formula which then became 

" " l+aT°+ST.' ^^^^ 

Bwhere jjo is the viscosity at ©"C and Tr is the temperature 
FCentigrade. In spite of the fact that the two equations are not 
interchangeable, the latter formula is usually associated with the 
name of Poiseuille. We will refer to it as the Meyer- Poiseuille 
formula. It holds for water from to 45° with a maximum 
deviation of 1 per cent. For temperatures above 45° Meyer and 
Rosencranz (1877) proposed the formula 

investigators have employed the Meyer-Poiseuille 
formula and confirmed the fact of its limited applicability. We 
lay mention Grotriaa (1877), Noack (1886), Thorpe and 
r (1893), Knibbs (1895). 
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In 1881 Slotte gave a forroiila to cover the entire range of 
viacoaities from to 100° 



5 + Tc 



(40) 



which accords with the values of Sprung to 0.7 per cent. 

Most of the formulas which have been proposed have been 
applied primarily to water. But Koch (1881) and Wagner (1883) 
found that a formula of a different type is necessary for mercury 
and Koch proposed the formula 

^ = « + 3n + 7r.= + 51-,^ (41) 

which holds from —20 to 340''C with a maximum deviation of 
less than 2 per cent. But Slotte has appUed the much simpler 
formula of Meyer and Rosencranz with good results. On the 
other hand, Batschinski (1900) has given a formula for mercury 



. + h + cT 



(42) 



where T is the temperature absolute. As a first approximation 

vT = a, (43) 

which can be deduced from Jaeger's theory of fluid friction. 

Graetz (1883-5) is one of the few who have attempted to derive 
a formula from theoretical considerations. We may therefore 
give his argument in some detail. 

According to Maxwell (1868) the viscosity of a body is the 
product of two factors, the modulus of rigidity E and the time 
of relaxation t. The time of relaxation was defined as the time 
necessary for the strain after deformation in a body to sink to 
l/E of its original value. The reciprocal of the time of relaxation 
is called the relaxation number, n, or 
1 



This is the number of times per second that the strain will aink 
to l/E per second if the strain is renewed. For absolutely rigid 
solids the value of r is infinite and for ductile solid bodies which 
show elastic after-effect the relaxation may continue for hours or 
days. But if, through raising the temperature, the substance )A-_ 
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changed to a liquid or gas, the time of relaxation becomes wraallcr 
and smaller, and for air Maxwell haR given the value 

T = 1/5,099,100,000 sec. 
With rising temperature, the value of t increases, and according to 
Graetz, one may write 

n = ni& + nsT?^ + md^ + . . . 
= IHMI +ait? + ail?^ + . . .} 
where t? is the temperature reckoned from the temperature at 
which the viscosity is infinite, i.e., the temperature of soHdifiea- 
tion. 

In gases the modulus of rigidity is known to be equal to the 
gas pressure at the critical temperature and is of the order of 
magnitude of a hundred atmospheres. In solids, where the 
modulus of rigidity is known, it has a value from 100,000 to 
1,000,000 atmospheres. Since E decreases in passing from the 
sohd through the liquid into the gaseous condition, its value 
approaches the critical pressure P at the critical temperature ^o, 
and we have according to Graetz 

E =P + biiSo - 1?) 4- fe2(-?Q - t?)= + bsi^, - I?)' +. . . 
^^here bi, fcj, bn, . . . are constants. 
^V From Maxwell, we get 



F + 6i( 



-■>) + . 






•) 



■) 



where a, /3i, /3j, . . . are constants. Since the formula with a 
large number of constants is of little practical use, Graetz neg- 
lected the constants &u ^i, ■ • ■ which are of small magnitude 
Land thus obtained 



>pr if the temperatures are changed to the absolute scale, 
T„ -T 



(44) 
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where T„ 18 the critical temperature and T, is the temperature of 
solidification. 

Applying this formula to the data of Rellstab, and I^bram 
and Handl, Graeti found that it was satisfactory in some fifty 
cases, but it is inapplicable to the fatty alcohols. 

This formula is a particular form of the one already given by 
Slotte. Slotte (1883-90) reached the concla^ion that none of 
the preceding formulas gives satisfactory results with substances 
whose viscosity changes rapidly with the temperature, as is 
generally true of very viscous substances. He proposed the 
formula 



' = (i, + r,)- (•■=' 

where T is the temperature centigrade and a, b, and n are arbi- 
trary constants. Slotte found that this formula gave better 
results than any other and Thorpe and Rodger adopted it in 
their great work as the most satisfactory formula at their disposal, 
but this formula like the others breaks down when applied to the 
alcohols. In the case of several of the alcohols it was necessary 
to apply the formula three times with different constants over 
different parts of the curves in order to reproduce the observed 
values with anything like the desired accuracy. The values of 
n vary from 1.4 to 4.3. 

Several exponential formulas have been proposed. Reynolds 
(1886) and Stoel (1891) suggested the formula 

71 =«e-^^- (46) 

which Reynolds found to apply to olive oil and Stoel and De Haas 
(1894) found to apply to methyl chloride between the boiling- 
point and the critical temperature. In this formula e is the 
natural logarithmic base and a and y are constants, Heydweiller 
in 1895 investigated benzene and ethyl ether over a similar 
range of temperature, and found that the formula holds between 
the reduced temperatures of 0.62 and 0.87 for the purposes of 
interpolation; but that similar systematic deviations occur for all 
substances, which is due to the fact that the temperature coef- 
ficient of the viscosity is not constant but passes through a point of 
inflection. Below the boiling-point the viBcosity-temperature 
curve is convex toward the temperature axis while near J 
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Ixnitical temperature it is concave, and the deviations from the 
formula are considerable. Heydweiller made the interesting 
observation that within the series of compounds with which he 
worked the temperatures of equal viscosity are in the ratio of 
their critical temperatures. But to this rule water and the 
alcohols are exceptional. 

De Heen in his Theorie des Liquides (1888) found the followinR 
formula satisfactory 

»n = Voi\ + ne*'""')' (47) 

The constant c varies little from liquid to liquid from 2.65 to 2.85. 
Jaeger (1893) has worked out a kinetic theory of Uquids on 
the ground that the transfer of momentum takes place by the 
molecules passing back and forth from one layer of molecules to 
another. He gives the expression 
■ _ 2rV;; 



3X 



(48) 
1 velocity, X its 



- Constant 



(49) 



where r is the radius of a molecule, 

mean free path, and p is the density of tiie liquid. 

Similarly Kamerling Onnea has derived a formula from the 
theory of corresponding condition of van der Waals, 
_^V^ 

where V is the molecular volume, M the molecular weight, 

' TcT the critical temperature, and ifV^ is the molecular surface 

[ friction. The formula does not apply at low temperatures and 

erhapB only perfectly as the critical temperature is reached. 

Perry (1893) states that sperm oil cannot be represented by 

any single formula since a discontinuity occurs in the viscosity 

and density curves at 40°. It should be added that he took care 

i.that the velocity of flow did not exceed the critical value for 

[ viscous flow. He employed two sets of constants in the formula 

^ = q(T - h)-' (50) 

Examining a considerable number of the formulas which 

already proved of value and given above. Duff (1896) 

^obtained the following formula by integrating the curve of 

ubtaDgents derived from them: 



■4? 



(51) 
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This formula reproduces observed values of all classes of eom- 
pounds with remarkable fidelity, but it contains four coDstant£. 
Finally Batschiuaki (1901) has indicated that the viscosity 
varies inversely as the cube of the absolute temperature 

, - ^ (62) 

where E is dependent upon the nature of the liquid and is called 
"the viscosity parameter." Using the data of Thorpe and 
Rodger, Pribram and Handl. Gartenraeiater and others, Bats- 
chinski has tested his expression fully. While it gives very good 
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Tempera lure absolute 
Fi«. 48.— Diagram illuatrating ideal fluidity-temperature mirvea. 

agreement in many cases, there are numerous exceptions, particu- 
larly water, the alcohols, aeida and anhydrides (t^. Eq. (41) 
for mercury). 

Fluidity and Temperature. — From the evidence given in Chap- 
ter I to prove that fluidities are normally additive m homogeneous 
mixtures, it would appear probable that fluidity-temperature 
curves in their simplest form are straight lines, and since every 
liquid is theoretically capable of existing in an undereooled 
condition, these curves meet at absolute zero. The equation for 
the fluidity-temperature curves of aU substances should be 

which is the same as Eq. (43). A family of curves would present 
the appearance shown diagrammatically in Fig. 48. ^^^h 
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■ Unfortunately, fiuidity-temperature curves are not generally ^^M 
W linear throughout. Even the aliphatic hydrocarbons, which are ^^H 

supposedly unassociated, give curves which depart considerably ^^M 

from linearity. For this peculiarity two possible explanatioua ^^H 

suggest themselves. The effect of expansion is not linear except ^^M 

1 in the case of mercury and there may be changes in the molectilar ^^H 

■ weight, either association or dissociation. Later each of these ^^M 
W causes will be considered in detail. Suffice it for the present ^^H 

to note that the alcohols, Fig. 46, give fluidity-temperature ^^M 
curves which are strongly curved at low fluidities, but the eurvra ^^M 
tend to become linear at high fluidities as is true of the other ^^M 
nlaasea of compounds. In a ^^B 


given homologous series the evi- 
denceathand shows a tendency 
for the fluidity-temperature 
curves near the ordinary boil- >, 
ing-points to become parallel 3 

■ to each other with equal dis- | 

■ tances between them. But 

■ they must all meet at absolute 
zero of temperature, which 
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requires that m the higher Temperature absolute 

members of the series at least nu. 49.— Diagram illustrating tt 

■ there should be a region of fl"idity-teinperatur6 0Qn.eaDf a-homo 
L ., rr., ■ ■ L ogQUB aeries" of liquids. 

■ rapid curvature. This is the 

B region of "softening" which has been observed in many viseou 
* substances. According to the views here presented the phe 
nomenon of softening may not occur in any substance con 
sisting of monatomic molecules but will certainly becom 
manifest as we increase the complexity of the molecule. Thes 
ideas are represented diagrammatically in Fig. 49. If the 
represent accurately the actual behavior of substances, th 
fluidity-temperature curves have the following properties: (] 
They all approach linearity as the fluidity increases, i.e., eac 
tends to become asymptotic to a line which forms an acu1 
angle with the temperature-axis. (2) As the fluidity become 
very small, each curve tends to become asymptotic to the tem 
perature-axis itself. Thus the general form of the fluidity 
_ temperature curve must be a hyperbola, since this is th 
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curve which contains these properties. The linear curve for 
substances like mercury is of course but a special and extreme 
case. It is very important that we find out whether other mon- 
atomic liquids, such as, for example, liquid sodium, argon, el eel. 
have a linear volume temperature and fluidity-temperature curve. 
Given the properties of a general fluidity-temperature curve 
it is easy to obtain the curve which contains these properties. 
The simplest is 

T = A^ + C -- (53) 

For the simplest ease, which we have in mercury, the constants 
B and C are each zero and our equation becomes that of Batschin- 
ski (41); for other substances at high temperatures the term Bfip 
becomes negligible and the equation becomes that of the asymp- 
tote 

T = A^ -\-C 
This linear equation can be transformed into the formula of 
Meyer and Rosencranz. Thus while our formula (51) agrees 
with some of the simpler formulas which have been proposed, 
it is at variance with those which have had the widest usefulness. 
For example, the Meyer-Poiseuille formula may be written 

<P ^ A -\- BT, -\- CT-" (53a) 

which is the equation of a parabola. Were it valid as a general 
equation, the fluidity would have a minimum value at O^C, 
and at high temperatures the fluidity curve would tend to be- 
come parallel to the fluidity-axis. It needs no argument to show 
that this equation cannot be general. 

By increasing the number of terms, the formula of Meyer- 
Poiseuille becomes the second formula of Slotte, 

•P = A{B-\- T,Y 
The effect of the additional terms is to increase the curvature 
but it does not remedy the defects noted. The equation of 
Stoel and others may be regarded as a special case of Slotte'a 
equation where the number of terms is infinite. 

The formula of Graetz is defective in that it assumes that the 
fluidity becomes zero at a definite positfve temperature and that 
at the critical temperature the fluidity is infinite. Neither of 
these assumptions can longer be held. 
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Table XXXIV. — The Conhtantb in tuk EyiiATiuN T = A^ + '' — ■ 
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bobutyric luiid 

Aoctic aad anhydridi 
Propiook add aohyd 

Dietby ether 

Beniene 

Ethyl beniene 

Oftho xylene- 

Msta lylene 
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Ethyl alcohol 
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We will now see how far the fluidity Eq. (53) can be used to 
reproduce the experimentally observed values. In Table 
XXXIV we give the constants for the 87 substances investigated 
by Thorpe and Rodger and in the last column of the table we 
give the average percentage difference between the observed 
and calculated values. 

The mean percentage difference between the calculated and 
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H observed values is 0.17 for the 87 substances and based on some ^^H 

H 1,000 duplicate observations. If we omit the alcohols, this ^^H 

H difference falb to 0.09 for 70 substances. This is much better ^^| 

H agreement than Thorpe and Rodger obtained with Slotte's ^^H 

^1 equation, since the percentaj^e difference is nearly twice the ^^^| 

H above, viz., 0.15 per cent for 64 substances. But the real test ^^H 

H is with substances which give fluidity curves departing widely ^^^| 

H from the linear type and here Slotte's equation breaks down ^^| 

H completely. ^^| 

For this type of substances, the fluidity Eq. (63) with three ^H 

constants does not reproduce the observed values to the limit of ^^| 

experimental error, but a great improvement can be made by ^^H 

introducing another constant and writing the equation ^^| 

T.A, + C ^l„ (54) ■ 

For example, the mean divergence between the observed and ^^H 
calculated values for the eight substances, which gave the largest ^^| 
percentage dilTerence, was 0.77 per cent with the simpler for- ^^H 
inula; the Eq. (54) with four constants reduces this to only ^^| 
0.07 per cent which is nearly within the limits of the experi- ^^| 
mental error. In the ease of water, which gave a mean difference ^^| 
of only 0.17 per cent with the simpler formula, the difference is ^^| 
reduced to 0.01 per cent and similarly in the case of octane it is ^^H 
reduced from 0.16 to 0.02 per cent. For reference, the constants ^^^| 
for these substances are given in Table XXXV. ^^| 

■Iablb XXXV.— The Constanth in the Equatiun T = A.p + C - —~ .^H 
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Fluidity and Pressure. — To find the effect of pressure on 

viscosity, Coulomb in 1800 measured the rate of oscillation 
of a disk in a liquid both under atmospheric pressure and when 
the space above the liquid had been evacuated. It was found 
that the viscosity is independent of small changes of pressure. 
This conclusion was confirmed by Poiseuille in 1846, using his 
transpiration method. 

However, quite the opposite conclusions must be drawn 
from the experiments of Warburg and Babo (1882), but they 
employed liquid carbon dioxide at 25.1°C, which is quite near the 
critical temperature, and they used pressures from 70 to 105 
atmospheres. It is worth noting that under these conditions 
the compressibihty of carbon dioxide is 0.00314 which is about 
18 times as great as that of ether at the same temperature. They 
found an increase in the viscosity which amounted to over 25 
per cent, and it therefore seemed possible that the effect was 
caused by the change in density and that a similar effect would be 
observed in other liquids if high enough pressures were employed. 

Warburg and Sachs (1884) continued the previous investigation 
and indeed found that liquid carbon dioxide, ether, and benzene 
all suffer an increase in viscosity on increasing the pressure, but 
they also noted that water is exceptional in that an increase in 
pressure actually lowers the viscosity. They sought to connect 
the viscosity and pressure by means of the following linear 
formula, 

r, = 7c(l + Ap). (55) 

The values of the constant A are given in Table XXXVI. 



Table XXX VL— Constants in 


E<1UATII> 


N(53) 




Substance 


CarboD 
dioxide 


Ether 


BenEene 


W<lt« 






20 
280.6 
930 




Criticftl temperature. .. .,.. 

A X 10' 


30.9 

7,470 


190 
730 


36jj 
-17« 



The striking fact that water is pecuHar in this as in so many 
other respects was discovered independently by Rontgen (1884). 
It was made the subject of a special study by Cohen in 
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working at 1, 5, and 23" at pressures ranging from 1 to 600 
atmosphereB and using pure water and four eolutiona of sodium 
chloride of different concentrations. The nature of hia results 
shown in Figs. 50 to 54. In Fig. 50 the percentage change 
in the time of flow, [(ii — (p)/(i]100, is plotted as ordinates 
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against the pressures as abscissas. It is observed that the vis- 
cosity continues to decrease for all pressures up to 900 atmos- 
pheres, but the decrease becomes very slight at 23°. In Fig. 51 
the ordinates are the same as before but the temperatures are 
plotted as abscissas. It is evident that the curves are approach- 
ing each other and the zero axis, and thus they indicate the 
possibility that at some higher temperature the cui-vcs will cross 
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the zero axis and the viscosity will then increase with the pressure 
as in other liquids. 

In Fig. 52 the percentage change in the time of flow is plotted 
against the pressure as in Fig. 60, A saturated solution (25.7 
per cent) is seen to behave unlike pure water but like other 
liquids in that the pressure causes an increase in the time of 
flow. The curves for other concentrations lie between those 
for pure water {0 per cent) and those for the saturated solution. 
The continuous curves represent measurements at 14.5° and the 
dotted curves represent measurements at 2°. From a compari- 
son of these it is evident that the temperature coefficient of the 
percentage change in the time of flow decreases rapidly as the 
concentration of the solution is increased. This ia shown more 
clearly in Fig. 53 where the temperatures are plotted as abscissas 
against the percentage change in the time of flow for a pressure of 
600 atmospheres, i.e., the percentage change in the time of flow 
is nearly constant in the most concentrated solution. Further- 
more in an 8 per cent solution at a pressure of 600 atmospheres, 
the effect of pressure on the time of flow ia zero at 11°. Below 
that temperature, pressure decreases the time of flow; above that 
temperature, it increases it. 

The relation of the percentage change in the time of flow at 
600 atmospheres pressure as ordinatcs to the percentage con- 
centration as abscissas is indicated in Fig. 54. At 22.5° the per- 
centage change of the time of flow ia a linear function of the 
concentration, but at 2° this ia no longer true, the effect of the first 
additions of the salt to water being much greater than subsequent 
additions. The curves do not cross, hence the effect of pressure 
in the concentrated salt solutions is greatest at the high tempera- 
tures even up to the point of saturation. Cohen found the oppo- 
site to be true of turpentine, viz., the effect of pressure is greatest 
at low temperatures. According to Warburg and Sachs, ether 
behaves like turpentine and benzene Hke sodium chloride 
solutions. 

Hauser {1901} found that the effect of pressure upon the vi»- 
coaity of water continually decreases as the temperature ia 
raised until it becomes zero at 32° up to 400 atmospheres. Above 
this temperature the viscosity increases with the pressure as in 
other liquids, and the effect becomes more pronounced as the 
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Btemperature is raised, amounting to 4 per cent for a pressure of 
P'liOO atmospheres at 100", 

Fauat (1913), using pressures as high as 3,000 kg per square 
centimeter, found that the viscosity of ether, alcohol, and carbon 
disulfide were each increased by about fourfold. This result 
has important bearing upon the theory and practice of lubrica^ 
tion. And very recently J. H. Hyde (1920) has reported to 
the Lubricants and Lubrication Committee of the Department of 
Scientific and Industrial Research the results of an investigation 
of the viscosity of a variety of lubricating oils, using pressures 
up to 7 tons per square inch. He made the important deduction 
that the mineral oils increase in viscosity far faster with the 
pressure than do the fixed oils. Thus the viscosity of Mobiloil BB 
increases over twenty-six-fold, whereas with the same increase 
in pressure the fixed oils increase in viscosity about fourfold. 

Fluidity and Volume. — We have now before us the two follow- 
ing generalizations: (I) An increase in pressure is usually 
I associated with a decrease in fluidity, and (2) an increase in 

nperature is usually associated with an increase in fluidity. 
To be sure, there are prominent exceptions to both generaliza- 
tions, as, for example, water, in its behavior under pressure and 

Ifur, as affected by temperature. But water and sulfur are 

Lghty associated in the liquid state so that an explanation of 
! exceptions is possible on the basis of changing molecular 
reights. 

Lowering of pressure or raising of the temperature of a liquid 
have one thing in common in addition to their similar effect 
upon the fluidity— they both produce an increase in the volume, 
to which there are very few exceptions. It is worth while there- 
fore to investigate the question of how much of the change in 
fluidity can be attributed primarily to a change in volume. If 
one has in mind the fact that in gases, where the volume changes 
are large, the fluidity is nearly independent of the volume, one 
would naturally expect the changes in the volume of liquids to 
be responsible for only a small part of the fluctuations in fluidity 
which actually exist. But the vi-scosities of gases and liquids 
arise from entirely different causes, hence reasoning bv 



The parallelism between fluidity and vc 
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m another diroctioii, for generally speaking whenever two hquids 
are mixed and a eontraetion takes place, there seems to follow a 
decrease in fluidity. Alcohol and water, acetic acid and water, 
and chloroform and ether are a few examples. On the contrary, 
when liquids mix with an expansion in volume, the mixture has a 
greater fluidity than we would expect from the linear fluidity-vol- 
ume concentration curve. Methyl iodide and carbon disulphide 
furnish an example of this sort (Bingham eia(,, 1913). The above 
facts have suggested to various workers (Brillouin (1907), Part 
2, p. 127; Dunatan and Thole (1909), p. 204; Bingham (1911), 
p, 270) that fluidity and volume are intimately related, more so 
in fact than fluidity is to either temperature or pressure. 

In spite of this intimate relationship, it has been little investi- 
gated. Slotte (1894) stated that the logarithms of the viscosity 
are proportional to the logarithms of the specific volume, and 
from this observation he deduced his second Eq. (43). But the 
most important discovery was made by Batschinski in 1913. He 
found that the relation between the molecular volume V and the 
fluidity may be expressed in the following formula: 

^ = C{V - il) (56) 

where it and C are constants. The constant SI may be defined as 
the limiting value which the molecular volume of any liquid can 
have as its fluidity approaches zero, and it is therefore called 
the "molecular limiting volume." Consequently the dilTerence 
V — il may be called the "molecular free volume" and the above 
relation may be very simply expressed as follows: The fluidity 
varies directly as the free molecular volume. Sixty-six of the 87 
substances investigated by Thorpe and Rodger exhibit this rela- 
tionship and the values of the fluidity, as calculated from the 
volume, seldom deviate from the observed values by more than 
1 per cent. The 21 substances for which the agreement is not 
good include the alcohols, water, some of the acids, the acid anhy- 
drides, and some of the halides. These substances are generally 
regarded as associated and it may well be that the molecular 
weight is not constant as the temperature is raised. The nature 
of the very remarkable agreement obtained is shown in Table 
XXXVII containing data for benzene obtained by Thorpe and 
Rodger between 0° and the boiling-point and by HeydweiUer 
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from the boiling-point up to 185.7°. This agreement is shown ^^| 

graphically for a number of substances in Fig. 55. ^^| 

B Table XXXVII.— Calcuution of- tbb Fluiditt of Benzen-e fbom its ^^| 

VoLPMB BY Means of the Fohmula ^ ^ {V - 81.78)/0.045,35 ^^| 


Temperature 


V Observed 


Specific 
volume 


«> Calculated ' Difference ^H 



10.0 
20.0 
30-0 

40,0 
60 
60 
70 
80,0 


110.8 
131.5 
154.1 
178.0 

203,1 

256.1 
284.9 
305.8 


1.1124 
1 . 1242 
1.1377 
1-1514 
1.1661 
1.1812 
1.1966 
1,2124 
1-2278 


m 

132 
165 
179 
204 
230 
256 
283 
311 


1 


78.4 
100.5 
131.8 
161.4 

185.7 


314 

383.7 
504.8 
646.8 
797.4 


1.2253 

1.2624 
1.3255 
1.3957 
1.4661 


310 
385 
510 

649 
794 


1 


Batschinski tested his formula nith the recently obtained ^^M 
data of Phillips (1912) on the \-iscosity of carbon dioxide under ^^| 
varying pressures. He thus proved that at least while the ^^| 
substance remains liquid the Suidity varies directly as the free ^^| 
volume. ^^1 
Table XXXVIII. — Calculation op the Fujiditt of Carbon Dioxide ^^H 


Pressure, 
atmospheres 


Observed 


Specific 
volume 


Calculated 


difference ^^H 


110,5 
96.0 
82.0 

76.0 
72.0 


1,29» 
1.443 

1,890 

2,iS.3 


1,259 
1.318 
1.397 
1.471 
1.575 


1,300 

1,450 
1,640 
1,850 
2,080 


^ 1 
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If we could always compare the fluidities of liquids at a definite 
multiple of the molecular limiting volume, it is evident that the 
effect of the volume, and therefore of temperature and pressure 
in so far as they affect the volume, would be eliminated. Such a 
procedure would enormously simplify fluidity relationships. 
As a matter of fact Batscbinski has shown that the molecular 
limiting volume possesses an additive character, the values of 




Fill. 55. — Relative volume-fluidity ourves a[t«r Batachinski using the data of 
TborpB Bnd Rodger. 

4, Bromine; 5, nitrogen peroxide; 9, ieobexane; II. iaobeptane; 13, trimethyl- 
ethyteoe; 14. iaoprene: 15, diallyl; 18, propyl chloride; 17, isopropylnhloride; 
18, isobutyl chloride: 19, allylchloride! 20, methylenechloride; 21, etbylenechlo- 
ride; 22. ethylidenecbloridc; 2S, cblaroform; 25. percbloretbylene; 68, ethyl- 
beniene; 69, orthoxylene ; 70, metaxylene; 71, paraxylonc. 



the atomic constants being H = 4.3, = 8.6, C = 8.8, CI = 
19.2, Br = 24.8, I = 32.0, S = 19.0, a double bond = 3.3, 
and an iso-grouping = 0.7. For 53 of the substances studied by 
Thorpe and Rodger the differences between the observed and 
calculated values of the molecular limiting volume do not exceed 
2 per cent. The limiting specific volume is approximately 0.307 
of the critical volume which is close to the parameter b of van 
der Waals' equation. 

We are now in a position to get a very clear understanding 
of the law that the fluidity is proportional to the free volm 
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len the molecules of a liquid are closely packed, the volume 

iches its minimum value and the fluidity is zero. With 
itrahedral close-packing of the molecules, shear would require 
tjaiptme of the molecules themselves. If there are pore spaces 
^between or within the molecules, they do not give rise to fluidity, 
,So that the molecules somewhat resemble close-fitting solid 
igures. As the fluid expands, due to molecular agitation, the 
■volume of the molecules themselves, i.e., the inner molecular 
volume may remain the same, but the ordinary, i.e., the outer 
molecular volume increases. The law states that the fluidity 
originates solely in the free space which is the dilTerence between 
the outer molecular volume, or the volume occupied by the 
molecules, and the inner molecular volume or the apace filled by 
the molecules in the sense indicated above. Given two sub- 
stances with the same outer molecular volume, it is evident that 
the one with the larger molecular kerne! will have the smaller 
fluidity. It is therefore natural to expect that the limiting 
molecular volumes should be additive as Batschinski has found 
to be the ease. This opens the way to a study of the relation 
between fluidity and chemical composition and constitution 
which is most fascinating. It is very simple to measure the 
outer molecular volume, and if this with the fluidity will give a 
certain and easy method for determining the inner molecular 
volume, it is a result much to be desired. It is apparent that 

msity and fluidity determinations should go hand in hand. 

If the above reasoning held true for gases as well as liquids, 
"the fluidity isothermals of carbon dioxide should closely resemble 
the famihar volume isothermals. By substituting for the volume 
its value in terms of the fluidity given by Batschinski's law, we 
would obtain a modified van der Waals' equation. As a matter 

fact van der Waals' equation may be written 




P pb a ab 

GUt since viscosities are ordinarily measured at constant, 5 
)heric pressure, this may be written 

B , E 



^here A, B, C, D and E are constants. This is identical with 
Iq. (54) which is entirely satisfactory for liquids, except that it 
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nMilaJn^ an addiliooal t«-iu, which becomes negligible when tbe 
fluidity is Urgp. 

That tbe fluidity isotbermak of carbon dioxide do not in any 
way resemble the volume ii^olhermak as we paas into the g 




condition is sufficiently obWous from iospecticHi of Fig. 56, 
plotted from Phillips' data. The continuous curves are drawn 
between obserx'cd points. The broken line* are added tew 
diagiaramatir purposes. The left half of the figure, correspcmd- 
ing to low fluidity and temperature, presents a strong sim< " 
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Kto the familiar pressure-volume diagram. At tlie highest 
■ "pressureB, the fluidity is not greatly affected by a change in 
Ipiessure, e.g., at 32° and a pressure of 120 atmospheres, a lowering 
I of the pressure by 4 atmospheres causes an increase in fluidity 
»of less than 4 per cent. At a lower pressure the fluidity becomes 
I extremely susceptible to changes in pressure, a lowering of the 
I pressure by 4 atmospheres at 76 atmospheres causing an increase 
I in the fluidity of a full 100 per cent at 32°. Thegaseousandliquid 
I phases are both present inside of the curve kbmcl. But t he right side 
iof the figure is entirely different from the familiar pressure- 
l volume diagram. Instead of the fluidity being highly susceptible 
I to changes in pressure, as is the volume, it is but slightly affected, 
., at 32° and SOatmospherespressure, a lowering of the pressure 
^by4 atmospheres causes only a 10 per cent increase in the fluidity. 
Let us follow in detail the isothermal of carbon dioxide at 20° 
which is well below the critical temperature. At high pressures, 
the Quidity increases nearly linearly from a to b; there is then 
a sudden increase in the fluidity from 1,500 to 5,300 absolute 
units, as the substance passes from the hquid to the gaseous 
condition. We should expect the fluidity to continue to increase 
as the pressure is further lowered, giving the curve cd', but the 
curve actually obtained is cd. We have seen that the fluidity of 
liquids increases with the temperature, while, on the other hand, 
the fluidity of gasea decreases with the temperature, hencBj the 
pressure-fluidity curves for different temperatures must intersect 
each other. The figure proves that not only is this true, but, 
when the temperatures are sufficiently high, the curves all tend to 
pass through the particular point n, so that at this point the 
fluidity is independent of the temperature ; for the lower tempera- 
tures, the curves seem to intersect each other on the curve rid. 
CoUisional and Diffusional Viscosity. — That the pressure- 
fluidity curves do not follow an equation of the van der Waals 
I type as the fluidity becomes large may be due to the appearance 
bf a new type of viscous resistance. We must therefore now 
bvestigate more particularly into the nature of viscous resis- 
pinc& One's first impulse in looking for a cause of viscosity is to 
I esion between the particles which is exerted during 

1 ts in opposition to motion,' but with the develop- 

■ y ol GuseH," Meitir, p. 171. 



"7" 



148 FLVIDITY AND PLASTICITY 

ment of the kinetic theory of gases, it became evident that 
viscous resistance arises from the diffusion of the particles 
of high translational velocity iDto layers whose translational 
velocity is lower, and vice versa. According to this explanation, 
the loss of translational velocity must increase with the tempera- 
ture, which accords with the fact that the fluidity of a gas 
decreases as the temperature is raised. 

But in liquids the fluidity increases with the temperature 
and it is generally agreed that there is a second cause of viscous 
resistance, which, without any very good reason in its favor, 
has been repeatedly attributed to the attraction between the 
molecules. According to Balschinski' " If we think of two parallel 
layers of liquid as of two rows of men, the men moving in place 
of molecules, we must assume that these men take hold of their 
nearest neighbors and hold them for a time." This explanation is 
however inadequate, for a particle A, coming within the range 
of attraction of a particle B in an adjacent layer supposed to be 
possessed of sUghtly less translational velocity, will be accel- 
erated and only after passing B will the retardation take place. 
Apparently the two actions exactly nputraUze each other, or if 
they do not there must result a destruction of energy in violation 
of the first law of therniodj-namics. No reasonable hypothesis 
has been proposed to cxtricaf-e us from this dilemma, on the 
basis of cohesion, hence, wo are forced to look for some other 
cause. Whatever the explanation, it must show how transla- 
tional or ordered motion is being continuously transformed 
into heat or disordered motion. 

To get a clearer idea of the nature of the two causes of viscous 
resistance, we imagine two parallel planes A and B, the former 
moving to the right parallel to itself in respect to (he second 
plane, which for convenience only inay be assumed to be at rest. 
We will first assume that between' the planes there is a highly 
rarefied gas. If the walls are smooth and unyielding and the 
particles of gas porfeetly elastic spheres, we will not have a 
model of viscous flow; for as the particles collide with the sur- 
faces, the angle of rebound will l«? equal to ihe angle of incidence, 
there will be no translational velocity transmitted (o or from the 
walls and the so-called "slipping" would be perfect. In order 
'(1913) p. G43. 
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Ito obtain a model of viscous flow it is therefore necessary to 
aesume that the surfaces are not perfectly smooth. In view of the 
known discontinuity of matter, one could hardly assume a 
smooth surface, and the least degree of roughness which one 
could well assume would be one made up of equal spheres 
whose centers lie in the same plane and as closely packed 
together as possible. That there is a greater degree of roughness 
in all ordinary surfaces is probable, but it suffices for our present 
purposes to show in what follows that this simple assumption 
in regard to the nature of the surfaces gives a workable model of 
viscous flow. 

It becomes necessary to show that momentum is being con- 
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tinuaJly taken from the surface A and changed into heat. That 

the model meets the requirements depends upon the truth of the 

following theorem: When a series of elastic particles strike a 

rough surface, the resultant component of velocity along the surface 

L npill be diminished. Let M, N, and P in Fig. 57 represent the 

Bisection through the centers of three of the greatly magnified 

spheres supposed to make up the surface. It is evident that if a 

small particle were to strike such a surface at an angle 0, its 

possible paths in striking the sphere A^ would all lie between A and 

^^G. Considering the directions of the particle before and after 

^V" in. assuming that the angle of rebound at any point of 

^H <E equal to the angle of incidence, we find that for 

^^L » between B and D the average resultant velocity on 
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rebound is exactly opposite in direction, although diminished in 
amount. For paths between A and B a particle would collide 
with M on rebounding from N but the component of the velocity 
in the direction NP is diminished. Also for paths between D and 
E, as well as between F and G, the component of the velocity 
in the direction NP will be diminished. Only between E and F 
is the component in the direction of the flow greater after collision 
than before. But the distance EF becomes zero when d = 90° 
and it has its maximum value when 9 = 0°, i.e., when the trans- 
lational motion is zero. Since all of the paths between A and G 
are equally likely, it is clear that for this seotion at least the 
average translational velocity is diminished by collision, irrespec- 
tive of the size of the angle or of the velocity of the particle, and 
the same would be true even it the particle were of considerable 
size. The same must be true a fortiori for sections other than the 
one passing through the centers of the spheres, for then there 
must, after collision, be a component velocity at right angles 
to the plane of the paper and therefore to the direction of flow. 
The section would be similar to the one given except that the 
circles would not touch, the spaces between them corresponding 
to the pores of the surface in which the translational velocity 
would quite certainly be changed to disordered motion. 

It follows from the above that a fluid in contact with a rough 
surface tends to have a translational velocity identical with that 
of the surface^. Reverting to our model, the theorem explains 
how molecules striking the surface A receive its translational 
velocity and how this translational velocity becomes trans- 
formed into disordered motion at the surface fi. If the motion 
of the surface A were suddenly stopped, all of the flow would 
cease in a time which, for gases made up of particles whose 
velocity is expressed in kilometers per minute, must be quite 
inappreciable. It is to be particularly noted that collisions 
between molecules of a gas are unnecessary for this type of viscous 
resistance. This type of resistance is caused solely by the diiJu- 
sion of the molecules and it therefore may be appropriately 
referred to as difiFusional viscosity. 

For the opposite extreme we may take for consideration a 
very viscous liquid. The molecular free path is so greatly reduced 

1 Cf. Jeans (1904) and Duahmaa (1921). 
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lat diffusion between adjacent layers is comparatively slight, 
whereas the volume of the molecules themselves is a eonsider- 
ible portion of the total volume of the liquid. Given a layer of 
molecules C whose translational velocity is higher than that of 
another layer D, there must of necessity occur collisions between 
Vthe two layers due to the flow, and quite irrespective of any 
■.diffusion, provided only that the diameter of the molecules is 

■ greater than the distance between the layers. On collision the 
I translational velocity is partly communicated to the slower 

moving molecules of the layer D, so that the molecules of the 
llayer D have a mean resultant velocity in the direction of the flow, 
■the remainder of the translational motion being converted into 
Vilisordered motion or heat. When the system has reached a 
^teady state, any layer D imparts to the layer E below it the same 
tamount of translational momentum that it has received from the 

■ layer C above it, except for the amount of energy which is being 

■ continuously changed into heat, and it is this disappearance of 
■itranslational momentum which gives rise to the new type of 

■ viscous resistance known as collisional viscosity. Since each 
■layer is able to transmit but a portion of the translational momen- 

ftum which it receives to the adjacent more slowly moving layers, 
■.there results a steady diminution in the velocity of flow from the 
rmost rapidly moving layer A to the layer which is at rest B. 

From this model of viscous flow in liquids it is possible to deduce 
the effects of changes in concentration, pressure, temperature, and 
size of the molecules. The number of collisions of the particles 
of one layer with those of another layer, due to translational 
velocity, will be directly proportional to the rate of shear between 
the layers. This is the fundamental law of viscous flow. It will 
l^^also be directly proportional to the number of molecules in each 
layer, i.e. to the concentration. It is a confirmation of this 
Pprediction, that we And that the fluidity is decreased in just the 
proportion that the concentration is increased either by lowering 
the temperature or by raising the pressure. It is significant 
that the temperature by itself is without effect on collisional vis- 

icosity. The reason for this is evidently that the mere vibration 
i& the molecules without diffusion through successive layers does 
not affect the rate at which the molecules of one layer overtake 
the molecules of an adjacent layer moving more slowly. It is 
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clear that coUisional viscosity will increase not only with the 
concentration but also with the size of the molecules. If the 
particles were mere points, there would be no collisions and 
therefore no collisional resistance to flow. On the other hand, if 
the molecules completely filled the space they occupy, collisions 
would be most rapid and the collisional resistance a mamnum. 

The discovery of Batschinski, that in unassociated liquids 
the fluidity is directly proportional t-o the free volume, seems to 
indicate that coUisional viscosity is almost entirely responsible 
for the viscosity of ordinary liquids and it must be highly impor- 
tant in compressed gases. It is also clear why associated liquids 
are exceptional. For the breaking down of association, as by 
heating, would doubtless decrease the size of the molecules without 
a corresponding decrease in the apace which they occupy. 

The Mixed Regime. — It has been indicated that in rarefied 
gases viscous resistance is certainly difFusional and in very viscous 
liquids it is collisional. In fluids' at ordinary temperatures and 
pressures the viscous resistance is evidently the sum of the 
diffusional and the collisional resistances. The total viscous 
resistance is in every case given by the equation 

V =v^ + r,. (57) 

where ijd is the diffusional viscosity and jj^ is the collisional 
viscosity. 

According to Maxwell, as discussed in Chapter XIV, the 
viscosity of a gas varies as the absolute temperature, so 

ni = BT 
where B is a constant. Later experimenters have found that this 
formula does not accord with the experimental facts, and they 
have therefore given to the temperature T an exponent n with 
values varying from the theoretically deduced 0.5 to 1.0. The 
discrepancy, however, may be due to the fact that collisional vis- 
cosity has been overlooked. For diffusional viscosity we here 
assume as a first approximation that n = I. 

We have seen that Batschinski 's formula represents collisional 
viscosity only, which we may now write in the form 
A 
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Table XXXIX.— The Fldibity of Carbon Dioxide as Calcolated by ^| 
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where A and w are constants and v is the specific volume io ml 
per gram. We have then 

, . BT +-^ ^ 

V — u ^^H 

'-A+Bn.-^y <^' 

It is truly remarkable that so simple an equation as this 
can be employed with success to reproduce so complex data as 
that for the fluidity isothermals of carbon dioxide passing through 
the critical state. To what extent it does do this is shown in 
Table XXXIX. Since the calculatpd values are nearly all too 
small, it is evident that a better concordance could have been 
secured by a happier choice of constants, but considering the 
difficulties in these measurements, the percentage of deviation 
between the calculated and the observed values is not large. 

Having estabhshed a fairly exact relationship between fluidity 
and volume, and indirectly with temperature and pressure, 
the problem of associated substances again presses itself into 
the foreground as it tends to do so often. A means must be 
found for bringing these substances into conformity with the 
others, but the solution is not yet forthcoming. 

Dr. Kendall inquires in regard to the foregoing: — "Is the 
formula of Batschinski of such great importance as your extended 
treatment of it would lead the readers to believe? Is it not 
merely an interpolation formula? Would it not be well to 
mention something about the alternative formula of Arrhenius?" 
(1918), The expotential formula of Arrhenius (1918) does not 
lead us to a definite mental picture, and like many another 
frankly empirical formula was omitted in this brief treatment 
of the subject. The relation of Batschinski fills a need which 
was felt in many minds, cf. p. 142. It leads us at once to a 
definite mental picture which is neccessary in building up a 
consistent theory, so that we are now able to explain the relation 
of fluidity to volume, temperature and pressure et cet. in a 
manner which is so natural, so unexpectedly simple and so beau- 
tifully in accord with observed facts that it is hard to see what 
more evidence is needed to carry conviction. 




^^^^ CHAPTER IV ^^ 

■ FLXnDITY AND VAPOR PRESSURE 

B All physical and chemical properties will perhaps in time 

Kbe shown to be related so that the knowledge of a certain set of 

Vfacta in regard to a substance, such for example aa its chemical 

" structure, will enable one to deduce it multitudinous properties. 

Thus having established a direct causal dependence of the fluidity 

upon the volume, it is also important to study other properties 

which depend upon the fluidity, or which together with the 

fluidity depend upon a common cause. Migration velocity and 

electrical conductivity of solutions are examples of properties 

which are directly dependent upon the fluidity. There are 

properties which are not dependent upon the fluidity directly but 

which with the fluidity are dependent upon the same property 

and therefore are indirectly related. The boiling-point, the 

critical temperature and the vapor-pressure are properties of this 

latter type, which we will now consider. 

Fluidity and Boiling-point. — On examination of the fluidity- 
temperature curves of the aHphatic hydrocarbons, Fig. 41, and 
ethers. Fig. 42, we note that the fluidities of these substances at 
their boiling-temperatures — shown by small circles — are nearly 
identical. It is perhaps of no special significance that the flu- 
idities are identical, but it is important that the line connecting 
the fluidities at the boiling-points is linear. This linear character 
of the fluidity-boiling-point curve is exempUfled by the ahphatic 
chlorides, bromides and iodides as well as by the ethers and 
hydrocarbons. The acids and alcohols are again exceptional. 
The meaning of this relation may be most easily grasped 
by reference to Fig. 42. If we assume that the curves of the 
members of a given class have the same slope and the same 
degree of curvature at the boihng-point, it is evident that the 
addition of a methylene group to a molecule causes a rise in the 

IboiUng-point r measured by AC^ or CE, but at the same time 
' Of. Fig. 42. 
155 
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the addition of a methyleae group causes a decrease ia the fluidity 
A which is AB or CD. It appears that AC/AB = CE/CD, so 
the ratio between the effect produced on the boihng-point to the 
effect produced on the fluidity T/A is constant, for this particular 
homologous series. This relation does not apply to the alcohols 
and acids. A reason is that as the temperature is raised, the 
aeBOcifttion is lowered, F becomes smaller and at the same time A 
becomes greater, so that their ratio may var>'. 

Ftoidity and Vapor Pressiire.^If there is a relation between 
the fluidity and the boiling-point, it is evident that a more 
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general relation than the above can be obtained by comparison 
at other vapor pressuree than at the ordinary boiling temperature. 
Thus if all of the aliphatic ethers have the same fluidity at the 
ordinary boiling-point, and the same were true at other vapor 
pressures, it follows that, when the vapor pressures corresponding 
to a given temperature are plotted against the fluidities corre- 
sponding to that temperature, and this process is repeated for a 
series of temperatures, the curves of all of the substances of the 
class should fall together, in other words, the fluidity vapor-pressure 
curve of one ether ought to be the curve of all the other members 
of the class. Conversely, if either the vapor pressiu-e or the 
fluidity of an ether is known for a given temperature, the other 
quantity, supposedly unknown, can be determined by means 
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■ the fluidity vapor-pressure curve of the class. Not only do all ^^M 


P the members of this class fall together in a single parabolic curve, ^^M 


shown in Fig. 58, but substances of other classes give a curve of ^^H 


similar form, as will now be demonstrated. ^^M 


If we take a single substance, such as heptane, as our standard ^^H 


Table XL. — Fluidities and Vapob Pressures Corses pondinr to the ^^H 


Standahd Plciditt Vapor-phessuhe Cdb\'e ^^H 
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pressure 


Fluidity 
reduced 


Vapor 
pressure 


Fluidity 
reduced 


Vapor ^H 
pressure ^^H 


100 


0.5 


310 


111.1 


420 


^H 


110 


0,7 


315 


119-0 


425 


^H 


120 


1-0 


320 


127.8 


430 


^^M 


130 


1,7 


325 


136.5 


435 


^H 


140 


2.2 


330 


146.1 


440 


^^H 


150 


3.0 


335 


155.4 


445 


^^1 


160 


4.3 


340 


165-2 


450 


^^M 


170 


6-1 


345 


175-5 


455 


542.2 ^^H 


ISO 


8.2 


350 


186-2 


460 


566,8 ^H 


190 


11-0 


355 1 197 -fl 


465 


589.5 ^H 


200 


14-2 


360 1 210-4 


470 


^H 


210 


17.7 


365 1 223.2 


475 


635.9 ^^H 


220 


22.3 


370 ; 236.6 


480 


660.1 ^H 


230 


27-7 


375 < 251.0 


485 


683,7 ^H 


240 


34-1 


380 ' 266,0 


490 


^^M 


250 


41,2 


385 1 281-1 


495 


^H 


260 


49-3 


390 . 296,2 


500 


^^M 


270 


58.8 


395 


311-4 


505 


^H 


2S0 


69.1 


400 


328-3 


510 


^^H 


290 


81.8 


405 


344-7 


615 


^H 


300 


95.9 


410 


360,7 


520 




305 


103.2 


415 


378,4 


525 




substance with a fluidity of approximately 500 at the boiling- ^^M 


point, we can compare other substances with this one. Since ^^M 


other substances do not have the same fluidity at the boiling- ^^M 


point, we multiply the fluidity at the boiling-point by a factor ^^H 


ao that the product or the reduced fluidity will be 500. The ^H 


V fluidities for other temperatures are also reduced by similarly ^^| 
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maltipirbg bj- the tanu factor Snce the fluidity vapor-presBurp 
curves psas tbrough the origm and we by ihb process bring them 




Flo. 69. — ^The vapor-pressure curves of some aaaociated Bubstanfsa romp&red 
with heptane. 

together at the boiling-point, a comparison of the reduced values 
for other temperatures with the values for heptane will show 
how nearly simitar are the curves for different substances, even 
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when they belong to very different classes. For 17 substances 
compared by this method, the average deviation between the 
observed and calculated values \b approximately 3 per cent, 
so long as the vapor pressure la above 10 cm. 

A few examples will serve to make the use of the method clear. 
Thus the fluidity of ethyl acetate at its boiling-point (77.2''C) 
5.6 and the reduction factor is therefore 500/395.6 = 1.264. 
The fluidity of the substance as determined by Thorpe and 
.Eodger for 30° is 249.9 and the reduced fluidity is therefore 
249.9 X 1.264 = 315.8, and the vapor pressure read from the 
Table XL for the standard curve corresponding to this 
fluidity is 120.4 mm, while ths vapor pressure observed by Young 
is 118,7 mm. As a further example, ethyl propyl ether has a flu- 
idity of 479.9 at its boiling-point (63.4°). The factor is 500/479.9 
1.042. The fluidity at 20° as determined by Thorpe and 
Rodger is 314.9 and this reduced is 314.9 X 1.042 = 328.1, and 
according to the Table XL this corresponds to 142.5 mm which 
18 practically identical with the experimental value of 142.6. 

Associated substances do not show the relation between 
fluidity and vapor pressure shown elsewhere. The greatest 
de'^ation is shown by isobutyl alcohol and formic acid and ethyl 
alcohol. In Fig. 59, there is plotted the vapor-pressure-tempera- 
ture curve of heptane (not reduced) with several "associated" 
■ substances which show large deviation from the standard. We 
note that isobutyl alcohol, formic acid, and ethyl alcohol show 
the most rapid increase in the vapor pressure. This is added 

t evidence of the breaking down of association. (C/. pp. 276 
and 277.) 
Before concluding our consideration of vapor pressure it may 
be remarked that since fluidity is related to volume and at the 
same time to vapor pressure, there is necessarily a relation be- 
tween volume and vapor pressure. The volume is doubtless 
affected by the internal forces between the molecules which we 
ordinarily call cohesion and vapor pressure naturally depends 
upon the same. So there may quite possibly be a connection 
_ between fluidity and cohesion, even though it is not the connec- 
^^.tion which is often supposed.' 
H Cf. p. 147 et aeq. 
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THE FLUIDITY OF SOLUTIONS 

The fluidity curves of solutions are moat logically considen 
under four types: I. In the simplest case the fluidity of the 
mixture can be calculated from the fluidities of the components. 
There is no volume change on mixing, and it is assumed that the 
components neither dissociate nor interact with each other on 
mixing. The method of calculation of the fluidity of the ideal 
mixture has been the subject of much discussion and it will be 
discussed presently. Examples of this simplest type are carbon 
tetrachloride and benzene, and diethyl ether and benzene. 

Thorpe and Rodger (1897) found that there was a very shght 
contraction on mixing carbon tetrachloride and benzene, thus 
confirming the earlier observation of F. D. Brown. In the case 
of methyl iodide and carbon disulfide there was a very slight 
expansion which decreased as the temperature was raised. 
Ramsay and Aston found that the surface tension of mixtures of 
carbon tetrachloride and benzene followed the mixture rule. 
Zawidski furthermore observed that the vapor pressures of these 
same mixtures showed but a slight deviation from the mixture 
rule, due, according to Dolazalek, to association of the carbon 
tetrachloride. This is the sort of parallehsm which needs much 
further investigation because it affords the most nearly indis- 
putable evidence to aid the investigator in the selection of ideal 
mixtures. In much of our physico-chemical reasoning, it would 
beyond any question be a great advantage if we could assume 
certain mixtures as ideal in the sense defined above. 

The fluidity-volume concentration curves of this class are 
nearly but not quite linear, as will be explained. 

II. There are instances where there is a well-defined expansion 
on mixing, accompanied with heat absorption, and in such mix- 
tures we generally find the fluidity greater than calculated. The 
fluidity-volume concentration is convex upward, i.e., the curva- 
ture tPipfdc'^ is negative. The increase in fluidity may be 
160 
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attributed to breaking down of association or to dissociation 
which also give rise to the increase in volume. Benzene and 
ethyl acetate may be cited as an example of this type, 

III. When two liquids are mixed, perhaps more often than 
not, there is a decrease in the volume, particularly in aqueous 
solutions. With this decrease in volume there goes a positive 
heat effect and a decrease in the fluidity, so the fluidity-volume 
concentration curves are convex downward, i.e., d'lp/dc^ is 
positive. Since the fluidity changes some 2,000 times as rapidly 
as the free volume, as shown by Batsehinski's law, the effects 
of the solvation which is presumed to be present in this case 
manifest themselves far more prominently in the fluidity data 
than in the data on volume. Examples of this type are very 
common, making up the greater portion of aqueous mixtures, 
such as ethyl alcohol and water, acetic acid and water and many 
mixtures of organic Uquids such as chloroform and ether. In 
some cases there is incontcstible proof that a chemical compound 
is formed on mixing, as when aniline is mixed with acetic acid. 
In other cases, the formation of hydrates or solvates is very 
probable. Whether there is a sharp line to bo drawn between the 
forces of cohesion of a purely physical nature and the forces 
which bring about actual chemical combination must be decided 
by future experiment. 

IV, When associated solvents break down, to later unite 
ith each other, wc have a combination of the second and third 

The resulting curve may then show positive curvature 
over part of its course and negative curvature over a part, 
there being a point of inflection. Examples of this type are 
found in both aqueous and non-aqueous solutions, ammonium 
nitrate solutions being a good example of the former. 

Instances of this type are instructive, since they put us on our 
guard against assuming that because a given mixture displays 
strong positive curvature, dissociation is not a factor. A pair 
of hquids may fall into type II and yet have a tendency to unite 
together chemically, provided merely that the effect of dissocia- 
tion predominates in all mixtures. 

Again the opposing effects may be nearly equal at all concentra- 
tions, as is true of ethyl alcohol and acetone, and formic acid and 
water. These mixtures evidently fall under type IV and not 
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type I, but in cases of doubt resort may be had to a study of 
the other physical properties. 

I. The Ideal Mixture 
If there is no contraction on mixing two liquids 




I- Addi+ivc 5p.Ntel. Cole, by Wf .«/o 
IT- Observed 




Beniene 



100 
E+her 



25 50 75 

V/eigVi+ Concentration of Ettier 

Fio. 60. — Specific volume-weight concentration curve of mixtures of bensene 

and ether. {After D. F. Brown.) 



, 1 l_ 

V = mvi + nv2 = = rir~ 

p api -h op2 



(59) 



where v is the specific volume and p the density of the mixture, 
containing m weight fraction or a volume fraction of the com- 
ponent A whose specific volume is Vi = — and n weight frac- 

Pi 

tion or b volume fraction of the component B whose specific 



1 



mvi 



volume is ^2 = — So a = - 

P2 Tnvi ~r ^^2 



From the above equa- 
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ftion it follows that if wc plot volumes against weight concentra- 
laon, we will obtain a Hnear curve suuh as curve I in Fig, 60; 
but if we plot specific volumes against volume concentrations, 
we will obtain not the linear curve III, Fig. 61, but curve IV. 

We have seen that the fluidity of a liquid is directly propor- 
tional to its free volume, but the fluidities are additive (Eq. (25)) 




m-AddHiveSp.Vol.Calc. by Vol.°/o 
Df-AddHive SpVoLCult. by Wt.=/o 
V- Ob&erviSd I 

J L 



50 15 

Concenttwtion Ether 



only when we use volume percentages; hence it follows that if a 
pair of liquids on mixing gave a linear specific volume-volume 
concentration curve {curve III) they would also give a linear 
fluidity- volume concentration curve, curve VI, Fig. 62. Since, 
however, the ideal mixture gives a volume-volume concentration 
curve which shows positive curvature, the fluidity-volume con- 
centration curve of the ideal mixture will also show positive 
curvature, curve VII, Fig. 62. 
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Since this sag in the fluidity curve is due to the mathematical 
necessities of the case and not to chemical combination or 
dissociation, it is evidently possible to calculate the fluidity of 
the mixture from the fluidities and volumes of the components. 




VI^Add'itive Fluidity 
Calculated l^Vo1.% 

'ffl- Fluidity Calculated 
by Formula 

o Observed Points 



25 



50 



75 



Bemene Volume Concentroti on of Ether 



100 
Ether 



Fig. 62. — Fluidity- volume concentration curve of mixtures of benzene and ether. 

{After D. F. Brown.) 



We have seen that the observed specific volume of the mixture 



IS 



mvi + nv2 

whereas the specific volume should be 

avi + hv2 

in order to give a linear fluidity-volume concentration curve 
(Eq. (25)), so the specific volume is too small by an amount 
represented by the specific volume difference^ Av. 
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Ay = 






1 — nvs 
-. (a - m)v, -in- b)v^ 
= {a - 7«) (!-, - V,) (60) 

P since a — m = n — b. 

[ If the fluidity ia directly proportional to the free volume (Eq. 56), 
I it seems reasonable to assume that if the volume is decreased 
I for any reason by an amount itj, the fluidity will be decreased 
by an amount which ia acme function of this /in. Since in the 
ideal mixture the fluidity ia only sUghtly less than that given 
by the Unear formula (Eq. 25), we may aasume as a firat approxi- 
mation that the decrease in fluidity is directly proportional to the 
(specific volume difference. We then obtain as our formula for 
tie true fluidity * 
$ = k{v - w) - KAv 
= ^ - KAv 
= avi + b<p, - K{a - m) (w, - y,). (61) 

It may be possible later to evaluate the above function, but 
it is only necessary to know the fluidity of one or more mixtures 
in order to determine a value for the constant K, from which the 
fluidities of all other mixtures of the two components may be 
calculated. The physicalaignificanceof iCwill be explained later. 
We may take for an example carbon tetrachloride and benzene, 

»the mixtures of which were studied carefully by Thorpe andRodger, 
and at a aingle temperature by Linebarger. (Cf. Table XLII.) 
In the firat line at each temperature are given the fluidities 
observed. In the second line are given the fluidities (*) as 
calculated with the uae of Eq. (61), using 40 aa the value for K. 
The fluidities (ip) as given by the simple additive formula, 
Eq, (25), are given in the third line. These last are invariably 
higher than the observed values, but when corrected for the 
volume the agreement is very close, the average deviation 
^^ being less than half of 1 per cent. 

^1 It is worth noting in passing to what extent Batschinski's Law 
^K applies to the ideal mixture, with which we assume to be dealing 
^Kin this case. Using the limiting specific volumes of carbon 
^■^traehloride and benzene as 0.5782 and 1.0476 respectively, 
^■we have calculated the values of w by the admixture rule to be 
^■.0.6S3, 0.784, and 0.896, using weight percentages. This accords 



lOti FI.VIblTY AND I'LASTICITY ^^| 

perfectly with the values 0.683, 0.785, and 0.897 obtained from 
the observed fluidity data for each mixture. The values of k 
in the Batschinski formula are 2,019, 1,937, 1,845 as calculated 
from the pure solvents, as compared with 2.034, 1,993, and 1,876 
as obtained from the data for the mixtures. The values of 
the fluidities calculated by means of the former set of 
constants are not so close to the observed values as are the values 
calculated by the corrected fluidity formula. But they are at 
least as close to the observed values of the mixtures as the cal- 
culated fluidities of pure carbon tetrachloride are to the observed. 
Jt is impracticable here to consider in detail all of the examples 

Table XLI. — BFBCiric VoLXjusa in Milliliterh per Gbam or Mdctubbb 

OF Carbon Tbtbachlokidb and Benzene, prom Thorpe 

AND Rodger 




For cent beiuene by weight 


22.37 13. TB 87.71 100 


^m 


Per »Dt beii«nB by volume 


^1 


1 3..» 1 „.„ 


,..„ 


,00 




" 


""'. I 


IS 


; 


S 


; 


."SI 


■;'■»• 


ObMrved 
Calculated 


10 


°'"°' 


; 


7320 1 


"." 


; 


™; 


':"" 


Obflerved 
Csl<:uUt«l 


" I ":"" 


; 


"\l 


S 


™? 


; 


S 


':"" 


Obn^rved 
CalcuUUxt 


m 


°"" 


; 


™» 


; 


BB13 


; 


ZlI 


':"" 


Obwrved 
CalQulmtBd 


" 


0.8435 


: 


IS 


; 


SS 





»S 


1.1801 


ObBerved 
CslpuUted 


00 


o.Bfiia 


s 


I'Z 


; 


™ 


; 


^ 


1.1812 


ObMrved 
CslculBted 


k 


0.B004 


; 


s» 


; 


SS 


; 


0B31 


1.1860 


CstcuUted 


1 


0.66B4 


; 


7907 


; 


Zl 


; 


r; 


'■"" 


ObMrred 
CalDoIktod 


h^ J 



THE FLUIDITY OF SOLUTION'S 167 ^H 
Table XLIL— The Fi.niDCTiEs of Mixtubkh of Cahbon TKTaACHLoKiDB ^^| 

AND BbNKENB prom ThORPE AND RODGEH' AND FROM LinBBAHGBh' ^^^| 
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which have been studied lately. Kendall and Wright and many 
others have done valuable service; they have chosen inert liquids 
whose individual fluidities are widely separated, hence these 
mixtures are suited to give a crucial test of the mixture formulas. 
Delbert F, Brown has studied this data to determine (1 ) whether 
the volume difference Au is greatest when the specific gravities 
of the components are most widely different, (2) whether the 
fluidity difference Aip is greatest in the same mixtures in which the 
volume difference is greatest, (3) whether those pairs of liquids 
ahowing the greatest volume difference also show the greatest 
fluidity divergence, and (4) whether the fluidities of the mixtures 
can be calculated from the fluidities and volumes of the compo- 
nents. Table XLIII gives a summary of part of his results, 
The tabic is so arranged that the differences between the specific 
volumes of the components, column 2, are in the order of increas- 

Table XLIII.— Fluidity and Volume Relations in Certain Ideal 
MtxTUREa (UaiNQ Data op Kendall and Wright) 
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Fluidity dif- 
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Ethil buQ-oatc and bea.yi 




















Phenntol and diphenyl ether 








O.H^ 




0.1016 
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Ethyl acetate and beniyl benioate 








9.3 ■ 


Diethyl ether and pbeDetoI 












o,4D(ir, 


0,045S 


110.5 


3. I 



ing magnitude. The third column shows that the sag in the 
volume-volume concentration curve follows exactly this order 
of increase, and column 4 shows that the fluidity divergence Aip 
foUows the same order of increase. Moreover, the maximum 
divergence in both the volumes and the fluidities occurs in the 
same mixture in every case, except that of diethyl ether and 
diphenyl ether, although it is not possible to bring this out in 
the table. The last column shows the average deviation of the 
values of the fluidity, as calculated by Brown from the data of 
Kendall and Wright by the formula (61). In only two cases is 
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■ this deviation much over 1 per cent. Brown found that the 

^P deviation is uaually larger in mixtures which contain an ester as 

one or both of the components. This, however, is not shown by 

this tabic very well, but if the conclusion is correct, the deviation 

would be explained by the chemical character of the components. 

I This brings ua to the consideration of the non-ideal types of 
mixtures. 
The reader will perhaps ask whether the fluidities of ideal 
mixtures would be additive if plotted against weight concentra- 
tions. The curves for carbon tetrachloride and benzene have 
been published,' using both volume and weight concentrations. 
Using volume concentrations the curves are slightly sagged aa 
already pointed out, but using weight concentrations they show 
marked negative curvature particularly at the higher tempera- 
tures. The very slight contraction of carbon tetrachloride and 
t'benzene on mixing in no way accounts for this negative 
I curvature. 



II. Negative Curvature and Dissociation by Dilution 



We will now consider a pair of substances which expand on 
[ mixing, using the data of Thorpe and Rodger for methyl iodide 
I and carbon disulphide. The curvature of the fluidity-volume con- 
L centration curves is negative and greatest at the lowest tempera- 
I tures. This is in accordance with the view that the components 
rare less associated at the higher temperatures and therefore can 
I show less dissociation on mixing. 

The expansion on mixing amounts to as much as 0.2 per cent 

f of the volume, as may be seen by comparing the observed specific 

volumes with those calculated by the admixture rule, Table 

XLV. The fluidities are given in Table XLIV and it is seen that 

Batsehinsld's Law apphes to each mixture, but the values of the 

limiting specific volumes « cannot be calculated by the admixture 

krule as in the normal mixture. The actual limiting volume is 

I Bome 2 per cent leas than the calculated value, presumably due 

Lto the dissociation. The values of k, which measure the slope 

of the fluidity-specific volume curves are very much less 




Zeitachr.f. physik. Chetn., 83, 65T (1913). 
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than the calculated values. This is also in marked contrast to 
the ca«e of carbon tetrachloride and benzene. 

IlXTTJBBS OK MeTITVL IoDIDE AND 

ii Thorpe and IUidgbb) 
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When there was a volume change on mixing, Gibson assumed 
that the specific volumes Vi and ua were not the same as for the 



.„,„.,.,.,..™, ,„ 1 

components. He assumed that the free volume per unit of ^^| 
limiting volume was the same for each kind of molecule, so that ^^H 
from the equations ^^^H 

mv, ■+■ nvi ^^H 

the values of vi and v-. could be calculated. He then calculated ^^| 
the fluidities of the mixture by means of the simple additive ^^H 
fluidity formula {25}. That the values calculated by Gibson ^H 
agree well with the observed is shown in the third Hne of fluidities ^^| 
for each temperature given in Table XLIV. ^^| 

Table XLV.— The SPBcmc Volumes in Milliliters i-br Gram of ^^| 

Mixtures of Metrti. Iodide amd Cahbo.n Dibclppidb (from ^^H 

Thorpe akd Rodger) ^B 
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r We have come now to the ca.se whore there is chemical com- 
bination on mixing. There is generally a decrease in volume 
and the specific volume-weight concentration curve, curve II, 
Fig. 60, is sagged as well as curve V, Fig. 61, representing the 
specific volume-volume concentration curve. Since new sub- 
stances are formed, no method given thus far can be depended 
upon for calculating the fluidi I y- volume concentration curve. 
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III. PosirrnE Cttrvatiox axd CHxsacAL CoMHrr\TroBr 

Before coDsidering the meaning of poative curvature in detaS, 
it \gk r^eceaaaLTj to emphasije the fact that a minimum in the fioid- 
ity-volume coacentratioQ curve is not neceaaary to indicate that 
chemical combinatioa is taking place and when a minimam doe? 
oeruT, its location, a^n-ordinir to nunnnoos investigatCNrs, notabhr 
Findlay 1909 and E^eoison I913\ does not ccNrrespond to the 
exact comp^ieition of the compoond f<»med. This is proved, if 
proof be needed, by the fact that the minimnm usoal^ chanfies 
with the temperature and may di:»ppear aho^ther. The qoes- 
tioD then is. a^^uminst that a chemical combinatioii is farmed by 
the mixiny of the two components of a binary mixture^ how can the 
data be used to show what thi:^ compound is? To answer th^, 
we wlH present three cases of increaan^ complexity, in aU of 
which there is the same azsoont of chemical combination, it being 
jtagoxned that in the f eeHe cofzusinauoa with which we are dealing 
the twi? compoeent^ A and B are atways in equiEbriiim with a 
flDttaH aciocrT of the cocriscond C so that 

A - 5 = C 

Ccnf J.— Tbc fcxxtTy<eci?eri::;ire carres of two dosdy related 
«bstAZv->?s a;:v T>fpc>?s«l^f^2 by tie .-^rrT^ A and B in Fig. 63a- 
K tifcfr* wYcr rx^ vVCAK;L4t3CCL Skw««i ti» cctEsponests on mixnig; 
liic ^"cr^ t.x the S> pier v^r^it si At^ -e wcfsii 5e haf-way between 
ibf r^^T'TTS A a2>vt 5 ,x>:ct^ . Le^: h be assazsed tikii this mix- 
Hre i>f^ :5d^^w tSse :svax:rr.;irr azrccrt cc fcnsirvzEatioB and that 
tiie r^srrf is thifcvcy Vwvc^ tc vMv?L Fsrng t2if data plotted in 
F%, f!^ :t SfvvcixK: Tv^ssiK*? tc ri '•: tiif imiry-r^r&nne concen- 
trfc^booi ^tsn-cs txX tijf x^fcrjotts t.fcr.r%rc:fc:;=:r?s : > i^. I*. «cl, as ^lown 
it Fk. tw*K Ir, :y^ .-^f^ :>>M:r i< a w«»I-ofmifd nomnnm in the 
toi*i::x^x\%h37y>r *vv:>.*v-r.::riit:!.^. .-^irrtY im tte ^"^ T«r f«ii mixture 
«n- 4^ A^XTiii.iT. 0^' ;J>r o^tn-^s trocir tIk DnrmaZ iMwd' ctuxes 

f/j.'V ;;. -Ij^t xjs T>.^w A:f5^«»Tr>f tiitt vr i:rr deahv with two 
«hsrA:n*>rs mh.*i<< rfh5>.t:5:i<^ ^fe::^ m^.^br aie^CCTjt. ahiongji they 
i\\ ruT. rwi.'rjJ*^: to Wioh .^t>^r, W:;>. i.hf >5ii.TW amnnni of c«nbi- 
r.K"ir. ^ "rv>f*^?f'. t>)r *»«nT i^.^5 f^3>< S^A^-^rcr. tJif rnree^ A and B, 
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Bie hydration is the same as before both in relative composition 
md amount. However, it is clear that the deviation of the fiuidity 













V 








A 








W\ 






\x. 


m 






^ 










^ 












Pto. 63.^DiaemiD to illustrate the fact that when two mibatanceB A and B 
of similar fluidity are mixed, the formatJOD of a >olvat« produces a minimum in 
the fluidity-conccDtratioD curves. 
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Fin. 64. — Diagram illustrating hon when t' 
whose fluidities arp very differeut, the farmati 
mum in the fluidity-ci 



vlume concentration curves from the linear curves, which would 
e expected were there no combination, and as indicated in the 
s by the distance Af JV, is the same as in the preceding case. 
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Case III. — In the usual case iu practice, the fluidity-tempera^ 
ture curves are not parallel, so that the fluidities may be identical 
at one temperature but very different at another. We then 
obtain a series of curves as shown in Fig. 65a and 656. At low 

temperatures there is a good minimum in the fluidity- volume 
concentration curves, but it gradually shifts to the right as the 
temperature is raised, until at the highest temperatures it dis- 
appears altogether. It is manifestly erroneous to assume that 
the composition of the hydrate changes on this account. On the 
other hand, the deviation from the expected linear curves as 
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Fio. 65. — Diagram illustratinB how the minimum in the fluidity-oonoentra- 
tion curve raay shift vith the temperature. The maximum deviation from the 
linear Rurve ia the aienilioant quantity. This quantity does not vary with the 
temperature and it indicates the composition of the solvate. 

measured vertically is everywhere the same as in the simpler 
cases. In practice, the hydration is generally loss at the higher 
temperatures so that the deviation should grow less as the tem- 
perature is raised, but the cases ahcady given arc sufficient to 
show that the deinal.ion of the observed fluidity-volume concentra- 
tion curve from the Unear curve, which would be expected were 
there no combination between the components of the solution, 
can alone furnish trustworthy information. 

Were the components of the mixture non-associated, it seems 
possible to calculate not only the composition of the solvate 
formed but also the percentage of it existing in the solution. 
But substances which form feeble combinations on mixing are 
usually themselves associated, and it is quite likely that this 
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^HffiociatioD is altered in the mixture, so that the result is consid- 
rerafaly complicated thereby. We have, however, a fairly simple 
case in mixtures of ether and chloroform studied by Thorpe and 
Rodger, Chloroform, like carbon tetrachloride, is probably 
sUghtly associated but ether may be regarded as unassociated. 
So far as can be learned from their measurements the maximum 
contraction on mixing occurs in a mixture containing less than 
40 per cent of ether and perhaps less than 39 per cent; the maxi- 
mum deviation of the fluidity-volume concentration ciir\'e from the 
linear curve occurs in the 58 volume per cent mixture + 3 per cent. 
This corresponds to 39.8 per cent by weight. A mixture corre- 
sponding to the formula CiHigO.CHCl, contains 38.30 per cent 
ether by weight. Guthrie has noted that heat is evolved on 
mixing and that it is a maximum when the components are in 
molecular proportions. The vapor-pressure, refractive index 
and the freezing-point curves all give evidence of the formation 
of a compound C^HjoO-CHClj. 

In the mixture containing 56.26 volume per cent of ether, or 
one molecule of ether to one of chloroform, we will now calculate 
the percentage combined. From the atomic constants already 
given, p. 126, it appears that the compounds CiHioO.CHCU 
should haveafiuidityof 200 at the absolute temperature of 538.6'*. 
But actually a mixture of this comp<^ition ha^ a fiuidity of 200 
at 282.9" absolute (9.9'*C). Pure ether and pure chloroform 
have fluidities of 200 at 216.5° and 305.3° absolute respectively, 
so that if the mixture were wholly uncombined, the absolute 
temperature necessary for a fluidity of 200 would be 216.5 X 
0.5626 + 305.6 X 0.4374 = 255.4°. Letting i represent the 
fraction of the volume of the mixture which is combined, we ob- 
g tain the equation 

■ 538.6X + 255.4(1 - i) = 282.9 

Kud X = 0.0971. Since at this temperature (9.9°C) less than 10 
^nper cent of the volume of the mixture is actually in combinatiou, 
^Bt seems reasonable to assume that a dynamic equilibrium exists 
^Btetween the combined and the uncombined portions. If the 
^Blass Law holds, we have 

■ iC.HioOl iCHCU l 
K IC,H,oO . CHCU] 
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where the concentrations are molecular and not volume concen- 
trations. 

In the above equimolecular mixture, if we let y represent the 
number of milhUtera of ether which are combined in every 100 
ml of mixture, the volume of the chloroform combined will be 
0.7366 X 119.36y _ ____ 
74.08X1.526 =0-7777^ 
where the specific gravities of ether p, and chloroform p, are 
taken as 0.7366 and 1.526 respectively and their molecular 
weights, m, and rric, 74,08 and 119,36. Since the sum of the two 
volumes y + 0.7777i/ is 9,71, the volume of the ether combined 
is 5.46 ml and the volume of the chloroform is 4.25 ml. 

Substituting the molecular concentrations in the above formula 
[(56,26 - 5.46)p,/m,][(43.74 - 4.25)p./w.] 
9.71p/(7«,+ «i.) 

where p is the density of the compound calculated by averages 
to be 1.082. 

With this value of K, it is possible to calculate the absolute 
temperature corresponding to a fluidity of 200 for any mixture 
on the assumption that only one compound is formed and that 
the Law of Mass Action is obeyed. Thus for any mixture if a 
is the volume percentage of ether and s is the fraction of the 
ether which is combined, 

r (l -a)p. ap,.1 ^M 



=4.696 



^' ■ (1 - 



^) 



op. . 



For the 28,21 volume per cent ether mixture, z = 0.157. The 
volume of ether in 100 ml which is combined is az = 4.43 ml, 
and the volume of chloroform combined is 0.7777 X 4.43 = 
3.44 ml. Hence the calculated absolute temperature correspond- 
ing to a fluidity of 200 is 

0.2378 X 216.5 + 0.6835 X 305.3 + 0.0787 X 538.6 = 302.6'' 
which is in fair agreement with the value read from the curve 
of 297.4°. 

Ethyl Alcohol and Water Mixtures 

We will now take up a case in which the components of the 
mixture are highly associated. Ethyl alcohol and water are a 
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particularly good example as there is a very strongly pronounced ^^| 
minimum in the fluidity curves. The greatest deviation from ^^H 
the linear is in a mixture corresponding to the formula CaHeO.- ^^| 
4H5O, containing 44.79 per cent alcohol by volume. To obtain ^H 
a fluidity of 200, ethyl alcohol requires an absolute temperature ^^| 
of 343.6° and water a temperature of 328.9", so if there were no ^H 
chemical change on mixing we should expect a temperature ^^| 
corresponding to the fluidity of 200 in the 44.79 volume per cent ^^H 
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,0> with solutioDS of acetic acid in wat«r (cor responding ^^M 
iO..HiO) brings about an inorease in fluidity. ^^M 

X 343.6 X 0.5521 X 328.9 = 335.5°. On the ^K 

the constants already given, the temperature ^^M 
e pure hydrate C3H60.4H20 a fluidity of 200 ^H 

2 + 5 X 24.2 - 2 X 95.7 = 758.4". But the ^H 
temperature at which the 44.79 volume per ^^M 

a fluidity of 200 is 362.3°. Hence, if we let ^H 
ction by volume of the mixture combined as ^^M 
est remaining unchanged, wc have ^^H 
5.5 a-x) + 75S.iE - 362.3 ^H 
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That ethyl alcohol and water are Icsa than 7 per pent combined 
is surprising in view of the higher amount of combination in 
chloroform and ether, but the temperature of comparison is 
very much higher, in the case of water and alcohol being SQ^C. 
But there is another important disturbing factor which must be 
considered, in that water and alcohol are both highly associated, 
2.31 and 1.83 respectively, so that when the two are mixed there 
is almost certainly dissociation. 

That dissociation does occur can be proved as follows: We 
have seen that when ethyl alcohol and water are mixed there is 
a lowering of the fluidity. There is also a pronounced lowering 
of the fluidity when acetic acid and water are mixed. There is 
furthermore a lowering of the fluidity when acetic acid is mixed 
with ethyl alcohol. Yet when acetic acid solution {CjHtOj.HjO) 
is mixed with ethyl alcohol solution (CjHbO.SHjO), having 
practically the same fluidity of 43 absolute units at 25''C, there 
is a very noticeable increase in the fluidity as seen in Fig. 66 from 
the paper by Bingham, White, Thomas and Cadwell (1913)i^H 

IV. Inflection Curves ^^| 

The discussion of simultaneous disBOciation and chemical 
combination brings us naturaUy to the consideration of the 
fourth type of fluidity-volume concentration curves. There 
are several pairs of non-aqueous mixtures which fall into this 
cla£3, such as ethyl alcohol and benzene discovered by Dunatan 
(1904); but by far more important are certain aqueous solutions of 
electrolytes, notably the salts of potassium, rubidium, caesium 
and ammonium. That potassium nitrate added to water lowers 
the time of flow was discovered by Poiaeuille (1847) although 
priority is usually attributed to HUbener (1873). The list of those 
substances which lower the viscosity of water has been added to 
by Sprung (1875), Slottc (1883) and many others and is given in 
Table XLVI. The phenomenon has been often referred to as 
itive viscosity," but since viscosity is a result of friction, 
which is never negative in fact, the use of the term ia not happy. 
The term "negative curvature," d^ ip/db^< 0, where 6 is the 
volume concentration, is not open to similar objection when dis- 
cussing the fluidity-volume concentration curves of these solutions. 
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Hk-pparently all of those aqueous aoiutiona wliioh exhibit negative ^^M 
^Burvature fall into the class of mixtures showing inSection curves. ^^M 

H^^ABLE XLVI.— SoBSTANrEB WhICH ApFBAfi TO ExHlBlT THE So-CALL£D ^^M 

^f "Negative Viscobity" in Aqdeoos Solution ^^| 


^B Substance 1 Obaen-er ^^H 




PoiseuiUe (lSi7) ^^M 
PoiseuiUe (1S47) ^^M 
PoisetiiUe (1S47) ^^M 
Poiseuille (1847 ^^H 
Poiaeuille (1S47 ^^^H 
PoiaeuiUe 1847) ^^^^^H 
PoiseuiUe (1S47) ^^^^^^1 
Sprung (1876) ^^^^^^M 
Poiseuille (1S47) ^^^^H 
Schlie (1869) ^^1 
Hubener 1873), Wagner (1890) ^H 
Sprung (1876), Gorke (1905), Walden (1906) ^^M 
Sprung (1876) ^^M 
Schottner (1878) ^^M 
Brdckner (1891) ^^M 
Poiseuille (1847) ^^H 
Poiseuille (1847) ^^M 
Slotte (1883), Ranken and Taylor (1906) ^H 

PoiseuiUe (1847) ^^M 
PoiseuiUe (1847) ^^M 
PoiseuiUe (1847) ^^H 
Htibener (1873), Kanitz 1897) ^^M 
PoiseuiUe (1847) ^^M 
Poiseuille (1847) ^^H 
Sprung (1876), Gorko (1905) ^^H 
Davis, Hughea and Jones (1913) ^^^^^M 
Wagner (1890) ^^^^H 
Poiseudlc (1847) ^^^^^H 
PoiseuiUe (1847) ^^^^^H 
SchUe (1869) ^^^H 
Schottner (1878) ^H 
MQUe] (1891) ^H 




Hydrocyanic add . , 

Hydriodic acid 

Eydrosulfuric acid 




Ammonium chromate 

Ammonium iodide — . 

Ammonium thiocyanate 




Ferrous iodide 

■ Mercuric chloride 

^Bjdercurio cyanide . . , 

^foota^um bromide 




Potassium nitrate. 

Potassium thiocyanate 

Rubidium bromide 


■taver nitrate 






H Most workers have confined their attontioo to dilute solutions ^^H 
Bm>(1 they have studied viscosity relations almost exclusively, ^^H 

I—— i 
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remained undiscovered. That positive curvature is general even 
when it is quite unsuspected in dilute solutions is proved by 
aU of the data available, as may be seen by inspection of Figs. 
67, 68, 69 and 70. The negative curvature is in each case most 
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pronounced at the lowest temperatures and in solutions contain- 
ing not over 20 per cent of the salt by volume. The negative 
curvature disappears in concentrated solutions and at high 
temperatures. If the negative curvature is strongly marked, 
as with ammonium nitrate or potassium chloride, the positive 
curvature is unimportant, but when the negative curvature 
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is weak, as with potassium iodide, silver nitrate and urea, the 
positive curvature quickly shows itself. 

The first important attempt to explain the lowering of the 
viscosity of water was made by Arrheniua (1887), who thought 
that it might be due to electrolytic dissociation. Wagner and 




tempera 



100 
Per Cent 
Pis. to. — Fluidities of potaHBium halide aolutJons in water al 
turea. The curves ahow negative curvature which is nioai 
chlarido, and at low temperatures and at low volume eonRentrations of the salt, 
itions or at high temperatures all of these solutiDoa may ahow 
positive curvature, but the nitrate and iodide most readily. (After Gorki.) 

MUhlenbein (1903), however, showed that the dissociation 
hypothesis was by itself insufficient as an explanation since salts 
like NaNOa and KjSO* are highly ionized and yet do not show 
negative curvature as does KNO3. Now that it appears that 
urea and mercuric chloride solutions both show negative curva- 
ture, it would seem probable that electrolytic dissociation is 
not necessary tor the phenomenon. Since these substances in 
solution are practically unionized. 




THE FLUIDITY OF SOLUTIONS 



183 



Jones and Veazey (1907) observed that potassium, rubidium 

md caesium are the elements with the largest atomic volume and 

iiey therefore reasoned that their salts would also be relatively 

From what has preceded we are prepared to find relatione 

jetween fluidity and volume, but as a matter of fact the fluidity 

Bnf the pure salts in the molten condition is very low. For 

ftexample, Foussereau (1885) found the fluidity of ammonium 

Initrate to be 0.505 at 185''C and 0.4037 at 162°C, so that at ordi- 

Inary temperatures the fluidity of the salt in the undercooled 

ticondition would certainly be very low, probably negligible as 

I compared with water. Furthermore, there are salts which show 

negative curvature but in which the metal has a small atomic 

volume such as silver nitrate, mercuric chloride, and thallium 

nitrate. In view of the periodic relationship of the elements, 

the same coincidence noted by Jones and Veazey would occur 

with many other properties. Finally there are several salts of 

potassium and ammonium which have not been found to show 

(negative curvature hence the explanation proposed by Jones and 
Veazey is not satisfactory. 



Explanation op the Inflected Curve 



■thi 
fthi 



As to the reason for positive curvature, it seems probable 
from what precedes that it is due to combination between 
the solvent and the solute. That many of the salts of potassium, 
rubidium, caesium and ammonium exhibit so slight positive 
curvature is due to their smaller tendency to form hydrates 
lan is usually the case in aqueous solution. In contrast with 
le salts of potassium, no sodium salts show " negative viscosity." 
Perhaps the most striking difference between the salts of sodium 
and potassium, generaUy so similar, is the greater affinity for 
water on the part of sodium salts. None of the salts which show 
negative curvature crystallize from water with water of crys- 
tallization, and the few salts of potassium and ammonium which 
do not show negative curvature do exhibit a tendency to form 
hydrates. Examples are potassium carbonate, ferrocyanide and 
sulfate, and ammonium sulfate. It is true that hydrobromic 
acid solutions are probably hydrated, but according to the 
.measurements of Steele, Mcintosh, and Archibald (1906) anhy- 
liquid hydrogen bromide has a high fluidity. The small- 
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nesfi of the positive curvature is thou due to the small amount of 
hydration which is well-nigh universal in aqueous solution. 

The negative curvature, on the other hand, must be due to 
dissociation either (1) of the salt or (2) of the associated water. 
Since the negative curvature occurs in dilute solution, the 
electrolytic dissociation is immediately suggested. If the fluidity 
of the anhydrous salt in the form of an undercooled liquid is 
negligibly small, it is hard to conceive of how the dissociation of 
the salt into two, or at the most a few, ions would increase the 
fluidity so remarkably, for it must be remembered that there 
must be a substance present whose fluidity is higher than that of 
water. Then, as already pointed out, there are substances 
which give negative curvature which are very slightly dissociated 
into iona, such as urea. 

We are then compelled to seek further in our explanation 
and admit that water itself is dissociated by the presence of the 
salt or its ions. There is nothing inherently improbable in this 
since water is highly associated (2.3 at 56°C). The association 
is less at high temperatures and in concentrated solutions so 
that under these conditions negative curvature would be less 
apparent as we have already seen to be the case. It is often 
assumed that electrolytic dissociation is brought about by union 
of simple water molecules with the ions of the salt, but if the ions 
have low fluidity, the fluidity of the solution will evidently not be 
raised by uniting with even simple water molecules, hence 
hydration will not explain the phenomenon. In other words, the 
formation of larger molecules does not tend to raise the fluidity. 

Wagner (1890) has measured the volume of water required to 
make a liter of normal solution of the chlorides of various salts. 
In the cases of silver and thallium the nitrates were used instead. 
Salts hke calcium chloride, which unite strongly with water to 
form hydrates, produce a contraction on going into solution, so 
that a comparatively large volume of water is required. But 
rubidium and caesium chlorides expand on going into solution so 
that the volume of water required ia correspondingly small. The 
difference between the volume of water required and 1 1. is the 
volume of the salt together with the expansion. Calculating 
the volume of the salt from its specific gravity the expansion is 
obtained. The resulting numbers, plotted in curves IV and V in 
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Fig. 71, flhow that in general the salts which occupy the largest 
volume in solution correspond to those having the highest fluidity 
curve II, but silver seems to be strongly exceptional. Here 
again we have evidence that fluidity is proportional to the free 
volume. The cause of the volume change is also the cause of 
the negative curvature. 

Ammonium iodide according to Getman (1908) and Ranken 
and Taylor (1906) shows negative curvature but it goes into 
solution with contraction, according to Schiff and Monsacehi. 
There is thus a lack of parallelism between the two properties of 
whioh one further example may be cited. In ammonium nitrate 
solutions, the expansion is least in a 7 -weight per cent 
solution and yet the fluidity is a maximum in this solution at 
some temperature between 25 and 4Q°C. Since we are deahng 
with inflected curves signifying simultaneous dissociation and 
chemical combination, these anomalies are to be expected. The 
hmiting volume is continually changing and the specific volume is 
for that reason no measure of the free volume. There is need 
for further work in this very important field. 

Attempts have been made by Wagner and others to assign 
to each element a specific viscosity eflfect in solution. The fluidi- 
ties of nitrates, chlorides, and sulfates of certain metals in normal 
solution at 25°C are given in Table XLVII as modified from 
Wagner. The table shows that the fluidity of the nitrates is 



Tablb XLVII. — A Comparison or the Flpiditieb of Variopb MeT&ta 
AND Acid Raiiicai.b in Normal Solution at 25°C (after Waqner) 





NOi 


CI, 


so» 


NO, 
CI 


NO, 
SO, 


K 

K/H 


114.7 

1.053 
108.9 

1-095 
104.7 

1.19B 
96 

1.201 
95.5 


113-3 

1.081 
104.8 

1,112 

101,9 

1.199 
94.5 
1,218 

93.0 


101,2 

0,974 
102.5 

1.112 
91,0 

81.7 

1.239 
81, T 


1.012 
1.039 
1,027 
1.015 
1.2ti 


1.133 


K/Nft 




K/Zn 




K/Mg 

Mg 


1.169 
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always higher than that of the chlorides and that of the chlorides 
is always higher than the fluidity of the corresponding sulphate. 
The ratio of nitrate to chloride is 1.02 and of nitrate to sulphate 
1.14. We may also compare the salts of different metals joined 
to the same acid radical and thus get a ratio in terms of one 
metal taken for reference, as potassium. Considering the com- 
plex effects due to dissociation, hydration and perhaps other 
causes, the presence of even imperfect relationships of this kind 
is remarkable. 



i 



CHAPTER VI 

FLUIDITY AMD DIFFUSION 

According to Stokfis (ISSl) a sphere of radius r, impelled 
through a fluid under a force F, will attain the velocity v 

This formula la of fundamental importance in the study of the 

settling of suspensions, diffusion, Brownian movement, the rate 
of crystallization of solutions, migration velocities and transfer- 
ence numbers of the ions and in the conductivities of solutions. 
Settling of Suspensions. — In the case of a falling sphere, the 
force becomea 

F = ^ ^gr\p, - p,) 

where p2 and pi are the densities of the sphere and the medium 
respectively, so 

" = QSiPi - pO^V (63) 

This formula enables one to calculate the speed of settling of 
suspensions. It has been utihzed in determining the viscosity 
of very viscous Uquids, e.g., Tammann (1898) and Ladenburg 
(1907), for determining the radii of the particles in gold suspen- 
sions, Pauli (1913), for measuring the charge on the electron in 
air, Millikan (1910). 

The Diffusion Constant.— Sutherland (1905), Einstein (1905) 
and Smoluchowski (1906) have derived the relation between the 
diffusion coefficient & and the fluidity, 

N 'dTrr 
where T is the absolute temperature, R is the gas constant 
(83.2 X 10^ c.g.s. units) and N is the number of molecules in a 
gram molecule (70 X 10^'). The diffusion coefficient is defined 
as the quantity of solute diffusing per second through a unit 
■ cube when the difference in concentration between the two ends 
of the cube is unity. But Stokes' Law was derived for particles 



H which are spheres and having a radius large in comparison with 
f the molecules of the solvent. If the particles are so small that 
the free path a of the molecules of the suspending medium is ap- 
preciable in comparison with the radius of the particles, Suther- 
land (1905), Cunningham (1910) and Millikan (1910) have shown 
that Stokes' formula becomes 

1 +^ 

where A iaa constant and equal to about 0.815. 

The following table from Thovert (1904) indicates that the 
product of the diffusion constant and the time of efflux is approxi- 
mately constant for a considerable number of substances, 

'Table XLVIII. — The Relation between Diffusion and Viscosity 
(Thovebt) 
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Carbon disulfide 

Chloroform 

Mixture ethyl alcohol and ether. 



Methyl alcohol 

Mixture ethyl 
benzene 

Water 

Ethyl alcohol 

Turpentine 

I Amyl alcuho! 

t Glycerol aolutlon . 



3,10 
2-44 
1.50 
1.51 
1,24 
1,16 
1.03 

0,72 
0.59 
0.48 
0.155 
0-0104 



On the other hand, Oeholm (1913) finds that fiij is not exactly 
constant for a series of alcohols as compared with water when 
glycerol is the diffusing substance. Oeholm thinks that associa- 
tion and hydration will account for the variations, at least in part. 

Bell and Cameron have applied Poiseuille's formula to diffusion 

through capillary spaces and find that the distance y which a 

I liquid moves in a given time ( is given by the formula y" = kt, 



;'."-- (65) 
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where n and k are constants, and by derivation n = 2. The 
formula b important in dealing with diffusion through porous 
materials such as soils. But in this tj-pe of diffusion, it has 
often been noticed that there is a separation of the components 
of the diffusing substances. This subject will come up for con- 
sideration later. 

Brownian Movement. — Einstein (1906) has shown that the 
mean square of the projections I of the displacement of the 
particle in time t on the axis of displacement is 

V- = 2M 
Substituting into this equation the value of the diffusion, given 
above 

RT W 

■v ■ 

This Is the equation used by Perrin in his brilliant investigation 
of the Brownian movement. 

The Velocity of Ciystallizatioii. — As a crystal forma in a 
solution, the molecules of the solute are drawn to the growing 
face of the crystal. The solution bathing the face of the crystal 
has therefore a lower concentration of solute than the main 
body of liquid and a process of diffusion must be set up to restore 
the equilibrium. The rate of crystaUization must therefore 
depend upon the fluidity of the solution. Even in an undei^ 
cooled liquid, where there is no opportunity for a change in con- 
centration, the viscosity of the liquid retards the proper orienta- 
tion of the molecules, and crystaUization does not take place 
instantaneously. H, A. Wilson (1900) has demonstrated that 
the velocity is directly proportional to the fluidity of the liquid 
at the face of the crystal, according to the formula, 

V = a(t- l,)v (66) 

where v is the velocity of sohdification in millimeters per second, 
a is a constant and (o is the temperature at which the velocity of 
solidification is zero, i.e., the solidifying point, found by extrapo- 
lation. This point differs somewhat from the melting-point 
of the substance, being ST^C for salol instead of 42°C. This 
signifies that the above relation does not hold when the amount of 
undercooling, and hence the velocity of solidification, is very 
small. Since, Tammann has proved that purifying a substance 
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always diminishes this region of small velocity, Wilson very 
properly attributes this effect to impurity. 

Wilson experimented with salol, benzoic anhydride, benzo- 
phenone, and azobenzene confined in long glass tubes of varying 
diameter. A thermocouple was used to get the temperature of 
the solidifying surface, which was of course different in tubes 
of various diameters. How well the observed and calculated 
velocities of solidification agree can be seen in the following 
table for salol. 



' Crtstallization op Undbrcoolbd 
MNT, 42,0, <o= 37.0, a = 0.065,6 



Temperature, 
degrees 


t - (o 


f 


It, calculated 




3S 


2 


8-77 


1,15 


1,25 


33 


4 


8,19 


2.14 


2,5 


31 


6 


7.31 


2.90 


3.2 


29 


8 


6.49 


3.40 


3,7 


27 


10 


B.84 


3 82 


3,9 


25 


12 


5.16 


4.05 


4 


21 


16 


3-90 


4.08 


4,1 


19 


18 


3.51 


4.13 


4.1 


15 


22 


2.77 


4.00 


4.1 



Since for all of these liquids the fluidity is as a first approxi- 
mation a linear function of the temperature, for salol ip = 
[t - 9.8) 2.9, Eq. (66) may be written 

L V = af ~ ^t + y 

Brhere = a(9.8 + U) and y = 9.8 at. Thus, whereaa it is 

■ possible to express the velocity of solidification as a function of 
the temperature only, it is much simpler to express it as a func- 
tion of the fluidity as was done in Eq. (66). 

Migration Velocity, Conductivity and Transference Numbers. 
That the movement of the ions under the action of electrical 
attraction should be dependent upon the fluidity of the solution 
seems a natural inference from what precedes, and a large num- 
ber of researches have been devoted to the elucidation of the 
exact relationship. Since the measurement of electrolytic dis- 

I sociatioD depends upon this relationship, there can be no question 
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about its importance. One has only to compare the migration 
velocities of a aeries of ions with the fluidities of their chlorides 
in normal solution, as shown in curves I and II of Fig. 71 after 
Bredig, (1894), to see that there is a definite relationship between 
the two. In seeking an exact quantitative relationship we are 
met again by the awkward fact that water is associated and elec- 
trolytes in it perhaps always form hydrates, so that an apparently 
simple aqueous solution is not simple in fact. The study of molten 
salts, of hquid metals and alloys, and of non-aqueous solutions for 
this reason take on a particular importance, but aqueous solutions 
have naturally received the greatest attention. The method 
of investigation ia usually to change the fluidity of the liquid 
by altering the temperature, concentration or pressure and to 
observe the corresponding change in conductivity. 

As early as in 1851 Wiedemann investigated the viscosity and 
conductivity of various salt sohitions of varying concentration. 
Wiedemann calculated the value of the ratio viip/A., where m is 
the percentage of salt and A the conductivity. He found that 
the ratio varies within narrow hniits for each salt, e.g., for copper 
sulfate the value varies from 22.8 to 24.2 when the concentration 
is increased from 31.17 to 187.02. 

Gour4 de Villemont6e in his monograph on RSsislance Electri- 
que et Fluidity has used the results of Bouty and Bender to prove 
that the ratio rmp/A varies with the temperature in a manner 
which is the same for all salts. (C/. Table L.) We have seen 
that over a small range of temperature 
^ = Ml + /30 
so similarly 

A = Ac(l + at) 
where a and (3 are arbitrary constants and ipo and Aq are 
fluidity and conductivity at 0°. 

Grossman (1883) recalculated the results of Grotrian (1876) 

and found that the ratio r is a constant independent of the tem- 
perature, and the temperature coefficients are the same to within 
1 per cent. Bousfield and Lowry (1902) using parabolic formulas, 
cf. Eq. (53a), in place of the simpler linear ones given above, 
found that the constants in the two formulas were the same 
within experimental error. 
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r.BT.H I.— THt- TF■^,PfH.T,TB^. rnp.,rTr,PVT^ ..V F,,T„„TV ^'(^l .Vl, ^^H 


UoNSUCTtVlTY (a) ^^^H 


Normality (f 


P/" ^H 


Potassium chloride ^^^| 


3.0 0-0294 0-0230 


^ 


2.0 0.0332 0.0259 


^m 


1.0 0372 0-0291 


^1 


0.6 0.0404 0,0302 


^ 


Sodium chloride ^^H 


3.0 


O-039O 


0.0279 


^H 


2-0 


0.0394 


0.0290 


H 


1.0 


0.O410 


0.0292 


■ 


'S'abi:* LI. — Fluidity and Conductivity of Fuheb Salts and Salt ^^H 


MtXTUKEB, AFTER tODSBGREAU ^^| 


Temperature 
degrees 




1 V/A ^H 


Sodium nitrate ^^| 


305 


0.377 


0.459 


^^H 


320 


0-439 


0.526 


^^H 


329 


0.454 


0.555 


' ^^M 


340 


D.49S 


0.599 


^^H 


355 


0.661 


0.662 


0.848 ^^1 


PotHAsium nitrate ^^^| 


334 


0,546 


0.631 


0.S63 ^H 


340 


0,572 


0.661 


1) 866 ^^H 


3SS 


0.660 


0,790 


0.835 ^^1 


I K mol Sodium oitrate + 1 K mol Potassium nitrate ^^H 


232 


0.248 


463 


^H 


242 


0.264 


0,502 


^H 


266 


0.310 


0.616 


0.504 ^^H 


287 


0.361 


0.724 


409 ^^M 


304 


0.418 


0.791 


^^M 


313 


0.436 


0.840 


^^M 


332 


0.532 


0,971 


0.548 ^^M 


348 


0.584 


1,123 


^^H 


359 


0.624 


530 ^^H 
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FouBsereau (1885) hae examined the changes in fluidity and 
conductivity of pure water with the temperature and proved 
that the conductivity is directly proportional to the fluidity. 
He has also examined several fused salts and salt mixtures and 
obtained a similar result. We reproduce in Table LI his results 
for sodium nitrate, potassium nitrate and an equimolecular mix- 
ture of the two salts. It is to be observed that not only is the ratio 
different for the different salts but the conductivity is relatively 
much higher for the mixture than for either of the individual salts. 

Vollmer (1894) studied solutions of various salts in methyl 
and ethyl alcohols and found the temperature coefficients of 



Tabi,b LII. — The Fluidity and Condcctivitv of Tetbaethyiuvmuonium 
Iodide at Infinitb Dilution in Various Solventb at 0° and 25''C 

(after Waujen) 



Solvent 


'"■ 


A^ 


../A. v^>° 


A^° 


W/i~ 


Arotone 


262. 
185,0 
118,0 
118-0 
87,0 
5fi.9 
61.6 
32.6 


177.0 
129,0 
90.0 

57.0 
37.0 
35,5 
25,0 


' ^iB (1 1 wi n 






1,43 
1,31 
1.44 
1.52 
1,51 
1.45 
1.30 


242,0 

172.0 
162.0 
128.0 
92,6 
80,0 
55,0 


165.0 
124-0 
106.0 
82.0 
60,0 
56,5 
40.0 








Ethyl mustard oU 


1,53 



















fluidity and conductivity very nearly identical. Walden (1906) 

hasgonefurtherandproved that v/Ao, is a constant even when the 
solvent is varied widely. He used tetraethylammonium iodide 
in some forty different organic solvents and found ^/A„ = 1,43, 
which is independent both of the nature of the solvent and of the 
temperature. A portion of his data will serve to show the nature 
of the concordance. 

These researches all point to the conclusion that Stokes' Law, 
with a possible correction aa already suggested, holds for the dif- 
fusion of molecules and ions, so that if a given particle has the 
same size in different solvents and at different temperatures, 
the velocity imparted by a constant force will be proportional 
to the fluidity of the medium. 
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' In ordinary electrolytic solutionB, the dissociation is incom- 
hence it is necessary to introduce into our formula the 
saociation factor a in order that we may always be dealing 
Urith an equivalent number of ions, thus 

?p . J-- . ™„st. (67) 

frhere #>» ^^'^ ^^ ^^^ the fluidity and conductivity at the volume 
This formula is of use in obtaining the percentage of dissocia- 
ion by the conductivity method, as indicated by Sutherland 
Ji(1902) Bousfield (1905) and Pissarevski and Lempke (1905). 
/Porking with mixtures of alcohol and water, Doroshevskii and 
lozhdestvenskii (1909) found that the ratio Dip/ A was a constant 
siderable range of concentrations of alcohol, D being 
ihe dielectric constant of the mixture. There is of course a rough 
l^iroportionality between the dielectric constant and the dis- 
lociating power of the solvent. 

Hartley, Thomas, and Applebey (1908) have applied the 
Eq. (67) to fiolutions of lithium nitrate in mixtures of nicotine and 
water. These mixtures resemble ethyl alcohol and water in 
exhibiting a pronounced minimum in fluidity. The coefficient 
of ionization, calculated by formula (67), shows a maximum. 
The molecular conductivities of solutions at infinite dilution of 
the salt show a minimum, closely resembhng the fluidity curve, 
whereas the molecular conductivities of an eighth normal solution 
show a point of inflection, due to the small ionization in the pure 
solvent. 

Heber Green (1908) has started considerable discussion 
by the discovery that in water-sucrose mixtures, the conductivity 
varies, not directly as the fluidity, but 
L A^^ Kip" (68) 

ftwhere m = 0.70 for lithium chloride and potassium chloride and 
0.55 for hydrochloric acid. In the case of hthium chloride no 
single value for m can be found which will give entirely satis- 
factory results. As a matter of fact, Washburn (1911) hasfound 
I that for the flrst six sucrose concentrations, a value of m of 0.94 
■gives better concordance than Green's 0.70. Johnston (1909) 
i determined the values of m for a number of other solvents 
PUBing the data of Dutoit and Duperthius (1908) for sodium 
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iodide solutions, and he finds that Id no case docs tliu vnitie of m 
depart, from unity by more than 0.2. 

Johnston has calculated the value of 7k for many cations 
and anions using different temperatures from to 156°, but 
found that no single value could be assigned for the hydrogen 
and bydroxyl ions. The following table will show the nature 
of his results. 

Table LIII.— The Rbution between the Conductances and thb 
Fluidities of the Induhdual Ions at Different Tempebatubbs C 

(after Johnston) 


Ion 


Ar 




0° 


100° 


Va= 
i5e° 




40.4 
40.2 
41,1 
40,4 

26.0 
30,0 
20.3 
41,0 

240.0 
105,0 


0.8S7 
0,891 
0,88 
0,807 

0.97 

1,008 
1,008 
0,944 


1.40 
1-37 

2.16 
2.77 

0.234 
0,535 


1.71 
1.71 
1,70 

2,27 
1.S4 
2,73 
1.51 

0.8OG 


1 

1.55 

0,741 
0.971 




CI 








C^/), 


H 

OH 


The slightly hydrated ions K, NH,, CI, and NO* have a 

increasing ratio of <p/Ao,; the presumably highly hydrated ions 
Na, KCa, CiHjOj, and I/2SO4 have a low conductivity, a high 
value of m and a nearly constant ratio of ifi/Aa,- Hydrogen 
and hydroxyl are most like the unhydrated group of ions in that 
they have a very high conductance and a low but rapidly 
increasing value of (f/fico- 

The explanation of these curious facts is not at hand, but 
apparently we must assume that the conductivity does vary 
directly in proportion to the fluidity and seek to explain the 
inconstancy of the ip/\^ ratio in the changing solvation of the 
ions. The phenomenon is as if the unhydrated ions increased in 
volume with the temperature, whereas the hydrated ions do not. 
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i 



In the same way the effect of the addition of sucrose to lithium 
chloride solutions would be explained by an increase in one or both 
of the ionic volumes due to uniting with the sucrose moleculee. 
That such a hj'pothesls is not improbable, it is well to add that 
C. H. Gill has found that sucrose does form crystalline com- 
pounds with the halides of sodium and ammonium. He did not 
find that Uthium chloride forms such a compound but there may 
be a sufficient tendency to unite in solution to explain the effect 
which seems to be peculiar to sucrose. Glycerol, although 
highly viscous like sucrose, gives values of m which are unity, 
according to the determinations of Massoulier (1900) as calcu- 
lated by Green. 

In conclusion, it may be added that there is no connection 
between the conductivity and the fluidity of a colloidal solution 
of gelatine, as demonstrated by Griffiths (1896) (see alao 
Liideking (1889)). The reason for this peculiarity lies in the 
heterogeneous character of colloidal solutions as will be more 
fully discussed later. Schweidler (1895) has also shown that 
there is no relation between conductivity and fluidity in mercury 
and certain amalgams. 

The Transference Number. — The transport number Ua is 
^jgxpressed by the equation 



A.A + Ak 



If the equivalent conductances of the different iona change with 
the fluidity at different rates, the transport number must be alao 
a function of the fluidity. We have the two equations 



Afl = AccB I — ) 

Iwhence, according to Washburn (1911) 



I where Na,^ is the transport number of the anion at infinite dilu- 
Vtion and m is the exponent of Eq. (62) for the salt. 




If it is highly important to discover the relation between 
fluidity and conductivity, it is vastly more important to have a 
solution of the numerous problems in connection with the 
viscosity of colloidal solutions. Indeed it has been said that 
the viscometer is to colloid chemistry what the galvanometer 
is to the subject of electricity, and Graham referred to the vis- 
cometer as a colloidoscope. Since 1 per cent of colloid like agar 
agar may give water the properties of a stiff solid, the advantage 
of employing this property in recognizing the colloid state is 
clearly apparent. 

A pure liquid, at a given temperature and pressure, can 
have but a single fluidity, but in our study of liquid mixtures we 
have seen that a mixture of hquids may have an indefinite number 
of fluidities dependent upon the method of mixing, in other words, 
upon the structure of the liquid. Since colloidal solutions are 
always heterogeneous, they always possess structure, and there- 
fore we have this variable always entering into our consideration, 
whereas heretofore we have given it but scant attention. There 
is, however, every gradation from a pure liquid, to an incom- 
pletely mixed solution, an emulsion, suspension or typical gel- 

The Two Types of Colloid Structure.— The structures which 
may occur are of two kinds, which must be clearly differentiated 
from each other, because they give rise to phenomena which are 
in some respects exactly opposite, and this is true in spite of the 
fact that the two structures may in certain cases merge into each 
other. 

In the one case typiiied by gelatine, the structure requires 
time to form and the fluidity at a given moment depends upon 
the previous history of the solution. When moreover the 
solution is agitated by shaking or stirring or when it is heated, 
the structure is damaged and the fluidity is affected. This 
structure is similar in results to that which would be produced 
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Ercooled solution crystallized out needle-ehaped crystals 
it the solution so that flow of the resulting mass was 
stopped except by breaking the crystalline Rtructure. Such a 
structure is a matter of alow growth, it may be partially destroyed 
by purely mechanical means, and it arises from forces which are 

»of a polar nature. In view of this analogy we may speak of this 
type of structure as polar, whereas the second type is non-polar. 
In the second type of colloidal solution, typified by clay 
Buspenaions those forces are absent which bring about the 
Betting of the gel. We have in the typical case merely particles 
of suspended solid which affect to some extent the fluidity of 
the solution, but as we shall see the amount of lowering of the 
fluidity is very much less than when the structure is polar in 
character. If the distribution of the particles is uniform, the 
fluidity of the solution will be independent of time, agitation, 
and previous treatment. 

Suspensions. — For the simplest conceivable case of a solid 
suspended in a liquid, we can imagine lamellte of solid parallel 
to the direction of shear as discussed on page 104. If the 
alternating lamellEe are sufficiently numerous, the flow will 
take place without separation of the components, even though the 
fluidity of the one component is zero. The fluidity of the 
suspension ^ is 

« = 0^1 (69) 

^here a is the volume percentage of the medium whose fluidity 
I that is, the fluidity of the medium in the limiting case will 
libe decreased in exactly the ratio which the volume of the solid 
■ bears to the total volume of the suspension. 

If the lamellje have an irregular surface, this law becomes 

invalid. If, for example, the lamellEe are pierced by a number of 

fine pores, the fluid will fill these pores, yet the stream lines will 

I not pass through the potes or be appreciably distorted by their 

» presence. The fluidity is then 
* = (o - d)p, (70) 

where d is the fraction of the total volume which ia pore-space. 
The ordinary suspension consists of discrete particles, and 
for the simplest case we may consider a sphere suspended in a 
H fluid of its own specific gravity. The shearing of the fluid, 
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which causes any cubical figure of the fluid to assume the form 
of a rhombohedron, will cause the sphere to rotate, thereby 
assisting the flow. The stream lines are curved on account of the 
presence of the sphere, but the sphere itself moves in a linear 
direction and with the velocity of the stratum of fluid which 
would, if continuous, pass through the center of the sphere. 
Spheres in the same stratum do not approach each other since 
they all have the same velocity. 

Spheres in different strata move with unequal velocity, 
hence coUisions must take place, depending upon the radii of 
the spheres, their number per unit volume, and also upon any 
attraction or repulsion which may exist between them. ThfiQi 



Q= 



::^:; 



I 



FiQ. 72.— Two spheroa betoro. during, and after colliBion. The initial iflta- 
tion of the individual spheres is lost oti coDieion and this reaulta in the dissipation 
of energy as boat. In the place of this individual rotation there develops a, 
rotation of the system. It should be noted that this latter rotation causes the 
centers of the spheres to move in a, transverse direction, indicated by the dis- 
tances from the dotted lines. 



surfaces of two spheres which are approaching each other must be 
moving in opposite directions, which are at right angles to the line 
joining their centers. Fig. 72. The viscous resistance to this 
shearing action which is set up as they approach will rapidly 
dissipate as heat their energy of rotation. In other words, their 
energy of rotation is converted into heat by the "collision" of 
the particles. 

The contact of two particles, which are large in comparison 
with molecular dimensions, brings the laws of ordinary friction 
into play. The spheres cannot rotate unless the torque exceeds a 
certain definite value, which will become very important when 
we come to consider plastic flow. This value depends upon 
the pressure existing at their point of contact normal to the 
surfaces and this pressure in turn depends not only on the rate 
of shear but on the attraction or repulsion which may c^usl 
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!tween the particles. So when two spheres come into contact, 
Tig. 72b, they must remain in contact for a definite period 
unless the spheres are small enough to exhibit Brownian move- 
ment. If the spheres were without attraction or repulsion for 
each other, they would become separated as soon as their centers 
have come to be in the same vertical plane. 

The spheres cannot rotate as individuals during the period 
of contact until the torque exceeds a certain minimum value. 
The result is that during the time of contact the group of spheres 
'begin to rotate as a whole, and they pass out of the strata to which 
they formerly belonged. Fig. 72c, and into layers of different 
velocities. During tliis period of acceleration, the liquid will 
flow around the spheres and through interstices between them. 
Thus other spheres tend to collide with those already in contact 
with each other, after which the combined mass tends to rotate as 
.a whole. When equilibrium is reached these clots will have a 
certain average size, depending upoo the number, size, and spe- 
cific attraction of the particles. 

For the present purpose, the important thing to observe 
is that in the collisions of the particles we have a new source 
of loss of energy, and if these clots increase in size and number 
there must come a point when the clots come in contact across 
'the entire width of the passage. At this point viscous flow 
of the material as a whole stops and plastic flow begins. 

For a given substance and volume concentration, the number 
of colliaiona will be proportional to the number of particles, which 
varies inversely as the cube root of the radius. But if the 
angular velocity is independent of the radius, the energy of 
rotation will be proportional to the square of the radius, hence 
the loss of energy, due to collisions will be inversely proportional 
"to the radius. This conclusion, if correct, is very important in 
iindicating that very finely divided particles give comparatively 
iViscous liquids or at higher concentrations plastic solids. 
' Bingham and Durham (1911) have studied suspensions of 
jinfusorial earth, china clay and graphite suspended in water, 
tw well as infusorial earth suspended in alcohol as already referred 
Sto on page 54. For each temperature, the fluidityfalls off rapidly 
Iftnd linearly with the concentration of solid, sothatatnovery high 
Concentration by volume the fluidity of zero would be reached, as 
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as yet, whether the viscosity of a suBpenaion is independent of the 
instrument in which the measurement is made or not. It seems 
a necessary conclusion that the concentration of zero fluidity 
must be determined in a long, narrow capillary. The fluidities of 
suspensions follow the empirical formula 

*-(l-')m (71) 

in which b is the volume concentration of the solid and c is the 
particular value of b at which the fluidity of the suspension 
becomes zero. The value of c can vary only from to 1, the 
value increasing with the size of the particles. This equation 
closely resembles Eq. (70) and becomes identical with Eq. (69) 
when c = 1. 

In Table LIV the fluidities of graphite suspensions are compared 

Tabi^ LIV. — ^The FLuroiTiBS of Sctspbnsions of GaAPHms in Water 
AT Different Tbmpbratdres, (after Binqham and Dcbham) 





Voluma 


Fluidity 


Fluidity 


Volume 


Fluidity 


Fluidity 


dep«. 


^phiU 


obacrved 


calculated 


graphite 


obKtved 


cnlculatpd 


30 


0-388 


11B.8 


11B.7 


I.OM 


100.9 


100.7 


3S 


0.395 
























134.8 




0.39! 


184-fl 


183,0 


1.037 


161,7 


1S9.6 


65 


0.390 


215.5 


213,1 


1,032 


192,1 


I8S.7 



i 



with the values calculated by formula (71). The two agree 
extremely well, which may be due to the fact that the graphite 
suspensions (aquadag) are very stable, obviating trouble due to 
settling out and clogging the capillary. That the subdivision 
of the graphite is carried very far is indicated by the very low 
value of the concentration of zero fluidity, c = 5.4 volume per 
eent. 

Some of the suspensions of sulfur by Oden (1912) are plotted 
in Fig. 74 using volume percentages, taking 1.90 as the specific 
gravity of sulfur. These values indicate a zero of fluidity at 
about a 25 volume per cent suspension. Some of the values are 
not on the curves, particularly at the high concentrations; but the 
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measurement of the fluidity of suspenaious is rendered difficult 
by the fact that partial clogging of the capillary gives too low 
fluidities, and settling out of the solid gives too high fiuidities. 
In reference to the discordant obeen-ation at S^C, Oden remarks 
that the suspension was strongly flocculat«d. 
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Percent 

ins of sulfur in water at various voluma par- 
0°, and 30°C. (After Oden.) 

It is interesting to find that Trinidad Lake asphalt, treated 
with benzene gives suspensions which according to measurements 
of Clifford Richardson (1916) indicate a zero fluidity at 24.6 
volume per cent. The fluidities of the suspensions agree well 
with our formida, which is surprising, since each solution was 
ocntrifuged to remove that portion of the suspended matter 
which would not remain in suspension at that particular con- 
centration. 
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The curves of infuaorial earth in water, page 55, are convex up- ^^H 
ward at the lower temperatures and convex downward at the ^^H 
higher temperatures. The explanation of this behavior is not ^^^| 
known. Plotting the fluidities and concentrations of "night ^^H 
blue" studied by Blitz and Vegesack (1910) we find that all of ^^M 
those curves are convex upward, the zero of fluidity being at ^^H 

Table LV, — FmiDmBS of Sospbnsionh op Tbojioxd Lake Asphalt ^^^| 
m Benzene at about 20° {afteb. C. Richaedhon) ^^| 


Per cent asphalt 
by weight 


Per cent colloid 
in asphalt 


Fluidity observed 


Fluidity calcu- ^^^| 
lated c= ^H 
weight per cent ^^H 



1 
2 
5 
10 
20 
30 
40 
50 


2.54 
2.01 

2,09 
2-73 
3,13 
4.19 
6,51 
10.69 


153,0 
153.0 
146,0 
132.0 
104.0 
61.0 
24.0 
11. 
3,1 


149 ^^H 

144 ^m 

131 ^H 


about 9.2 weight per cent. Allowing the suspensions to stand ^^H 
for several days causes a marked decrease in the fluidity as does ^^H 
also the purification of the material. ^^^| 
Woudstra (1908) investigated colloidal silver solutions. In a ^^| 
solution containing only 0.0046 per cent silver by volume, ^^^| 
the fluidity at 26° was lowered 4.3 per cent so that it seems ^^| 
possible that a solution containing less than 1 per cent of silver ^^^| 
would have zero fluidity! The data are too scanty to permit ^^| 
an exact estimation of the zero fluidity concentration and the ^^^| 

■ fluidity-volume concentration curve is highly convex upward. ^^H 
H With the elapse of time and under the influence of electrolytes ^^^| 
^ colloidal silver solutions coagulate and there is a simultaneous ^^M 

increase in the fluidity. This is in accordance with our other ^^| 
knowledge of the effect of size of particle but it is in marked ^^H 
contrast to the effect of "setting" on the fluidity of the polar ^^H 

■ type of colloids. ^^^| 
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Einstein' and Hatschek' liave both conaidored theoretically 
the case of suspensions of spherical particles at low concentrations. 
They both arrive at the formula 

H = r,,{l+ kb) 



* = 1 +Tb ^'^^ 

where 6 is the fraction of sohd present by volume and fc is a 
constant for which Hatschek deduced the value of 4,5 and Ein- 
stein of 1. The formula is hyperbolic in form while the formula 
obtained from available experimental material ia linear. Their 
curve is concave upward, and if it held for high concentrations 
the pure solid would have a fluidity of 18 per cent (Hatschek) 
to 50 per cent (Einstein) of the fluidity of the continuous 
medium, which is absurd, 

Hatschek states, "It is obvious that the liquid at the upper 
pole of each spherical particle moves with a somewhat greater 
velocity than at the lower pole, which ia equivalent to a transla- 
tory movement of the particles with a velocity equal to half the 
difference of the two velocities prevailing at the two poles." 
He thus neglects entirely the rotation of the spheres and 
assumes that they are moving faster than the stratum of fluid 
which would pass through their centers. That these two motions 
are equivalent ia at least not self-evident. His formula is ob- 
tained by the employment of Stokes' formula for a sphere moving 
through a viscous medium without rotation. 

The view is commonly held that dilute suspensions have a 
viscosity which is very little different from that of the dispersion 
medium, but that as the concentration is increased the viscosity 
suddenly increases. Thus Ostwald in his Kolloid Chemie states, 
" The curves and tables show that at certam concentrations there 
is a very sudden increase in viscosity. For silver and glycogen 
hydrosola these concentrations are respectively about 3.5 and 
30 per cent." If the fluidity is in fact hnear aa we have indicated 
is the case, the viscosity curve is hyperbolic. There will naturally 
be a rather sudden increase in viscosity but it has no significance. 
The question arises, "Does the glycogen J?uidiiy-concentration 

' Ann. der Physik., 19, 289 (1906): 

' Kollmd-Zeitschr.. 7, Ml {19011; 8, 34 (1911); Trans- Paradny Soe. (1913). 
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curve show a sudden drop in fluidityat about 30 per cent?" The 
glycogen suspensions were studied by Botazzi and d'Errico (1906) 
using two different visconaeters, one from to 20 per cent and 
the second from 20 per cent on. On plotting the fluidities we 
find that the values for each viscometer lie on a straight line, but 
the two hnes do not coincide. For the first viscometer, the fluid- 
of water is 144,0 and the weight concentration of zero fluidity 
27.5, while for the second viscometer it is necessary to assume 
a fluidity for water of 77,6 and a zero fluidity at 41 per cent 
concentration. Using formula (64) the calculated values agree 
well with the observed except at 45 weight per cent which is 
beyond the concentration corresponding to zero fluidity, as shown 
in Table LVI, Bottazzi and d'Errico give their viscosities as 
times of flow, which of course are not proportional to the vis- 
cosities, as is so often assumed, so this may perhaps explain the 
discrepancy between the two viscometers. But more work 
needs to be done on this subject to definitely estabhsh whether 
the viscosity of a suspension is independent of the dimensions 
of the instrument or not. At any rate there is no evidence that 
the fluidity of concentrated supensions is abnormally low. In 
fact these experiments lead to the opposite conclusion. 



ter cent glycogen 




Fluidity calcu- 




by weight 


Fluidity observed 


lated by formula 
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Botazzi and d'Eirico obtaiDed the viscosity of glycogen 
solutions both on raising the temperature and on lowering the 
temperature to the point of measurement. The difference was 
hardly more than the experimental error, which shows that the 
fluidity of a suspension is not dependent on its past history. 
This is in marked contrast to the behavior of polar colloids. On 
the other hand, non-polar colloids are very susceptible to the 
effect of electrolytes, even the merest traces often causing a 
change in fluidity. As a matter of fact many suspensoids show 
a slow increase in fluidity on standing, due to the gradual increase 
in the size of the particles on precipitation, as shown by Woud- 
stra's experiments with colloidal silver suspensions. 

Generally speaking, dilute acids and salts with an acid reaction 
coagulate suspensions and lower the fluidity, whereas dilute bases 
and salts with a basic reaction have a deflocculating action. 
Neutral salts may act in either way or be without effect. This is 
shown in the following table. 



Table LVII. — The Effect op ELEcraoLrrES on the Fluidity ( 
SirsPENSioNS (after Binoham and Dubham, (1911)) 



The decrease in the fluidity due to acids is attributed to the 
increase in cohesion between the particles, which results in coagu- 
lation. It is a matter of common experience that acids cause 
the particles to cohere together and it has already been explained 
on page 200 how increased cohesion decreases the fluidity. 

We need not here discuss the reason why the cohesion of the 
particles is so much greater in acid solutions, although the 
subject is one of great interest in the theory of emulsification 
with its important application in the detergent action of soaps. 

Crystalline Liquids. — Reinitzer in 1888 first discovered 
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^ndiolesterolbenzoatc melts at 145,5° to an opalescent liquid which 

Vftt 178" became suddenly clear and isotropic. The optical 

properties of this and other substances of similar behavior was 

carefully studied byLehmann. Schenck (1898), Eichwald (1905), 

Biilmer (1906), Boae (1907) and Dickenscheid (1908) have studied 







r 


\ 












° / 


1 


\ 












/ 
















/ 












/ 


nr. , 












,. 


I 












/ 
















/ 
















/ 














"/ 


> 




— 






— 


-^ 


/_ 







fft — 






f' 


f/ 












'' 




r 










' 















115 IZO 125 

TemperaturQ 
Fid. 7G. — Fluidity- temperature curve (continuous J and specific volume- 
imperature curvo (dsBhed) uf ^aicixyiiDisale. (/l/ler Eiiiwsiald (1905) aTid 
•■thnet (1906).) 

^e viscosities of these substances and shown that these so-called 
crystalline Lquids" have a higher fluidity than isotropic liquids. 
"he specific volume of crystalline hquids is smaller than that of 
wtropic liquids of corresponding temperature. In other words, 

when an anisotropic liquid is heated to the clarifying point, there 
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is a sudden increase in volume and decrease in fluidity as shown 
in Fig. 75 for p-azoxyanisole from the measurements of Eichwald 
and Buhner. As the temperature is raised, the fluidity increases 
in a nearly linear manner, passes through a sharp maximum, 
and suddenly falls to the clarifying point, where there is a dis- 
continuity in the curve. As the temperature is raised still 
further, the fluidity again increases in a linear manner, 

This behavior resembles that of molten sulfur which increases 
in fluidity up to 150°, where the fluidity is 11.4 according to the 
measurements of Rotinjanz (1908), It then suddenly falls o£F 
to 0.0018 at 180° after which the fluidity gradually increases up 
to 1.14 at 440°. 

Drawing a parallehsm between anistropic liquids and molten 
sulfur, in no way explains the phenomenon, for the behavior of 
sulfur is unexplained. Bose regards anistropic liquids merely as 
emulsions of very long Ufe. But an emulsion has invariably a 
lower fluidity than a homogeneous solution at the same tempera- 
ture, and according to the theory this must always be the case, 
so that the emulsion theory seems to be excluded. The phenome- 
non cannot be accounted for on the basis of the observed vol- 
ume change, because the volume of the isotropic hquid is greater, 
which would lead to an increase in the fluidity. We apparently 
have but one explanation left, viz., that as the anistropic hquid is 
heated to .the clarifying point a new molecular arrangement is 
formed which has a much larger Lmiting volume, so that although 
the molecular volume is increased the free volume is lessened. 
The same explanation would apply to sulfur. 

Emulsions and Emulsion Colloids.^ — In our discussion of the 
critical solution temperature, it was made clear that the separa- 
tion of the components of a mixture in the form of an emulsion 
is attended by an increase in the viscosity. It seems probable 
that this increase is due to the viscosities in emulsions being 
additive, for it follows of necessity that when the viscosities 
are additive the viscosity will be greater than in a homogeneous 
mixture of the same composition. As in the case of suspensions, 
there is considerable evidence that decreasing the size of particle 
of the disperse phase brings about a corresponding decrease in the 
fluidity. Martici (1907) experimented with oil-soap emulsione 
and found that the fluidity becomes less as the drops become 
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EB,ller. BugUa (1908) has found that the fluidity of niilk is 
lened when the milk is "homogenized" by being squirted 
against an agate plate, thereby increasing the number of fat 
globules. The apparent decrease in fluidity with pmulsifi cation 
finds excellent practical examples in the manufacture of solid 
lubricants and of certain household products such as mayonnaise, 
"whipped cream," and beaten egg albumen. In engine grease 
less than 1 per cent of water emulsified by means of a solution of 
Boap with mineral oil produces a salve-like grease. Such bodies 
have the properties of solids and may also be considered in 
connection with the plasticity of solids. 

The question inevitably arises, " How is it possible that water J 
with a high fluidity can decrease the fluidity of a heavy oil, 
or air decrease the fluidity of albumen, so that the resulting 1 
product, emulsion or foam as the case may be, has the rigidity 
of a solid? To answer this question it is necessary to return to 
the consideration of our simple case of lamellffi of different liquids 
at right angles to the direction of shear. The theory that 
viscosities of emulsions are additive, will account for the fluidity 
being less than the fluidity of the homogeneous mixture but it wQl 
in no way account for the case we have here where the fluidity 
of the emulsion is less than the fluidity of either component. 
As the shear progresses, it is to be noted. Fig. 34, that the 
iamellie are greatly elongated. But in immiscible liquids 
this thinning out of the layers is opposed by the surface tension 
which tends to keep the surface area a minimum. If therefore 
the shearing force is less than the maximum force arising from 
the surface tension, continuous deformation will not result. 
There will be a certain amount of temporary deformation but 
this too will disappear as soon as the shearing force is removed. 
In other words, the substance shows not only rigidity but also 
elasticity; if the shearing force is greater than "the elastic limit," 
continuous deformation will take place, but since we are deaUng 
with immiscible liquids, the lamellffi will not be thinned out indefi- 
nitely, but torn into portions which will gather into drops under the 
influence of surface tension. Thus in an emulsion, shear tends 
to make the droplets continually smaller, and consequently to 
raise the viscosity. This corresponds to the "cold working" 
K of metals. This effect is opposed by the spontaneous coalescence 
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of the particles cm standing, analogous to the "annealing" of 
metals, so it appears that an equilibrium results and the maxi- 
mum in viscosity in emulsions may depend upon the rate of shear. 

As the lamells of the simple case, which we have taken for 
consideration, are broken up, the viscosities are no longer 
strictly additive. The droplets become smaller and smaller, 
the surface tension becomes more and more effective, the droplets 
become true spheres with an inappreciable amount of flow within 
the spheres, so that finally the distinction between emulsion and 
suspension disappears. 

We pass finally to that class of polar colloi ds typified by 
gelatine, soap and rubber . In some ways they are in sharp con- 
trast with the type which "we have just been considering, because 
their viscosity increases tremendously on standing and decreases 
as a result of shear, but they are alike in the more fundamental 
respect of exhibiting the properties of rigidity and elasticity. 

It is assumed that the process of gelatinization is the result 
of polar forces producing a network of crystals or crystal-like 
material interlacing throughout liquid, without necessarily 
taking up more than a small portion of the space. The soUd 
network performs the function of the lamellffi at right angles to 
the direction of shear in our simple case. The cohesion of the 
solid opposes the shear and gives rise to the rigidity of the gel. 
The ability of the solid to be deformed without fracture deter- 
mines its elasticity. This property of elasticity is enormously 
developed in rubber, and we have seen that it is noticeable in 
foams and emulsions, Barus (1893) has noted the considerable 
degree of elasticity in marine glue which may be regarded as 
a very viscous liquid. It also is of importance in suspensioos, 
as for example in the manufacture of pencils, the "leads" expand 
considerably, as they are forced out of the die previous to baking. 

If gelatinization is analogous to crystallization, we should 
expect the viscosity to increase on standing and that it would 
be hastened by "seeding" the solution with a more viscous 
colloids. We can readily see that shearing the material would 
result in the destruction of the polar structure of the material 
and consequently in a decrease in the viscosity. We refer the 
reader to the rich material furnished by Garrett {1903). 

When a hydrogel is exposed to dry air, it loses moisture 
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and the structure gradually collapses. But showing the proper- 
ties of a true sohd, it remains under tension, and when placed 
again in water, it swells to approximately its former size, but not 
indefinitely, as shown by Bancroft. 

Increase in concentration of the internal phase very naturally 
inercEises the viscosity of the colloidal solution. The addition 
of non-electrolytes generally affects the viscosity in the way that 
we would expect from the change produced in the fluidity of 
the external phase. Since the colloid may unite with the water 
to form hydrates or with the non-electrolyte, we should expect 
exceptions to the quantitative apphcation of this rule. Electro- 
lytes have a similar effect on the viscosity of emulsion colloids, 
potassium nitrate, ammonium nitrate, and potassium chloride 
which increase the fluidity of water also increase the fluidity of 
gelatine solution according to the measurements of Schroeder 
(1903). Sodium sulphate, ammonium sulphate, magnesium sul- 
phate and lithium chloride depress the fluidity. Acids and 
alkahes however first lower the fluidity and then raise it. For a 
more adequate account of this complicated subject the reader is 
referred to the original papers, Schroeder, Pauli, etc. 

It has often been a cause for wonder that a gel which has con- 
siderable rigidity offers hardly more resistance to diffusion than 
does pure water. We merely cite the names of Graham (1S62), 
Tietzen-Henning (1888), Voightlander (1889), and Henry and 
Calugareanu (1901), giving a single observation from Voight- 
lander to the effect that a 1 per cent solution of sodium chloride 
in a 1, 2, and 3 per cent solution of agar gave a diffusion constant 
of 1.04, 1.03, and 1.03 respectively. Similarly Ludeking (1889), 
Whetham (1896), Levi (1900) Garrett (1903) and Hardy (1907) 
have found that the conductivity of solutions remains constant 
during gelatinization. 

To understand these pecuharities, it is necessary to consider 
the phenomenon of seepage of a fluid through a porous material. 
Suppose, for example, that we consider a single pore; we must 
assume that since it is a tube of capillary dimensions, the flow 
must follow the law of Poiseuille and be proportional to the fourth 
power of the radius of the pore. The question arises, " What will 
be the effect upon the volume of flow of substituting for the single 
pore a number of smaller pores whose total pore opening is the 
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same as that of the single pore?" It is easy to calculate from 
Poiseuille'a law that for a given area of pore opening the volume 
of flow will be directly proportional to the square of the radius of 
the individual pores, which are assumed to be alike. If the small 
pores have a diameter which is only 0.0001 that of the large one, 
the flow which takes place through the large pore in 1 minute 
will require about 12 years through the multitude of pores having 
the same total area. The underlying principle on which the 
explanation is based is the fact that each layer' in viscous flow is 
carried along by the layer immediately below it, the velocities of 
the layers increasing in arithmetical progression. The laws of 
viscous flow are therefore capable of explaining why fluids do 
not readily flow through jeUies and other finely-divided materials. 

It is well known that compact clay is almost impervious to 
both water and oils, and therefore they are often associated, the 
clay forming an impervious stratum through which the oil or water 
do not penetrate. The subject of pore openings is therefore 
fundamentally important to the subject of the circulation of 
water through soils as well as of their retention of water. The 
use of compact clay in the cores of dams finds an explanation on 
this basis. 

When it comes to a single particle diffusing through a liquid 
impelled by electrical attraction or other force, the above con- 
siderations no longer hold and the walls of the pores offer no 
serious resistance, the particle moving through the medium as if 
it alone were present, without the surrounding network. 
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Only by the behavior of materials under shearing 
re enabled to distinguish between a fluid and a solid. If a 
body is continuously deformed by a, very small shearing stress, 
it is a liquid; whereas if the deformation stops increasing after 
a time, the substance is a solid. This distinction is theoretically 
Bharp like the distinction between a Kquid and a gaa at the critical 
temperature, but just as a liquid may be made to pass into a gas 
insensibly, so a solid may grade insensibly into a liquid. Glass 
and pitch are familiar examples of very viscous liquids. Paint, 
clay slip, and thin mud in a similar manner must be classed as 
soft solids. According to the experiments of Bingham and 
Durham (1911) the concentration in which the fluidity becomes 
zero under a very small shearing force serves to demarcate the 

»two states of matter. 
This simple distinction is not always sharply drawn nor is its 
iflignificance thoroughly appreciated; and for this reason much 
labor has been ill-spent in the attempt to measure the viscosity 
of solids, on the assumption that solids are only very viscous 
liquids and therefore that plasticity and the fluidity of solids 
are synonymous terms. The results are unintelligible because 
the viscosity as so determined in various instruments is widely 
different. 

The views of Clerk Maxwell expressed in his " Theory of Heat " 
Lare especially noteworthy and are quoted at length: 

J "If the form of the body is found to be permanently altered when the 
stress exceeds a certain value, the body is said to be soft or plastic and 
the state of the body when the alteration is just going to take place is 
called the limit of perfect elasticity. If the stress, when it is maintained 
constant, causes a strain or displacement in the body which increases 
continually with the time, the substance is said to be viscous. 
" When this continuous alteration of form is only produced by si 
215 
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a certain value, the substance is called a solid, however aoft 
it may be. When the very smallest stress, if continued long enough, 
will cause a constantly increasing change of form, the body must be 
regarded as a viscous fluid, however hard it may be. 

"Thus a tallow candle is much softer than a stick of seahng wax; 
but if the candle and the stick of sealing wax are laid horizontally 
between two supports, the sealing wax will in a few weeks in summer 
bend under its own weight, while the candle remains straight. The 
candle is therefore a soft (or plastic) solid, and the sealing wax is a very 
viscous hquid. 

"What is required to alter the form of a soft solid is sufficient force, 
and this, when applied, produces its effect at once. (This is, of course, 
only relatively true, because plastic deformation is a function of the 
time, as will appear later.) In the case of a viscous fluid, it is time which 
is required, and if enough time is given the very smallest force will 
produce a sensible eSect, such as would be produced by a very large 
force if suddenly applied. 

" Thus a block of pitch may be so hard that you can not make a dent 
in it with your knuckles; and yet it will, in the course of time, flatten 
itself out by its own weight and gUde down iiill Uke a stream of water." 

The italics and parentheses are ours. Butcher (1876) has 
exp res.se d views quite similar to those of Maxwell. 

Wc may now define plasticity as a property of solids in virtue 
of which they hold their shape 
permanently under the action of 
small shearing stresses but they 
are readily deformed, worked or 
molded, under somewhat larger 
stresses. Plasticity is thus a com- 
plex property, made up of two inde- 
pendent factors, which we must 
evaluate separately. 

Reverting to our fundamental 
conception of flow between two 
parallel planes separated by a 
distance dr and subjected to a shearing force F, we have found 
that in a viscous fluid 

dv = (pFdr 
so that if we were to plot the volume of flow through a tube or 
the rate of shear against the shearing stress, we would obtain 
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H.for a aeries of fluids a family of straight lines passing out from, ^^| 

^ the origin as illustrated in Fig. 76. ^^| 

B In a plastic solid, a certain portion of the shearing force is ^^| 

B osed up in overcoming the internal friction of the material. If ^^B 

B the stress ia just equal to the friction or yield value, the material ^^B 

may be said to be at its elastic Urait. If the stress ia greater than ^^B 

the friction /, the excess, F — /, will be used up in producing ^^B 

plastic flow according to the formula ^^B 

dv=^ {F-f) dr (73) ^H 

where >i is a constant which we will call the coeffidenl of mobility ^^B 
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Fig. 77.— Flow-shear diagram of « i.U..-«.ii- solid. ^^^^^^B 

fai analogy to the fluidity of liquida and gases. If we were to ^^B 

"* plot the volume of flow against the shearing stress we would ^^^| 

again obtain a straight line for a given material but it would ^^B 

not pass through the origin, ABC Fig. 77. ^^^| 

It is easy now to see why the " viscosity" of plastic substances, ^^B 

as measured in the usual way for liquids, ia not a constant. ^^H 

Referring to the figure, if we take two daterminations of the ^^B 

flow A and B, we see that they correspond to entirely different ^^H 

viscosity curves OD and OE. ^^B 

When the stress is not equal to the yield value, the material ^^^| 

,, undergoes elastic deformation and an opposing force arises ^^B 
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which would restore the body to its original shape if it were 
perfectly elastic, as soon as the stress was removed. On the 
application of the stress, the restoring force is first zero, then 
gradually increases to a maximum, when at last the flow causes 
the strain to disappear as fast as it is produced. 

The elasticity e of a solid may be calculated, according to 
Morris-Airey (1905), from the fundamental formula 

ds = eFdr (74) 

where ds is the distance which one plane of the material is sheared 
in reference to another plane which is separated from it by a 
distance dr, each being subject to the shearing force F. Morris- 
Airey haa applied this formula to tubes of circular cross-section 
filled with gelatine and obtained the rigidity' f which ia the 
reciprocal of the elasticity 

t - "^3^ f751 

where V is the volume of the temporary deformation. It is 

assumed that the solid is incompressible. The analogy of this 
formula with that of Poisuille is striking. 

The Methods for Measuring the Friction and 

Mobility 

To determine the two quantities, friction and mobility, which 
go to make up the plasticity of a material, i.e., to locate the curve 
in Fig. 77, it is necessary to make at least two measurements of 
the flow, using different stresses. We may use the tube method 
(Bingham (1916)), the torsion method (Perrott (1919)), or we 
may observe the flow in a rod under traction or torsion, the 
flow of a cylinder under aidal compression, the rate of bending 
of a horizontal beam of the material under its own weight, or the 
flow of a freely descending stream of material, (Trouton and 
Andrews (1904)). Still other methods have been auja^ested 
such as the rate of decay of vibrations in solid bodies, (Kelvin 
(1865) and others). 

The friction is most easily obtained by the graphical method, 

plotting the rates of flow V/t, against the shear, F = -sr and 

' The ftssumption which ia sometimes made that the rigidity ia the r^^ 
ciprocal of the inobility \i 
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extrapolating the curve to the axis; the value of the intercept 
will evidently be the friction. We may also use the algebraical 
method. In either case at least two measurements of the rate 
of flow Vi/ti = Vi and V2/t2 = V2 are necessary corresponding to 
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Fio. 78. — Flow-shear curves of a certain paint, using capillaries of varying 

length and radius. 

the shears Fi and F2, respectively. Assuming that the mobility 
is independent of the rate of flow, Eq. (73) integrated in Eq. (89) 
gives us 

voFi — V1F2 



/ = 



V2 — Vi 



(76) 
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The following table, taken from the work of Bingham and 
Green on paints, proves the validity of the general law of plastic 
flow expressed in Eq. (73). The friction, when expressed in 
terma of shear — and not in terms of pressure — is nearly constant 
and not a function of the dimensions of the capillary. It is a 
fact, however, that the rate of flow is not directly proportional to 
the shear, when the shear is too small, but when the shear ia suffi- 
ciently high the relation becomes linear, as is proved by plotting 
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the values in the table, Fig, 78. The table also indicates that the 
mobility is a constant independent of the rate of flow or of the 
dimensions of the capillary. The reason for the rate of flow- 
shear cui've not being linear as the rate of flow is decreased will 
be considered when we come to discuss the theory of plastic 
flow. 

By measuring the fluidity of suspensions containing increasing 
amounts of solid in suspension, Bingham and Durham found 
it possible to obtain a concentration which would possess zero 
fluidity when the shear was very small. Conversely, by measur- 
ing the friction of suspensions containing decreasing amounts of 
solid, it is possible to find a concentration which would 1 
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IBero friction, Fig, 79. Evidently these two concentrations arc 
identical, and the concentration of zero fluidity or of zero friction 
is a fundamental constant of the material giving important 
information in regard to its nature, it being intimately related to 
the size of the particles and to the adhesion between them. 
The flow of a given material is defined completely by a knowl- 
L edge of the friction and mobility, but when the concentration of 
I the suspension is changed, a knowledge of the concentration of 
zero fluidity is necessary in order to estimate the effect produced 
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Upon the friction and mobiUty. It therefore seems probable that 
the concentration of zeiv3 fluidity is a variable which is inde- 
pendent of both the friction and the mobility. 

Finally, we may add that the mobility of suspensions de- 
creases very rapidly with increasing concentration of solid 
as indicated by measurements of the author which are plotted in 
Fig. 80. Clay suspensions were used having a concentration of 
zero fluidity of 19 per cent by volume. The mobility starts at a 
very large but undetermined value and quickly falls to a very 
small value in a concentration of about 50 per cent by volume. 
The friction on the other hand, starts at zero in the 19 per 
cent mixture and rises steadily and in an apparently linear man- 
ner as the concentration is increased as seen in Fig. 79. 
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Table LVIIl.— Fhu'Tion and Mobility of a Paint as Mea*- 
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The Capillary Tube Method. — Unless the conditions of 
flow are carefully chosen, the friction constant does not manifest 
itself, or at any rate the amount of shear is not a linear function 
of the shearing stress. This departure from linearity is very 
often shown at the low rates of shear as indicated in Fig, 76 
by the curve FG. 

This peculiarity is not fully understood at present and the 
worker will do well to avoid anxiety in regard to it by choosing 
the conditions as nearly ideal as possible so that the flow will 
be a linear function of the shearing stress. 

Nevertheless the cause of the above peculiarity must be 
investigated in detail if we are to understand fully the nature 

'Froc. Am. ,Soc. for Teat. Mata. (1919). 



THE PLASTICITY OF SOLIDS 



223 



Jof plastic flow and it has already had the attention of Bucking- 
I'ham (1921). In plastic material confined between two parallel 
IplaneB of indefinite extent which are being sheared over each 
I other, the shearing stress F will be identical at every point. But 
pin flow through a capillary tube according to Buckingham 
' this is not the case; the shear increases continually from the 
center of the capillary outward and only at a certain distance Va 
does the shearing force become sufficient to overcome the friction. 
Therefore the material at the center of the capillary moves as a 
solid plug with the velocity y„, and beyond the radius r^ the mate- 
rial moves in telescoping layers. This results in the flow not 
being a linear function of the pressure. 

But there are other possible causes of the peculiarity which 
may be mentioned here. The plastic material next to the 
wall may have a lower concentration of solid than elsewhere 
resulting in apparent slippage. Or the shearing stress may cause 
the liquid to flow between the particles of soUd, seepage. 

Buckingham suggests that the friction between the particles 
during flow may not be the same as the static friction. It 
seems further possible that the friction will need further definition 
when the individual particles of the plastic material are of very 
different sizes. We shall at first assume that slippage and 
seepage arc both absent and that the particles of soUd are uni- 
I lormly small. 

The total force producing the flow through a capillary tube 

B TPR^iithd since there is no acceleration, this is opposed by a 

■force iA the opposite direction 2tRIF. If p is the pressure 

which is used up during the flow in overcoming the friction, the 

riction / is defined by the equation 

R 



21^ 



lit also follows that 



f'4p (77) 

(78) 
(79) 

Since the speed decreases as the radius increases, Eq. (73) 
Mcomes 

*- -(-(f^"-/)* (80) 
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where v is the velocity parallel to the axis at the radius r. The 
speed of the material in the variable region is obtained by 
integrating Eq. (80) from r = 22 to r = r or 



= M [^^ {R^ - r^) - f(R - r)j 



(81) 



The speed of the solid plug is obtained by making r = ro in 
Eq. (81), and is after simplifying 

^^ = " (^' + p " ^^) ^^2) 

The volume of flow per unit of time is V/t and 



-X 



. 271 rvdr 

V 

or using Eqs. (81) and (82) 

V r 

-J = Tiro^^o + 2t I rvrdr, (Sa) 

f Jr% 

But from Eqs. (78) and (82) 

xro^Fo = ^t'-J^y-^ "^ P "■ -^^j 
and from Eq. (81) 

27r I rVrdr = 27r/i I ^ (Rh - r^) - f(Rr - r^) dr 

and introducing the value of ro from Eq. (78), we have 

^^\m 6 2P "^ P2 3 ps- ^»^>^ 

Introducing these values of the separate terms of Eq. (83) and 
simplifying, Eq. (83) becomes 

t ""^y SI 3 "^ 3P3 / 

or 

7 ^ TTM^Up _ 4 (2lf\ _ _1_ /2y\ 4-1 

< 8Z L 3 \R/ 3P3 \b/ J 

and now introducing the value of p given by Eq. (77), 

t " SI 



-(^-|P + I^)- (86) 
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For large values of the applied pressure, the last term of Eq. 
k'(86) becomes very small and the curve becomes very nearly 
■'linear and coincident with its asymptote 



8/ 



x^fl-^ 



(87) 



-U- 



The curve rises above the asymptote as the applied pressure 
(becomes very small, but it crosses the pressure (or shearing stress) 
■axis when P = p (or F = /), On differentiating Eq. (86) in 
respect to the pressure one finds that the slope of the curve 
vanishes when P — p, hence the curve is tangent to the axis.. 

The intercept of the asymptote is thus 4/3 of the true friction 
which would be obtained by other methods as, for example, 
plastic material confined between parallel planes which are being 
sheared over each other. If in practice conditions may be 
controlled so that all of the observed points fie on a straight line, 
it will mean that the flow is taking place practically throughout 
the capillary in telescoping layers, the term p/ZP' being negligible. 

Were we to assume that the material throughout the capillary 
flows in telescoping layers for all shearing stresses above /, we 
will obtain 



'X-=-^^r-- 



.^.fl' 



-(f-f) 



I which differs from Eq. (88) in having/ in place of 4/3/. ' It is 
highly desirable that some one measure the friction both by the 
[Capillary tube method and other methods using a given material, 
to make sure that they give identical values for the friction. 
INot being able to reproduce satisfactorily the data of Bingham 
and Green, Buckingham has attempted to allow for shppage. If 
there is a thin layer of viscous liquid of thickness e separating the 
plastic material from the wall, it will increase the velocity of the 
I. plastic material by the amount evF, hence the increase in the 
■volume of flow per unit of time over that given by Eq. (88) is 
J^R^&pF approximately. But at present it is not certain that there 
e after the flow is established by increasing the shearing 
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Stress somewhat above the friction, so we have no idea as to how 
the value of e may vary with the rate of shear, and the equation 
becomes unmanageable. Fortunately by using the higher rates 
of shear we can apparently always obtain the simple hnear 
relationship. If later experiments prove that this is not the case 
it will be time to use the more complex formulas. 

The Traction Method. — Trouton has discovered that the rate 
of flow in a rod of material subjected to traction is not propor- 
tional to the tractive force T, but analogously to Eq. (73) 

dv = \{T - t)dr (90) 

where X is the coefficient of plastic traction, and ( is a tractive 
friction constant. The value of t may be found by plotting 
the elongation dv/dr against the tractive force and extrapolating 
the curve to the axis. Trouton has obtained values of X for 
pitch of 2.3 X 10-'" and for shoemakers' wax of 1.7 X 10"^ To 
obtain the relation between the coefficient of plastic traction and 
the mobility, we note that the tractional force appHed to a rod 
may be resolved into two equal shearing stresses at right angles 
to each other and at 45° to the direction of traction. The value 
of either shearing stress is one-third of that of the tractive stress, 
hence the friction is one-third of the tractive friction and the 
mobility is one-third of the plastic traction coefficient as shown in 
Table LX. 

The Torsion Method. — Trouton applied a constant torque 
to the ends of a cylinder or tube of substance and observed the 
relative motion of the ends. He found that rods which were 
carefully made could bo twisted almost indefinitely, provided 
that they were maintained in a horizontal position. The motion 
was fastest when the stress was first applied but the angle of 
twist per unit length U soon became a linear function of the time. 
Conversely when the stress was removed, the bar started t« 
twist in the opposite direction. He made the experiment of 
removing weights at such a rate that the rod would not 'move in 
either direction, and found that the weights remaining were 
inversely proportional to the time clasped. This kind of elastic 
recoveiy was found to be present in glass and sodium stearate. 
Trouton does not seem to regard his materials as sohds but he 
makes it very clear that the angular velocity is not directly prO; 
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portional to the torque, and there is a very considerable magni- 
tude to the value which can be assigned to the friction in his 
sxperiments with pitch. 

Trouton assumes from symmetry that any two planes in the 
tnaterial, lying at right angles to the axis of the cylinder, move 
over each other, about the common axis, remaining plane all the 
while. 

Let Sx be the distance apart of the two planes, and &w be the 
relative angular velocity of the planes, then 



2. Ju [■" , 
c SrJ. ' 



where F is the torque applied and / is the force used up in over- 
^ming the friction, obtained by extrapolation. 
Thus for a solid cylinder we have 

and for a tube of material this becomes 

'^ 2(F - f) ^^-^^ 

where Ri and Ri are the external and internal radii respectively. 
Trouton proved the validity of the fourth-power law by using 
two cyhnders of pitch whose radii were 0.36 and 0.67 cm and 
obtained mobihties of 1.01 X 10~" and 0.99 X 10-" respectively 
which is excellent agreement. 

I The Sagging Beam Method. — The rate of sagging U oS a. rod 
^t its center is foimd to be 
piiere m is the nmss of the rod between the supports, L is its 
length and / is the moment of inertia of the cross-section of the 
rod, and g is the gravitation constant. This does not take 
account of the friction. 

In order to prove that the rate of sagging of a beam varies as 
the fourth power of the length, Trouton measured the times T 
which beams of different lengths required to sag a certain dis- 
tance. Table LIX shows that TL* is very nearly constant. 
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Tabi^ LIX.— ExpEaiMESTe on the Sagging of a Rod op Pitch at 15*. 

DEWO.VHTaATtXG THAT THE TuiE T REQri&EII TO SaG A GlVEN DIS- 
TANCE V'abies Invebselt as the Focktk Power or thk Distajjcb 

E SCPPOBTS (aTTKR TmHTTOS) 



rz.' 



That the different methods agree with each other i 
in Table LX. 
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The Theory of Plastic Flow 

A plastic solid is made up of particles which touch each other 
at certain points. The spaces between the particles may be 
empty or it may be filled with gas, liquid, or amorphous sohd. 
Flow necessitates the sliding of these particles the one over the 
other according to the ordinary laws of friction, so long as the 
particles are large enough so that their Brownian movement is 
neghgible. It is by no means necessary that the particles be 
touching at the maximum number of points, corresponding to 
"close-packing." As a matter of fact, close-packing of the 
particles prevents flow from taking place. It is merely necessary 
that the particles touching each other form arches capable of 
carrying the load, a& already indicated on page 201 . It is evi< 



viikj^^ 
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rthat as aggregates of particles are formed in the process of 
collisions, and the size of these aggregates increases as the 
concentration of solid increases, there must come a time when 
such aggregates or clots will touch each other and form an arch or 
bridge across the space through which the flow is taking place. 
At that concentration the friction will have a finite value, and the 
material may be said to have a structure just as was the case of 
the jelly or foam already considered, 

»The pore space may vary between very wide limits, but 
if the suspended particles are assumed to be uniform spheres, it 
can easily be calculated that cubical close-packing, would leave 
a pore space of 1 — t/6 or 47.64 per cent by volume, irrespective 
of the size of the particles. It is possible to get the particles 
still closer together until with tetrahedral close-packing, which 
we have in a pile of cannon-balls, the pore space is 1 — ir/3\/2 or 
25.96 per cent by volume, but in this case the particles are 
interlocked and no true flow is possible but rupture, with dis- 
integratiori of the particles. When the pore space is roughly 50 
per cent, the mobility is zero, and it is only as the pore space 
is in excess of this figure that the mobility has a finite value. 
This excess pore space thus plays a rflle which is analogous to 
the free volume of fiquids. 

As there is a minimum in the allowable pore space in a plastic 
solid, BO there is a maximum, for as the pore space increases the 
substance finally ceases to become a solid. This concentration 
of zero friction was found for a certain English china clay to be 
19.5 per cent by volume when suspended in water containing 
one-tenth of 1 per cent of potassium carbonate. If the particles 
of clay were spheres of uniform size, suspensions of this material 
would show plasticity in concentrations of solid from 19.5 to 
47.64, i.e., over a range of roughly 30 per cent. Colloidal 
graphite exhibits zero fluidity when there is only 5.4 per cent 
in suspension, hence it has a plasticity range of concentrations 
of over 40 per cent. On the other hand, suspensions of many 

irse materials have a plasticity range which is much con- 
stricted, which for practical purposes, is som.etimes a serious 
■ disadvantage. 

There is abundant evidence that as the diameter of the 
particles is decreased, the opportunity for the particles touching 
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is increased, which enhancea the friction, but thia effect reaches a 
limit eventually when the particles are bo small that their 
Brownian movement becomes appreciable and strains in the 
material are not permanent. 

If, as via have intimated, the friction is subject to the laws 
of ordinary external friction, the friction should be closely 
dependent upon the adhesion of the particles to each other 
but independent upon the nature of the medium so long as it is 
inert. In confirmation of this we note that whereas the china 
clay referred to above showed zero friction when the volume 
concentration was 19.5 per cent, the same clay thoroughly shaken 
down in a, measuring flask in the dry state showed a pore space of 
18.4 per cent, the pore space in this case being filled with air. 
The two values are in very close agreement. Infusorial earth 
exhibited zero fluidity in water when present to the extent of 
12.9 per cent by volume, whereas in ethyl alcohol the corre- 
sponding concentration was 12.1 per cent. Finally it has been 
observed that the temperature and therefore the fluidity of the 
medium is without effect upon the friction. 

Adhesion between the particles may be influenced in a marked 
degree by the addition of small amounts of substances of the 
most diverse character. Generally speaking, substances which 
yield hydrogen ions increase the adhesion, i.e., promote floccula- 
tion, while substances which yield hydroxyl ions decrease the 
adhesion and promote deflocculation. Colloids also have a 
noteworthy effect. In flocculation, structure is produced and 
therefore the friction is enhanced. In a given instance, using 
50 per cent china clay in water, the friction was lowered from 
78 to 59.5 by adding merely one-tenth of 1 per cent of potassium 
carbonate, which of course yields hydroxyl ions. 

The mobility is dependent upon the fluidity of the medium. 
This in turn is influenced by the temperature, hence we may 
expect that the mobility of a solid will be dependent upon the 
temperature. Thus in a 50 per cent clay suspension the mobility 
at 25° was found to be 5.11 and at 40°, 7,88. The ratio between 
these mobilities is 1.54 which is very close to the ratio of t 
fluidities of water at these two temperatures 

ip^^" 111.7 
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I The result of deflocculation is to greatly increase the mobility. 
I Thus one-tenth of 1 per cent of potassium carbonate raised the 
[mobility from 1.17 to 5.U which is an increase of over 330 per 
1' eent, a truly remarkable effect. 



Seepage and Slippage 

When the shearing force is just a little less than the friction, 
there is generally a certain amount of flow which is due to two 
different causes. In the first place, under ordinary conditions 
of flow the pressure tends to cause the medium to seep through 
the material. With this filtration phenomenon there is a local 
change in concentration and therefore a change in the char- 
acter of the flow. Seepage is unimportant when the medium is 
viscous and the suspended particles are small as in paint. 
I The second difficulty is due to slippage, which comes from lack 
I of sufficient adhesion between the material and the shearing 
surface. The shearing surface is wet with the liquid medium and 
the smooth surface affords little opportunity for the attachment 
or interlocking of the particles. The result is that there is a 
layer of hquid between the shearing surface and the main body of 
the suspension and flow takes place in this layer according to 
the laws of viscous rather than plastic flow. Green (1920) 
has observed this phenomenon in paint under the microscope, 
the material moving as a solid rod until the shear reaches a 
certain value when it begins t^ move in telescoping layers. 
This shppage causes the rate of flow-shear curve to be no longer 
linear when the rate of flow is small and the curve passes through 
the origin. 

Difficulties due to seepage and slippage can be overcome 
Jay using sufficiently high pressures, so that the viscous flow 
pactor will become neghgible. In this case there should be a 
inear relation between shear and rate of flow. 



Hydeatjlic Flow and the Plastic State 

I far as known to the author, no one has yet used rates 

f flow high enough to bring about eddy currents, which are so 

xjublesome in the case of liquids. But there is the same 

HBecessity for using long narrow tubes for measuring the flow, 
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81.— Hydraulic flow of a plastio mBtcriiil after esperiments of Simonis 


orifice does, however, lead to a knowledge of the friction constant 
of the plastic substance, as proved by the experiments of Simonis 
(1905). 

Simonis used 40 g of Zetthtz earth with 100 g of water 
to which were added successive portions of a dihite solution of 
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I Bodium hydroxide containing 1.795 g per liter. The pressure 
J seems to have been measured as centimetera of water head, and 
the volume of flow in milliliters per 600 sec. He measured the 
flow of 16 mixtures and pure water, designated by the numbers on 
the curves in Fig, 81. The amounts of sodium hydroxide solu- 
tion added are noted in the second column of Table LXI. 

The curves are nearly linear except when the volume of flow 
is small. The curvature is probably due to seepage. The hori- 
zontal distance of the different curves from the curve No. 10 
is evidently a relative measure of the friction constant. The 
values of the friction constant / as obtained graphically are given 
t.|ii the table. We have found that it is possible to calculate this 
relative friction constant /' by means of the formula 

/' = 154 - 14.1c (94) 

■where c represents the number of milliters of sodium hydroxide 

padded. It appears, therefore, from a comparison of the values of 

/ and f that Simonis' experiments confirm our conclusion that 

the friction is a linear function of the concentration. We note 

that the friction constant continually decreases as water is added 

until 11 ml have been added after which further additions are 

without effect upon the rate of flow. On adding 11 ml, the 

material reaches the concentration of zero fluidity or zero friction, 

and the curve 10 should pass through the origin. That the curves 

10 to 17 all coincide with curve 10 accords with what we should 

expect of liquids flowing through an orifice. 

H The fact that all of the curves are sensibly parallel constitutes 

^KUie remarkable difference between flow through a capillary and 

^^Bow through an orifice. It does not signify that the plastic 

mixtures all have the same mobility any more than it signifies 

that all of the Uquid mixtures have the same fluidity. It means 

simply that the rate of flow through an orifice is independent 

H of the fluidity or mobility. If in the equations for the flow of a 

^Hviscous or a plastic substance through a capillary we make the 

^pength of the capillary zero, we obtain the identical equation 

■ ~= k^R\j^ (95) 

^■where k is a constant. This is the characteristic and familiar 
^fequation for the flow of liquids through an orifice in which the 
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I fluidity or mobility does not appear. The table shows that the 
higher rates of flow may be calculated quite accurately by means 
of the formula 
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(96) 



Historical 



A large amount of work has been devoted to the flow of aoHds. 
Methods of measuring plasticity, consistency, and hardness 
have aimed to give a single numerical value to a property which 
is found to be complex. Plasticity itself has hardly been meas- 
ured, but rather some property instead which is supposed to be 
related to it, such as the amount of water required to bring a 
clay to a given consistency, the tensile strengt-h on drying, the 
absorptive capacity for certain dyes such as malachite green, the 
amount of shrinkage on drying, etc. It is no doubt true that 
these properties arc dependent in large measure upon the fineness 
of grain which also essentially affects the plasticity, but a knowl- 
edge of these properties leaves the subject of plastic flow in a 
nebulous state. 

Many investigators have investigated the so-caJled "viscosity 
of solids," assuming that solids obey the ordinary laws of viscous 
flow, and Tammann has identified fluidity with plasticity. Heyd- 
weiller (1897) has measured the viscosity of menthol in both the 
liquid and the solid condition. Weinberg (1913) Dudetzkii 
(1914) and Pochettino (1914) have measured the viscosity of 
pitch or asphalt. Segel (1903) worked with sealing-wax and 
BarUB (1893) with marine glue. Bams made the important 
observation that if the rod of material coming out of the capillary 
used in his measurements was cut off neatly with a knife, the 
cylinders thus formed were in a strained condition. They 
spontaneously change their shape, the advancing end becoming 
hollowed in and the following end being bulged out. This proof 
of strain ia very similar to that observed by Trouton. 

Tresca (1868) did valuable work in forcing metals through 
orifices and proving that they may be made to flow in a Unear 
manner much as liquids do. It gives good reason for the pre- 
sumption that it is practicable to measure the friction and mobil- 
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ity of metala and alloys. The work of Andrade on the differ- 
ent types of flow in metals may be referred to. 

Werigen, Lewkojeff, and Tammann (1903) measured the rate 
of outflow of various metals and arranged the metals in a plastic- 
ity series as follows: potassium, sodium, lead, thaUium, tin, 
bismuth, cadmium, zinc, antimony. They observed that with 
equal pressures and openings, the efflux increases by about 100 
per cent for every rise of 10° in temperature. This is shown by 
the following table: 

TiBLELXII.— The Relativb Efflux OF MetallicLbadthrodqhaSmali, 
Orifice at ViHiovs TEurBiiATtiRBa (after Werigbn, Lewkojeff 


Temperature, 
degrees 


Efflux (relative) 


Temperature, 
degrees 


Efflux (rtiative) 


0.5 
10,4 
20.5 
30,4 

50.7 


0.8 •' I 
1.2 
2.3 
4.7 
22.9 


60,3 
70,0 

79.3 
89.6 


42,4 1 
S4-3 ^^H 

157.5 ^^M 
211.5 ^^H 


When a wire, which is stretched by a weight, is subjected 
to torsional vibrations, the amplitudes of the vibrations form a 
series in geometrical progression, and therefore the logarithmic 
decrement of the amplitude is a constant. A part of the energy 
of vibration is given to the surrounding afinospherc and a part 
is transmitted to the support,' but a portion of 'the energy ia 
dissipated within the wire itself. It is generally agreed that this 
loss is due to the lack of perfect elasticity in the wire. In other 
words, the wire when subjected to shearing stress suffers per- 
manent deformation even though the stress is not equal to the 
elastic limit. This deformation causes a shift in the position 
of rest, so that as the pendulum passes from its new position of 
rest to its old position of rest, it does so at the expense of its own 
momentum and there is thus a loss of energy. This flow is 
entirely analogous to the flow of various plastic materials such 
as clay slip and paint, which we have already considered, when . 
the shearing stress is less than the friction. ^^^h 
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Since the flow is of the nature of local slippage rather than true 

I plastic flow, strains accumulate and they remain after the stress 

B removed. The result is the same as that observed by Trouton 

I in pitch, in that the substance tends to creep slowly back towsird 

8 old position of rest during a period of time which in pitch is 

comparatively short but may be observed in metals for hours or 

even days. The elastic "after effect" has been the subject of 

exhaustive investigation by Weber (1835), Warburg (1869), 

Koblrausch (1863-76), Boltzmann (1876), G. Wiedemann (1879), 

Piaati (1879), Streintz (1879), Rakkuk (1888), Wiechert (1889) 

and others. 

Kupffer (1860) was inclined to attribute this partial flow of 
the metal to what he would denominate the fluidity of solids 
in analogy to the fluidity of liquids. He says, "II parait que 
lea molecules des corps eolides poss6dent la proprifit^ non seule- 
ment de s'6carter les unes des autres en produisant uoe resistance 
proportionelle aux hearts, mais ausei de glisser les unes sur les 
autres, sans produire aucune effort. Cette propriety est poss^dSe 
k mi haut degrfi par les fluides; je le nommerais volontiers la 
fl,uidit6 des corps solides; le coefficient i^ pourrait ^tre appel€ 
coefficient de fluidite; la malleability des m^taux parait en d^- 
pendre et peut-6tre ausai leur duret4," According to the present 
views we would say that this partial flow was evidence of low 
friction or high mobility. 

In harmony with this view, it has been found that the logarith- 
mic decrement of the amplitude of vibration is low in hard metals 
like steel and high in soft metals like lead. The logarithmic 
decrement also increases as the temperature is raised but in this 
respect iron and steel are exceptional below lOO^C according to 
Kupffer, Pisati, and Horton (1905). It will be recalled that 
sulfur presents a similar exception in the case of liquids. 

According to this view, the elastic limit is reached when the 
shearing stress is equal to the friction constant, for at this value 
of the stress the material begins to yield. But since the deforma- 
tion takes place with exceeding slowness at this particular stress, 
a wire may be loaded considerably beyond the elastic limit before 
the flow becomes appreciable. The yield point naturally depends 
to some extent upon the rate with which the load is put on. 
' Just as Trouton found that a given shearing stress produced a 
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more rapid rate of flow at first than later when the strains were 
developed to their maximum amount, so it is common experience 
that metals become harder with working, but that they may be 
Boftened again by anneahng. In the process of anneaUng, the 
plasticity is increased by raising the temperature and thus the 
strains relieve themselves more quickly than otherwise would be 
the case. 

An entirely different view from that given above has been 
presented by Lord Kelvin and it has had many followers. Noting 
Ihat the logarithmic decrement of the vibration is greater in lead 
and zinc than it is in steel, he reasoned as follows: 

" Hence, there is in elastic solids a molecular Jriclion which may be 
properly called viscosity of solids, because as being an internal resistance 
to change of shape depending on the rapidity of the change, it must be 
classed with fluid molecular friction, which by general consent is called 
viscosity of fiuide." 

However, he further stated: 

"But at the same time it ought to be remarked that the word viscosity, 
as used hitherto by the beat writers, when solids or heterogeneous semi- 
solid-semi-fluid masses are referred to, has not been distinctly apphed to 
molecular friction, especially not to molecular friction of a higlily elastic 
solid within its Umits of high elasticity, but has rather been employed to 
designate a property of slow continual yielding through very great, or 
altogether unlimited, extent of change of shape, under the action of 
continued stress." 

It has thus come about that the logarithmic decrement has 
been taken as a measure of the viscosity of a metal, so that 
according to this nomenclature lead has a higher viscosity than 
steel and the viscosity of lead increases as the temperature is 
raised, which point of view is just the opposite of that used 
by KupEfer and to which we are generally famihar in discus^g 
the viscosity of fluids. Since, however, several investigators have 
followed Lord Kelvin in his nomenclature, there is danger of 
considerable confusion. If we hereaft-er refer to the friction and 
mobility of solids, the term "viscosity of solids" becomes 
unnecessary; and we may confidently expect that the friction 
constant of lead will be found to be lower than that of steel and 
that it will decrease with the temperature. ^^h 
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^H In conclusion, we note again, c/. page 58, that Rcigev (1906) 
Bbnd Glaser (1907) have carefully investigated the question as to 
"Whether the laws of Poiseuille may be applied to soft solids, using 
as their material suspensions of colophony in turpentine. They 
concluded that with a tube having a radiim of 0.49 cm the vis- 
cosity was independent of the pressure between the Umits of 
136 and 2,172 g per square centimeter; and in a similar way it 
was independent of the length of the tube for lengths varying 
between 2.4 and 20.6 cm. They found that with a pressure of 
1,965 g per square centimeter, if they varied the radius of the 
tube from 1.52 to 0.34 cm, the viscosity remained constant but 
for tubes of smaller radii the viscosity rapidly increased until 
finally the material seemed to have infinite viscosity. This 
inferior limit is unlike anything observed in the flow of liquids, for 
the smaller the radius of the tube, the better are the laws of 
Poiseuille obeyed, and in large tubes the flow is largely inde- 
pendent of the viscosity of the fiuid. It seems probable that the 
use of such very large tubes has prevented Reiger and Glaser 
from discovering the friction constant just as, in the period before 
PoiseuiUe'a study of flow in capillaries, the use of large tubes 
prevented the discovery of the laws of viscous flow. In large 
tubes the shearing stress is very large in comparison with the 
friction which may possibly explain the fact that the "viscosity" 
was found to be independent of the pressure or length of the tube. 
We note that the inferior hmit of the radius of the tube is 
increased as the percentage of soHd in the mixture is increased. 
This is what we should expect since this procedure raises the 
friction constant. With an 80 per cent of colophony the lower 
limit of the radius was found to be 0,100 cm, with an 85 per cent 

k mixture it was 0.576 cm., and with a 90 per cent mixture it was 
■ 1.019 cm. We give below a r^aum^ of the data of Glaser for the 
SO per cent suspension of colophony in turpentine, the pressure 
throughout being 2,040 g. per square centimeter. 

The subject of the plasticity of ice takes on exceptional 
interest and importance in connection with the flow of glaciers 
and it has been the object of research by many investigators, 
among whom we mention Pfaff (1875), McConnel (1886), 
MUgge (1895), Hess (1902), Weinberg (1905) and Deeley and 
Parr (1914). It is a noteworthy fact that the precipitous moun- 
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Table LXIII. — The Effect of Vabying the Radius of the Capillary 
ON THE "Viscosity of a Solid" (after Glaser) 



Temperature, 
degrees C 


Radius, 
centimeters 


Length, 
centimeters 


Time, 
seconds 


Volume, 

cubic 

centimeters 


"Viscosity," 
absolute 


12.2 


1.525 


25.1 


16.200 


0.331 


4.59X10* 


12.3 


1.241 


15.9 


43.200 


11.20 


4.54 X10» 


12.3 


1.019 


15.9 


173.000 


2.060 


4.59 X10» 


12.3 


0.746 


16.0 


258.000 


0.756 


6.62 X10» 


12.3 


0.676 


15.1 


171.000 


0.129 


7.91 X10» 


12.3 


0.364 


15.8 


350.000 


0.0866 


25.2X10» 



tain peaks maintain their sharp outlines through geological ages 
whereas ice flows steadily in spite of apparent hardness. This 
indicates that the friction constant of ice is incomparably lower 
than that of most silicate rocks. Whereas the glacier scrapes its 
bed to some extent (slipping), there is an abundance of evidence 
that there is differential flow in the glacier mass, so that although 
regelation introduces a new factor into the problem, the flow is 
essentially plastic in its nature. 



CHAPTER IX 



THE VISCOSITY OF GASES 

In 1846, the aame year in which Poiseuille published his 
principal paper on the laws of viscous flow in liquids, Thomaa 
Graham published the first of a series of papers on the "trans- 
piration" of gases through tubes of small diameter, which 
have great historic interest. Graham sharply differentiated the 
flow of gases through an aperture (effusion) and flow through a 
long narrow tube (transpiration) ; he noted that the resistance of 
a tube of a given diameter was directly proportional to its 
length. Also " dense cold air is transpired most rapidly," and his 
experiments led him to a relation between the time of transpira- 
tion and the density of the gas. Graham studied the effect of 
different pressures and concluded that "for equal volumes of air 
of different densities, the times of transpiration are inversely 
as the densities," as exemplified in the following table: 

Table LXIV. — The Effect op Pressdrb ppon the Tbanspikation 
OF Air (krom Graham) 



I Pressure, atmospher 



ObBerved time ot trans- 
piration for equal vol- 
umes (relative) 



Calculated time 



0.524 



0.5 



When Clausius proposed the kinetic theory in 1857, all of 
the properties of gases took on increased interest, and Maxwell 
in 1861 published a paper in which he discussed the three kinds 
of diffusion: (1) Diffusion of heat or conductivity, (2) Diffusion of 
matter, and (3) Diffusion of motion or viscosity. The third or 
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viscosity is the simplest to obtain and it may be used to calculate 
the other two, so viscosity played an exceedingly important part 
in the years that followed iu the establishment of the kinetic 
theory on a firm basis. Maxwell defined the unit of viscosity; 
and the theory of viscosity and its measurement was rapidly 
advanced by Maxwell, O. E. Meyer and many others. After 
many vicissitudes, the conclusion was reached that viscosity 
is & fundamental property independent of the particular method 
used in its measurement. Thus, for instance, Millikan (1913) 
brought together the results for air at 23° by five different 
methods and found them to agree to within less than 0.1 per cent 
as given in Table LXV. ^hh 

Table LXV.— The Viscosity of Am at 23°C (pbom Miluui^^H 
0.0D01S25S Tomlinaon. . Damping of the swinging of a ^^^1 

pendulum (1888) 

D. 00018229 H(^g . Damping of an oscillatii^ 

cylinder (1805) 

0.0001S232 Grindley and Gibson, Flow through a large tube (1906) 

0.00018257 Gilchriat Method of constant deviation. , (1913) 

O.0OO1S227 Rapp Transpiration method (1913) 

0.00018240 Average value 

Between 12 and 30° the viscosity of air ia given by the following 
formula with an accuracy of nearly 0.1 per cent according to 
MiUikan: 

V, = 0.00018240 - 0.000000493 (23° - /) 
The reader may, however, be referred to the more recent paper of 
Vogel (1914). 

The Theory of the Viscosity of Gases 

The theory of gaseous viscosity has been so often stated 
that it need be stated here only in the simplest terms. The 
viscosity of a gas ia given by the tangential force required per 
unit area to maintain a unit velocity in a plane of indefinite 
extent at a unit distance from another parallel plane supposed 
to be at rest, the space between the planes being occupied by the 
gas. It is assumed that if the shearing force is equal to the vis- 
cosity, the velocity e at any point will be numerically equal to i^^ 
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niatance s from the plane which is at rest. If, with Joule, we 
^ink of one-third of the molecules as moving in a direction which 
3 at right angles to the shear, then these molecules are the only 
ones concerned in the transfer of momentum which is the cause 
of viscosity in gases. Through a unit area of a plane separating 
any two layers of fluid there will pass per second in either direc- 
tion 1/&NV molecules, N being the number of molecules in a 
unit volume and V their average velocity as calculated from the 
kinetic energy. The molecule in passing through the given plane 
comes from a distance which is equal to the molecular mean free 
path L, and therefore from a plane in which the velocity is not v 
but i; — L in one direction and v + L in the other direction. 
The molecule which diffuses into a more slowly moving layer 
loses momentum represented by m{v — L), and similarly a 
molecule diffusing into the more rapidly moving layer gains 
momentum represented by m{o + L), so that the total loss 
of momentum is 



H'or 1 



:NVm[iv-L) ~(v+L)] 



pVL 



(97) 

If the speed of the molecules Ji is the mean value as calculated 
according to Maxwell's law of distribution, the formula for the 
viscosity becomes, according to 0. E. Meyer (1S89), 

V = 0.30967tlL (98) 

Since the length of the mean free path varies inversely aa the 
pressure, whereas the density varies directly as the pressure, 
it was seen at once that the viscosity of gases should be inde- 
pendent of the pressure. This surprising result was confirmed 
by 0. E. Meyer (1866) calculating out the measurements of 
Graham, also by the measurements of Maxwell (1866) and 0. E, 
I Meyer (1865), and it did much to establish the kinetic theory. 
PFith the acceptance of the kinetic theory it can be seen that vis- 
wity measurements give a very convenient and simple method 
r the determination of the mean free path. 
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Tabus LXVI.— Evidence pbom Maxwell (1866) that the Viscosity 
o? AiB la Independent of the PBEasuBB 


Temperature, degrees 
Centigrade 


inches 


Logarithmic decrement 
of oscillating disks 


12,8 
12.8 
13.3 


0.50 
5.53 
29.90 


0.15378 J 
0.15379 ■ 
0.15398 V 



Warburg and Babo (1882) were the first to prove that the 
viscosity of a gas fluctuates widely with the pressure in the 
neighborhood of the critical temperature, using carbon dioxide 
as their experimental substance. We have already commented 
upon the data for this substance recently obtained by Phillips. 

Kundt and Warburg (1875) measured the viscosity of carbon 
dioxide by the disk method at presBures aa low as 0.1 mm of 
mercury and they found that the logarithmic decrement of the 
amplitude of vibrations became noticeably smaller when the 
pressure became less than about 1.5 mm, the distance between 
the disks being from 1 to 3 mm. At atmospheric pressure the 
molecular mean free path of carbon dioxide at 0° is 0.0000065 
cm, and at 2 mm the mean free path is therefore approximately 
0.02 mm. Since a considerable portion of the molecules depart 
widely from the mean velocity, we should expect the viscosity to 
decrease long before the molecular mean free path became equal 
to the distance between the boundary surfaces. Kundt and 
Warburg believed that the decrease in viscosity due to the in- 
creasing length of the mean free path should not occur so long as 
the thickneas of gas was 14 times the mean free path and they 
therefore assumed that at high exhaustions there is "slipping" 
at the boundary. No one has yet explained why a molecule of a 
rarefied gas is any leas likely to give up its translational velocity 
than a molecule of gas at ordinary pressures. Whether the 
decrease in the viscosity is due to the increase in the free path or 
not, the hypothesis of slipping seems improbable, and there may 
be some other explanation for the results observed. For example, 
in the case of the experiments of Kundt and Warburg with hydro- 
gen, the decrease in viscosity at moderately low pressures is, 
according to Crookes, "probably due to the presence of a traoe« 
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f foreign gas, most likely water, " which seems to have been aus- 
[ peeled by Kundt and Warburg themselves. 

Crookes (1881) measured the logarithmic decrement of 
I a mica disk swinging in a glass bulb and supported by a glass 
f fiber, using pressures as low as could be measured, by means of a 
McLeod gage. The gases employed were air, oxygen, nitrogen, 
carbon dioxide, carbon monoxide, and hydrogen at IS^C. In 
the case of hydrogen the logarithmic decrement was found to be 
almost perfectly constant from atmospheric pressure down to 
[■ 0.25 mm. At about this pressure the viscosity of all gases 
decreases rather suddenly. With other gases there is a slow 
decrease with the pressure even from atmospheric pressure, 
except in a sample of air which contained some water vapor, 
in which case the logarithmic decrement was at first that of 
air, but at about 50 mm it decreased rapidly to that of pure 
hydrogen. In an absolute vacuum we must assume that the 
fluidity is infinite, hence Maxwell's law must break down at very 
low pressures. 

According to the data of Phillips, Fig. 54, we should expect 
I that Maxwell's law would break down at low temperatures 
I or at very high temperatures. There is a curious dearth of data 
1 with which to test out this point. However, a hydrocarbon 
Taper, " kerosoline, " was measured by Crookes and the viscosity 
was found to decrease rapidly from the highest pressure obtained 
of 82.5 mm down to 8 mm. Lothar Meyer found in experiments 
ing with benzene that the viscosity of the saturated vapor was 
smaller the higher the back pressure at the exit end of the capil- 
lary tube. At high temperatures we are led to expect that just 
the opposite conduct will be observed, viz., that the viscosity will 
f decrease as the pressure is increased, see Fig. 54, but there is so 
[sfar as known to the author no data to support this conclusion. 



Viscosity op Gases and Temperature 

From the formula 

n = l/3pVL 

t is evident that the effect of an increase in temperature will be 
•to increase the mean velocity, but it is not known what effect 
vlhe temperature may have upon the mean free path, although it 
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seeme most reasonable to assume that the temperature is without 
effect, in which case we should expect the diffueional viscosity 
to vary directly as the square root of the absolute temperature. 
Maxwell concluded from his experiments that the viscosity 
varies directly as the first power of the absolute temperature. 
Bams (1889) worked with air and with hydrogen over a very 
wide range of temperature from to 1,300° and found that the 
viscosity increased as the two-thirds power of the absolute 
temperature, Holman (1877) and (1886)) in a careful investiga- 
tion of the subject had found the exponent to be 0.77 for air. On 
the other hand, easily condensible gases and vapors such as 
mercury, carbon dioxide, ethylene, ethyl chloride and nitrogen 
peroxide give values of the exponent which are nearly unity, 
according to Puluj (1876) and Oberraayer (1876); but E. Wiede- 
mann (1876) discovered that the value grows smaller as the tem- 
perature is elevated, which we might have anticipated since they 
thus become more nearly Uke the permanent gases. The vis- 
cosity of many vapors increases even more rapidly than the first 
power of the temperature. Schumann (1884) used the formula 

V = KT^. (99) 

Sutherland (1893) believes that "the whole of the discrepancy 
between theory and experiment will disappear if in the theory 
account is taken of molecular force. * * Molecular attraction 
has been proved to exist, and, though negligible at the average 
distance apart of molecules in a gas, it is not quite negligible 
when two molecules are passing quite close to one another; it 
can cause two molecules to eolhde which in its absence might 
have passed one another without collision; and the lower the 
velocities of the molecules, the more effective does molecular 
force become in bringing about collisions which would be avoided 
in its absence. 

"Molecular force alone without coUisions will not carry us 
far in the explanation of viscosity of gases as known to us in 
nature, because in all experiments on the viscosity of gases there 
is a solid body which either communicates to the gas motion 
parallel to its surface or destroys such motion, so that the mole- 
cules of gas must collide with the molecules of the solid; for if the 
molecules of gas and solid act on one another only as centers of 
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force, then each molecule of gas when it comes out of the range 
of the molecular force of the solid must have the same kinetic 
energy as when it went in, so that without collision between 
molecules of gas and soUd there can be no communication of 
motion to the gas. If, then, molecules of gas and sohd collide, 
molecules of gas must collide amongst themselves." 

In the theory of diffusional viscosity explained earlier it was 
made plain that there would be viscous resistance even if the 
molecules failed to coUide with each other entirely. But Suther- 
land's view is in accordance with the one we have developed as 
"collisional viscosity" in that collisions between the molecules, 
whatever be the nature and origin of the coUisions, have an effect 
upon the viscosity. Sutherland attributes the effect largely to 
the attraction between the moleculeSj whereas the law of Bats- 
chinski would lead us to ascribe the effect to the volume of the 
molecules. The two points of view are essentially the same. 

Sutherland's theory led him to the formula 

whe 
Thi 



1+aC 



\273/ 



(100) 



I where a is the coefficient of expansion of a gas and C is a constant. 

rThis formula has had the most remarkable success of any that 
have been proposed, although it does not apply to vapors well. 
A single example of its performance is given in the following 
table, using Holman's (18S6) data for carbon dioxide at atmos- 

Ipheric pressure. 
Examining Sutherland's formula, we observe that when the 
Iponstant C is small in comparison with the absolute temperature 
lUie formula reduces to the simple theoretical formula 
The discovery, (qf. Vogel (1914)}, that Sutherland's formula fails 
at low temperatures indicates that it does not quite correctly 
take account of the deviation from the simple formula. 

1 harmony with the abovcj it is found that the values 
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Tabu: LX VI I. —Concordance betw-een SnTHERLAND's Fobmp 


LA AND 


HoLiLUir'a Data for 


Cabuon Dioxide. C = 277, ,, = 0,000,138,0 


Temperature, degrees 




1, X 10' calculated 


18.0 


1,474 


1,471 




41 


1,581 


1,584 


^^^1 


59,0 


1,674 


1,671 


^^H 


79.5 


1,773 


1,766 


^^^H 


100.2 


1,864 


1,864 


^^H 


tie. 4 


1,953 


1,951 


^^^1 


142.0 


2,048 


2,056 


^^^1 


158.0 


2,121 


2,127 


^^H 


181.0 


2,234 


2,227 


^^^H 


224.0 


2,411 


2,409 


■ 


of C for different bu 


astances increase with the critical tempera- 


ture or boiling-point 


of the substance. Rankine (1910) obtained 


an empirical relation 


between C and the absolute critical tempera- 


turcT„ 








n. = 1.12C 


(101) 


Table LXVIII.— The 


Relation of the Constant C in Sdtherland'h 


Equation to the 


BOILINU.POINT AND CRITICAL TEMPEHATir 


KE 






r„, Critical 




n. Boiling 








ture, ab- 
solute 


c 


T„/C 


tempera- 
ture, ab- 
solute 


c/n 




9-0 
37 


78-2 
83.0 


O.U 
0-45 


4,3 
20.4 


18,3 
4,1 






















































Ethylene 


383.6 


249.0 


1.14 


170.0 


1.46 




304.0 
423,0 


259-0 
352,0 


1,17 
1,20 


194.0 
240,0 


1,33 
1.47 








467.0 


325,0 


1,43 


307.0 


1.06 
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Jwhich suggested to Vogel a similar relation to the absolute 
H boiling temperature Tb 

m c = i.47n (102) 

H This formula indicates that C increases considerably more 
■ rapidly than the temperature, and since Tb is comparatively 
large for vapors, the less perfect agreement of Sutherland's 
formula is partially explained. This, however, is not true of 
hydrogen and helium which present curious anomalies, as shown 
in Table LXVIII. 

Viscosity and Chemical Composition 

If the mass of a particle in a rarefied gas is increased n-fold 
by changing its chemical composition, the velocity will be 
nr''^ times the original velocity, so that the momentum of each 

TiBiJi LXIX.— The Viscosities of Permanent Gases and 
Vapors at 0=C 


Substance 


Molecular 
weight 


>!. X 10' 


T^ 


X 10' ^H 




2,0 


850 


31,0 


1 






4.0 
16.0 
20.2 
28.0 
28,0 

44.0 
82,9 
130.2 


i,8n 

1,033 

2,981 
1.678 
1,872 
1,920 
2,102 
1,362 
2,334 
2,107 


5. 
183. 

133. 
154. 
155,6 

210.5 

288. 


1 

2,266 ^H 








Ciirboii moDoxide 

Oxygen 








■ 




46,0 
58,0 
60.0 
74.1 
7S.0 
88.1 
88.1 
90.1 


827 
725 
838 
6S9 
689 
701 
690 
701 


513. 

510. 
485. 
467. 
561. 
543. 
523. 
547. 


1 






Ethyl ether 


KMetbyl isobutyrate 


^FEthyl propionate 
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molecule will be n'^-fold that of the smaller molecule. But the 
number of excursions of the molecules will be in proportion to 
n~'*, so that the total loss of momentum will be the same as 
before, provided only that the number of particles per unit 
volume remains the same. 

In gases at ordinary pressure, there are considerable differences 
in viscosity ranging from 0,0000689 for benzene vapor to 
0.0002981 for neon, but they are inconsiderable as compared 
with the vast differences we find in the liquid state and these 
viscosities are measured at 0° and not under corresponding con- 
ditions. Table LXIX shows that the vapors have viscosities 
which are smaller than those of the permanent gases except 



^ 
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hydrogen. Their viscosities are so nearly identical that it is not 
certain whether the viscosity of a given class of chemical com- 
pounds such as the ethers differs from that of the esters or 
ketones. It is quite impracticable with the data at hand to 
assign any effect to an increase in the molecular weight within 
a given class of compounds. 

Since the viscosities of the permanent gases at 0° are not 
simply related to each other, it is natural to seek some other 
basis of comparison, and Rankine (1911) has achieved success 
along this line by comparing the viscosities of the rare gases !?„ 
and their atomic weights M at the critical temperatures. He 
finds them related together by the formula 
v." = 3.93 X lO-'^M 



F 
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ss depicted in Fig. 82. The critical constants of neon and niton 
have not yet been determined. Rankine has further found that 
the same general formula apphes to the halogens, but the constant 
is different being 10.23 X 10"'". He gives for chlorine tjc = 
1,897 X 10-' and for bromine i,„ = 2,874 X 10"' (cf. Fig. 82). 
Were we to use the molecular weights instead of the atomic 
weights, the constant would be 5.12 X 10"'" which is nearer that 
of the rare gases but still not identical with it. 

The Viscosity of Gaseous Mixtubbs 

Since in a rarefied gas the viscosity is proportional to the 
number of molecules in a unit volume, i.e., to the pressure, 
the viscosities will be additive when gases are mixed in varying 
percentages by volume; but since the viscosity of a rarefied gas 
is also independent of the weight of the molecules, the law 
loses its significance. 

In gaseous mixtures at ordinary pressures the simple deduced 
iormula 

Btill applies, it being merely necessary to find the appropriate 
mean values of p, V, and L. This has been done by Maxwell 
(1868) and Puluj (1879), and one obtains the formula {cf. 
Meyer's Kinetic Theory of Gases, page 201 et seq.) 

[p p \jja/ xwia/ J 
Graham (1846) observed that mixtures of oxygen and nitrogen 
or oxygen and carbon dioxide in all proportions have rates 
of transpiration which are the arithmetical mean of the two 
. components. Thus for air, 







CidculBted viHooaity of air 0.0001728 

Obaerved viacosity of air 0.0001724 Vogel (1914). 

Graham and others have noticed that when hydrogen is mixed in 
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small amounta with other gases, as carbon dioxide or methane, the 
viscosity of the mixture is much greater than would be calculated 
by the simple formula of additive viscosities. In these cases 
Puluj (1879) and Broitenbach (1899) have found that the more 
complicated formula (103) gives good agreement. 

Viscosity op Gases and DirimsioN and Heat Conducttvitt 
We note that the diffusion coefficient Z> in a mixture of gases is 

D - ^KiN^LiUi + NiUnt)/N (104) 

JVi, Li, and Hi being the number of molecules of the first kind 
of gas per unit volume, the length of the mean free path, and 
the mean speed respectively, etc. Also N = Nj + Ni. Since 
the length of the mean free path can most easily be calculated 
from the viscosity, it becomes possible to calculate the diffusion 
coefficient from the viscosity. 

In the conduction of heat the two kinds of gas become identical, 
hence the above equation becomes 

D = ^ 7rI2L (105) 

If we neglect the small difference between Ri and Q due to 
temperature difference the conductivity of heat k becomes 

k = ^-«aLpC, (106) 

C, being the specific heat of the gaa at constant volume, and 

combining this equation with the viscosity Eq. (97) we obtain 

k = CvC, (107) 

C being a constant (cf. Eucken (1913)). 
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Determination of the Ultimate Electrical Chabq^ 

It is well known that Sir J. J. Thomson ( 
method for measuring the charge on the particle of a rarefied 
gas e by obaerving the rate of fall under gravity of the particles of 
an ionized fog which had been produced by sudden expansion and 
then observing the rate of fall of a similar cloud when it is sub- 
jected to the action of a vertical electrical field of known intensity 
superimposed upon gravity. 
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If !! is the velocity of a droplet of mass m, density p undor the ^^H 
action of gravity alone, and vi its velocity when under the in- ^^H 
fluence of the electrical field whose strength is X in electrostatic ^H 
units, then ^^H 

ma ^H 


Applying Stokes' Law, Eq. (62), to the sphere whose volume ^^| 
is 47rT73, we obtain ^^| 

P A beautiful appUcation of this method has been made by ^^M 
Milhkan (1909, etc.). He has found the most probable value ^^M 
for e to be 4.69 X IQ-'". This leads to the number of molecules ^^M 
in a gram molecule N = 6.18 X 10" and the mass of the hydro- ^^M 
gen at^m as 1.62 X 10-^« g. ^^M 
Chapman (1916) and Rankine (1920-1) have calculated the ^H 
diameters of the atoms of the monatomic gases from detcrmina- ^^M 
tions of the viscosity. They regard the atoms as hard spheres ^^M 
having the well-defined absolute diameters given below. ^^M 

^ Atouic Diametbrs of some op the Noble Gases after Ranking ^^| 


b o„ 


Viscoaity 


Crystal measurement ^^^H 




2.35 X 10-' 
2,87 X 10-' 
3,19 X 10-' 
3.51 X 10-' 


SI. 30 X ^^H 
2-05 X 10-' ^^M 
2,35 X 10-' ^^M 










These values agree very well with those obtained from van ^^H 
der Waal's equation but they are somewhat greater than the ^^H 
diameters of the outer electron shells of the atoms as obtained ^^| 
by Bragg from his crystal measurements. ^^^| 




The viscosity of a liquid may change, and it may change 
in a quite extraordinary manner, as the boundary of the liquid 
is approached. This must of necessity result wherever the 
surface tension is such as to bring about a change in concentra- 
tion at the boundary. We should therefore naturally expect 
soap and saponin solutions to show this phenomenon. Experi- 
mentally this field of study has not been much explored although, 
BB we shall attempt to show, the promise of reward is very great 
and the need of such study in industry is pressing. However, 
Stables and Wilson (1883) have proved that a saponin solution 
has a viscosity at the surface which is 4,951 as compared with 
3.927 for the surface of pure water. The viscosity was measured 
by the oscillations of a circular nickel-plated brass disk, of 7.625 
cm diameter and 0.2 cm thickness, which was suspended in the 
hquid by means of a wire 119.8 cm long. As soon as the solution 
was allowed to rise 0.15 cm above the disk the viscosity feU to its 
normal value. 

The viscosity found by Stables and Wilson indicates that 
the surface layer of a supposedly dilute solution may nevertheless 
have a viscosity which is over a thousand-fold that of water 
at 20°C (1,260 cp) or about the viscosity of castor oil. But for 
very small stresses, the viscosity may be still higher, for it 
is to be particularly noted that in a saponin solution a pendulum 
does not oscillate isochronously. Thus in one experiment 
with vibrations of large amplitude, Stables and Wilson found the 
time of vibration to be 10.52 seconds, whereas with small ampli- 
tudes the time of vibration was 9.73 sec. This would indicate 
that with very small stresses the viscosity might be found to be 
infinite, which would mean that we are here again dealing with 
plastic flow. 

The experiments of Stables and Wilson need confirmation and 
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B extension with our more recent knowledge of the nature of flow 
, in mind, but whatever the surface of a given saponin solution may 
be, we may profitably distinguish three typical cases: (A) where 
the superficial layer is a true solution but of different concen- 
tration from the interior and is in contact with it own vapor or 
some gas; (fi) where the surface is made up of a layer of immisci- 
ble hquid, which may be so thin as to be imperceptible by ordi- 
nary means; (C) where the aiu'faee is formed either by a continuous 
sohd or by solid particles in more or less intimate contact with 
each other. It is evident that in the last two cases we are dealing 
not with the superficial fluidity of the hquid but of a heterogene- 
ous mixture of Uquid-hquid or solid-hquid respectively. 

Soap solutions perhaps afford the best examples of the flrst 
case and if such solutions have extraordinarily high superficial 
viscosity, it serves to explain the stabihty of the soap bubble. 
The liquid between the two highly viscous surfaces can proceed 
downward very slowly in so narrow a space. 

Oil films on water give frequent examples of the second sort, 
and the use of oil "to calm troubled waters" is a practical appli- 
cation of superficial viscosity in the damping of vibrations. The 
simple harmonic motion of the wave causes the particles to move 
in vertical circles, so that an oil film is alternately stretched and 
compressed. The water underneath not being subjected to this 
same tendency is pulled along by the oil film and in this viscous 
flow energy is of course dissipated. A method for the measiu'e- 
ment of viscosity by Watson (1902) depends upon the damping 
of smafl waves in a free surface, and apparently this method is 
capable of being used to measure superficial viscosity, but this 
appears not to have been attempted. 

The connection of superficial fluidity with emulsions must be 
mentioned at this point although we cannot stop to discuss it. 
We can merely refer the reader to the fascinating studies of Pla- 
teau, Quincke, and Lord Rayleigh upon the nature of contamina- 
ting films. The recent paper by Irving Langmuir (1919) on the 
theory of flotation is very suggestive. 

Many of the examples which we would naturally cite as exam- 
ples of the second case given above may really be examples of the 
third instead. It is certain that in most emulsions a third sub- 

ince is necessary to stabilize it and it may give rigidity. Scums 
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are apparently examples of this class. Gurney (1908) in investi- 
gating the contamination of pure water surfaces on standing, 
says "Water surfaces become noticeably rigid in a few hours or 
days: depending on the previous history of the fiuid. Vigorous 
stirring destroyed the rigidity of the surface." 

To prevent possible misunderstanding, it must be stated 
again that rigidity in foams and emulsions arises largely from 
the fact that during shear the bubbles of a foam or the 
globules of an emulsion are distorted and may be disrupted, 
and thus work is done against the forces of cohesion opposing 
such disruption. 

Superficial viscosity has heretofore been considered at a free 
surface only. Such a view is too narrow as it would leave the 
most important examples out of consideration and from the 
theoretical aspect the extension of our conception of superficial 
fluidity involves no difficulty whatever. Having made this 
extension, the phenomenon of slipping falls into the third case, 
but the fluidity near the boundary is higher than that of the main 
body of material. Henry Green (1920) has studied this slippage 
under the microscope, using for observation paint colored with a 
httle ultramarine, which may be subjected to shearing stresBes 
in a capillary tube. With small stresses the shear takes place 
exclusively in the region near the boundary, but when the stress 
becomes greater than the yield value of the paint, the shearing 
takes place throughout the material. Green reasons that it is 
this mixture of the kinds of flow which causes the shear to fail 
to be a hnear function of the shearing stress, particularly when 
those stresses are near the yield shearing stress. In the above 
example, the layer next to the boundary was more fluid than the 
main body of material, but more often the opposite is the case, the 
fiuid near the boundary is less fluid, and we might therefore consider 
the general subject of adsorption under this head. And we would 
then show that it is possible to make a fractional separation of 
fluids by simply passing them through capillary tubes. Such a 
separation of a mixture into its components by means of capillary 
flow has actually been demonstrated, as in the case of petroleum 
forced through clay by Gilpin and his co-workers (1908).' Since 
the surface area of a capillary varies as the first power of the 

' Am. Chetn. J. 40, 495 (190S); 44, 251 (1910); 60, 50 (1913). 
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Eereas the volume of flow varies els the square of the 
^, , _4. (6), we may expect to find the effects of superficial 

fluidity shown to the best advantage in very fine tubes. 

There are a variety of causes which may cause the fluid near 
the boundary to have a different fluidity. The most important 
cause results from the selective adhesion of the components of 
the fluid for the sohd. If one of the components of the fluid is 
more strongly attracted than another, separation becomes possi- 
ble, and the magnitude of the fluidity of the mixture as measured 
will theoretically be affected The adhesion between solid and 
liquid or liquid and liquid is doubtless just as specific a property 
as is the better known cohesion or surface tension of liquids and 
we are coming to understand the nature of adhesion better 
through the efforts of Langmuir (1919) and Harkina (1920). We 
have seen that it is possible to greatly affect both the friction 
and the mobility of plastic substances by the addition of small 
amounts of acid or alkali. Just what happens in such casea 
might be subject to dispute, but it is certain that small amounts 
of substances adsorbed on to the surface of a solid may entirely 
change the character of the solid which is in contact with the 
liquid. Thus Henry Green (1920) has observed that the addition 
of small amounts of gum arabic to a suspension may greatly 
decrease the yield value and increase the mobility, in spite of 
the high viscosity of gum arabic solutions. This is interpreted 
as being due to the decrease in adhesion between the sus- 
pended particles. The well-known work of Schroeder (1903) 
upon the effects of electrolytes on the viscosity of gelatine and of 
Handowsky (1910) upon serum albumin should also be referred 
to. 

We have already proved on page 86 that if any cause results 
in the fluid near the boundary becoming different from the re- 
mainder of the Uquid, the resulting fluidity will be changed. 
This theorem is therefore useful in explaining superficial fluidity. 
We will now prove that the components of a mixtiirc under these 



conditions will imdergo parti 
will be made more general by usi 
considered on page 86. Consi 



ial separation. The conditions 
ng the non-homogeneoua mixture 
dering the mixture as made up 
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of the two components A and B, arranged in alternate plane 
layers, the total quantity of A flowing in a unit of time, regardles 
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of whether it is derived from the fluidity of A or B, is obtained 
from the terras of Eq. (26) containing ri, and ia 

and similarly the rate of flow of component B is 






There will be separation of the two components only when the 
thickness of the different layers is considerable or when the 
passage through which the subatances are forced Is very small, 
for in either case n will be small. U n = = , 

V2 b 
and there will be no separation at all. The separation may be 
calculated from the expression 

t/i _ a na-p, + (n - 1)6^^ ,.,„, 

Ui b in + i)avi +nbv, ^ ' 

When re = 1, the component A will flow at only one-third of 
the rate of B, even though the two components have the same 
fluidity and are present in equal proportion; and even if the 
fluidity of B is zero, it will flow twice as rapidly as A, under 
the above conditions. It follows that the flow of B is greatly 
increased by making the fluidity of A large, this being the layer 
in contact with the stationary boundary. 

An ingenious apphcation of the principle of superficial fluidity 
was made by the Southern Pacific Railroad,' when it was found 
that the pressure required to pump certain heavy oils through 
long pipe lines was inconveniently large. The problem was 
to get the maximum flow of oil for a given expenditure of energy 
and with a given diameter of pipe. By using a rified pipe and 
injecting about 10 per cent of water along with the oil, the 
water was thrown to the outside of the pipe by the centrifrugal 
action caused by the rifling, producing a high superficial fluidity; 
and thus, by a seeming paradox, the water lubricated the oil so 
that the delivery became from 8 to 10 times what it would have 
been had the water not been added. 

One may demonstrate the effect of superficial fluidity very 

^Engineenvg Record, 67, 676 (1908). 
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Bimply by comparing the times required by gravity to empty two 
pipettes filled with a heavy oil, each of the pipettes being similar 
in every respect except that one ie moistened with water previous 
to filling with oil. 

In an experiment by the author at 25''C and a pressure 
of 60 g per square centimeter a given volume of water required 
33 sec. and the same volume of cottonseed oil required 1,640 sec. 
A mixture was then used containing one-third oil and two-thirds 
water by volume. Had the heavier water flowed completely 
through the capillary ahead of the oil, the time of flow should 
evidently have been 22 -|- 547 = 569 sec; yet only 391 sec, were 
actually required which is less than the time theoretically required 
by the oil alone. The difference of 178 sec. is due to the water 
forming a lubricating film for the oil as the water drained out 
through the capillary. 

Rate of Absorption. — It is appropriate here to show how the 
rate of absorption of a fluid into a porous material depends upon 
the fluidity of the medium. From Poiseuille's Law, Eq. (8), it 

follows that the rate -r, at which a liquid enters a long capillary 

I tube under the driving force P will be 

dl ^ Pt^>p_ 

dl 8i 

•If the capillary is very small, the surface tension y exerts a force 
I— which must be added to the external pressure and this force 

trising from the surface tension may be so great that the external 
weseure is negligible in comparison, in which case 

dl _ i p^T 

dt ~ U 
Bd by integration 

P - ^-rt 

The quantity of O.Svn* is called the coeffi^ent of penetrance of 
^e fluid and it is a measiu'e of the tendency of a liquid to pene- 
"trate a given material which it wets, {Cf. Washburn Physical 
Chemistry, 2d ed., p. 62.) 

The distance that a liquid will penetrate a given porous mate- 
rial due to capillary action alone is often of practical importance. 
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From the above equation we see that this distance is propor- 
tional to the square root of the fluidity, the surface tension, the 
radius of the capillary and the time. 

It is generally assumed that the material of the pore walls is 
immaterial so long as the walls are wet by the liquid. Adhesion 
between solid and liquid may come into play in certain cases 
making such an assimiption fallacious, as already pointed out. 
Experiments on the impregnation of fabrics, belting, wood et 
cet, with oils, gums, paints et cet, have shown that thorough dry- 
ing of the former materials has an extraordinary effect upon the 
penetration of the latter. This may be due to increasing adhe- 
sion although it may be explained in some other way. 
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CHAPTER XI 
LUBRICATION 

When a solid substance is subjected tu a shearing stress, 
it imdergoca plastic flow if the stress is gi^eater than the yield 
value of the material. In this process of shear, lateral stresses 
arise and if the material is not supported laterally by sufficient 
pressure, rupture of the material will finally result. These 
surfaces formed by rupture slide over each other according to the 
laws of solid friction stated by Coulomb. The surfaces are 
separated for the most part by a layer of fluid which may be air, 
water, oil, a layer of oxide, etc. So two surfaces formed by a 
rupture as, for example, two broken pieces of porcelain do not 
adhere together firmly even when they seem to fit together very 
nicely. So also the resistance to movement between ordinary 
smooth surfaces is far less than the resistance to plastic flow. 

If, however, sufficient force is brought to bear between two 
sliding surfaces of similar material, there will occur, far below 
the melting point of the substance, a welding together of the 
surfaces into a more or less compact whole, imleas there is 
present some substance which prevents such welding. Two 
surfaces of glass ordinarily touch each other at very few points 
and they do not adhere strongly, but when the two surfaces 
are ground to an optical surface and cleaned, it is difficult to 
separate the two surfaces without tearing them, after they have 
been brought together. A motor bearing which has been care- 
fully fitted by "lapping in" may be ruined completely by a 
sUght turn with the hand after the surfaces have been cleaned 
and again brought together. Powdered metals adhere strongly 
when subjected to heavy pressures, even at temperatures con- 
siderably below the melting point. The Johannsen blocks used 
in gage testing are made of hardened steel with surfaces which are 
exceptionally true. When these blocks are placed one on top of 
the other, the adhesion between them is so great that a pile of 
I 261 
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them several inches high can be raised by lifting the topmost 
one. In imperfect lubrication we first have excessive wear, then 
scoring of the bearings and finally seizure with a more or leaa 
complete welding together of the surfaces. Thus there is a con- 
siderable mass of evidence to prove that whenever two clean 
surfaces come together they adhere and thus the conditions for 
plastic flow may be reestablished. The problem of lubrication 
is therefore to substitute as far as possible fluid friction for the 
enormously higher resistance to shear in plastic flow. 

According to the above view, "solid friction," as ordinarily 
observed, is intermediate between true plastic flow and true 
viscous flow. Under favorable conditions it approaches closely 
to simple viscous flow, whereas under very unfavorable conditions 
it may approach the conditions for plastic flow. It is clear 
therefore that the coefficient of solid friction may vary within the 
widest hmita depending upon the condition of the bearing 
surfaces, the temperature, speed, and character of the lubricant.. 

Thus at the outset we may state that it is impossible to 
specify the lubricant that will be most suitable for a given 
machine, provided that that machine works at variable speeds, 
temperatures and loads, and where the bearings are continually 
subject to wear due to defective lubrication. On the other 
hand, if bearings are perfectly lubricated and run under constant 
conditions, there is practically no wear, so that the problem to 
find the most suitable lubricant has a definite solution. With 
the steady advance of industrial development, the theory of 
lubrication takes on increasing interest. 

The laws of solid friction may be stated as follows: (1) When 
two unlubricated smooth surfaces slide over each other, the fric- 
tional resistance P varies directly as the load W or 

P = f TT (111) 

and the coefficient of friction f is defined as the ratio between the 
friction and the load. 

2. The force Po required to maintain an indefinitely small rate 
of shear, the so-called sialic friction, is greater than when the 
rate of shear is appreciable. The dynamic friction is independent 
of the velocity. 

3. The friction is independent of the area of the surface^ 
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apparent contact, within wide limits. The surfaces must, how- 
ever, be large enough so that the surfaces remain intact. 

Since it is impracticable to obtain a pair of smooth and entirely 
imlubricated surfaces, it is needless to say that these laws are very 
inexact. As already intimated, well-fitting and clean surfaces of 
similar material would probably seize and follow the laws of plastic 
flow, which are very different from the laws given above. They 
have, however, both historic interest and practical usefulness. 

Just as the laws of solid friction are superficially unrelated 
to the laws of plastic flow, so these laws are also in sharp contrast 
to the laws of viscous flow which apply to well-lubricated surfaces. 
With well-lubricated surfaces we have the relation 



^Sv 



dr 
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where S is the area of surface in contact, dv is the velocity and dr 
is the thickness of the oil film. According to this relation: 

1. The frictional resistance P is independent of the load. 

2. The friction is directly proportional to the velocity and is 
therefore zero when the velocity is zero. 

3. The friction is also directly proportional to the area of sur- 
faces in contact. 

In view of the absolute antithesis between these two sets of 
laws, it is not surprising that the results of the study of friction 
as recorded in the literature are often contradictory. We may, 
however, state broadly that slow-moving, poorly lubricated sur- 
faces follow approximately the laws of sohd friction, whereas 
rapid-moving and hence necessarily well-lubricated machinery, 
such as electric dynamos and motors, follows the laws of fluid 
friction. Most bearings are imperfectly lubricated and follow 
neither set of laws exactly. 

Petroff (1887) seems first to have applied the laws of fluid 
friction to lubricated bearings testing out his views by experiment. 

Most important in its relation to the development of the theory 
of lubrication is the experimental work of Beauchamp Tower 
(1883-4), undertaken at the instance of the Institution of 
Mechanical Engineers. His experiments were conducted with 
extreme care and under varied and well-chosen circumstances. 
His results, as obtained under ordinary conditions of lubri- 
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cation, "so far agree with the results of previous investigators as 
to show the want of any regularity." He perceived that this 
difficulty was due to irregularity in the supply of lubricant, ao 
he conducted experiments in an oil bath. Not only was he thus 
able to obtain a high degree of regularity but he proved that the 
journal and bearing are completely and continuously separated 
by a film of oil. This film ia maintained by the motion of the 
journal against a hydrostatic pressure in theoil, which at the crown 
of the bearing was shown by actual meaaurement to be 625 lb. 
per square inch greater than the pressure in the oil bath. 

Tower demonstrated that even with an oily pad in contact 
with the journal, the results were regular although the results 
were different from those with the oil bath. Of lubrication less 
than that afforded by the oil pad he says: "The results, generally 
speaking, were bo uncertain and irregular that they may be sum- 
mfid up in a few words. The friction depends on the quantity 
and uniform distribution of the oil, and may be anything between 
the oil bath results and seizing, according to the perfection or 
imperfection of the lubrication." 

These experiments of Tower are indeed a landmark in the 
development of the theory of lubrication for they stimulated 
various investigators such as Osborne Reynolds, Stokes, and Lord 
Rayleigh to apply the fundamental hydrodynamical equations 
to the results obtained. And the labors of Reynolds, continued 
by Sommerfeld (1904) and Michel! (1905), have in fact enabled 
us to reach a complete solution of the problem of lubrication in 
certain very special cases. The mathematical integrations have 
generally proved very difficult. 

Reynolds' Theory of Lubrication 

The model of viscous flow which we have considered, page 5, 
does not give rise to any pres.sure at right angles to the direction 
of flow, hence it is unable to sustain a load permanently ajid will 
not serve for practical lubrication. 

Case /, Parallel Surfaces Approaching with Tangential Motion. 
Let AB in Fig. 83 represent the section of a surface which ia 
moving with the uniform velocity U in respect to the bearing 
block CD, each being of indefinite length in the direction perp« 
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dicular to the paper. As soon as a load is placed on the bearing 
block, the liquid begins to be squeezed out from between the 
surfaces. If this space is divided originally into the equal areas 
indicated by the dotted lines, these lines, moving with the fluid, 
will after a time occupy the positions of the curved lines; and 
the distances moved by the particles are shown by the distances 
between the corresponding points on the two sets of curves, as 
QP for the point P, and the slopes of the curves indicate the direc- 
tions of the forces in the fluid just as if the lines were stretched 




Two parallel, ploJia aiirfacea. 

elastic threads. The pressures exerted upon different points 
along CD are shown in the curve of pressures CFD, the pressures 
being proportional to the vertical height above the line CED. 
At the center of the block the pressure is a maximum and the 
liquid is squeezed out to the right and left of this section. For 
this section alone, there is a uniform variation of velocity from 
AB to CD, such as would be true of all sections, if the surfaces 
AB and CD were not approaching. 

Cose //. Surfaces Inclined— Tangential Movement Only. — 
If now the bearing block is tilted, we have fulfilled the necessary 
condition for continuous lubrication, for the bearing is able 
to sustain a load without the surfaces approaching each other. 

Were we to assume that in this case the velocity varies uni- 
formly from UatABto zero at CD, the quantity of fluid passing 
any cross-section MN would be proportional to MN X U/2, 
or simply to MN. But since the quantity of fluid passing every 
cross-section must be the same, there must be an outflow to 
the right and left of the cross-section M'N', at which the pressure 
is a maximum, so the flow at any section MN is 

(_MN - M'N')U/2 
At the cross-section MN, the velocity varies uniformly from 
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AB to CD, but the point of maximuin pressure M is not at the 
center of the block nor is it necessarily the point of application 
of the resultant pressure exerted on the block. 

If the bearing is free to move, it will move either up or down 
until the pressure is just equal to the load. As the load is 
increased, the surfaces approach each other, which increases 
the friction and thereby the pressure so that equilibrium is 
restored. But the point of application of the resultant pressure 
changes with the load provided that the inclination of CD remains 
the same. 

Cose ///. Revolving Cylindrical Surface — Bearing Surface 
Flat. — The curves of motion are represented in Fig. 84. To the 




Diplo conti. 



19 lubrication. 






r right of GH which is the point of nearest approach of the 
faces, the curves are similar to those in Case II. At the left of 
GH, the curves are quite the reverse of those on the right, being 
convex toward a section M^Ni on either side, just as they are 
concave to a section Af iJVi on the right. The reason for this is 
that with a uniformly varying velocity more fluid would be 
brought in at the right of MiN, than would pass the section GH, 
hence the fluid must flow outward from MiA''i, where the pressure 
is a maximum in both directions. So at the left of GH more 

t fluid would be carried away than arrives through GH, hence an 

inflow is necessary to the right and left of the section of minimum 
pressure M^N-i. The fluid pressure acts to separate the surfaces 
at the right and to draw them together at the left hence there is a 
couple of forces resulting. 

If the bearing is cut away at the left of GH, the negative pres- 
sures may be eliminated. 
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^H If the oil supply is limited, the oil may not wet the entire 
^F'bearing but form an oil pad in the region of GH, the preasurea of 
course reaching a zero value at the points where the oil surface 
meets the bearing surface. If d is the thickness of the oil film 
outside of the pad, the quantity brought up to the pad per 
second will be Ud, and the quantity which passes the section 
WMiNi where the velocity varies uniformly is MiNiU/2, and since 
Jiere is no accumulation of oil, these two values must be equal 

md 

MiNi = 2d 
M2N2 = 2d 
Case IV. Revolving Cylindrical Surface — Bearivg also Cylin- 
drical.— In a very common example of lubrication we have a 
cylindrical journal partly or wholly surrounded with the bearing 
ss" CD in Fig, 85, The oil is drawn up into the space BD 




Tha lubricated journal and bearing. 



Iimd creates a pressure which is a maximum at Q. The point of 
f nearest approach between journal and bearing is not at the 
oiddle of the bearing but at a point some 40° further on 
E.at G toward the so-called "off-side" of the bearing. This is 
Lthe opposite to what happens in the unlubricated bearing, for 
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the point of nearest approach is then on the "on-side." On}y 
when the bearing is unloaded does the point of nearest approach 
coincide with the middle of the brass, 0. As the load increases 
the point G moves from up to a certain maximum value after 
which it recedes toward 0, resulting finally in a discontinuity in 
the oil just as in the case of a limited supply of oil. 

We have con.sidered only bearings of unlimited length, whereas 
in practical bearings the lubricant is squeezed out at the sides, 
as well as at the ends. Michell {1905} has made a study of the 
changes of pressure in the oil film of bearings of various shapes. 
Generally speaking the integrations necessary to define the exact 
relations between load, speed and the friction have not been 
effected. 

The theory of lubrication is not inconsistent with the experience 
that the friction in limited lubrication is proportional to the 
load and independent of the velocity. Increase of load will 
result in a diminution of the distance between the bearing 
surfaces, a lengthening of the oil-pad, and therefore an increase 
in the resistance. Increasing the velocity increases also the 
resistance, but it also increases the pressure and therefore the 
distance between the surfaces, provided that the load is kept 
constant, and this produces a decrease in the resistance. 

For further details of the development of this very important 
subject the reader is referred to the original papers of Petroff, 
Tower, Reynolds, Sommerfeld, Michell, Lasche to name but a few. 

LUBRICATIOK AND AdHESION 

In the early use of lubrication, fixed oils and greases were 
depended upon almost exclusively. The fixed oils, that is 
the non-volatile oils of animal or vegetable origin, are exl>en8ive, 
they may become gummy and rancid, which interferes with 
proper lubrication and the acids developed may corrode the 
machines. These oils moreover often partially solidify when only 
slightly cooled. The range of viscosities obtainable is also 
restricted by the small number of oils available in any quantity. 
With the advent of mineral oils, these troubles were all overcome, 
so the battle which was waged between the mineral and the 
fixed or fatty oils was short and apparently decisive. 
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W' purveyors of the fatty oils claimed that their oils possessed 
m greater "oiliness," "body" or "lubricating value," but since 
■ these claimants seem never to have proved their case by the 
actual measurement of "oiliness" and since modem indus- 
trialism requires vastly more oil for lubrication than could pos- 
Iaibly be met by the available supplies of fatty oils, the conception 
of the property of oiliness has gradually become a sort of will o' 
the wisp vaguely referred to iu treatises on lubrica,tion, and effec- 
tively used by energetic salesmen in convincing a prospective 
buyer of the superiority of a given brand of oil over all others. 
The theory predicted that so long as the viscosity was sufficient to 
produce the necessary pressure required to carry the load, it 
was of no moment what the chemical nature of the lubricant 
might be, provided only that the quantity of lubricant was ample. 
The practice has therefore been to use an oil which is much more 
viscous than is really necessary and to accept a loss in power 
in order to insure against any discontinuity in the oil film. 

» There are, to be sure, many instances which might be cited 
where an experienced engineer has cooled a hot bearing by 
, Bubstitutlng a fixed oil with which he was familiar for the mineral 
oil in use. However, in comparing two oils used for practical 
lubrication, there are so many factors which may affect the 
comparison such as the quantity of oil, the speed, load, tem- 
perature of the oil film, the condition of the bearing surfaces, 
that instances which might be cited are easily discredited by the 
skeptical. Neveri;heless, there is a growing demand for lubri- 
cants which will be less wasteful of power and which will at the 
same time give the maximum assurance that the bearings will not 
be injured in use. With the aeroplane in particular, it is neces- 
sary to keep the motor going at all hazards during most of the 
period of flight, and an overheated bearing may easily cause the 
complete wreckage of the machine in mid-air, so the selection 
of the best lubricant for severe conditions and the question of 
" oiliness " becomes now vitally important. Perhaps the clearest 
evidence on this point is obtained from cutting lubricants. 

Cutting Lubricants. — It is the well-nigh universal testimony 

of mechanicians that in certain cutting operations, fixed oils are 

absolutely necessary and that mineral oils will not serve as a 

_ satisfactory substitute. Voluminous correspondence with large 
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fihops aH over this country, with concurring evidence from Great 
Britain, eatabliahes the fact that fixed oils, preferably lard oil, 
are superior to all others. This is particularly true in operations 
such as "parting off" soft steel, in threading wrought iron or 
steel, in drilling deep holes in steel as in the manufacture of gun 
barrels. The tool keeps its edge longer, the machine runs more 
smoothly, there is l<iss heating, a much greater speed may be 
attained, the chip is leas serrated and therefore longer, the cut 
surface ia smoother and much closer dimensions may be obtained, 
when using lard oil or its equivalent. 

On the other hand, there are certain operations such as planing 
and reaming where a lubricant is not required. In others such 
as sawing metals a liquid may be used merely to cool the work. 

No lubricant is ordinarily used in cutting cast iron, brass or 
aluminum. Wrought iron and "draggy" metals require a 
lubricant. 

Between the two extremes of those operations and materials 
which absolutely require a fixed oil and those which require no 
liquid at all, there are a great number of classes of work in which 
mineral oils are satisfactory but where aqueous soap Bolutions 
or oil-emulsions are widely used and found to be highly satisfac- 
tory. In these cases the oil or water serves to reduce the heating 
of the work and the tool, and the soap or soda prevents the rust- 
ing of the machine. Fixed oils are often a needless extravagance 
or positively disadvantageous. 

Where lard oil is required it is not primarily to conduct away 
the heat, for the operation may be a fight surfacing operation 
where the heat developed is slight as in the cutting of fine micro- 
meter screws. Its superiority does not depend on its peculiar 
viscosity because a mineral oil possessing the same viscosity in 
no way shares its superiority. 

It is true that mineral oils increase in fluidity, when heated, 
more rapidly than fatty oils, but castor oil is exceptional in this 
respect resembling the mineral oils and yet it appears to be a very 
useful cutting oil and lubricant. 

It has also been suggested that pressure might decrease the 
fluidity of the mineral oils leas rapidly than that of the fixed oils, 
but this explanation appears to be not even quahtatively correct 
{(^. page 89, Report of the Lubricants and Lubrication Inquiry 
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Committee. Department of Science and Industrial ] 
(London)). 

The surface tensions of mineral and of fixed oils are not materially 
different. These oils are however very different in one important 
respect viz., that the fixed oils all have an active chemical group 
which gives them a strong adhesion for metals, so that such an 
oil 18 not readily squeezed out from between two metallic sur- 
faces (cf. Langmuir (1919), Harkins (1920), and Bingham (1921)). 
Lord Eayleigh (1918) has shown that a layer of lubricant of 




monomolecular thickness possesses truly remarkable properties 
in reducing the friction between solid bodies of similar material, 
the contamination probably serving to prevent the welding 
together of the surfaces. According to Langmuir (1920) such 
a film formed from paraffin oil can be readily removed by a gentle 
stream of running water from platinum, glass, etc., but a film 
formed by oleic acid cannot be thus removed. 

To get a clearer idea of the action of a cutting lubricant we will 
follow the operation of an Armstrong parting tool in cutting off 
disks from a rod of soft steel l^^in. in diameter, using a lathe with 
a constant speed and feed and as lubricants a definite amount of 
lard oil or of mineral oil of the same viscosity. Some 30 disks 
■e made with lard oil and at the end there was no evidence 
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that the operation was not as satisfactory as at the beginning. 
The disk shown in the left of Fig. 86 was perfectly smooth, and 
there was little evidence of heating and on inspection the tool 
was found to be not even slightly dulled. The chips shown below 
the disk were only slightly serrated. 

On substituting the mineral oil heating began at once, the 
surface of the disk shown at the right of the figure was very 
rough, the chips were deeply serrated, and the tool so dulled that 
it failed completely on cutting the fourth disk. On examining 
the cut in the bar at the time of failure, shown in the middle of the 




Fig. 87.— niua 



figure, one can plainly aee two beads of metal Sowing ahead of 
the tool and gouging into the bottom of the cut. A burr is 
being thrown up at the left. 

The operation of a tool in cutting is illustrated diagrammati- 
cally in Fig. 87. The metal b is being cut away by the tool c, a 
chip / being formed which bears down heavily upon the tool at 
a point d some distance back from the point. That this is the 
actual case is proved by many facta. For example, a tool in use 
is often gouged out by the shaving at some distance back from 
the point, and there is sometimes found a "bead" of metal 



LUBRICATION 



273 



welded to the tool at this point. The tool therefore priea the 
chip away rather than cuts it, and the point of the tool merely 
clears up the surface, so long as the tool is well lubricated. 

The surface of the chip is serrated and of about twice the 
thickness of the cut. We have here evidently a case of plastic 
flow. The explanation of the serrations and the thickening 
is probably as follows: — As the tool moves into the metal, the 
strain gradually increases and a certain accommodation takes place 
due to the elasticity of the metal and the machine. When the 
shearing stress reaches the yield point, the metal flows, and the 
more rapidly as the temperature rises rapidly in the region of 
flow. In this process the pressure on the tool is relieved, the 
stress falls again below the yield point, and the process is repeated. 
If the machine is very sturdy with very little play, the cutting 
will be steadier, but here comes the advantage in the use of a 
good lubricant, that it is drawn into the space m, contaminates 
the under side of the freshly formed surface of the chip and there- 
fore substitutes viscous flow for the energy-consuming plastic 
flow to a greater or less degree depending upon the efficiency of 
the lubricant (c/. Taylor, "The Art of Cutting Metals"). 

If the lubrication is not effective, the pressure on the tool must 
be relieved to a greater extent by means of plastic flow of the 
material. The result is greater fluctuations in pressure, the metal 
flowing outward during the period of flow, producing serrations 
of increased height, and possibly flowing downward into the 
space m. It is this metal, flowing inward toward the work and 
the point of the tool which creates the most serious condition, 
for it tends to break off the edge of the tool and to gouge into the 
face of the work. 

With brittle substances such as east iron, it is readily per- 
ceived why a lubricant is not necessary. The chip breaks 
as it ia pried off and there is comparatively little if any plastic 
flow. In cutting very hard and brittle materials such as glass 
and some varieties of steel, a lubricant as such is not needed, but 
something which perhaps has just the opposite property of 
causing the tool to adhere to the material, i.e., will cause the 
tool to "take hold" or "bite." Turpentine is used for tMs 
purpose on steel and turpentine with or without camphor is 
I used on glass. It is diffifcult to see how these substances act 
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uale^ they serve to remove the con taminji ting fihu of grease 
which is already present. 

These results lead one to the observation that in difficult cases 
of lubrication, where seizure is always possible and ia almost 
certain to be ^ery disastrous, the use of pure mineral oil may not 
be the best practice. On the other hand, there is not enough of 
the fixed oils to supply the imperative demands of mankind for 
edible fats, soaps, leather dressing, et cet. Fortunately however 
it is likely that all of the benefit of the use of lard oil as a lubricant 
can be obtained very cheaply by adding to mineral oils small 
amounts of certain substances possessing high adhesion, par- 
ticularly substances with unsaturated groups in their molecules, 
such as are found in oleic acid, turpentine, pine oil et cet. Some 
of these substances are already being used on a somewhat 
extensive scale in successful substitutes for cutting oils. The 
use of these substitutes opens up a field for research which 
is most fascinating and in view of the approaching exhaustion 
of our supplies of petroleum, the study is so practical that it 
cannot long be postponed. Of its importance we can do no 
better than quote from an editorial in the Chemical Trade 
Journal for December 1920: "Before the war the annual expendi- 
ture on lubricants in England was £6,000,000 and it is estimated 
that an annual saving of one to two millions could be effected 
if a systematic investigation were undertaken and the results 
made freely available to the public. Furthermore the loea 
caused by improper lubrication, would represent a very large 
addition to the figure given above." 

Asphalt-base Versus Paraffin-base Oils. — With lubricants in 
use made from crude oils from different fields, the question has 
arisen whether the paraffin-base or the asphalt-base oil is supe- 
rior, but there is a notable lack of convincing evidence in favor 
of either. We offer the following e\-idence to prove that the 
differences between them may be very considerable, and that 
the chemical composition as determined by the source of the 
oil is not a matter of indifference to the consumer; this is par- 
ticularly true in aeroplane lubrication where the results of faulty 
lubrication are so very disastrous.' 

' The walla of the aeropiane motor, the crankshaft et cet. are made so 
tight that the seizure of a single bearing will result in thn wrecking of the 



BenzeDe (CsHe) represents a typical paraffin-base hydro- ^^H 
carbon, diallyl (CgHio) may be taken to represent an unsaturated ^^| 
non-cyclic hydrocarbon, whereas benzene (CgHe) and hexa- ^^| 
methylene (CaHu) represent types of cyclic hydrocarbons. All ^^| 
of these compounds have the same Dumber of carbon atoms, but ^^H 
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■whereas their fluidity-temperature curves are nearly parallel, ^H 
they are widely different as shown in Fig. 88, the fluidity of ^H 
the cyclic compounds being extraordinarily low even at their ^^^| 
boiling points, marked by large circles in the figure. The higher ^^| 


L engine in mid-air, due to the sudden confining of the gas mi^-ture within ^^^| 

■ the cylinders of the engine. Flying ports of the engine reauiting from auch ^^^| 

■ &n explosion may also injure tbe ateering mechanism, the supporting planes, ^^^M 
H or even the pilot. ^^^H 
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fluidity of the paraffin is strikingly shown by introducing a 
paraffin residue (CHa) into the benzene ring, which results in 
toluene (C«Hg) having a higher fluidity than benzene (CbHi). 
On the other hand, toluene has a much lower fluidity than the 
purely paraffin compound heptane (C7HM) which contains the 




100 ?0O 100 400 500 600 700 600 900 lOOOj 
Vapor Pressure Jntnm 

FiQ. 80.— Fluidity- vapor-pressure curvea ot hydrocarbons of differi 
gous series. (C/. Fig. 58.) 

same number of carbon atoms. It may be urged that whereaa 
these compounds contain the same number of carbon atoms they 
do not contain the same number of hydrogen atoms. But one 
should also note that diallyl contains more hydrogen atoms than 
benzene and less than hexamethylene and yet has a fluidity 
which is far higher than either. The cyclic compounds may owe 
their low fluidity to association, but the relation of association 
to the properties desired in a lubricant is not well understood. 
However, the relation between fluidity and vapor-prea 
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tidready discussed (pages 155-160) is not without interest in this 

I ponnectioD. 

Although hexane, diallyl, benzene, and hexamethylene differ 

■ in fluidity by more than 250 absolute units at a given tempera- 

Fture, they all boil within 20 degrees of each other, hence the 
fluidity-vapor pressure curves for these hydrocarbons are very 
distinctive, as shown in Fig. 89. If a low vapor pressure for 
a given fluidity is an advantage, on the assumption that an oil 
should not volatilize off from the walls of an engine cylinder or 
away from an overheated bearing, then straight chain hydro- 
carbons have the apparent advantage. On the other hand, if 
low vapor-pressure and high molecular weight for a given fluidity 
reeiilt in a tendency toward carbonization, then cyclic com- 
pounds will be preferred. 
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Vapor pressure calculated from Kahlbaiim, Zeitichr, f. pkyaik. Chetn. 
fle, 603 (1898). Fluidities from Bingham and Harrison, ZeiUckr.f. physik. 
Chem. 66, 1 (1909), and in the case of hexamethylene, hitherto unpublished 
data of Bingham and van Klooster. 

'From Young, J. Chem. Soc. (London) GG, 486 (1889). 

•From Young and Fortney, J. Chem. Soc. (London) 76, 873 (1899). 

' From Thomas and Young, J. Chem. Soc. (London) 67, 1075 (1895). 
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Anti-friction Metals. — A bearing ia usually made of a different 
material from the journal, but the eompositioD of the so-called 
anti-friction metals varies within wide limits. It must be soft 
enough so that the bearing may be easily scraped and quickly 
run in to an exact fit. During the process of "running in" the 
bearing, the particles of metal doubtless serve to wear down the 
high spots of the softer metal, leaving the harder journal in a 
highly polished condition. The maximum wear is naturally 
where the journal and bearing are in closest proximity, hence if a 
bearing has been run in with motion in a given direction, the 
coefficient of friction will be altered if the direction of motion is 
reversed, as observed by Tower. The bearing must be hard 
enough to carry the load without flow of the metal. It seems 
probable that the material of the bearing should have as small 
an adhesion for the metal of the journal as practicable and in case 
of necessity the material of the bearing should be capable of 
acting as a lubricant. At any rate it should not tend to seize 
the journal even when molten. Ice may be regarded as the 
oldest anti-friction material, and from certain points of view 
it is ideal. Since it melts under pressure, it furnishes its own 
lubricant and adhesion does not occur due to pressure, A 
sleigh standing on moist ice may become frozen in which ia 
evidence that adhesion is not impossible even between ice and 
steel. Adhesion between unlike materials is leas serious how- 
ever because of their different coefficients of expansion. 

Tin is a common constituent of anti-friction metals . 
there was a serious shortage of tin during the late war, 
lack of tin ores in the United States makes very dcE 
knowledge of alloys which do not contain tin and aft 
time are useful for bearings. Experiments indicate 1 
containing a very low percentage of metallic calGilIDK>l 
satisfactory. 

Whether the alloy should have a certain 
structure, as for example, crystals of comparative]j| 
imbedded in a softer amorphous sAlid is a mn| 
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FURTHER APPLICATIONS OF THE VISCOMETRIC 
METHOD 

There are maDy further applicatioDS of the viscometric 
I methods which are destioed to become of considerable importance 

i soon aa the theory of v-iscous and plastic flow is thoroughly 
understood. In many cases however, our knowledge at present 
is very restricted, or it is the closely guarded property of some 
industry. Generally speaking however, progress has been held 
back because the viscosity data at hand could not be interpreted 
and because the distinction between \-iscous and plastic flow was 
I not recognized. An illuminating example of this has been 
described by Mr. Gardner and Mr. Ingalls.' The American 
Society for Testing Materials attempted to compare with all 
care some 240 samples of paint, applying them to a test fence at 
Arlington. The paints were all made up to have the same 
"viscosity" as measured by the Stormer viscometer. Mr. 
Gardner says of the tests, "The determinations were fallacious. 
What was actually done was to make some paints of a very low 
and some of a very high yield value, although they all measured 
up to the same viscosity. The result was that when some of the 
paints were appHed to the boards, they would flow and carry the 
pigment particles down, leaving bare spots. Some paints 
failed on this account." 

According to Batschinski's Law the fluidity varies some 
2,000 times as rapidly as the volume which is now used success- 
fully in the dilatometric method, hence the viscometric method 
should be most useful in chemical control work. Dunstan, 
Thole and their coworkers have led the way in solving chemical 
problems by means of viscosity measurement. They have 
studied, for example, the keto-enol tautomerism, the efltect of 
conjugate bonds, the order of chemical reactions the existence of 

'Proe. A. S. T. M., 19, Part 11, (1919). 
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racemates in solution, the location of transition points such as the 
one between NajSOi and NajSOi-lOHjO,' Further work along 
this line is needed to differentiate the effects of chemical composi- 
tion, conHtitution, and association, measuring the fluidities over a 
range of temperatures. As in other lines of physical chemical 
investigation, the importance of making determinations at more 
than one temperature can hardly be overestimated because 
substances must be compared under conditions which are truly 
comparable. 

Various colloidal solutions such as those of rubber, glue, vis- 
cose, nitrocellulose, dextrine, gluten, et eel., offer problems of 
importance which can be most appropriately solved by the vis- 
cometer. It is already known that the properties of a solution 
of caoutchouc, for example, determine the character of the rubber 
which can be manufactured from it. The exact relation of the 
viscosity of the sol to the plasticity of the gel is practically a 
closed book. To indicate how complex the phenomena may be, 
we may add that Carl Berquist of the Com Products Refining 
Company has found in an investigation of corn dextrines, tapioca 
dextrine, borax, gums and starches that as the percentage of 
dextrine increases during the process of conversion, the mobility 
steadily rises whereas the friction first falls, then rises, and again 
falls. ^ The quick setting of a gum seems to be associated with a 
high friction. Thus the addition of .25 per cent sodium hydrox- 
ide to a 8.33 per cent Pearl starch reduced the mobility from 
0.7214 to 0.3018 but increased the friction from 108 to 156 g 
per square centimeter. The alkaline starch will set harder and 
have "better body" than an acid starch. 

Nitrocellulose Solutions.— The fluidities of nitrocellulose solu- 
tions as calculated from the determinations of Baker (1913) 
would indicate that nitrocellulose solutions never become true 
solids as the percentage of nitrocellulose is increased, for the 
fluidities approach the zero value asymptotically. This con- 
clusion is, however, so inherently improbable that it should be 
confirmed. Since it was necessary to use a series of Ostwald 
viscometers in order to get the necessary range, and each one is 
calibrated from another, the possibility of error is considerable. 

'Cf. Dunatan and Langton (1912). 

'Privately communicated. Cf. Herechol and Berequist (1921). 
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r8o it may well be that nitrocellulose solutions in various non- 
aqueous solvents may be brought into line with other colloidal 
solutions, some of which have already been considered, page 198. 
If, for a given nitrocellulose, there is a zero of fluidity which is 
independent of the particular solvent, an empirical formula of 
the general type 



•^ 10^' 
where it is a constant, may be serviceable, {cf, Duclaux and 
WoUman (1920)). 

Colloidal solutions of the above types which have a lattice- 
work or sponge-hke structure show an increase in the fluidity 
when subjected to treatment which breaks up this structure. 
ABtonishingly small quantities of the disperse phase are necessary 
to give zero fluidity or at any rate a very great viscosity. 

Certain non-polar emulsion colloids, such as milk, are in some- 
what sharp contrast with the above, because fairly high percent- 
ages of the disperse phase alter comparatively little the fluidity 
of the medium and the reduction of the size of the fat gluobles 
by "homogenizing" decreases the fluidity. 

Attempts are being made to use the plasticity method in the 
Btudy and control of butter and other fats and greases. As a 
means for distinguishing between different fats and greases and 
of determining the amount of the "hardening "of oils in the proc- 
ess of hydrogenation, or of oxidation in the blowing of oils, the 
method offers opportunities which have not been exploited as 
yet. Similarly it seems practicable to estimate the amount or 
quahty of gluten in samples of flour by this method. 

Clay and Lime. — Suspension colloids offer a simpler set of 
conditions than can be found anywhere else. Clays, piasters, 
mortars, and cements, are all plastic and their plasticity is a 
matter of prime importance in their respective industries. 
Commenting on the influence the plasticity of plaster has on its 
economic usefulness, Emiey (1920) states that about 70 per cent 
of the total cost of plastering a house is accounted for in the 
labor required to spread the plaster. "If one plaster is more 
plastic than another, it means that the plasterer can cover more 
square yards in a given time with the former than with the latter, 
which, of course, will reduce the cost. Furthermore the more 
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plastic material entails less physical and mental fatigue on the 
part of the plasterer, and he is thereby led unwittingly to produce 
a better quaUty of work." 

Emley points out that the method of slaking the lime has much 
to do with the development of plasticity, but that quite as impor- 
tant is the source, and by inference, the chemical composition of 
the lime. A lime high in magnesium oxide is capable of develop- 
ing a high plasticity more readily than one which is low in the 
dolomitic oxide. The growing practice of buying Ohio finishing 
lime, already hydrated, even when local lime may be purchased 
for about one-half the price is a reflection of the above facts and 
is a demonstration of the industrial importance of plasticity. 

In handling road-building and roofing materials, a knowledge 
of the principles of plastic flow might enable us to avoid losses. 
The first principle of road building is to secure proper drainage, 
which 19 in accord with the theoretical requirement of keeping 
the yield value as high as practicable. The "metal" of the rail- 
road is made up of coarse crushed stone of uniform size which 
gives excellent drainage and a very high yield point. Where 
liquid hydrocarbons are used as binder, a considerable amount of 
fine material must be used in order to raise the yield point suffi- 
ciently to sustain the contemplated loads. In order to be able 
to apply the material the mobility Is greatly increased by raising 
the temperature. 

Paints and Pigments. — Paint must have a yield value high 
enough so that it will not run under the influence of gravity 
but the mobility must also be high so that the painter may spread 
it without undue fatigue. Other things being equal, these ends 
are both achieved by the use of finely-divided materials, and at 
the same time the covering power is augmented. Perrott (1919) 
has made a study of the plasticity of "long" and "short" carbon 
blacks. 

Up to 1914, Austrian ozokerite was thought to be essential 
in the wax used in making electrotypes. Research has shown 
that a good impression can be obtained and held with waxes 
which do not contain the Austrian material. 

Textiles and Belting. — If a cotton window cord is run over a 

free pulley a certain number of times under a load which is small 

I in comparison with the tensile strength of the cord, it may fj 
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while another cord, apparently no better as judged by the weight, 
tensile strength, method of fabrication and length of staple will 
last perhaps one hundred times as long. It is evident that oxi- 
dation or decay cannot play an important part because the fail- 
ure may be brought about in a few hours. It is not due to 
friction of the pulley as the pulley in all cases is running free. The 
surprising thing about it is that the cord often wears out on the 
side which is away from the pulley, or the center of the cord may 
become completely pulverized while the outside is apparently 
sound. 

An analysis of what happens when a belt moves over a pulley 
shows that the outside of the belt moves along a longer arc and 
therefore tends to get ahead of the inside of the belt. There is 
consequently a shearing stress set up within the belt. Since the 
individual fibers are comparatively weak, it is of the utmost 
importance that the individual fibers be protected from undue 
strains. In order to obtain relief where the strains are greatest, 
a lubricant between the fibers and plies should always be pro- 
vided. A rosined bow adheres to a viohn string and in the pro- 
duction of sweet sound accumulates stresses advantageously, 
but the workman who gets rosin on a machine belt with the idea 
of gaining greater traction, may quickly bring about the destruc- 
tion of the belt. A certain amount of shpping of a belt and 
particularly in the belt is necessary and desirable. 

Lard and certain fixed oils are used to "stufE" leather, and a 
good leather belt will practically never wear out if well-used and 
dressed with lubricant occasionally. Window cords are often 
lubricated with a soft paraffin. The paraffin has a tendency to 
'work out in use and since it becomes hard at low temperatures, 
it then tends to make the cord stiff. Pitch and its congeners 
is unsuitable tor use on textile belting due to its having a high 
temperature coefficient of fluidity. What is needed as a lubricant 
is a substance which adheres strongly to the material, lubricates 
the fibers, and has a small or negligible temperature coefficient of 
fluidity. Oils which serve well with leather will not fill the 
coarser pores of textile belting, hence rubber, balata, and semi- 
drying oils are often used. In ordinary fabrics a certain amount 
of oil present will add to their life. Even a wire rope will last 
longer if there is lubricant between the strands. 



2B4 rUJIDITT ASD FLASrtCtTY 

M etaSargr. — The terms hardaese, doftility, pfiabifitT, malW' 
bilitj' are term? which are probabiT, hke the Vata plasticity, 
omnplex in cbararter and mar in time come to be moce p 
defined in terms of friction and mofatHty. It i 
know the friction and mobility fif each mocfifieatian of ead 
metal and their several aQoys, and also the efiect opfm these 
imiiwrtin of changes in cTystal size or shape and in the amoirat 
of amorphooB solid between the oTstals. This sidiject merits 
extended treatment. We know that annealing ^ves tfae oTstah 
opportunity to develop whereas cold working tends to break np 
the crystal structure and thereby toughens (be metaL Quench- 
ing the hot metal of course prevents crystal growth and shook! 
decrease the yield point. There is do doubt but that ptdisfaing 
and dmilar operations result in a plastic flow of the surface layeis 
of a metal. 

Biology, Medicine and Phaimacy.— It would be twit of |dace 
here to treat in detail of the ver^' oumerous papers which have 
been devoted to biolo^cal subjects. Beginning with Poiseuille 
who was first drawn to his study of fluidity throu^ his interest 
in the circulation of the blood in the capillaries, there has been a 
continued interest in the viscosities of animal liquids. The 
»8ity of the blood in various iQdividuals and species of animals, 
I in various pathological conditions as well as under the influence 
<rf anaesthetics and drugs, the effect on viscosity caused by differ- 
ences in diet, age, sex, or temperature outside of the body, the 
effect upon the viscosity of the blood produced by the removal of 
certain organs "of the body have aU been subject to investigation. 
The composite character of the blood has prompted inquiries in 
regard to the visc(»ity of blood serum and defibrinated blood as 
compared either with blood as it exists within the animal or as it 
is freshly drawn. The other body fluids, milk, lymph, perspira- 
tion, the vitreous humor, el eel., have all been studied and carefully 
reviewed by Rossi (1906). 

Rossi finds that preceding the coagulation of a solution there is 
an increase in viscosity which is the best measure of the progress 
toward coagulation. The more viscous the original solution, the 
more rapidly does the formation of the gel proceed. Fano and 
Rossi (1904) found that electrolytes always first cause a drop in 
the viscosity which is then followed by a rise as the concenti 
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increafied. All liquids in the body, whether circulating or not 

,ve the TTiiniiTiiitTt viscosity compatible with their colloidal 

intent. 

Oxygenated blood according to Haro (1876) is much more 

luid than blood through which carbon dioxide has been made to 

lubbte, the ratio between them being 5.61 to 6.08. Mere phys- 

'ical solutions of small amounts of gases in liquids usually affect 

ilhe fluidity but imperceptibly, but the data on this subject needs 

ipliBcation. Ether and ethyl alcohol added to the blood 

icreaae its fluidity, whereas chloroform has the opposite 

'ect, 

Poiseuille compared the rates of flow of blood serum through 
[|^lass tubes and throufth a given vascular territory varying the 
[■viscosity of the serum by various additions. From the correla- 
ion it has been assumed that the laws of Poiseuille apply to the 

iw of blood through the capillaries of the body. Ewald (1877) 
questioned this conclusion and Huebner (1905) has noted an 
incongruity in the rate of flow of solutions of known viscosity in 
the organs of a frog. When blood flows through the capillaries 
the corpuscles are deformed and the capillaries are more or less 
elastic. The problems connected with the viscosity of the blood 
complicated by the fact that the fibrinogen of the blood in 
Ltact with foreign substances produces coagulation which may 
produce a coating on the inside of the tubes. Lewy (1897) how- 
ever has found that Poiseuille's law holds good so long as no sedi- 
mentation takes place, hence the more viscous the blood the 
longer it will take to diffuse through a given vascular territory. 

Burton-Opitz (1914) found that fasting produced a pronounced 
increase in the fluidity of the blood of a dog. A meat diet has 
the greatest effect in lowering the fluidity, a fat diet next, and a 
diet of carbohydrates least of all. The fluidity of the serum 
varies in a manner similar to that of the blood in these particular 
experiments. 

Bleeding a dog causes the fluidity of the blood to decrease. 
When a dog was kept in a bath at 43°C the fluidity of the blood 
increased, and it decreased when the temperature of the bath was 
lowered to 23°, the most rapid change taking place in from 5 to 
16 minutes according to Huerthle (1900). 

According to Huebner the red blood corpuscles account for 
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from two-thirds to three-quarters of the viscosity of the blood. 
The fluidity of the blood of cold-blooded animals is higher than 
that of warm-blooded animals, but the rabbit is peculiar amoDR 
warm-blooded animals in having blood of exceptionally high 
fluidity. 

Milk. — The fluidity of the milk of a cow differs from day to 
day as well as with different individuals and at diiTcrent periods 
of life. The fluidity of woman's milk is highest directly after 
childbirth and falls off nearly 50 per cent during the period of 
nursing. The milk of goats is less fluid than that of cows. 
According to Cavazzani (1905) the addition to milk of small 
amounts of NaOH or KOH produces a change in the fluidity of 
the milk of a cow, goat, or horse but does not affect the fluidity of 
woman's milk. According to Alexander^ human milk contains 
a protective colloid not present in cow's milk, hence coarse curds 
are not formed on adding acids. 

The action of ferments upon milk has been studied by Gutzeit 
(1895) and Fuld (1902). The decline in the viscosity of a solu- 
tion of proteins during digestion by means of trypsin has been 
the subject of study by Spriggs (1902). The greater part of the 
loss in viscosity occurs considerably before the completion of 
the digestion, according to Bayliss (1904). This is in accordance 
with the idea that the destruction of the structure must lower the 
viscosity tremendously, whereas the splitting of microscopic 
particles may increase the viscosity and the splitting of amicro- 
Bcopic particles decreases the viscosity. Spriggs (1902) and 
Zanda (1911) investigated the changes in viscosity during diges- 
tion by pepsin. 

Ceramics and Glass Making. — The thorough mixing of glass 
melts, the removal of bubbles of gases, and the pressure necessary 
to blow the glass at a given temperature all depend upon the 
fluidity of the melt, hence the control of the fluidity of glass 
melts is of importance. 

The Seger cone method of determining temperatures suggests 
the possibility of measuring high temperatures by the viscometric 
method. Bams proposed to use the viscosity of a gas for this 
purpose. 

The manufacture of porcelain is concerned with the principlea 

'J. Soc. Chum. hid. 28, 280 (1909). 
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I of plastic flow at every stage. Clays must have a friction high 
enough so that the ware will Dot lose its shape while in the moist 
condition and at the same time it must have a mobihty which is 
high enough so that the clay may be readily worked and it must 
not shrink badly on drying. On heating, the more fusible parti- 

»cles must soften sufficiently to weld the particles together, but 
again the friction must be sufficient so that there will be no serious 
loss of shape. When the glaze is added, it must fill the pores 
quickly and yet not "run," So many problems in plastic flow 
seem to call for precise control of conditions in order to avoid 
large losses. 

It is found that considerable amounts of non-plastic clay, fine 
sand, or ground porcelain (grog) may be added to a very plastic 
clay without greatly lowering its plasticity. Until more data 
IB accumulated, this may remain something of a mystery, but 
these additions are valuable and probably serve somewhat the 
function of the "reinforcing" in concrete or of the colloid in 
"Bolidified alcohol." 

Geo-physics. — Basic lavas are notably fluid as compared with 
acidic lavas which are more viscous. This has important bear- 
ings upon the character of volcanic eruptions in different parts 
of the world and presumably therefore upon the past history of 
the earth. For example, the Hawaiian volcanoes with a highly 
basic lava tend to remain open, flow quietly, build a low-angle 
cone, the lava spreading out over a large amount of territory. On 
the other hand, the Mexican volcanoes with acidic lava are apt 
to harden over during quiescence and then erupt violently. A 
low-angle cone is impossible. In accordance with the relationship 
between the fluidity of the melt and the rate of crystallization, 
we should expect to find the basic lavas more coarsely crystalline 
than those of a more acidic nature. The length of time required 
for an obsidian to take on a cryptocrystalline, microcrystal- 
line or even macrocrystalline character will of course also de- 
pend upon the temperature and to a lesser extent upon the 
pressure as well as the chemical composition, for all of these 
factors influence the fluidity. Silicate melts have been studied by 
Doelter (1906). 

itions, as in the separation of iron from slag, 
i certain extent upon the fluidity of the slag . 
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molten metal. Feild (1918) has investigated the viscosity of 
alaga. 

The sodium silicate used in industry contains varying hydroxyl 
ion concentration. An excess of silicic acid increases the adhes- 
iveness but lowers the mobility. Excess of alkali has the opposite 
effect. The alkalinity of sodium silicate is therefore obviously 
an important control factor. 

Conclusion. — If one plots the viscosity-concentration curves 
of a colloid sol of the type of gelatine in water or of nitrocellulose 
in acetone, one finds that the viscosity rapidly goes from the 
very small viscosity of the pure solvent (O.Olp for water at 20° 
and 0.003 for acetone at 25°) to an extremely high value which 
may be regarded as infinite, in a concentration of only a few per 
cent. Plotting these curves leads to unsatisfactory results, 
which need not be exhibited here as they are very common in the 
literature; the curves fall together at one extreme as soon as one 
tries to represent more than the most dilute solutions, and where- 
as they may or may not coincide at the other extreme, we can 
form no idea of what happens since that extreme is infinitely 
removed from us. 

If however we plot fluidities instead of viscosities the whole 
problem becomes immediately simplified, for the fluidities of the 
pure solvents assume their proper importance and the fluidity 
goes to or, at any rate, approaches zero, which is accessible. 
Moreover the concentration of zero fluidity has a definite and 
important significance. If the relation turns out to be also 
linear, then the pi-oblem is one of ideal simplicity. 

To go over all of the data in the literature, critically examining 
the data to see how far it could be used to support and further 
amplify the theories set forth in this work has been a pleasant 
task but far too great for a single worker. Already several 
workers are in the field and in the Index and Appendix I are 
bringing together a considerable number of references and tables 
in order to facilitate the work. 

A consideration of the following data may aid any who are 
interested in the theoretical study of colloids or in their industrial 
applications, since they help us to answer the very important and 
novel questions: "Are fluidity-temperature curves linear in the 
case of emulsoid colloids of the type of gelatine?" "Are their 
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ffluidity-concentration curves linear?" and "Does the fluid 'sol' 
npELSs into the plastic 'gel' at a perfectly definite concentration and 
|l tern perature ? " 

Ariaz (1915) has made a valuable study of the viscosity of a 

10 per cent gelatine sol in a glycerol- water mixture of 1.175 

specific gravity, with changing temperatures. Calculating the 

fluidities, we obtain the linear curve 

<p = 0.000227 (t - 45.2) (112) 

which represents faithfully the observed values of the fluidities 
given in Table LXXI. The temperature of zero fluidity is a 
little over 45°, which must therefore be regarded as the transition 
point between the fluid and solid phases, i.e., the melting-point. 



CR CENT Gelatine Solution in 
T Tempbrathres (after Arisi) 



Temperature, 


ViHcoaity, 


Fluidity, 


Fluidity, 


_ degrees 


observed 


observed 


calculated 


1 u 


30,000 


0.000003 


0.0000 


m 46 


5,000 + 


0.00020T 


0.0002 


■ 


4,200- 


0,00024 + 


0.0004 


■ 


9.50 ± 


0.001C5T 


O.OOU 


■ 


415 


0.0024 


0.0O22 


1 == 


222 


0.0045 


0.0045 



In considering the effect of concentration on fluidity, we cite 
first the data of Luers and Schneider (1920) on flour-water mix- 
tures for 20°, giving the coucentrations in volume percentages 
(1006) and changing the viscosities to fluidities, Table LXXII. 
The fluidities are again faithfully reproduced by means of a 
linear formula, viz., 
. p = 100.5 - 569.6b (113) 

texcept the last two concentrations, where the observed fluidity 
is too high. This gives a concentration of zero fluidity as 17.6 
per cent, which corresponds to the transition from viscous to 
plastic flow. This is very close to the concentrations of zero 
'fluidity found by Bingham (1916) for clay suspensions, page 229, 
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Tabi^ UCXlt. — The FLTriDinsB op Vabiocs Voldhk CoNCKHTKATioNa 
OP MAJ.T Floub-watbr MnirrBEs *t 20"C (attes LVers amd 

SCHNBtDBB) 
1 g flour displaces 0.6766 ml of toluene 



Volume, per cent 


Viacoaity relative, 


Fluidity absolute, 


Fluidity absolute, 


obaerred 


obaerveti 


ciilculated 


0.000 


1.000 


100.5 


100,5 


0.338 


1-010 


99.5 


98.6 ^ 


0,676 


1 042 


96 5 


96.e^ 


1.352 


1 090 


92.2 


92.8 ■ 


2.704 


1.192 


84.3 


85.1 V 


5.408 


1.433 


70.1 


69.7 


8.120 


1.844 


M.S 


54.2 


10.816 


2-566 


39,2 


38.9 


13.520 


3.459 


29 


23,5 


16.240 


4.839 


20.8 


8.0 



There are certain cases where the fluidity-concentration 
relation is not linear as in case of Baker's data for nitrocellulose 
solutions. It seems unwise to make any sweeping deductions 
in regard to the meaning of these curves until they are confirmed 
by further observations, for it is possible that correction terms 
applied to the measurements might serve to rectify the curves. 
It is perhaps needless to add that if the curvature is real, it will 
have an important bearing upon the nature of colloids. I am 
engaged upon a study of this whole matter at the present time. 

In a few cases, of which one has been already cited, page 207, 
the fluidity curve consists of two linear branches, meeting at 
a sharp angle. This would seem to indicate a transition point, 
but in view of the uncertainties connected with the measurements 
of the viscosities of colloidal solutions, we may be pardoned for 
extreme caution in making such an assumption until the real 
existence of such a singular point has been thoroughly verified, 
Such a singular point is found for example in the data for aqueous 
solutions of sodium palraitate at 70°C as determined by Farrow 
(1912). The formula 

v> = 240.4 - 503.Qbw (U4) 

represents the relation between the fluidity and the weight 
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concentration up to a concentration of 0.175 but thi)^ and the ^^^| 

remaining observations are reproduced by the formula ^^| 

■ p = 207.7 - 20G.7b„ (115) ^H 

te^either formula gives the true fluidity of water at 70° (245.7) ^H 

^%hen the weight concentration bw of palmitate is zero, and we ^^M 

obtain two different concentrations corresponding to zero fluidity, ^^M 

using the two formulae, of 0.477 and 0.677 respectively, which are ^^M 

difficult to interpret. ^^M 

Table LXXIII. — Flcidities of Aqueous Solutions of Sodium Palmitate ^^H 

AT ZO'C (AFTER FAMROW) ^H 


Concentration by 
weight 


Viscosity, ob- 
served 


Fluidity, observed 


Fluidity, calcu- ^^^| 
latcd ^^1 


0.02a 

o.o&i 

0,106 
0.131 
0.141 
0-175 


0,00438 
0.00485 
0.00530 
0.00579 
0.005B2 
0.00647 


22S 
206 
189 

173 
169 
155 


■ 

J^ Formula I ^H 
169 ^H 


0.175 
0,187 
0.232 
0.283 
287 
0.293 
0,302 
0.329 
0.380 
0,451 
0.499 


0,00fi47 
0,00665 
0.00743 
0,00793 
0.00866 
0.00847 
0.00886 
0.00949 
0,01113 
01363 
0.01800 


155 
150 
135 
126 
115 

lis 

113 
105 
flO 
73 
56 


154 
150 
136 
121 
120 
118 
115 
107 
91 
69 
56 


1 


W. L. Hyden has made a study of the plasticity of solutions ^^M 
of nitrocellulose in acetone, but the results have not yet been ^^M 
published. Ho 6nd3 that these colloidal solutions differ from ^^M 
the suspensions of clay et cet. studied by Durham in that the ^^H 
concentration of zero fluidity at a very low shear, i.e., the transi- ^^| 
tion from viscous to plastic flow, occurs in an extraordinarily low ^^| 
concentration of colloid, certainly less than one per cent. ^^H 

Since the apparent viscosity of such colloid solutions is depen- ^^H 
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dent upon the amount of the Ehearing force, the values of the 
viscosity as such are quite illusory. For example, a 1.39 per 
cent solution of nitrocellulose in acetone gave a fluidity of 
52.49 using a pressure of 403.6 g per cm' whereas the flmdity 
apparently fell to 51.31 at 214.5 g per cm' and to 50.76 at 62.96 
g per cm*. These results are similar to those of Glaser (c/. 
Table XVIII). 

It is quite possible to measure the plasticity of materials of 
this kind in the viscometer shown in Fig. 29. It is merely 
necessary to measure the flow at two or more pressures and then 
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compare the volume of flow with the shearing stress. The 
volume of flow-shearing stress curves obtained in this way by 
Hyden are linear in every case. The mobility is found to in- 
crease with the temperature in a nearly linear manner and the 
mobility falls off very rapidly with increasing concentration of 
colloid, approaching the zero value asymptotically. Both of these 
results are similar to those for clay suspensions (e/. pages 220 
and 221), The equations of these curves have not yet been 
obtained. 

The friction in nitrocellulose solutions increases rapidly with 
increasing concentration of colloid, as shown in Fig. 90. As the 
temperature is raised the friction is decreased in a linear manner, 



APPLICATIONS OF THE VISCOMETRIC METHOD 293 

Fig. 91, so that at about 43°C nitrocellulose in acetone would 
appear to have the properties of a true fluid. If above 43° we 
have a true solution, this temperature is a transmission point 
which is analogous to the melting point of a soUd. This does 
not mean however that there would be any marked change in 
the working properties as nitrocellulose solutions below 43° are 
extremely soft solids. 
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Friction in dynes per cr 
O. 91.— Tpinperature-f notion nur" 
perpontago q( n 

Solubility and Plasticity. — It is of course well-known that the 
so-called "solutions" of nitrocellulose, gelatine and other colloids 
are not true solutions, nevertheless the term solution as applied 
to colloidal dispersions often leads to confusion. Thus acetone 
is one of the best "solvents" for nitrocellulose, being superior 
to let us say, amyl acetate. But what does this statement 
mean? It cannot possibly mean that acetone will actually 
dissolve more nitrocellulose than will a similar amount of amyl 
acetate, for there is no point of saturation for eitherj i.e., both 
liquids will "dissolve" or better disperse an indefinite amount of 
colloid; hence the term solubility has here a very special, albeit 
a very definite, meaning, viz., that dispersive medium is the best 
solvent which with a given amount of colloid gives an emulsion 
having the maximum mobility. Here however there enters the 
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fact, which seems from the literature not to have been sufficiently 
considered, that acetone has a far greater fluidity than amyl 
acetate to start with, and this must of necessity affect the 
mobility of dispersions in these media. It is evident that this 
must be taken into account if we are to get a true measure of the 
dispersive power of different media. This work is being 
continued. 
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PRACTICAL VISCOMETRY 

The most essential part of the viscometer is shown in Tig. 29, p. 76. 
To use the apparatus an appropriate amount of the liquid whose 
viscosity is to be measured is pipetted into the right limb. The 
liquid at the desired temperature is forced over into the left 
limb until the right meniscus reaches the point N, it being noted 
that there is sufficient liquid so that the surplus runs over into 
the trap. The right limb is turned to air so as to prevent more 
liquid from flowing into the trap. Having adjusted the working 
volume, the left limb is conneated with the pressure, and the time 
required for the left meniscus to fall from B to D is noted. The 
left limb is now turned to atmospheric pressure and the instru- 
ment is ready for an immediate duphcate determination in the 
opposite direction. In this second measurement the time is 
'^oted which is required for the left meniscus to rise from D to B. 

Knowing the pressure, j> in grams per square centimeter, the 
time, (, in seconds, the two constants of the instrument, C and C, 
and the density of the liquid, p, the viscosity ij at the given tem- 
perature is given by the formula, (cf. p. 74). 

V =Cpt~ C'p/l (1) 

Determination of the Constants of the Instrument 

The second term of the right hand member of the above equa- 
tion is the kinetic energy correction which should never exceed 
5 per cent of the value of the first term. For this reason the 
value of the constant C" and of the density p need be known with 
an accuracy of 2 per cent only in order to allow viscosity deter- 
minations to be made with an error of only one-tenth of 1 per 
cent. 

C = 0.0446 K/; (2) 

where V is the volume in milliliters of the bulb C between 
the marks B and D, and I is the length of the capillary EF, 
log. 0.0446 = 8.64895 - 10. 
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The value of the coiistant C is most conveniently obtained by 
fiUing the instrument with freshly distilled, dust-free water and 
determining the time of flow for each limb, at 20°C. 
^. ^ O.QI005( + C'p 

for water at 20°. This constant may also be obtained by direct 
measurement 

C = 384.8rVVT (4) 

where r is the radius of the capillary in centimeters. If the 
acceleration of gravitation of the locality is not 980, the value 
of C must be increased 0.1 per cent for each unit in excess. 

Since the bulbs C and K may differ in level, it is evident that 
the pressure, p, used in calculating the viscosity is not necessarily 
equal to the pressure, pi, delivered by the compressed air at the 
top of the viscometer. If the bulb K is higher than the bulb C 
by a distance h, then it is evident that the pressure during the left 
Umb determination is decreased by an amount kip and the pres- 
sure during the right limb determination is increased by the same 
amoimt. Hence, 



v + C'p/i, 

C,t, 
n + C'p/h 

Ch 



(left limb) 
(right hmb) 



and therefore 

ft, = 



3 \U tJ 2C \t,^ t,V 



I 



_ Pa - P' 

2Cp V(, /,; "^ 2c ■ 

or if the two determinations are carried out with water at 20° 
using the same pressure 

0.005034 /I 1 \ , C 



2C Vti' 



(5) 



where (, is the time of flow from right to left and tt is the time of 
flow from left to right. Log. 0.005034 = 7.70191 - 10. 

The value of C used in calculating the hydrostatic head is an 
approximate value obtained from Eq. (3) by employing the pres- 
sure, Pi, uncorrected for hydrostatic head, which is legitimate 
since the hydrostatic head is at the most only a small correction 
term. 

J. W. Temple has worked out a simpler method for calculati 
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the hydrostatic head when the flow in opposite directions is 

earried out at the same manometer pressure p. Let the time of 
flow in the one direction ti,, under the true pressure corrected for 
hydrostatic head p^ = p -\- k^p, be supposed to be less than the 
time In in the opposite direction under the pressure Vs = V 
hip. Then 



2p 



L and z 



given 



BOid substituting into this equation the values of p 
by Eq. (1), we have 

, 1 ( v + C'p/k V + C'p/IA 

' 2p\ Cti, CIb i 

but in the kinetic energy correction, which is itself always small, 
the small hydrostatic head correction is of negligible influence, 
hence for our purpose we may write jj + C'p/tt, = ij + C'pfls so 



1 U 



iv + C'p/h) 



(6) 



2Cp 
but from Eq, (1) we have that >; + C'p/ti = Cpi,ti, 
lence 

The True Average Pressure 
It might inadvertently be assumed that if the two bulbs C and 
K are the same in shape and volume and also at the same level, 
the true pressure to be used in calculating the viscosity would 
Lccessarily be the pressure pi delivered by the compressed air in 
the viscometer because the hydrostatic head as obtained above 
trould then be zero. But since the hydrostatic head in the vis- 
cometer is really continually changing, the true average pressure 
may not be zero under the above conditions, and it must be 
obtained by integration. Bingham, Schlesinger, and Coleman 
(1916)' have shown that for cylindrical bulbs the true average 
^pressure p would be 

0.8686Ap 




p =- 



logio 



(7) 



Po + hp 
-hp 
< For other shapee of bulba sec original paper of Bingtiam, Schlesinger, 
d Coleman. For the possible importauae of such correctioos see Kendall 
1 Munroe (1917). 
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where h is the height of the bulb and Pd is the pressure with all 
other corrections made. Fortunately if the height of the bulb 
BD, in Fig 29, is not more than one-thirtieth of the whole pressure, 
this correction is unnecessarj' to attain the desired accuracy of 
0. 1 per cent. 

In any case, however, the student should determine by experi- 
ment whether a change in manometer pressure is without effect 
upon the valve of C. 



The Pressdhe Corrections Outside the Viscometer 

Let the density of the Uquid within the manometer be po at a 
temperature T in degrees Centigrade and the height read on the 
manometer scale — corrected for scale error if necessary — be Aoj 
also let the viscometer bulbs be at a height h' above the middle 
point of the manometer. The pressure deUvered to the air in 
the viscometer becomes 

pi = hf, — K ± L for a water manometer (8) 

Pi = M ± N for a mercury manometer {9} 

where the values of L are given in Table I and may be mada 
entirely negligible in the setting up of the apparatus. ^h 

Table I. — Values of L ^E 









100 1 200 


300 


no 

100 

200 
300 


01 0.01 
0.01 03 
03 0.05 
04 0,08 


0.02 
0.04 
0-OS 
0.11 
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- The values of K are given in Table II. ^^H 




TABhE II.— Values of K ^^| 
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oa9 




135 







0,225 
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31 
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117 
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357 





417 








638 




899 




210 




^H 
















0,314 


376 




















273 




^H 




OBfllo 130 











0.330 


























031 ^M 


34 


089 0.137'o 


207 




277 


o.34e|o 

i 


415 





4SS 




555 




626 




895 




403 




133 ^H 


If the pressure is read on a mercury manometer at 20°, the ^^H 


heights in mercurial centimeters may be converted into grams ^^M 


per square centimeter by means of Table III. ^^^| 
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Tabij; III.— VALTjEa of M. Pbebsubes is Ghams per Squam Cbnti- 
MBTea, FOR Heights ik Mehctjhiai, CENTiWETBRa 
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Table III. — Continued 



Height, centi- 






















meters of 


.0 


.1 


.2 


.3 


.4 


.5 


.6 


.7 


.8 


.9 


mercury 






















70 


48.1 


49.5 


60.8 


52.2 


63.5 


64.9 


56.2 


67.6 


58.9 


60.3 


71 


61.7 


63.0 


64.4 


66.7 


67.1 


68.4 


69.8 


71.1 


72.5 


73.8 


72 


75.2 


76.6 


77.9 


79.3 
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82.0 


83.3 
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73 
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95.5 


96.9. 


98.2 


99.6 


•00.9 


74 


1002.3 


03.6 


05.0 


06.4 


07.7 


09.1 


10.4 


11.8 


13.1 


14.5 


75 


15.8 


17.2 


18.5 


19.9 


21.2 


22.6 


24.0 


26.3 


26.7 


28.0 


76 


29.4 


30.7 


32.1 


33.4 


34.8 


36.1 


37.5 


38.9 


40.2 


41.6 


77 


42.9 


44.3 


45.6 


47.0 


48.3 


49.7 


51.0 


62.4 


63.8 


65.1 


78 


56.5 


57.8 


59.2 


60.5 


61.9 


63.2 


64.6 


66.9 


67.3 


68.7 


79 


70.0 


71.4 


72.7 


74.1 


75.4 


76.8 


78.1 


79.6 


80.8 


82.2 


80 


83.6 


84.9 


86.3 


87.6 


89.0 


90.3 


91.7 


93.0 


94.4 


95.7 


81 


97.1 


98.4 


99.8 


•01.2 


•02.5 


•03.9 


*05.2 


•06.6 


*07.9 


♦09.3 


82 


1110.6 


12.0 


13.3 


14.7 


16.1 


17.4 


18.8 


20.1 


21.5 


22.8 


83 


24.2 


25.5 


26.9 


28.2 


29.6 


31.0 


32.3 


33.7 


35.0 


36.4 


84 


37.7 


39.1 


40.4 


41.8 


43.1 


44.5 


45.9 


47.2 


48.6 


49.9 


85 


51.3 


52.6 


54.0 


55.3 


56.7 


58.0 


59.4 


60.7 


62.1 


63.6 


86 


64.8 


66.2 


67.5 


68.9 


70.2 


71.6 


72.9 


74.3 


75.6 


77.0 


87 


78.4 


79.7 


81.1 


82.4 


83.8 


85.1 


86.5 


87.8 


89.2 


00.5 


88 


91.9 


93.3 


94.6 


96.0 


97.3 


98.7 


•00.0 


•01.4 


•02.7 


♦04.1 


89 


1205.4 


06.8 


08.2 


09.5 


10.9 


12.2 


13.6 


14.9 


16.3 


17.6 


90 


19.0 


20.3 


21.7 


23.1 


24.4 


25.8 


27.1 


28.5 


29.8 


31.2 


91 


32.5 


33.9 


35.2 


36.6 


37.9 


39.3 


40.7 


42.0 


43.4 


44.7 


92 


46.1 


47.4 


48.8 


50.1 


51.5 


52.8 


54.2 


56.6 


66.9 


68.3 


93 


59.6 


61.0 


62.3 


63.7 


65.0 


66.4 


67.7 


69.1 


70.6 


71.8 


94 


73.2 


74.5 


75.9 


77.2 


78.6 


79.9 


81.3 


82.6 


84.0 


86.4 


95 


86.7 


88.1 


89.4 


90.8 


92.1 


93.5 


94.8 


96.2 


97.5 


98.9 


96 


1300.2 


01.6 


03.0 


04.3 


06.7 


07.0 


08.4 


09.7 


11.1 


12.4 


97 


13.8 


15.1 


16.5 


17.9 


19.2 


20.6 


21.9 


23.3 


24.6 


26.0 


98 


27.3 


28.7 


30.0 


31.4 


32.8 


34.1 


35.6 


36.8 


38.2 


39.5 


99 


40.9 


42.2 


43.6 


44.9 


46.3 


47.7 


49.0 


50.4 


51.7 


63.1 


100 


54.4 


55.8 


57.1 


58.5 


59.8 


61.2 


62.5 


63.9 


65.3 


66.6 


200 


2708. 7 


10.0 


11.4 


12.7 


14.1 


15.5 


16.8 


18.2 


19.5 


20.9 


300 


4062. 8 


64.2 


65.5 


66.9 


68.2 


69.6 


71.0 


72.3 


73.7 


75.0 





1.4 


0.1 


0.1 


0.2 


0.3 


0.3 


0.5 


0.4 


0.6 


0.5 


0.7 


0.6 


0.8 


0.7 


1.0 


0.8 


1.1 


0.0 


1.3 
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If the temperature of the mercury is other than 20* a correc- 
tion is apphed using Table IV. 

TAB1.E IV. — Valcs8 of N. Cobrectiom in Presbubes (Gsaub pes 
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The correction for the difference in level between the middle 
tof the manometer and the viscometer is made neghgible in setting 
I tip the apparatus. 

Measurement of Time 




I 



We have seen that the pressure in grams per square centimeter 
I must always be 30 times as great as the distance between the 
1 bulbs. On the other hand the pressure must always be kept small 
I enough bo that the time of flow can be measured to the desired 
I accuracy. Thus the time should not fall below 200 sec. since one 
L cannot measure the time more accurately than to 0.2 sec. with a 
I stop-watch. 

The stop-watch should be tested repeatedly against the second 
hand of a good time piece. It should not gain or lose as much as 
0.2 sec, in 5 rain. It is well to keep the watch in the same posi- 
tion during successive measurements, as well as not to allow it to 
be nearly run down during a measurement. In selecting a etop- 
I watch it should be noted that watches show better performance 
[ whose mechanism continues to run whether the split-second hand 
;e or not. The performance of the watch may be tested 
I at the U. S. Bureau of Standards. 

Temperature 

The viscometer is kept at a constant temperature by means of a 
-large, well-stirred bath which is regulated by hand, if a series of 
temperatures are to be measured, or by a thermostat, if the bath 
is to be used for a long time at a single temperature. Since at 
0° the fluidity of water increases 0.1 per cent for every 0.03° 
rise in temperature it is clear that the temperature regulation 
must be to at least 0.03°. For more viscous substances a still 
more precise regulation is necessary if the same degree of accu- 
racy is to be obtained. 

A thermometer should be used which is graduaded to tenths 
and calibrated through its entire length. The ice point should 
be determined from time to time. If it is impracticable to have 
the entire thread of mercury immersed at all times a correction 
should be made for the emergent stem. The following table 
may be used: 
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TaBLH v.— CORBBCTION O 


f A NORI^ 


AL ThERMOMBTBR 


FROM 0° 


TO lOO'G 


FOR EUBBOBNT StEAM GRADUATED IN TENTHS OP A DeORBB 


Number of de- 


Difference in temperature between mean temperature 


groea of mercury 
exposed 


added to the observed temperature 


30" 


40" 


50" 


60' 


70- 


80° 


10 


0,05 


0.05 


0.05 


0.05 


D.IO 


0.10 


20 


0.10 


0.15 


0.15 


0.15 


0.20 


0.20 


30 


0.20 


0-25 


0.25 


0.25 


0.30 


0,35 


40 


0,30 


0.30 


0.35 


0,40 


0,45 


0.50 


50 


0.35 


0,40 


0.45 


0.50 


0,55 


0,60 



Since measurements are always preferred for even degrees it is 
a great advantage for the worker to have on the bath before him 
a table showing what temperatures on the thermometer must be 
employed in order to obtain a desired even temperature. The 
temperaturen of 0°, 10", 20", 40°, 60°, 80", 100" are sufficient to 
give a good curve over this range. 

The Pressure Regulator 

Viscosity measurements have usually been carried out without 
the use of a pressure regulator, but due to the withdrawal of the 
air in use and to possible small leaks In the connections and to 
changes in temperature, the pressure rises and falls and is hardly 
ever constant during the time of a single measurement. With 
a pressure regulator the pressure will often stay constant to the 
limit of the experimental error for a day or more at a time, with- 
out temperature regulation of the room, heat insulation of the 
apparatus or any particular care in using the air. Not only is 
this a saving of time and annoyance to the experimenter but by 
using only a few pressures at the most there is a considerable 
saving of time in calculation. Hence the pressure regulator 
is a necessity for extended work. 

The diagrammatic view of the apparatus with pressure regula- 
tor is given in Fig. 92. Air is forced in through a needle valve A 
to a storage reservoir B whose pressure in pouncis per square inch 
is shown on the gauge C. In adjusting the pressure regulator 
the air is very slowly admitted to the stabilizing reservoir F by 
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E'meatis of the needle valve D. The valve E is convenient in looat- 
|ing leaks in the apparatus, etc., but ianot often used. The valve 
? is a direct connection to air which is also seldom used. 

The pressure regulator consists of five brass tubes 6 em. in 
^ameter which are filled with water let in at K, the valves 0', 
. being open and the valve N closed. When the water 
ins to overflow at M into the drain pipe, the water is shut off 



P 



Fig. 02.— Diagrai 




ultiple tube 



at K, and as soon as equilibrium is reached, the drain pipe is also 
closed off at Z and the valves 0', 0", etc. are closed. 

By allowing air to pass very slowly through the valve D the air 
will be gradually forced down the tube H' until it bubbles out 
through the water, and, if the pet-eock J' is open, into the air. 
if the stream of air is very slow, say a bubble or two per second, 
it is evident that the pressure will be constant. If a higher pres- 
sure is desired the pet-cock J' is closed when the pressure becomes 
the sum of the pressures obtained by the two tubes separately 
and BO on for the five different pressures up to the maximum 
capacity of the regulator. In lowering the pressure one must 
be careful to turn the pet-cocks to air in the reverse order J'" 
J" J'" and J" J' in order that the air under pressure may not 
cause the wat«r to be drawn back into the system. The advan- 
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tage of the drain pipe U is that of socuring day by day practically 
identical pressures, without the loss of time in adjustment. If 
other pressures than these are desired, they may be obtained by 
drawing off some of the water from one or more of the stand pipes. 
The glass gage at J', etc., aid the manipulator in adjusting the cur- 
rent of air. They may be cleaned by unscrewing the pet-cocks 
above and using a smalt brush. 

The beginner must be cautioned particularly against turning 
the system to air at the viscometer since it may result in filling 
the manometer, etc. with water. To prevent such an accident 
and to dry the air, the reservoir P containing granular calcium 
chloride is introduced. Any hquid should be drained at intervals. 

The Manometer 

The manometer conaistB of a plate glass mirror which must be 
mounted vertically, on which is stretched a 2-m steel tape 
graduated in millimeters. Over the tape is fixed the glass tube 
of the manometer bent so that both the right and left limbs may 
be read on the same tape- The manometer may be filled with 
either mercury or water. If water is used for low pressures 
another manometer will be desired for mercury. Since it is 
possible to read the manometer to 0.01 cm one can use the mer- 
cury manometer down to 10 cm (135 g per square centimeter) 
with the desired accuracy. With water one can go down to 
about 50 g per square centimeter, but not much further unless a 
correction is made for the true average pressure. A thermometer 
near the middle of the manometer is needed to give the tem- 
perature of the manometer fluid. 

The Bath 

The viscometer V is mounted on a massive brass frame Fig. 
93 by means of brass clips designed especially for this purpose. 
The frame slides in grooves on the side of the bath so that the 
viscometer may be easily kept inaverticalposition. The viscom- 
eter is connected by heavy-walled rubber tubing to the pressure 
by way of the three-way glass stop cocks L and R, the third 
connection being to air. The temperature of the bath is raised 
by means of a burner W which is connected without the use of 
rubber to the gas supply. The second burner Y with stop cock 
and pilot flame is used as needed to obtain the fine regulation. 
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To assist in the regulation, cold water is admitted, when desired, 

by a cock at S. A drain pipe, Q, maintains the bath at a constant 

level. It may also be unscrewed to permit draining the water 

from the bath. The bath is Insulated on two sides. 

lpn[ The Density 

I I It is not necessary to know the exact density in 

\t order to obtain the fluidity by this method. But 

II the density can be measured at the same time 

with accuracy with little additional labor. Since 
the fluidity is very closely related to the volume, 
according to the law that the fluidity is directly 
proportional to the free volume, the specific volume 
should usually be obtained with precision. 

The instrument shown in Fig. 94 is convenient to 
use and unlike the Sprengel pycnometer, it can be 
used to determine the density below room tem- 
perature. It is filled to the mark with water and 
weighed at every temperature at which it is to 
be used. It is then cleaned, dried, weighed, and 
filled with the liquid to be determined and again 
weighed. The ratio of the weights of liquid cor- 
— rected simply for the buoyancy of the air gives the 
'*'■ correct specific gravity referred to water at 4''C. 

The densities of water are given in Table VI. 
-Density and Volome of Water in Grams pe» 



Temperature 


Density 


Loeorithm 
density 


Specific volume 





0.99987 


9-99994-10 


1.00013 


10 


0.99973 


9,99988-10 


1.00027 


20 


0.99823 


9.99923-10 


1-00177 


30 


0.99568 


9.99811-10 


1.00435 


40 


0.99225 


9.99662-10 


1,00782..^ 


SO 


0.98807 


9.99479-10 


1.0120KM 


eo 


0.98324 


9.99266-10 


i.ono^M 


70 


0.97781 


9.99025-10 


I.02279H 


80 


0.97183 


9.98759-10 


l.O-JHW 


90 


0.96534 


9.98468-10 


1.03590 


100 


0.96838 


9.08154-10 


1 . 04343 




FiQ. 95. — Apparatus for cleaning and Glling 



^^leaiiB of the capillary pipette, used aieo for introducing liquid 
into the viscometer, shown in Fig. 95. 

This rubber tubing as well as the heavy walled tubing at the 
top of the viHCometcr should be scrupulously cleaned on the 
I inside to remove dust before they are used. 

If the capillary stem of a 25 ml pycnometer has a bore of 0.08 
■'sm it is capable of an accuracy of 0.01 per cent by reading the 
KmeDiscus to within 1 mm. It is well to have two pycnometers 
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of equal size and employ the tare method in weighing. 

Strictly, it is necesssary to measure the density at only one 
temperature by this method. The working volume of the vis- 
cometer has to be adjusted each time that the temperature of the 
liquid is raised. By noting the expansion of this working volume 
for each temperature interval it is readily possible to calculate 
the specific volume and density. The portion of the viscometer 
HG, Fig. 29, is graduated in niillimetera. By filUng the viscometer 
with mercury from A to G, and weighing this mercury, the work- 
ing volume V can be actually determined. And by filling a 
given length of the capillary HG with mercury, the volume v' of 
the capillary per centimeter ia easily determined. The density 
of mercury is given in Table III. 



Table VII. — Density 



Volume of Mercur- 



Gr; 



Temperaturt 
degree 



13 . 546 
13-534 

13.522 



Logarithm 
density 



1.13181 
1,13142 
1.13104 



0.073685 
0,07375! 
0,073822 

0.073887 
0,073954 



If, therefore, the specific volume of the liquid ia So at temperature 
i„ and on forcing the meniscus at the left just up to the trap, the 
right meniscus is a distance d away from its proper level G, then 
at the new temperature f, the specific volume s must be 



ll+Vd 



1 



(10) 



With this volumeter it must be remembered that the errors 
are cumulative. On the other hand with the pycnomcter method 
care must be taken to wipe off drops of li(]uid which may adhere 
to the inside of the glass, and to prevent the evaporation of 
volatile substances, on account of which a stopper is added to the 
pycnometer. 

Assuming that a capillary ia used whose radius is 0.01 cm and 
that the tube HG has a radius which is ten-fold this amount. 



>t^>«^| 



I cm (cf. page 319) reading the meniscus to 0.1 mm will give 
a accuracy in the specific volume of 0.01 per cent. 
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Cleaning and Filling the Viscometer 

The viscometer is not removed from its frame during the course 
fof an investigation. Two hooks are screwed into a board on the 
wall which will hold the viscometer frame firmly at E, Fig. 95. 
Chromic acid, added with pipette, is drawn through the instru- 
ment by means of auction. The frame and viscometer are then 
again placed on hooks in an inverted position D and the liquid 
withdrawn by means of suction. A WouliT fiask is interposed 
between the rubber tubing and the suction line. The apparatus 
is washed out repeatedly with dust-free water and finally with 
dust-free alcohol and dust- and grease-free ether. Air which has 
passed over granulated calcium chloride A and through a long 
column of absorbent cotton B is then drawn through using clean 
rubber tubing. 

To fill the instrument an amount of liquid shghtly greater than 
the working volume is drawn up into the clean pipette F which is 
wiped free of dust by means of chamois skin just before use. The 
liquid is protected from the moisture of the air by means of the 
drying tube containing calcium chloride held in position by means 
of absorbent cotton. 

The Viscosity Record 
The data may be kept on sheets ruled somewhat as follows: 
liwhich will give a compact and systematic record of both data 
(ad the calculations; 
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Table VIII. — Lapatettb College V 



ion^^l 



Subatance Pure Water RemarkH Calibration 

Date_ Observer W. G. K. = Q 46 

Viscometer No. _?_, Pycnometer No. _?_ 

Log C = 8 37B98-10 Log p-' = B. 231311 





Limb 


... 


Tim*, 
oacb 


M.„ 


read^ 


Temper- 
Mure 


Sum 
diSei- 




bath 


Mln- 


S«- 
and* 


resdiM 


Waisht 




SUrt 


Finiefa 


j 


30 

20 


L 

K 


6 


S.2 


308.2 


1 

28.12 
259.48 2M.4S 


21.1 


231,34 


1 



' 


Am. 


K 


PR±L 


Po 


CI' 


P 


i=\p 




' 


Kemarki 


'"•' 


t" 


--7fl 


-X 


230. B9 
230. 13 


\:ll 


229.23 
22S.3S 


1.0060 






WBtsrmuo- 



Calculation of Constants 

Let UB use the above data for water at 20° to show the method 
of calculation of constants, etc. We record the sum of the upper 
and lower manometer readings merely as a check against error 
in reading, since this sum should be constant. With our instru- 
ment V = 4.0 m!, and I = 7.5 cm hence C = 0.02377. The 
value of 231.34, corrected by Table II for K gives 
200 cm at 21.2° = 0.69 
30 cm at 21.2° = 0.10 
1.34 cm at 21.2° - 0^ 
Total correction = 0.79 
Pi = 231.34 - 0.79 = 230.55 cm , 
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The value of L i8 negligible. Calculating the approximate value 
of C using Eq. (3) we have, 

0.01005 X 307 + 0.02377 X 0.998 _ , .q, ^ ,n- 
230.55 X 307 X 307 ^•*"*^ ^ ^^' 

.Calculating now the hydrostatic head, using this value of C, we 
liavefromEq. (5) 

ft, = 0.44 + 0.01 = 0.45. 
Now p = 230.55 + 0.45 = 231.0 for the left limb or 
= 230.57 - 0.45 = 230.1 for the right limb; 
hence, on applying again Eq. (3) the true value of C becomes 
^ _ 0.1005 X 307 + 0.02377 X 0.998 , ,„_ ^ ,„. 
^ - ' 231 X 307 X 307 " ^ *^^ ^ ^"" " 

Example of Calculation of Viscosity and Fluidity 

Suppose that we assume that we had given the constants of 
the apparatus, and that we desired to calculate out the viscosity. 
We have Ai = + 0.45, K = —0.79, so that the corrected pressure 
is 231.0. We may now apply Eq. (1) at once, but advantages 
may be obtained, without extra labor, by calculating the value 
dP in. the equation 

Cpt - C'p/t = CPT 

P'V-% (II) 

L which is evidently the pressure consumed in overcoming viscous 
'1.76 hence P =229.2. 
I The fluidity <p is 

= j^ = - =99.5 c.g.s. units. 

' Instead of writing the viscosity as 0.01005 we prefer to multiply 
by 100 and record the datum as 1.005 centipoises(cp), which keeps 
most viscosities from becoming inconveniently small fractions 
and it also makes the viscosities "specific," referred to water at 
practically 20". 

In scrutinizing the data heretofore published on viscosity one 
is particularly interested in the magnitude of the kinetic energy 
correction and it may be subject to slight changes in the future. 
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Publication of the temperature, time, pressures p and P, density, 
visfosity, and fluidity makes the data quite complete and cor- 
rection easy. 

In constructing the viscometer, the glass blower must select 
a piece of capillary tubing which has not only a imiform bore 
but also one which has a radius which must be selected within 
rather narrow limits. This requires the measurement of the 
radius, which is accomplished as follows. The capillary is filled 
with mercury completely to a distance of exactly 10 cm, this 
mercury is then run out on to a watch crystal and weighed. The 
radius of the capillary in centimeters can be read at once from 
Table IX. These measurements need not be exact, but where it 
is desired to measure the average radius with exactitude, aa in 
absolute measurement, it is to be noted that the volume of the 
mercury is calculated for 20''C and that the values are corrected 
for buoyancy of the air so that there is no correction in weighing 
with platinum weights. It is ^sumed that the mercury thread 
ia a true cyhnder. 

Having found the radius of the capillary, it becomes feasible 
to cut off a length which wiU give a time of flow of not less than 
200 sec. for the assumed maximum fluidity, e.^., 500, with a 
pressure of 50 g per square centimeter and a volume of flow of 
i ml. The lengths to be cut off for capillaries of different radii 
are given in Table X (i^. abo Fig. 24). 

The table shows that with a maximum fluidity of 500 and a 
permissible length of capillary up to 20 cm, the radius must not 
be as great aa 0.015 cm; and if the ratio of.the length to the radius 
is to be greater than 500 in order to minimize "end effects," the 
radius must be over 0.010 cm, which limits the selection within 
quite narrow hmits. 

The viscometer with a 500 capillary will serve for quite viscous 
liquids, for the pressure can be varied from 50 to 10,000 and the 
time may conveniently be increased fivefold, hence one can 
measure two-thousand-fold, i.e., from 500 to 0.5. Nevertheless 
in an investigation in which no fluidities are to be measured above 
50, it is convenient to use a viscometer with a maximum of 50, 
and therefore the length of capillary will be one-tenth of that 
indicated by Table X, Just what maximum to specify, as 5,000 
500, 50, 5, or 0.5, may easily be judged by the use of Tables i 
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Table IX. — The Avebaoe Radius op a Capillart Tube in Cbntihetbrs 

Correspond I Nil to the Wbiqht of Mercury Required to Fill a 

Length of 10 Cm at 20° 
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Table X, — LENOTHa op Capillaby fob Different Radii Assdming a 


Maximom Fldidity of fiOO, a Mikjmum Phessure of 50 G per 


Sqcaee Centimeter, a Minimum Time op I-Yow of 200 Sec, and a 
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and XII, without any preliminary measurcmenta. Table X 
will then be used as already indicated, 

I Table XI.— An- 



Castor oil at 20^ . . , 

Lard oil at 20° 

Sugar solution at 20°, 60 per cent by weight 

Water at 20'=.2 

Aliphatic hydrocarbons and ethers at boiling teni' 

perature 

, Carbon dioxide at the critical state 



Table XII. — Radii Limits i-or Different Fl 

Ratios 


Dll.lTY Maxima and l/r 


Fluidity maximum 


I 


Radius limits in centi- 
meters 


5,000.0 
■ SOO.O 
k SO.O 
1 5.0 
[ 0.6 


600 
600 
400 
SOO 
200 


O.Oa^ to 0,008 
O.OlOtQO.016 
0.020 to 0.026 
0.040 to 0.045 
O,074to 0.081 



Calibrating an instrument whose maximum fluidity is below 
100 offers difficulties since water at 20° is excluded. The best 
suggestions at present are: a 40 per cent solution by weight of 
ethyl alcohol in water at 0", fluidity, 14,0; a 60 per cent sucrose 
solution by weight at 20°, fluidity 1.77; freshly distilled aniline at 
0.5°, fluidity, 9.95. 

The glass-blower should make the bulb C (and K) to have the 

shape of two hollow cones placed base to base, in order to secure 

good drainage. Bad drainage may be detected by inequahty in 

the fluidity as determined by the right and left limbs with viscous 

. liquids at the higher rates of flow. For very viscous hquids the 

Ltime of flow must be increased so that drainage difficulties may 

Ibe obviated. Increasing the size of the bulbs is no advantage. 

The bulbs must be of such size that the left meniscus will not 
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only be at A when the right meniscus is at G, but it should be at 
B when the right meniscus is at /, and at D when the right menis- 
cus is ftt L. 

The ends of the capillary at E and F must not be contracted 
in under any circumstances, and as far as practicable the ends 
should not be expanded into a trumpet shaped opening, as this 
may seriously affect the kinetic energy correction. The appro- 
priateness of the correction already given may be tostcd for each 
instrument by using a given liquid at a variety of pressures. 

If the liquid is to move past the marks B and D with a 
velocity of not less than 0.1 cm per second when the time of 
flow is 200 seconds, it is only necessary to use tubing for 
that part of the instrument whose radius is not more than 
0.25 cm. On the other hand, for absolute measurements, 
the instrument should always be so designed that the resist- 
ance to flow outside of the capillary will be neghgible. 
This is ascertained as follows: Let the lengths of the tubes 
B, D, L, and J, Fig. 1, be in all L and their radius be R. 
Then R*/L must he greater than 1,000 t*/1. For a capillary 
whose radius is 0.012 cm, R must be at least 0.07 cm if L = 1. 
This value is larger than is commonly supposed. A rule which 
is simple but will cover every case is to have R at least 10 times 
the radius of the capillary. 



APPENDIX B 
PRACTICAL PLASTOMETRY 



The measurement of the flow of plastic substances resembles 
that of viscous substances in most respects, but since plastic 
substances do not drain hke liquids, it is convenient to measure 
the volume (or weight) of substance extruded. For this purpose 
the plastometer, shown in Fig. 30, p. 77, has been designed to 
replace the viscometer. It consists of a top A, container S, and 
base C with capillary D and receiver E. The top consists of a 
square plate of brass, through which the pressure is admitted by 
mpans of a copper tube F, which is enlarged at the end to make it 
convenient to connect with the pres.sure. The rubber gaskets H 
and J enable one to make the apparatus gastight, when the 
thumb-screws are screwed down. A brass pin K, brazed into the 
top, passes through the rubber gasket and into a hole in the body 
of the container. On the opposite side of the container, a small 
copper tube passes through the top, through the rubber gasket, 
and into a hole which extends all of the length of the container, 
and into the lower end of which a short piece of hollow copper 
tubing is affixed. This tube in turn passes through the second 
rubber gasket J leading into the base C, thus affording a connec- 
tion between the atmosphere and the receiver while the plas- 
tometer is immersed in the bath. 

The receiver is made of glass and with a fiat bott^om so that it 
will sit upright. It is held in position by means of the rubber 
collar M. The rod Q is attached to the container in order that 
the plastometer may be supported by the frame shown in Fig, 89. 

Through the base, there extends the capillary tube D, whose 
ends have been ground off flat and whose dimensions arc known. 
To cement the capillary in position it is cleaned carefully with 
chromic acid mixture and dried without touching the part to be 
soldered. It is "tinned over" in the usual manner and soldered 
in place, the space N being filled with the alloy. Two parts 
biEmutb, two parts lead and one part tin has been found satis- 
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factory, A more certain method is to platinize the glass and 
then solder in position with pm^ tin aa solder. 

To determine the effect upon the flow of changing the length 
and radius of the capillary, at least four capillaries may be 
required, hence it is convenient to keep all of them mounted 
continuously in duplicate bases. 

Since the mercury thread gives only the radius of a cylinder 
which would have the same volume aa the capillary, the true aver- 
age radius for flow purposes requires more elaborate estimation if 
absolute measurements of flow are to be made and any consider- 
able accuracy ia desii'ed. In fact, since the flow varies aa the 
fourth power of the radius and it ia measurable to the desired 
accuracy only with difliculty, it may be said that this is the most 
difficult part of absolute measurement. 

Whereas one will seek to obtain a capillary tube which is a 
true cylinder, it will usually be slightly elliptical. In this case 
the ratio of the major to the minor axes may be obtained by 
measurements of the photomicrograph of the ends, although 
several other methods may be used. From this ratio and the 
average radius obtained by means of the mercury calibration, 
the actual values of the major and minor axes 2B and 2C may 
be calculated.' It follows then that 
4 - 2B^C^ 

If the capOlary is a f rustrum of a true cone, 

'' Ri'' + R,.Ri + Hi' 
where Rt and Ra are the radii of the two ends. If the capillary 
is not only corneal but elliptical at the same time, 

, ^ SR ^'Ri^ (1 - e')° 

'' fia* -I- Safti + R*^' 1 +e^ 
where Ra and Ra are the average radii of the two ends, e = ■ „ . ^ i 
and 2B and 2C are the mean major and minor axes. 
The MEASUREME^T of Plasticity 
Until the pressure is admitted the flow by seepage will ordi- 
' Cf. RSCKEB, Phil. Trans. 186A, 438 (1894) and KwiBBa, J. and Proe, 
Roy. Soc Nev) SouUi Wales 29, 77 (1S95); 30, 186 (1896). 
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narily be extremely alow. It is possible therefore to wipe off the 
end of the capillary, put the weighed container in place, admit 
the pressure for a known interval of time, touch off into the 
container any material still adhering to the capillary and weigh. 
From the weight of material, the volume of flow may be cal- 
culated from the density when desired. 

There is however, another convenient method which can be 
used when the material comes from the capillary in drops. 
The observer turns on the pressure and simply takes the time of 
formation of a convenient number of drops, making no weighing 
at all. Other measurements are made at the same or other 
pressures. Finally without cleaning off the end of the capillary 
a certain number of drops are counted off into a weighed receiver 
at the minimum pressure used and also at the maximum pressure 
From the weight of a drop at these two pressures, one can 

Iculate the weight of a drop at any intermediate pressure pro- 
ided the weight is a linear function of the pressure. By this 
method a large number of measurements on a given material can 
be completed in a single day with an accuracy of 0.3 per cent. 
According to measurements by H. D. Bruce the weight of the 
drop is not always uniform at a given pressure. 

The pre^ure pi delivered to the plastometer is calculated in 
the manner already described (page 299 et seg.) , correcting for the 
.^temperature of the liquid in the manometer. The plastic 

laterial exerts a hydrostatic head which must be corrected for 
follows. 

The initial head in the container, h, may be measured by the 
use of a straight, slender wire. To this is added the length of 
the capillary, I, hence the pressure {h + T)p added to pi, gives 

le corrected pres,sure p to be used in calculating the plasticity. 
The change of hydrostatic head in subsequent determi nations 
may be ascertained by noting the volume of plastic material 
which has accumulated in the graduated receiver. In this case 
it is also necessary to know how much the level of the material 
in the container is lowered by the loss of 1 ml. A much better 
plan is to have a graduated glass tube of just the size to fit into 
kthe container, and open at both ends, cemented into the container. 
■Having cut away portions of the metal of the container, the level 

the material within may be read directly. 
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In the measurements of plasticity it has been Found that 
high piessmes give data which may be handled nioro simply 
than the data at low pressures. But a multiple-tube stabQizer 
to give two atmospheres of pressure is both complicated and 
expensive, hence a mercury stabilizer seems desirable. However 
a mercury stabilizer was not used at first because as soon as the 
pressm-e became great enough to bubble through the mercury at 
all, a large amount of gas suddenly came off causing a violent 
fiuctuation in the pressure. This intermittent flow of air is 
partly due to the failure of the mercury to wet the tube allowing 
a continuous air channel to be fonned over a considerable 
distance between the mercury and the tube. This difficulty 
can be overcome by the amalgamation of the tube by means of 
sodium amalgam. A further difficulty arose from the necessity 
of keeping the volume of gas bubbling through the stabilizer as 
small as possible while maintaining the flow continuously. This 
trouble was completely overcome by placing a Davis-Bourneville 
reducing valve at the point C of the apparatus shown in Fig. 92, 
a flow indicator just between the needle-valve D and the pressure- 
reservoir F, and another flow indicator between the valve E 
and the mercury stabilizer. 

The flow indicator consists of two similar vials connected by 
an inverted U-tube leading to the bottom of both vials through 
two-hole rubber stoppers. A little glycerol is added to one of the 
vials at the start and the rate of bubbling of the gas through the 
liquid serves to indicate the direction of movement of the gas 
as well as its velocity. 

The mercury stabilizer consists of an single iron tube of some 
2S mm internal diameter into which leads the inner tube having 
a diameter of 5 mm just a.<? in the water stabilizer. The outer 
tube is closed at the bottom by means of a cap but near the 
bottom a side tube leads off for the attachment of a stout rubljer 
tube which is connected in turn with a glass receiver of about 
2 liters capacity. This receiver can bo raised and lowered and 
hung on stout hooks provided for the purpose at frequent vertical 
intervals. In order to change from one pressure to another, it is 
necessary for mercury to be added to or taken from the stabilizer. 
This is very easily accomplished by simply raising or lowering 
the receiver. For a pressure of two atmospheres not over '^ha— 
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I mercury are required. Were a smaller tube used for the outer 
i of the stabilizer, less mercury would be required but the 
' manipulation might be less convenient. A photograph of the 
plastometer occording to the latest design used by Mr. H. D. 
Bruce is reproduced in the frontispiece. 

Treatment of Plasticity Data 

The data may be analyzed either algebraically or graphically. 
The formula for plastic flow through a eapillary tube is 

where /i is the mobility, and'/ the friction or yield value. The 
learing force, F = —nf'' ^^ expressed in dynes per square centi- 
meter and the pressure P is expressed in grama per square centi- 
meter. Since the kinetic energy is generally negligible this 

.=,^, (13) 

where v is the volume of flow per second and K isa, constant whose 
1.8 -j-- If we substitute in Eq, (13) the values 
, vi and F3, vi from two observations of the flow, we find that 

Vi - Vi 

that both n and / are readily determined. Since however the 
Weight of flow w = vp, a more convenient expression for the 
priction is 

The friction must have a positive value for all plastic substances 
and the value should be constant for a given capillary so long as 
seepage, slipping, et cet., do not intervene. 

In the early stages of the development of the subject, the 
graphical method of treatment is desirable from many points of 
view. Plotting the weight of flow in grams per second as ordi- 
nates and the shear in dynes per square centimeter as absciseaa, 
the value of the intercept of the extrapolated curve gives the value 
of the friction and the slope of the curve determines the mobility. 
I The curvature indicates to what degree seepage, et eel.., enter in. 



APPENDIX C 
TECHNICAL VISCOMETERS 

Inatniments very different from those employed in scientific 
work are much in vogue both in this country and abroad for 
industrial purposes, particularly in the oil industry. Thus we 
have the Engler Viskosimeter in Germany, the Redwood Vis- 
cometer in Great Britian, the Saybolt Viscosimeter in the United 
States, the Barbey Ixometre in France and a host of others. Most 
of them seem to have been devised with the idea in mind that the 
time of flow of a given quantity of various liquids through an 
opening is approximately proportional to the viscosity, without 
much regard to the character of the opening. There is usually 
a container which is filled to a certain level and a short efflux tube 
opening into the air. The number of seconds required for a given 
quantity of liquid to flow out under gravity is taken as an indica- 
tion of the viscosity. 

As it was gradually realized that these times of flow were not 
even proportional to the true viscosities, efforts have not been 
wanting to reduce the times of flow to true viscosities. Since 
the pressure is due to an average head of liquid k, the pressure is 
hgp and the viscosity formula 1, p. 295, may be written ^^H 

■ 

Having obtained the values of the constants A and B by cali- 
brating the viscometer with liquids of known viscosity it appears 
possible to calculate the kinematic viscosity ij/p; but if absolute 
viscosities are desired it is necessary to make a supplementary 
determination of the density p. Thus elaborate tables and 
charts have been devised for converting Engler "Degrees" 
(cf. Ubbelohde C1907)),andRedwood{c/".Higgina(1913),Herschel 
(1918) or Saybolt "Seconds") into true viscosities. 

The widespread use of the Saybolt viscometer in this country 
makes desirable the inclusion here of the specifications for its use 
adopted by the American Society for Testing Materials. 
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1. Viscosity. — Viscosity shall be determined by means of the 
3aybolt Standard Universal Viscosimeter. 

Apparatus. — (a) The Saybolt Standard Universal Viscos- 
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Fio. 96.— The Saybolt UmvetHal Viacometar. 

meter (sec Fig, 96) is made entirely of metal. The standard oil 
tube J is fitted at the top with an overflow cup E, and the tube is 
surrounded by a bath L, At the bottom of the standard oil tube 
is a small outlet tube through which the oil to bo tested flows 
into a receiving flask R, whose capacity to a mark on its neck ia 
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60 (±0.15) cc. The lower end of the outlet tube is enclosed 
by a larger tube, which when stoppered by a cork JV, acts as a 
closed air chamber and prevents the flow of oil through the outlet 
tube until the cork is removed and the test started. A looped 
string ia attached to the lower end of the cork as an aid to its 
rapid removal. The bath is provided with two stirring paddles 
A' and operated by two turn-table handles F. The temperatures 
in the standard oil tube and in ,the bath are shown by ther- 
mometers, A and B. The bath may be heated by a gas ring 
burner P, steam U-tube H, or electric heater C. The standard 
oil tube is cleaned by means of a tube cleaning plunger T, and 
all oil entering the standard oil tube shall be strained through a 
30-meBh brass wire strainer Q. A stop watch is used for tajdng 
the time of flow of the oil and a pipette, fitted with a rubber 
suction bulb, is used for draining the overflow cup of the stand- 
ard oil tube. 

"(fe) The standard oil tube J should be standardized by the 
U. S. Bureau of Standards, Washington, D. C, and shall conform 
to the following dimensions: 


1^, 1 Minimum, 
. 1 centimeters 


Norma!, 
centimeters 


Maximum, 
centimetora 


Ineidi; diameter of outlet tube. . . 


0.1750 

1.215 

12.40 
2. MS 

0,28 


0.1765 
1-225 

12.50 

2.975 
0.30 


12.60 ^^M 
0.32 ^^M 


Height of overflow rim above 


Diameter of container of stand- 


Outer diameter of outlet tube at 




"3. Method.— Viscosity shall be determined at 100°F (37.8°C), 
130°F C54.4°C), or 210=F (98.9°C). The bath shall be held 
constant within 0.26=F C0.14''C) at such a temperature as will 
maintain the desired temperature in the standard oil tube. For 
viscosity determinations at 100 and 130^, oil or water may be 
used as the bath Uquid. For viscosity determinations at 210°F, 
oil shall be used as the bath liquid. The oil for the bath liquid 
should be a pale engine oil of at least 350°F flash-point (open 
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eup). Viscosity determinations shall be made in a room free 
from draughts, and from rapid changes in femperatiire. AH oil 
introduced into the standard oil tube, either for cleaning or for 
teat, shall first be passed through the strainer. 

"To make the test, heat the oil to the necessary temperature 
and clean out the standard oil tube with the plunger, using some 
of the oil to be tested. Place the cork stopper into the lower 
end of the air chamber at the bottom of the standard oil tube. 
The stopper should be sufficiently inserted to prevent the escape 
of air, but should not touch the small outlet tube of the standard 
oil tube. Heat the oil to be tested, outside the viscometer, to 
slightly below the temperature at which the viscosity is to be 
determined and pour it into the standard oil tube until it ceases 
to overflow into the overflow cup. By means of the oil tube 
thermometer keep the oil in the standard oil tube well stirred and 
also stir well the oil in the bath. It is extremely important that 
the temperature of the oil in the oil bath be maintained constant 
during the entire time consumed in making the test. When the 
temperature of the oil in the bath and in the standard oil tube are 
constant and the oil in the standard tube is at the desired tem- 
perature, withdraw the oil tube thermometer; quickly remove the 
surplus oil from the overflow cup by means of a pipette so that 
the level of the oil in the overflow cup is below the level of the oil 
in the tube proper; place the 60-ml flask in position so that the 
oil from the outlet tube will flow into the flask without making 
bubbles; snap the cork from its position, and at the same instant 
start the stop watch. Stir the liquid in the bath during the run 
and carefully maintain it at the previously determined proper 
temperature. Stop the watch when the bottom of the meniscus 
of the oil reaches the mark on the neck of the receiving flask. 

"The time in seconds for the dehvery of 60 ml of oil is the 
Saybolt viscosity of the oil at the temperature at which the test 
was made." 

There is little to recommend any one of these instruments 
except their wide use in their respective countries. They are 
inaccurate and in the case of viscous oils time-consuming. With 
volatile solvents they cannot be used at all due to evaporation, 
The greatest source of error in the technical instruments is due 
to poor temperature control. The bath around the container is 
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email, the atiiring ineffective and the end of the efflux tube is 
exposed to the air. In makiug duplicate determinations the 
liquid flows out into the air and generally cools off, so the bath is 
raised to somewhat above the desired temperature in order to 
bring the temperature back again to the large mass of oil in the 
container. If the run is started when the temperature comes to 
the proper point, it ia almost impossible to prevent it going up 
during the run. 

Another important source of error arises from the very extra- 
ordinary kinetic energy corrections encountered. The Engler 
instrument, for example, is normally calibrated with water at 
WO and the kinetic energy correction amounts to over 90 per 
cent of the total energy expended. The viscosity in this case has 
but little part ia determining the rate of flow, and we have already 
seen that the coefficient (m) of the kinetic energy correction is 
subject to some uncertainty. 

Closely connected with the kinetic energy correction, are the 
difficulties due to end effects and possible turbulence which are 
aggravated in short, wide tubes. 

It is difficult to adequately clean this type of instrument or to 
tell when it has been properly cleaned. The liquids readily 
absorb dust, moisture and other impurities from the air and they 
may thus undergo loss or chemical change. Meissner (1910) has 
made a study of these sources of error. Effects of surface tension 
at the end of the capillary, of the changing level of liquid in 
the container, of slow drainage of oil down the side of the receiving 
flask are found to be small sources of error. With the Saybolt 
instrument, the flow is started by pulling out a stopper from the 
hollow cyhnder below the efflux tube. One must see that no 
liquid accumulates in the air space above the stopper. 

Instruments embodying the principles worked out by Coulomb 
. and Couette have been devised by Doolittle, Stormer, and Mae- 
Michael. In the Stormer instrument a cylinder is rotated by the 
force arising from a falling weight, suspended by a cord carried 
over a pulley. The speed varies with the viscosity of the liquid 
and the revolutions per minute are counted. A better plan is the 
one adopted by MacMichael of using a constant speed, imparted 
to an outside cup and measuring the angle of torque produced in 
a, disk supported in the liquid by means of a steel wire. The 
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rinBtmment has considerable range, for wires of differing diameters 
I can be used for widely differing viscosities. The readings are 
f instantaneous and the instrument is compact and easily manipu- 
] lated. The most troublesome feature of this type of instrument 
I is the lack of constancy in the supporting wire. It is neces- 
l aary to use these wires with considerable care and to calibrate 
I frequently. Since the corrections of the instrument are not 
■ fully understoodj the calibrating fluid should have nearly the 
lie viscosity as the viscosity to be measured {t^. Herschel 
(1920)). 

For liquids of high viscosity, the falling sphere method is used 
industrially. If the containing vessel does not have a diameter 
at least 10 times that of the ball, a correetion must be applied 
Sheppard {1917), The method is admirably adapted for abso- 
lute measurements, but usually workers have felt dependent 
upon calibrating liquids, but since there is a dearth of calibrating 
fluids of high viscosity liquids are often used in which the velocity 
of fall is too great for the strict application of Stokes' law and a 
correction has to be made. Reproducible liquids of high viscosity 
which have been accurately determined should be available for 
the industrial requirements. 
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The measurements of Poiseuille, being somewhat inaccessible 
but of great practical as well as historical interest are given 
in detail in the following tables. Comparative values of the 
viscosity of water by various observers with all of the known 
corrections made are given in Table II. Since specific viscosities 
are often used, relative to water at different temperatures, we give 
the viscosity for water for every degree from (o 100 in Table 
III, and in Tables IV and V we give the fluidities of alcohol-water 
solutions and sucrose-water solutions as poaaible calibration fluids 
where water would be too fluid. For changing viscosities to 
fluidities the table of reciprocals (Table VI) is very convenient. 
To get the reciprocal of a number such as 1.007, the first part 
of the table is not very convenient on account of the large 
differences used in enterpolation. If however one uses instead 
10 X 0-10070 in the latter part of the table, fifth column, p. 343, 
the number 9.93 X 10~' is found as the reciprocal without enter- 
polation. The part of the table from 10.0 to 1.5.0 may also be 
used for this same purpose, in which case the reciprocal of 10.07 
is found in the ninth column. 

A table of four-place logarithms (Table VII) are included, 
and are often sufficiently exact, since viscosities are generally not 
more accurate than one part in 1,000. 
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Table Lll.— Fluidity t 


ND ViscofiiTY ov Water Calottlatbd by Formula' 
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pera- 
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ViB- 
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pera- 
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58.69 
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69,5. 
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^H 
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2.96 


85 
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^H 
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90 
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46 
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100 354-49 




104,11 
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103,07 


40,05 


7,14 
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(ISaS), Traafae (1886), NoBck (1880) and Binghsm Bad ThomBs (1B13). ^^H 
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Precipitation of colloids, 380,7, 

384.6, 384.6 

Pressure, 138, et Keg., 243. 351.6, 
364.2. 361.8, 369,7, 372,5. 

379.7, 384,1, 385.5, 391.7, 
410,9, 418,3 
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Pressure, corrections, 299 
regulation, 294, 305 
true average, 298 
Proteins, 356.7, 361.3, 373.1, 393,6, 
399,2, 400.3, 404.9, 410,7, 
423,6, 426,4 
Pseudoglobulin, 361.3 
Pyridine, 379.3 

Q 

Quart/, viscosity of, 377.6 



Raecmic compounds, 112, 366,8 

Radius of capillary, 321 

Ralfinoae solutions, 426.2 

Rare gases, 250, 378,8 

Rate of crystallization, 190, cp. 
solid ifl cat ion. 
of hydration, 410.7 
of reaction, 366.4, 376.3 

Reciprocal properties, 83 

Refractive index, 393,8 

Regimes, 4, 142 

Relaxation number, 128 

Residual aCfiiiity, 112 

Resistance, cp, conductivity. 

Reynolds critical velocity, 40 

Rigidity, 128, 218, 256, 384.4, 398.1 

Ring grouping, 124 

Road building, 282 

Rocks, 352.8, 353.3 

Roentgen rays as affecting viscosity, 
410,1 

Rougbnesa of surfaces, 149 

Rubber, 212, 280, 350.3, 352.6, 
353.3, 371,5, 372.9, 388.3, 
394.5, 410.4, 406.7, 411.5, 
etc., 413.6, 418.7, 423.4, 
428.2 



Ruptui 



, 229 



Sagging beam method, plasticity, 

227 
Salt solutions, 347.3, 348.7, 349,4+, 



' 
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365.1, 359.1, 363.2, 368.7, 




374.6, 376.4. 376.6, 378.4, 


friction, 262, 373.2 


379.7, 381.2, 383.4, 383.7, 


Solidification velocity, 190, 420.1, 


384.8, 385,6, 386.7, 396.3, 


427.8 


399.9, 402,3. 408.6, 412.2, 


Solids, 238. 239, 361.5, 353.9. 


418.1, 420.5, 425.2 +, 


358,3, 363,8, 375.3. 376,4, 


427.5, 403-6 


377.5. 378.6, 381.8. 407.2. 


Sttponine, 254, 401.5, 418,1 


409.7, 414,2, 415.6, 416.8, 


Sayboit Univereal Viacometer, 324, 


420.9, 422.3, 422.5, 424.1, 


etc. 


425.5 


Scutna, 256 


.Solubility of glass, eflect of on 


Sealing wax as a viacous liquid, 


viBCoeily, 377.3 


216. 235 


and plasticity, 293 


Seawftter, 390.4 


Solutions, 160, 280, 363.1, 400.5. 


.Second regime, eee turbulent flow. 


410.1 


Seeding, 272 


Sound and Ttaooaity, 380.4 


Seepage, 213. 223, 231 


Specific volume differences, 164, 165 


Separation of components of mixture 


heat and viscosity, 368.7, 


by flow, 257, 258, 269 


371.1 


Serum, 393,4, 396,9, 397,7, 411.6 


volumes of binary liquid mix- 


BettlingofeuspenaionB, ISS 


tures, 3S2.8, 388.8 


Shales, viscosity of. 359. 1 


Sphere, falling. 2, 6, 357.9, 362.6, 


Shear, viscosity at low, 3US.3 


373.7, 397.4, 414,4 


Sheet glass flow, 39 


Stabilizer, 294 


■ Shifting of minimum in fluidity, 


Standard substances, 364.6 


cone, curves, 174 


Stannic chloride, 391.2 


Silicate melU, 287. 364.3, 370.3, 


Starches, 373.4, 395.1, 406.8, 419.1 


375.7, 393.8 


Steel, 351.8, 361.3,392.6 


Silvernitrate, 181,374.6 


Stereoiaoineriam, 420.6 




Stokes' method, 253, 329, 349.2 


of particles in colloid, 365.9, 


Strain, 235 


380.6, 419.9,428.1 


Stress, influence of on properties, 


Slags, 287, 370.3 


364.5 


Slipping, 14, 29, et ^eq.. 148, 223, 


Structure, 198 


225, 231, 244, 378.4, 380.4, 


Sugar solutions, 407.1 


395-7, 426.5, 427.2 


Sulphur, 359.2. 369.6, 395.6, 411.8, 


and superficial fluidity, 256 


417.1,422.2 


Slip, 367.3 


dioxide, 371.3 


Soap solutions, 254, 291, 357.1, 


Sulphuric acid, 361.2, 366.2, 388.9 


369.6,374.4,396.9,397.1 


Superficial fluidity, 254. 357.8, 


Sodium chloride, 394.7 


401.5, 402.6, 409.4, 414.7 


hydroxide, 357.3 


Surface films as plastic solids, 255 


nitrate, 374.6 


tension, 35, 66, 96, 101, 211, 




271, 356.8, 356.9, 359.3, 


392.4 


371.6, 376.7 


Softening temperature, 133 


Surtension and viscosity, 395.8 


Soil moisture, 359.6 


Suspensions, 102, 104, 203, 205, 
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360.8, 367.6, 383.9, 385.2, 

399.3, 400.8 

of sulphur,. 402.7 

Sutherland's equation, 247 

Swelling of colloids, 404.2 

Syrups, 371.7, 407.1, 407.6 



Tables, fluidities and viscosities of 
water, 339, 340 
of ethyl alcohol water mix- 
tures, 341 
of sucrose solutions, 341 
logarithms, 345 
radii limits for capillaries, 318 
radius corresponding to weight 

of mercury, 316 
reciprocals, 342 
values of K, 300 
of M, 301 
of N, 303 
"Tackiness,'' 411.5 
Tallow as a plastic solid, 216 
Tars, 415.8 
Tautomerism, 111 
Technical viscometry, 324 
Temperature, 13, 92, 127, et seq., 
238, 245, 304, 350.1, 365.3, 
376.9, 379.9, 409.8 
Tensile strength and plasticity, 235 
Tetraethylammoniumiodide, 194 
Textiles, 282 

Third or mixed regime, 35, 42 
Thymol, 413.1 
Time of relaxation, 128 
measurement, 304 
Tortion method, 226, 364.6 
Traction method, 226 
Tragacanth, 394.5 
Transition points, 112, 293, 366.4 
Transpiration, 2, 6, 241 
Trypsin, 362.5, 424.4 
Turbulence, 4, 35, 51, 97, 356.5, 
357.9, 364.7, 371, 386.9, 
388.1, 392.6, 399.2, 411.9, 
412.9, 415.7, 417.5, 427.8 
Turpentine, 53, 273 



U 

Ultimate electric charge, 252 
Undercooled liquids, 420.1 
Unsaturation, 366.8 
Urea, 181 
Urethane, 410.4 
Urine, 366.2, 359.9 



Vapor pressure, 165, 156, 276, 

353.9, 406.9 
Vapors, 246, 398.2, 407.2 +, 409.1, 

414.9, 418.7 
Varnish, 358.8, 372.6, 400.2, 415.5, 

423.6, 428.1 
Velocity of crystallization, cp. 

solidification. 
Viscometer, 7 

air bubble, 350.7 

Barbey, 350.6, 405.1, 412.6 

Clark, 368.2 

constant pressure, 62, et seq.j 

404.8, 416.2 

Engler, 350.6, 367.5, 375.5, 

380.9, 389.4, 397.5, 403.3, 
405.1, 408.4, 423.1 

Fischer, 370.9 

Flowers, 371.4, 381.2 

Gumbel, 413.8 

Gurney, 377.2 

Lunge, 394.5, 413.6 

MacMichael, 328, 416.1 

Maxwell, 414.2 

Ostwald, 403.8 

Redwood, 397.5 

Saybolt, 324, 380.9, 397.5, 375.5 

Schulz, 414.7 

Searle, 415.5 

Stormer, 410.6, 411.1, 419.5 

Washburn, 426.2 
Viscose, 280 
Viscosity definition, 5, 378.6 

measurement, 6 
Viscous liquids, 374.7, 391.7, 399.7, 
402.6, 415.8, 418.2, 423.9 
Volume, 141, 142, 184, 373.5 + 
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W Y 

Yield value, 217, et seq.y 237, 257 
Water, 347.6, 361.1, 364.8, 373.3, 

376.8, 383.4, 383.5, 388.9, ^ 

391.4, 396.6, 399.8, «)4.3, Zero fluidity concentration, 64, 201, 

408.3, 416.8, 427.4 203, 205, 220 

Whipped cream, 211 Zinc-cadmium alloys, 424.9 

Wide tubes, 397.8 Zinc sulphate, 394.3 
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